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Glossary 

Term Definition 

Radar returns 
The electromagnetic signal that has been reflected back to the radar antenna. Such reflections contain 
information about the location and distance of the reflecting object. 

Clutter 
Clutter is the term used for unwanted echoes in electronic systems, particularly in reference to radars. 
Such echoes are typically returned from ground, sea, rain, animals/insects, chaff and 
atmospheric turbulences, and can cause serious performance issues with radar systems. 

Doppler signature 

Doppler signature is the parameter used by Doppler enabled radars to produce velocity data about objects 
at a distance. It does this by bouncing a microwave signal off a desired target and analysing how the 
object's motion has altered the frequency of the returned signal. This variation gives direct and highly 
accurate measurements of the radial component of a target's velocity relative to the radar.  

Radar Shadow 
Radar shadow is the region whereby the radar beam is unable to fully illuminate a region due to blockage 
from terrain or structures within the area of coverage. Radar shadowing causes objects within the shadow 
region to produce reduced radar returns which can affect the radarôs ability to detect such objects. 

Target detection 
A radarôs ability to distinguish between radar returns from wanted targets and returns from clutter and/or 
the systemôs noise level.  

Target tracking 

This refers to the radarôs ability to continually detect the target. Target tracking is a component of 
a radar system, or an associated command and control system, that associates 
consecutive radar observations of the same target into tracks. Radar tracking uses software algorithms to 
track objects and compensate for momentary loss of detection without losing the track. 

 

https://en.wikipedia.org/wiki/Radar
https://en.wikipedia.org/wiki/Chaff_(radar_countermeasure)
https://en.wikipedia.org/wiki/Turbulence
https://en.wikipedia.org/wiki/Microwave
https://en.wiktionary.org/wiki/radial
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Acronyms 

Acronym Description 

AD Air Defence 

AIS Automatic Identification System 

ATC Air Traffic Control 

CAD Computer Aided Design 

CFAR Constant False-Alarm Rate 

CPA Closest Point of Approach 

ERRV Emergency Response and Rescue Vessels 

IALA International Association of Marine Aids to Navigation and Lighthouse Authorities 

LOS Line of Sight 

MSL Mean Sea Level 

MTI Moving target indicator 

UHF Ultra high frequency 

RCS Radar cross section 

REWS Radar Early Warning System 

Spirit Energy 
Spirit Energy Ltd, a new company arising from a Centrica E&P and Bayerngas Norge AS joint venture; part 
of the Centrica Group. 

TCPA Time to the Closest Point of Approach 

VTS Vessel Traffic Services  

 

Units 

Unit Description 

dB Decibel 

dBsm Decibel Square Metres 

GHz Giga Hertz 

GT Gross tons 

MHz Mega Hertz 
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1. Introduction 

1.1 Overview 

1.1.1.1 This annex of the Hornsea Three Environmental Statement considers the potential impact of the Hornsea 

Project Three offshore wind farm (hereafter referred to as Hornsea Three) during the operation and 

maintenance phase on Radar Early Warning Systems (REWS) located on offshore oil and gas platforms. 

Specifically, this annex considers the effects of Hornsea Three on the REWSôs ability to detect vessels 

within the vicinity of the wind farm and the effect of rerouted traffic on the REWS alarm rates. There may 

be effects associated with the construction and decommissioning phase of Hornsea Three in regard to 

increased movement within the Hornsea Three array however this has not been included in the 

assessment which considers the maximum design scenario for the operation and maintenance phase of 

Hornsea Three. 

1.1.1.2 The modelling work presented within this report considers a typical REWS configuration, based on 

technical information provided by the REWS suppliers. It concentrates mainly on the effects of Hornsea 

Three on target (i.e. vessel) detection due to raised thresholds and clutter returns generated from the 

turbines. The effect of radar shadowing was also considered within this study and has been used within 

the Closest Point of Approach (CPA) assessment. 

1.1.1.3 The report considers two platforms within close proximity to the proposed projects where REWS are 

installed. The two identified platforms are Spirit Energyôs J6A platform and ConocoPhillipsôs Saturn 

Platform. The J6A platform REWS installation also provides radar coverage for nearby offshore platforms 

(i.e. the Chiswick, Markham ST-1, Windermere and Grove platforms), whilst the Saturn platform REWS 

installation provides coverage for the Tethys, Mimas, Viking KD, and Vampire OD platforms.  

1.1.1.4 This report also provides the technical information and modelling results considering the cumulative 

impact of Hornsea Three and other projects and plans, specifically other projects within the former 

Hornsea Zone, namely Hornsea Project One and Hornsea Project Two offshore wind farms. No other 

developments (other than the above mentioned) have been identified as being within close enough 

proximity to Hornsea Three to result in a cumulative impact on REWS and the CPA assessments. 

1.2 Background 

1.2.1.1 Wind farm turbines and associated offshore structures (such as accommodation platforms and offshore 

substations) located within the line-of-sight (LOS) of radars, may interfere with the radar performance and 

degrade its ability to distinguish between turbines and associated offshore structures, and returns from 

targets of interest.  

1.2.1.2 REWS are primarily used to detect and track vessels navigating within the vicinity of offshore oil and gas 

assets and provide collision warning when vessels are in breach of defined CPA and Time to Closest 

Point of Approach (TCPA) parameters. The impact of offshore wind farms on REWS may arise from a 

number of factors such as; high radar returns from the turbines and associated offshore structures, 

increased number of detections and false alarm/track generation.  

1.2.1.3 Offshore wind turbines are large structures with geometries and materials that may cause them to have a 

high radar cross-section (RCS). Furthermore, the rotation of the turbine blades produces a time-variable 

RCS fluctuation and a Doppler frequency shift that can confuse radars that rely on moving target indicator 

(MTI) filters to distinguish between static objects and moving targets of interest. The interference to 

Doppler based ATC and AD radars due to the rotating blades and the large reflection of the radar signal 

has been well reported and explained (Jago and Taylor, 2002; Poupart, 2003 and Wind Energy, Defence 

& Civil Aviation Interests Working Group, 2002). However, this technical report discusses and models the 

potential impact of Hornsea Three on the REWS used on oil and gas platforms which have been selected 

as potentially being affected by Hornsea Three due to their location (i.e., ConocoPhillipsôs Saturn Platform 

and Centricaôs J6A platform). Typically, REWS does not employ Doppler processing and MTI filters as it 

operates in naval environments whereby the returns from the sea surface (and the movement of the 

waves) may generate radar returns with Doppler signatures similar to that of surface vessels. REWS can 

be integrated with newer radar transceivers that are capable of Doppler processing if deemed necessary 

(see paragraph 1.1.1.1).  

1.2.1.4 For non-Doppler based radars such as the REWS, the potential impact from offshore wind farms may 

arise due to the large radar returns. The large RCS of turbines may cause target spreading at extended 

ranges and potential detections through the sidelobes at close ranges. This will cause smearing and 

cluttering of the radar screen and potentially mask other targets in the area. In addition, depending on the 

thresholding techniques used within a radar system, the presence of turbines and associated offshore 

structures may increase the threshold over parts of the array area, which potentially may cause smaller 

targets to be lost.  

1.2.1.5 Degradation of the radar performance may also be caused by the radar shadow due to the presence of 

wind turbines within the LOS of the radar, as shown in Figure 2.1. Shadowing may cause smaller targets 

to temporarily disappear from the radar display as it moves in and out of the shadow regions. The extent 

of the impact caused by shadowing depends on the size and height of the turbine and the target of interest 

(i.e. different effects may be observed if looking at surface targets or air targets). However, previous 

studies and trials showed that the effect of shadowing can be considered to be an effect of secondary 

importance that may have little impact on the REWS performance due to the size of vessels that the 

REWS is typically interested in detecting (Butler and Johnson, 2003) (Greenwell, 2016).  
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1.2.1.6 This report uses a number of modelling techniques developed at the University of Manchester to model 

and predict the impact of turbines and associated offshore structures on radar systems. These allow the 

radar returns coming both from the wanted target and Hornsea Three to be simulated so that the effects 

on radar detection can be evaluated. The results from the models can then be used to indicate the regions 

within which vessels can be detected and tracked. Section 2 below describes the different modelling 

techniques utilised in the Hornsea Three assessment.  

1.3 Document structure 

1.3.1.1 The document utilises the following structure:  

¶ Section 1 (this section) gives an introduction to the report;  

¶ Section 2 outlines the scope of the assessment; 

¶ Section 3 presents a summary of the modelling techniques and parameters used; 

¶ Section 4 presents the modelling results for the Spirit Energy REWS on the J6A platform;  

¶ Section 5 presents the modelling results for the ConocoPhillips REWS on the Saturn platform; 

¶ Section 6 presents the assessment on effect of the rerouting of traffic on the TCPA alarms; and 

¶ Section 7 presents the conclusions and summary of the results along with further considerations for 

future studies if required. 

2. Scope of Assessment 

2.1 Target masking 

2.1.1.1 The size, geometry and construction materials of turbines cause them to have a radar return. This may 

cause target spreading (smearing) at extended ranges and potential detections through the sidelobes at 

close ranges. Such effects will add clutter to the radar screen and potentially mask other targets in the 

area. This effect may also affect the tracking software performance when vessels are travelling within 

Hornsea Three causing the tracks from the vessels to be seduced and merged into the larger returns 

generated from the turbines. This report addresses the impact of target masking and compares the levels 

of the turbine radar returns against that of a vessel as it travels along a defined path through Hornsea 

Three. This report does not consider the effects of varying turbine returns on the tracker as this requires 

a detailed knowledge of the employed tracking software which is proprietary information, discussed further 

in paragraph 2.5.1.1. Despite this, it remains possible to draw robust conclusions. 

2.2 Shadowing effects 

2.2.1.1 The extent and length of the shadow region cast by a turbine depends on the size of the turbine, the 

distance to the radar antenna, the height of the radar and the height of the target of interest. The severity 

of the shadow will also depend on the distance of the target from the turbine. This is illustrated in Figure 

2.1.  

2.2.1.2 Due to the diffraction of the radar waves around the turbine, increasing the range between the target and 

the turbine will reduce the severity of the attenuation to the targetôs returns. It has been reported that a 

target 1 km behind the turbine will experience 6 dB reduction in the returned power while targets that are 

significantly further suffer only 2 dB reduction in the received radar echo (Butler and Johnson, 2003). This 

is an important characteristic of the radar shadow and is illustrated in Figure 2.1. This is in good agreement 

with the recent measurement campaign carried out by Ultra Electronics to assess the effects of wind farms 

on the REWS performance located in the east Irish Sea (Greenwell, 2016). The measurement campaign 

and the work presented in Danoon and Brown (2014) indicate that shadowing may not have a significant 

effect on the performance of the REWS due to the diffraction effects and the size of the vessel, which 

might be larger than the shadow region generated from individual turbines. 

2.2.1.3 For completeness, a shadowing assessment has been undertaken within this assessment and is used in 

conjunction with the study of the rerouting of traffic around the wind farm (see section 6). Within this 

assessment the radar shadows were modelled based on optical shadowing. Optical shadows 

conservatively assume no diffraction effects and therefore ignore the improvement in the shadow region 

at extended ranges. Depending on the turbine size and radar height, the optical shadows may extend all 

the way to the radar horizon. The use of optical shadows is used to assess scenarios which might have 

an impact on the radarôs performance. 
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Figure 2.1: Illustration of radar shadowing with diffraction effects (Butler and Johnson, 2003). 

 

2.3 Rerouted traffic  

2.3.1.1 Existing shipping lanes may be altered by the physical presence of Hornsea Three and vessels may be 

rerouted nearer to the platforms covered by the REWS as they deviate around the wind farm. This may 

cause an increase in the CPA/TCPA alarm rates. The shipping routes are often defined by their 

mean/central line and the associated standard deviation that represents the width of the route. The 

detailed modelling procedure and the effects of the rerouting of traffic on the alarm rates are discussed in 

section 6 below. 

 

2.4 Adaptive detection threshold modelling 

2.4.1.1 A REWS deploys a number of techniques for clutter thresholding, target extraction and tracking. The use 

of adaptive thresholding algorithms such as Constant False Alarm Rate (CFAR) is very common within 

offshore REWS installations. A variety of CFAR algorithms can be used to adjust the threshold around 

noisy/cluttered areas to avoid unwanted and false detections depending on the clutter within the local 

environment. REWS uses CFAR techniques to dynamically adjust the detection threshold over sea clutter. 

Digital signal processing is applied to calculate a constant false alarm rate for plot-extraction by generating 

a video threshold below which all video samples are ignored as they are considered to be noise or clutter. 

The threshold is calculated individually for each radar cell using a two dimensional sliding window area 

technique whereby surrounding cells in both range and azimuth are considered. Typically, the mean and 

standard deviation of samples is calculated and the threshold is set to the mean value plus a factor derived 

from the standard deviation of the sample.  

2.4.1.2 Finally, it is worth noting that as CFAR uses multiple adjacent range and azimuth cells (see Figure 2.2) to 

derive the detection threshold. The presence of a single turbine will affect the threshold of multiple cells 

around it as shown in Figure 2.2. 

 

 

Figure 2.2: 2D CFAR cells around a given cell with wind turbine present. 

 



 
 Annex 11.1 ï Radar Early Warning Technical Report 
 Environmental Statement 
 May 2018 

 

 4  

2.5 Tracker modelling 

2.5.1.1 Radar trackers provide the radar operator with a processed and clear image of the location and bearing 

of moving targets in the area of interest. It is also very common for currently used radar trackers to 

compensate for momentary loss of detection of a target over one or more radar rotations and maintain an 

active track. The presence of advanced tracking within REWS can greatly benefit and enhance the 

operatorôs ability to maintain radar visibility of moving targets near or within a wind farm. REWS deploy 

proprietary tracker algorithms, which may vary depending on the system supplier. The impact of the wind 

farm on the tracker performance cannot be accurately modelled without detailed knowledge of the tracker 

and the proprietary tracking algorithms -which are not available to Hornsea Three and so were not included 

in this assessment. 

2.6 UHF communication links 

2.6.1.1 Depending on the REWS system and the tracker software, it is possible that returns from the turbines will 

add new target detections to the track-table. The track-tables are shared with Emergency Response and 

Rescue Vessels (ERRVs) via ultra high frequency (UHF) radio links. UHF links use a low-bandwidth 

telemetry system and have a limit on the total number of tracks that can be transmitted. The maximum 

size of the track-table is a system limitation that depends largely on the hardware used and hence cannot 

be modelled. A typical number for the maximum track-table size is assumed to be between 400 and 600 

tracked targets. Depending on the tracking software, the number of tracks within the track-table can be 

reduced by applying non-acquire zones over the wind farm area or by applying filters to track moving 

targets only. 

2.7 Other effects 

2.7.1.1 The variation of the radar returns over multiple range-cells may initiate false tracks. However, the radar 

tracker requires consecutive detections over a number of radar rotations, which will reduce the likelihood 

of false track initiation. Furthermore, to raise a TCPA alarm, the track vector must continue to breach the 

TCPA condition for multiple radar rotations. Thus, raising false alarms due to range-cell spreading is 

considered unlikely and was not included in this assessment. 

2.7.1.2 It is also possible to model the effects of multiple reflections of the radar signal within the Hornsea Three 

array area, and between the turbines and nearby large targets, using the radar and WinR (Wind Turbine 

RCS) models developed at the University of Manchester. However, as the closest modelled turbine in the 

Hornsea Three array area is approximately 13 km away from any REWS, the effects of the multiple 

reflections were considered to be of second order (not a primary cause or concern) and were not included 

in the models (QinetiQ, 2005) (Baker, 2007).  

2.7.1.3 Depending on the detailed structure of the REWS host platform, the presence of external fittings near the 

radar antenna such as masts, wires and other structural elements may cause distortion of the antenna 

pattern and possibly the appearance of false reflection if a flat surface is near the antenna. These effects 

were not modelled. This was confirmed to be acceptable during Hornsea Project Two consultation for the 

REWS on the Saturn Platform operated by ConocoPhillips (ConocoPhillips, 23 November 2012, 

pers.comm., 2012). 
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3. Modelling Parameters 

3.1 Hornsea Three 

3.1.1 Wind turbine parameters 

3.1.1.1 The maximum dimensions of the turbines proposed for Hornsea Three have been defined in order to 

produce a generic turbine model that considers the overall size and rotor diameter. However, due to the 

electrical size of the turbines (i.e. the physical size in comparison to the radar wavelength), which extends 

over many hundreds of radar wavelengths, better representation of the geometry is needed to give more 

accurate Radar Cross Section (RCS)modelling results. 

3.1.1.2 The precise detail of the RCS will depend on the actual wind turbine in use. However, a good 

representation can be obtained from a generic model of a 5 MW turbine geometry, which includes the 

blades airfoil profile and nacelle geometry. The generic 5 MW turbine has a rotor diameter of 120 m and 

a hub height of 86 m. The generic turbine geometry was then scaled to achieve the approximate 

dimensions of the proposed Hornsea Three turbines, with the maximum design scenario being the 

maximum number of turbines in the Hornsea Three array area, 342 turbines with a maximum rotor 

diameter of 185 m and an associated hub height of 127 m. Subsequent to the completion of the REWS 

modelling, the maximum number of turbines in the Hornsea Three array area was reduced from 342 

turbines to 300 turbines. These 300 turbines will have a maximum rotor diameter of 195 m and an 

associated hub height of 153 m. A validation assessment for the J6A platform has been completed to 

understand the implications of this change to the maximum design scenario and is presented in section 

4.3 below. The J6A platform was selected for the validation assessment due to its proximity to the Hornsea 

Three array area. The REWS on the Saturn platform was considered too far from the Hornsea Three array 

area to be affected by the change in the size and number of turbines. 

3.1.1.3 The scaled CAD geometries for the modelled turbines (i.e. 342 turbines with a rotor diameter of 185 m 

and a hub height of 127 m) used to compute the RCS of the turbines are shown in Figure 3.1 below. 

Details such as ladders, warning lights, wind measurement/lightning protection equipment etc., were 

removed from the turbine CAD for RCS modelling as these will not have a significant effect on the 

scattering profile which is dominated by the larger components (i.e. tower, blades and nacelle), and will 

greatly increase the computational complexity.  

 

 

Figure 3.1: Modelled turbine geometry. 

 

3.1.1.4 Within this assessment, the maximum design scenario has assumed the turbines are mounted on a 

monopile foundation with a transition piece leading to the tower. Traditionally, the monopile with the 

transition piece design gives a very large radar return, which in some cases might dominate the turbine 

RCS. This is due to the shape and construction materials of the transition piece which makes it highly 

reflective to the radar. The upright cylindrical and parallel, metallic sides of the transition piece will reflect 

the radar energy directly to the radar which may make up to 80% of the total radar signature generated 

from the turbine. Other supporting structures, such as jacket foundations are expected to have tapered 

sides and smaller reflective areas which will not be as prominent as the monopile foundation. Monopile 

foundations therefore represent the maximum design scenario for RCS.  
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3.1.1.5 When assessing the potential impact of Hornsea Three (alone) and Hornsea Project One, Hornsea Project 

Two and Hornsea Three (cumulatively) on a given REWS, the wind is conservatively assumed to be 

coming from the radar site in the direction of the centre of the wind farms. This results in the majority of 

the turbines facing the radar, which will then give the maximum RCS value (maximum design scenario). 

As the RCS of each turbine is individually computed, the blades rotation angle on each turbine is 

generated randomly as a value between 0° and 119°. This results in a different RCS for each turbine 

rather than an unrealistic unified rotation angle across all turbines. 

3.1.2 Hornsea Three indicative turbine layouts 

3.1.2.1 The REWS performance is expected to be more greatly affected by the presence of a large number of 

smaller turbines compared with fewer larger turbines. The presence of a greater number of turbines 

increases the shadowing effects and also increases the detection threshold levels over a larger region 

within the Hornsea Three array area. Based on these observations, the indicative layout A from the 

Preliminary Environmental Information Report (PEIR) was chosen as the maximum design scenario (see 

layout A, volume 1, chapter 3: Project Description of the PEIR). Subsequent to the completion of the 

REWS modelling, the maximum number of turbines in the Hornsea Three array area was reduced from 

342 turbines to 300 turbines. As such, indicative layout A was revised to reflect a maximum number of 

300 turbines. A validation assessment for the J6A platform has been completed to understand the 

implications of this change to the maximum design scenario and is presented in section 4.3 below. The 

J6A platform was selected for the validation assessment due to its proximity to the Hornsea Three array 

area. The REWS on the Saturn platform was considered too far from the Hornsea Three array area to be 

affected by the change in the size, number and layout of turbines. 

3.1.2.2 The indicative Hornsea Three layout was imported into the models using assumed coordinates for each 

turbine and offshore substation/platform. The assumed locations of the offshore substations/platforms and 

the imported turbine locations are shown in Figure 3.2 below. 

3.1.2.3 Within all the modelling results that are shown within this report, the offshore substations/platforms were 

modelled as large offshore structures and their scattering was estimated by modelling a number of 

scattering points distributed within a rectangular box of 80 m by 80 m by 80 m (providing a general 

dimension for all structures). The total RCS of each substation was set to be 3,000 m2. This is an 

approximate value used to assess the impact of the substation on the shadowing and the radar detection 

threshold. The exact scattering characteristic will depend on the substationôs geometry and construction 

material as well as its range from the radar antenna. 

3.1.2.4 Once the locations of the turbines and the offshore substations/platforms were defined, a process was 

followed to identify the location of nearby offshore platforms and any REWS installations that might be 

affected by the presence of the turbines and other large structures such as the offshore substations. The 

location of offshore platforms and the identified REWS host platforms are also shown in Figure 3.2 below.  

3.1.2.5 Typically, a 30 km (16 nm) detection range is assumed to be the minimum requirement for REWS to detect 

and track smaller vessels (100 m2 RCS). This indicates that the Spirit Energy operated J6A platform 

REWS (located 7.0 nm from Hornsea Three) will have a direct LoS with the Hornsea Three array area. 

Additionally, the ConocoPhillips operated Saturn platform REWS (located 17.6 nm from Hornsea Three) 

and Murdoch platform REWS will have coverage that might illuminate the turbines at the edges of Hornsea 

Three. However, since the Murdoch platform REWS (located 16.8 nm from Hornsea Three) has an 

overlapping coverage with the ConocoPhillips operated Katy platform REWS (located 24.2 nm from 

Hornsea Three), the Murdoch platform REWS was not considered within this assessment.  

3.1.2.6 In addition, the Saturn platform REWS is located within close proximity of Hornsea Project One and 

Hornsea Project Two. The cumulative effects from Hornsea Project One, Hornsea Project Two and 

Hornsea Three were therefore considered. 

3.2 REWS modelling 

3.2.1.1 REWS provides coverage over offshore oil and gas installations and provides early warning to the 

operatorsô when vessels breach the alarm settings. REWS use pre-set collision alarm rules. Typically, an 

Amber alarm is raised if a vessel is within CPA of 0.5 nm and a Red alarm is raised if the CPA is 0.27 nm. 

TCPA alarms are raised for vessels that are 25 minutes away. Should a vessel breach these rules an 

automatic alarm is raised to alert the operator. It is worth noting that TCPA alarms are only triggered if the 

vesselôs vector remains in breach of the TCPA condition for a set number of radar rotations (typically10 

radar rotations). This setting is included to avoid alarms due to temporary vector breach of the TCPA while 

vessels are turning. 

3.2.1.2 In addition to radar data, REWS are often integrated with Automatic Identification Systems (AIS) fitted 

onboard ships. If a vessel is fitted with an AIS transponder and is detected by the radar, the REWS will 

include the AIS data into the track data.  

3.2.1.3 Within this annex, the performance of the REWS is based on the specification of Raytheonôs Pathfinder/ST 

MK2 X-band transceiver with Mariners Pathfinder X-band 12 ft antenna system supplied by Ultra 

Electronics Security & Surveillance (ESS). The details of the modelling parameters used are shown in 

Table 3.1 and the antenna pattern used in the modelling is shown in Figure 3.3. 

3.2.1.4 The modelling is conducted at a rainfall rate of 0 mm/hr and sea-state 4 (wind speeds 9.6 ms-1 and average 

wave height of 1.3 m). When computing returns from the sea surface and the rain clutter the models 

provide the mean levels of returns. 

3.2.1.5 REWS processing deploys scan-to-scan correlation, which improves the noise and clutter suppression. 

However, this is not considered in depth as part of this study as it requires detailed knowledge of the 

proprietary software used within the systemôs signal processing. 
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Figure 3.2: Indicative Hornsea Three maximum design scenario layout (342 turbines) with nearby offshore platforms with REWS. 
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Table 3.1: Radar modelling parameters. 

Modelling parameter  Value  

Gain  30 dB 

Transmitter Power  25 kW 

Frequency  9.411 GHz 

Pulse Width  250 ns 

Rotation Rate  25 RPM 

Pulse Repletion Frequency  2.0 KHz 

Noise Figure  5.5 dB 

Dissipative Losses  1.0 dB 

Beam-shape Losses  0.6 dB 

Azimuth beam width  0.7° 

Elevation beam width  23.0° 

Antenna Height 50 m (AMSL) 

 

 

Figure 3.3: The radar antenna elevation and azimuth patterns. 

3.2.1.6 It is worth noting that only the medium pulse width of 250 ns was used throughout the Hornsea Three 

assessment. This gives an approximated range resolution of 37.5 m which is then equated to the range-

cell length. As the turbine rotor diameter is much larger than the range cell length (depending on the yaw 

angle with respect to the radar), parts of the blades will fall into adjacent range-cells as the turbine blades 

rotate. This phenomenon will be referred to as ñrange-cell spreadingò within this annex. 

3.3 Detection threshold (CFAR) 

3.3.1.1 There are multiple variations of CFAR that can be used where different weights can be applied to each 

cell prior to the final averaging. However, within this annex and to examine the effect of Hornsea Three 

on the threshold levels, a Constant Averaging (CA) CFAR is applied over the clutter map. The CA-CFAR 

modelled within this assessment uses two range cells on both sides of the cell under test as the guard 

region while the averaging considers six range cells on both sides of the guard region. In Azimuth the 

modelled CA-CFAR uses one guard cell and two averaging cells on both sides in azimuth. The overall 

resultant threshold was set to provide a constant 10-5 probability of false alarm.  

3.4 Target modelling 

3.4.1.1 REWS are mainly interested in detecting and tracking surface targets such as large fishing boats, 

maintenance vessels and larger ships and tankers. The role of the REWS is to alert the operator when a 

vessel is on a collision course with the platform. Although air targets may also appear on the radar display, 

the management and trafficking of air targets is controlled by other radar systems such as Air Traffic 

Control (ATC) primary and secondary radars or Air Defence (AD) radar systems. Thus, the analysis of the 

potential impact of Hornsea Three on REWS is limited to surface targets only. 

3.4.1.2 Within this report the test target was set to represent a medium sized maintenance vessel with a 

steel/metallic hull. The test vessel is assumed to have an RCS of 100 m2 and a height of 6 m. These 

parameters were provided by the REWS supplier (Ultra Electronics) and they comply with the International 

Association of Marine Aids to Navigation and Lighthouse Authorities (IALA) Vessel Traffic Services (VTS) 

guidelines for radar modelling of different vessel types. The test vessel was set to have an average speed 

of 12 knots (22.2 km/hr).  

3.4.1.3 Large vessels in excess of 1,000 gross tons (GT) are the primary concern when it comes to managing the 

safety of offshore platforms (Love, 2014). Therefore, in some cases, in addition to the smaller 100m2 RCS 

vessel, the detection of larger vessels (1,000m2 RCS) was also considered within this assessment to 

assess the impact of Hornsea Three on the detection of vessels travelling through the corridors between 

adjacent wind farms. 
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3.5 Turbine shadow modelling 

3.5.1.1 As discussed in section 2.2, when turbines are placed within the LOS of radar systems, radar shadowing 

will occur behind the structure. The extent and length of the shadow region depends on the size of the 

turbine, the distance to the radar antenna, the height of the radar and the height of the target of interest. 

Shadowing produced by turbines may cause targets to be lost as they move in and out of the shadow 

region. Depending on the size of the shadow region, this may cause existing tracks to be lost or 

discontinued.  

3.5.1.2 As REWS are mainly used to detect and track surface moving targets (ships, boats etc.), only surface or 

near-surface shadowing is considered. This can be approximated by using the optical 

shadowing/blockage cast by the turbine over the sea surface. The use of optical blockage to estimate the 

radar shadowing will give pessimistic results but is deemed acceptable for objects that are much larger 

than the radar wavelength at relatively short ranges (such as offshore wind turbines). Optical blockage 

does not account for diffraction effects around the structure which would normally reduce the shadow 

length. Diffraction and partial shadowing of an object has been shown to significantly improve the radar 

detection. Practical measurements and other studies show that the shadowing effects from the turbines 

may reduce the overall detection range of the radar but may not severely affect the detection of objects 

within the shadow regions. 

3.5.1.3 1,000 GT plus vessels (which are the main safety concern to offshore platforms) vary in size and typical 

vessel lengths are between 15 and 60 m. However, the shadows from the turbines are relatively narrow 

and are typically between 4 and 20 m in width. This indicates that a large 1,000 GT vessel will be partially 

shadowed by the turbine as it moves through the shadow regions (as shown in Figure 3.4). Partial 

shadowing will allow some of the radar energy to be reflected back to the radar and it might be possible 

for this energy to be detected by the REWS. Hence, smaller vessels can be assumed as point scatterers 

while larger vessels can be assessed for partial shadowing.  

 

 

Figure 3.4: Optical blockage and partial shadowing. 
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4. Spirit Energy J6A Platform REWS Assessment  

4.1.1.1 The REWS on the Spirit Energy operated J6A platform provides coverage and protection to the J6A 

platform and four other nearby platforms namely: the Chiswick platform, the Markham ST-1 platform, the 

Windermere platform, and the Grove platform. Consultation with Centrica (now Spirit Energy) indicates 

that the Markham ST-1 platform is expected to be decommissioned prior to the offshore construction of 

Hornsea Three in 2022. Consultations with INEOS indicate that the Windermere platform is expected to 

be decommissioned prior to 2023. 

4.1.1.2 Designed-in mitigation measures shall be put in place to reduce the effect of Hornsea Three on the REWS 

on the J6A platform (see volume 2, chapter 11: Infrastructure and Other Users). The mitigation measures 

will be based on the mitigation measures identified for Hornsea Project Two for the Saturn platform (see 

paragraph 5.1.1.2) and developed in consultation with Spirit Energy. The modelling results presented in 

section 4.2 and 4.3 below do not include this mitigation. 

4.2 REWS returns and detection modelling for Hornsea Three with 342 

turbines 

4.2.1.1 This section presents the REWS returns and detection modelling associated with 342 turbines with a rotor 

diameter of 185 m and a hub height of 127 m scenario on the J6A platform. As noted above in paragraph 

3.1.1.2, the maximum number of turbines in the Hornsea Three array area has subsequently been reduced 

to 300 turbines with a maximum rotor diameter of 195 m and an associated hub height of 153 m. A 

validation assessment has been completed of the REWS returns and detection modelling associated with 

the J6A platform for Hornsea Three with 300 turbines. This is presented in section 4.3 below.  

4.2.1.2 The modelled indicative layout of turbines (342) and substations (19) within the Hornsea Three array area 

and the nearby platforms are shown in Figure 4.1. The red circle around each platform denotes the 

0.27 nm Red CPA alarm while the yellow circle denotes the 0.5 nm Amber CPA alarm. Figure 4.2 shows 

the power received (radar returns) from the turbines along with the assumed clutter generated from the 

sea surface. 

4.2.1.3 As shown in Figure 4.1 and Figure 4.2, Hornsea Three falls within very close proximity of the Windermere 

platform and within close proximity to Chiswick platform (1.45 nm), Grove platform (2.43 nm), Markham 

ST-1 platform (4.48 nm) and the J6A platform (6.9 nm).  

4.2.1.4 This close proximity is likely to increase the potential effects on the REWSôs ability to detect and track 

vessels travelling through the Hornsea Three array area. If the REWS is unable to detect and track the 

vessel within the Hornsea Three array area it may cause the REWS to issue delayed TCPA alarms, 

resulting in insufficient response times to deal with potential collision threats. 

4.2.1.5 To further assess the REWSôs ability to detect vessels within the Hornsea Three array area, a CFAR 

threshold over the detection region was modelled using a 2D CA CFAR. as highlighted in section 3.3. The 

modelling results are shown in Figure 4.3. The figure shows the regions with higher detection threshold 

as brighter shades of green. The strong returns from the turbines will significantly alter the threshold levels. 

It can be noted that the threshold is raised over multiple cells around each turbine since the CFAR 

threshold averages the returns over a 2D sliding window of multiple cells in azimuth and range.  

4.2.1.6 In order to establish the detection regions for a given vessel, the returns from the vessel are modelled 

with respect to range and plotted around the REWS as shown in Figure 4.4 for the smaller 100 m2 RCS 

test vessel. Figure 4.4 shows that the vessel has high returns at close ranges which then reduces as 

range increases up to approximately 16 nm (30 km). Higher returns are illustrated by brighter shades of 

green. 

4.2.1.7 The returns from the vessel are then compared against the CFAR detection threshold shown in Figure 4.3 

to establish the detection regions. If the vessel returns are above the CFAR threshold, then the vessel is 

detected, however, if the returns are below the threshold, the target is assumed to be undetected within 

that region. Figure 4.5 shows the detection plot for the 100 m2 test vessel over the Hornsea Three array 

area. Dark areas within the plot denote regions where the vessels will not be detected. 

4.2.1.8 The results show that the raised threshold levels caused by the presence of turbines will cause detection 

loss of vessels travelling through the Hornsea Three array area. This effect, in combination with the 

shadowing effects, may cause the REWS to lose tracks of the vessels and fail in raising TCPA alarms in 

a timely manner. To further illustrate the effect of turbines on the detection threshold, two radial cuts are 

taken from the radar to points that are 33 nm away located at bearing angles of 270° and 283°. The results 

are shown in Figure 4.6 and Figure 4.7 respectively.  

4.2.1.9 The results show that at close ranges the REWS easily detects the test vessel as the returns are above 

the detection threshold. Once the vessel is travelling within the Hornsea Three array area, the raised 

threshold over the cells around each turbine can cause loss of detection. 

4.2.1.10 Given that Hornsea Project One and Hornsea Project Two are considered to be outside the detection 

range of the REWS on J6A (located 7.0 nm from Hornsea Three), no further effects are expected to impact 

the performance of the J6A REWS. Therefore, no further assessments were undertaken to establish the 

effects of the combined wind farms on the J6A REWS. 

4.2.1.11 No assessment of the larger 1,000 m2 target was presented in relation to the J6A REWS as it would not 

add to the observed effects shown for the smaller 100 m2 target. Additionally, the detection range for the 

larger target would not extend beyond the boundaries of Hornsea Three, and hence, no cumulative 

assessment was undertaken. 
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Figure 4.1: Modelled layout for Hornsea Thee (342 turbines) and the Spirit Energy operated Markham complex of platforms. 
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Figure 4.2: J6A platform REWS clutter map showing returns from the turbines (342 turbines) and sea clutter. 
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Figure 4.3: J6A platform REWS detection threshold over the Hornsea Three array area (342 turbines). 
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Figure 4.4: Modelled power received from 100 m2 target (coverage). 

 



 
 Annex 11.1 ï Radar Early Warning Technical Report 
 Environmental Statement 
 May 2018 

 

 15  

 

Figure 4.5: J6A platform REWS detection plot showing loss regions for a 100 m2 target. 
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Figure 4.6: Power received from small target at 270° bearing angle. 

 

 

Figure 4.7: Power received from small target at 283° bearing angle. 

4.3 REWS returns and detection modelling for Hornsea Three with 300 

turbines 

4.3.1.1 Section 4.2 of this report considers the REWS performance based on 342 turbines with a rotor diameter 

of 185 m and a hub height of 127 m which was considered for the PEIR. The design has subsequently 

been modified to a maximum of 300 turbines with a maximum rotor diameter of 195 m and an associated 

hub height of 153 m. A validation assessment has therefore been undertaken to understand the REWS 

returns and detections from 300 turbines with a rotor diameter of 195 m and a hub height of 153 m. The 

modelled layout for the validation assessment is shown in Figure 4.8, while the turbine parameters are 

shown in Table 4.1.  

4.3.1.2 The results of modelling radar returns from the Hornsea Three 300 turbine scenario are shown in Figure 

4.9. Figure 4.10 shows the modelling results of the 2D CFAR threshold while Figure 4.11 shows the 

detection plot for the 100 m2 test vessel. 

4.3.1.3 The validation assessment has shown that 342 MW turbine scenario has a greater effect on the REWS 

than the 300 MW turbine scenario and therefore presents a maximum design scenario. This is due to the 

fact that, in general, using a lower number of larger turbines will generate less shadowing than a larger 

number of smaller turbines. This is due to the fact the shadowing is predominantly due to the size and 

height of each turbine tower, with more towers casting more shadows. Additionally, although the radar 

returns from the 300 larger turbine scenario are expected to be of higher amplitude than that of the 342 

turbine scenario, the effect of the turbines on the detection region immediately surrounding the turbine is 

not expected to change significantly. Hence, the results of the target detection over the Hornsea Three 

region using the 300 turbine scenario is improved in comparison to the 342 turbine scenario considered 

in section 4.2 above, whereby there are more radar detection within the Hornsea Three array area and in 

between the turbines.  

4.3.1.4 It is noted that the rotating blades of the larger turbines associated with the 300 turbine scenario may 

occupy more than one range/azimuth cells (due to increased size of blade for the 300 turbine scenario). 

The variation of the radar returns over multiple adjacent cells may cause the tracking algorithms to initiate 

new tracks. If this occurs, it is expected to last over a limited number of radar rotations and is it very 

unlikely to produce any false TCPA alarms to the REWS. 

 

Table 4.1: Turbine numbers and specifications used within the cumulative impact modelling.  

Turbine parameter Maximum dimensions for 300 turbines (m) 

Tip height 250 

Hub height 153 

Blade length 94 

Rotor Diameter  195 

Lower blade tip height 35 (minimum) 
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Figure 4.8: Modelled maximum design scenario layout (300 turbines) of Hornsea Three and the Spirit Energy operated Markham complex of platforms. 
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Figure 4.9: J6A platform REWS clutter map showing returns from 300 turbines and sea clutter. 

 






































































