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A. PROJECT AND PUBLIC SAFETY PLAN 
 
1.0 PURPOSE 
 
The purpose of the Project and Public Safety Plan is to describe: 1) safety devices and measures 
to ensure the safety of the public near the Project components; 2) ways in which the Project will 
be monitored to determine if there is an emergency; 3) procedures taken during an emergency; 4) 
procedures for reporting the emergency to local, state, and federal agencies; 5) contingency 
measures to modify operations or to implement the Project removal plan; 6) procedures for the 
annual testing of emergency equipment; and 7) procedures for annually coordinating with 
response agencies. 
 
2.0 SAFETY DEVICES AND PROCEDURES 
 
Safety devices and measures include educating and informing the public about the Project, 
instituting visual warnings of hazards, and installing devices that restrict access to Project 
components.  
 
2.1 Educating and Informing the Public 
 
Since 2006, ORPC Maine, LLC (ORPC) has actively engaged in public outreach regarding the 
Project. Because the Project area straddles the boundaries of Eastport and Lubec, Maine, ORPC 
has been particularly focused on educating and informing individuals and organizations in these 
communities about the Project. These include native tribes, harbormasters from the Town of 
Lubec and the City of Eastport, Lubec Board of Selectman, Eastport City Council, local mariners, 
Cobscook Bay Fishermen’s Association, Quoddy Pilots Association, the Eastport Port Authority, 
Cobscook Bay Resource Center, local Bureau of Marine Patrol officer, nearby property owners, 
United States Coast Guard (USCG) Station Eastport, and other interested parties.  
 
ORPC has conducted public information sessions and numerous meetings with these individuals 
and groups, and has utilized local newspapers, local libraries, and town offices to announce the 
information sessions and provide information about the Project. At its operations center in 
Eastport, ORPC has also established an educational center on tidal energy, which is open to the 
public. ORPC will continue to utilize the relationships it has developed in the local community to 
conduct public outreach throughout the life of the Project, specifically in regards to public safety. 
 
ORPC will also work to ensure public safety in the vicinity of the Project. Consistent with the 
pre-commercial deployment and testing activities in Cobscook Bay to date, ORPC will 
collaborate with the USCG to provide safety marine information broadcasts and Local Notices to 
Mariners, relaying Project coordinates, in order to prevent the anchoring or deployment of fishing 
gear, dredging equipment, or any other submarine or surface equipment that risks entanglement 
with and/or damage from the devices. Thus far, consultations have raised no navigational safety 
concerns (see Consultation Log in Appendix A of this Final Pilot License Application [FPLA]). 
ORPC will continue to keep agencies and all interested parties informed for the duration of the 
Project to ensure that any future safety concerns are promptly addressed.  
 
2.2 Visual Warnings 
 
ORPC will provide signage and markers at the on-shore station, on shore, and on navigational 
charts to further ensure public safety. Warning signs stating “Caution: High Voltage” will be 
displayed on all sides of the fencing surrounding the on-shore station. On shore, signs will be 
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posted indicating the shore-side exit of the power transmission cable from the water and the 
presence of tidal turbines in the water. On navigational charts, the cable right of way will be 
clearly labeled.  
 
To prevent anchoring or deployment of equipment, fishing gear, dredging equipment, surface or 
submarine scientific equipment, or any other surface or submarine equipment in the Deployment 
Area, ORPC has also proposed an underwater activity exclusion zone. The exclusion zone would 
be marked in accordance with the USCG’s Aid to Navigation standards and requirements (using 
marking lights or other indicators), as described in the Navigation Safety Plan. The USCG has 
also initiated a process for creating tidal energy generator icons for use on future navigational 
charts of the area. The USCG would mark any permanent installations and their exclusion zones 
on future charts.   
 
2.3 Restriction Devices 
 
ORPC will implement restriction devices to prevent public interaction with the on-shore station 
and Project components. The on-shore station will be surrounded by an eight-foot-high chain link 
fence, with locked gates. The fence, gates and locks will be kept in good repair and will be 
inspected and maintained at regular maintenance intervals as described in the Inspection and 
Maintenance Plan. The power and data (P&D) cables will be enclosed in two high-density 
polyethylene conduits. The underwater P&D cables will be buried at a depth of two to three feet 
at all feasible locations along the subsea cable route, in the intertidal area, and on-shore to prevent 
accidental contact with the cables from occurring. Portions of the cables that are not buried will 
be anchored to the seabed. The underwater P&D cables will be inspected and maintained during 
regular project maintenance intervals, as described in the Inspection and Maintenance Plan, to 
ensure that buried sections remain covered and for any visible wear that might occur to exposed 
sections.  
 
3.0 OPERATIONS MONITORING 
 
Over the course of the Project, ORPC will monitor the operation of the TidGen™ Power System 
in several different ways. On the turbine generator units (TGUs), sensors will monitor water 
speed and direction, turbine rotational speed as well as bearing vibration. They will also detect 
leaks in the seals separating the permanent magnet generator from the drive shaft. Inside the 
generator and electronics case, sensors will monitor power generation, current, temperature and 
detect for leaks. On the bottom support frame, sensors will monitor pitch, roll, and heading. Data 
collected from these various sensors will be coordinated in the supervisory control and data 
acquisition (SCADA) system located in the on-shore station. In addition to the SCADA system, 
the maximum power point tracking system used to maintain the optimal load on the generator 
will provide information about the tip-speed ratio and verify the information on power generation 
collected by the SCADA system, as described in the Operations & Monitoring Plan. 
 
The on-shore station is located in a relatively inaccessible part of coastal Maine, and as such, will 
not be manned on a 24-hour, continuous basis. Rather, the on-shore station will serve as an 
interface between ORPC’s engineering and environmental monitoring equipment, and will house 
a set of servers that collect and store data from Project operations monitoring. All of the Project 
data will be available and viewable across the ORPC company intranet and on a limited-access 
internet website. Control of the TidGen™ Power System will be implementable locally at the on-
shore station and remotely over the limited-access intranet. Fault conditions will generate alarms 
that will be logged on the data servers, and displayed on the local and remote viewing consoles. 
Designated ORPC personnel will receive these alarms by electronic mail and instant messaging. 
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Personnel will be able to check the status and respond to the alarms via intranet or locally at the 
on-shore station.   
 
4.0 PROCEDURES TAKEN DURING AN EMERGENCY 
 
When an alarm is generated from a fault condition, the ORPC personnel designated to receive the 
alarm will investigate the operation parameters of the TidGen™ Power System through the 
ORPC company intranet, through the limited access internet website, or at the on-shore station. 
The ORPC personnel will assess the parameters to determine if a safety issue has occurred. If so, 
the appropriate emergency response agencies will be contacted and ORPC’s safety officer will be 
informed. A list of emergency response agencies is included in Table 1. If necessary, the 
operation of the TidGen™ Power System can be suspended remotely or from the on-shore station 
as described in the Emergency Shutdown Plan.  
 
Once the operation of the TidGen™ Power System has been stopped, the safety issue will be 
evaluated and the appropriate action will be taken to mitigate the cause of the safety incident, 
including the possible decommissioning of the TidGen™ Power System if there is a continued 
safety risk. If it is determined that further action is needed in addition to the shutdown of the 
TidGen™ Power System, ORPC will notify the appropriate response agencies. If it is determined 
that the TGU, bottom support frame, and/or underwater P&D cable need to be removed, ORPC 
will follow the protocol outlined in the Project Removal and Site Restoration Plan.  
 
Inspection and retrieval of deployed components of the TidGen™ Power System will be 
coordinated by ORPC’s general contractor, Perry Marine and Construction (PMC), or other 
qualified personnel. PMC is based in Eastport, Maine, adjacent to the Project area. 
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Table 1. Local and Regional Emergency Response Agencies. 

 
5.0 REPORTING  
 
Within 24 hours of any incident that has caused a safety hazard, damage, or injury to the public or 
their property, ORPC staff will notify the Federal Energy Regulatory Commission (FERC) and 
other agencies and organizations as listed in Table 1. Within seven days of any such incident, a 
written report will be issued detailing the incident including the sequence of events, the measures 
that have been taken to neutralize the cause of the incident, and a plan to prevent its future 
recurrence. 
  
6.0 CONTINGENCY MEASURES 
 
In accordance with FERC pilot project license requirements, the TidGen™ Power System can be 
modified, shut down, or removed if it presents a hazard to public safety. The Project Removal and 
Site Restoration Plan describes the removal of the TidGen™ Power System and subsequent 
restoration of the site. 
 
7.0 ANNUAL TESTING OF EMERGENCY EQUIPMENT  
 
Emergency procedures and equipment will be tested and documented annually. These include the 
on-shore station back-up generator, the fault condition notification procedure, and the TidGen™ 
Power System emergency shutdown procedures and equipment. ORPC will coordinate testing 
with local public safety officials as listed in Table 1. 
 
 

Agency Contact Information 

City of Eastport Fire Department Dial 911 or 1-207-853-2300 

Town of Lubec Fire Department 1-207-733-4641 

City of Eastport Police Department 1-207-853-4353 

Down East Emergency Medical Services 1-207-427-6100 

Washington County Sheriff’s Department 1-207-255-4422 

US Coast Guard Eastport Station VHF Channel 16 or 1-207-
853-2845 

The Department of Environmental Protection Emergency 
Response Team 1-207-941-4570 

Washington County Emergency Management Agency 1-207-255-3931 

Quoddy Bay Spill Response Team 1-207-853-2600 

Bangor Hydro-Electric Company Service:  1-207-947-2414 
Outages: 1-207-947-2020 
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8.0 ANNUAL COORDINATION WITH RESPONSE AGENCIES 
 
ORPC will inform emergency response agencies, as listed in Table 1, of the results of the annual 
safety protocol test (Section 7.0), including any relevant changes or modifications to established 
emergency procedures. 
 
Once a year, ORPC will organize a consultation and training session with local health and safety 
officials, as listed in Table 1, in which safety issues and near-misses that have occurred over the 
previous year will be discussed. In the event that a safety issue arises during the course of the 
Project, ORPC will hold an additional workshop with local health and safety officials to discuss 
the issue and help prevent its recurrence. Whenever major changes to the Project and Public 
Safety Plan are implemented, ORPC will meet with local health and safety officials to discuss the 
changes and their effect on public safety. 
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B. PROJECT REMOVAL AND SITE RESTORATION PLAN 
 
1.0 INTRODUCTION 
 
The purpose of the Project Removal and Site Restoration Plan is to describe: 1) procedures for 
removal of land-based Project facilities, including restoration measures for the disturbed land 
areas; 2) procedures for removal of underwater facilities, including measures to minimize seabed 
disturbances during removal; 3) provisions for monitoring the effects of the removal activities; 4) 
an implementation schedule that provides for all removal and restoration activities to be 
completed by no later than the expiration date of the license; and 5) a financial assurance plan. 
 
2.0 PROJECT REMOVAL 
 
Conditions requiring relocation or removal of Project components include an emergency, a FERC 
order, or the expiration of the pilot project license without the issuance of a standard license.  
 
2.1 Removal of Land-Based Facilities 
 
On-shore Station 
 
The on-shore station will be located off of North Lubec Road in Lubec, Maine and will house the 
SatCon power inverters and the SCADA system. The on-shore station will be reached by an 
existing road.  
 
The location for the on-shore station is currently a vacant lot. ORPC will make additions to the 
property, including the installation of a 16 ft by 20 ft modular building, a fence, a gate, signage 
and other enhancements. In order to install the building, some grading of the property may be 
required. Decommissioning and Project removal requirements will be outlined in the contract 
between ORPC and the landowner. The modular building and all project equipment will be 
removed from the site at the conclusion of the Project.  
 
Underwater power and data (P&D) cables  
 
The TidGen™ Power Systems will be connected to the on-shore station using underwater P&D 
cables. The total cable length is approximately 4,150 ft (3,475 ft from the TidGen™ Power 
System to the mean lower low water (MLLW) line and 675 ft from the MLLW line to the on-
shore station). On shore, the cables will be buried at a depth of three feet to prevent any 
accidental contact with the cables.  
 
The underwater P&D cables will be removed at the conclusion of the Project. The intertidal and 
on-shore cable corridor will be excavated and the cables will be removed. The corridor will be 
back-filled with the excavated materials. The area will be returned to existing grade. The 
underwater P&D cables will be disposed of in an appropriate manner, including recycling where 
possible. The land where the underwater P&D cables were located is expected to revegetate 
naturally. 
 
2.2 Removal of Underwater Facilities 
 
The TidGen™ Power System consists of one or more TidGen™ devices connected to an on-shore 
station using underwater P&D cables. Each TidGen™ device is made up of a TGU and a bottom 
support frame. The bottom support frame provides structural support for the TGU and holds it in 
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place above the sea floor.  
 
TidGen™ Devices 
 
Removal of the TGU and bottom support frame will require the use of locally available cranes, 
barges and float equipment (lifting assets) commonly used in the maritime industry. During 
removal of the TGU, the TGU will be mechanically and electrically decoupled from the bottom 
support frame. A barge-based crane will then lift the TGU clear of the bottom support frame and 
hoist it to the surface. Following recovery to the surface, the TGU will be placed it on a utility 
barge. The utility barge will then be floated to shore and the TGU will be decommissioned 
ashore. During recovery of the bottom support frame, the bottom support frame will be decoupled 
from the foundation pile system and the underwater P&D cables. A barge-based crane will then 
lift the bottom support frame clear of the foundation piles and hoist it to the surface. Following 
recovery to the surface, the bottom support frame will be placed it on a utility barge. The utility 
barge will then be floated to shore and the bottom support frame will be decommissioned ashore 
 
After completion of the Project, the piles will be cut two feet below the mudline using standard 
nderwater ultrathermic cutoff equipment. The cut sections will be recovered by barge and crane 
and transported to shore. The portion of the piles below the two-foot cutoff point will be 
abandoned in place. The benthic community is expected to restore naturally. In addition to the 
lifting assets and utility barges, ORPC expects to employ work boats and support vessels as 
needed. 
 
Underwater Power and Data Cables  
 
The underwater P&D cables will be buried at a depth of two feet at all feasible locations along the 
subsea cable route and in the intertidal area to prevent accidental contact with the cables from 
occurring. Portions of the cables that are not buried will be anchored to the seabed using helical 
anchors.  
 
For removal of the Project, the buried portions of the cables will be excavated and the resulting 
trench back-filled with the excavated materials. The underwater P&D cables will be disposed of 
in an appropriate manner, including recycling where possible. Where the cables are anchored, the 
helical anchors will be unscrewed using a diver and the anchors and underwater P&D cables will 
be removed. Some parts of the P&D cable may be removed in sections and properly disposed of 
(including recycling where possible). The benthic community is expected to restore itself 
naturally. 
 
Environmental Monitoring Equipment 
 
In addition to the TidGen™ Power System, ORPC will deploy environmental monitoring 
equipment. In Phase I, ORPC will mount an echo sounder. A Simrad EK60 split beam camera 
will be mounted to a pile with a diameter of 6 ft that is exposed approximately 20 ft above the 
seabed. In Phase II, nodes for the active acoustic monitoring system will also be mounted to the 
pile. The environmental monitoring cable will run to the pile to feed power to the monitoring 
systems and provide data transfer to the on-shore station.  
 
For removal of the Project, the environmental monitoring equipment will be removed from the 
pile. The pile will be completely removed using a barge-based crane.  The benthic community is 
expected to restore itself naturally. 
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3.0 MONITORING PROVISIONS 
 
At the time of Project removal ORPC will consult with the appropriate regulatory agencies to 
obtain recent information on federally listed threatened and endangered species. Project removal 
effects on threatened and endangered species will be minimized by timing removal activities 
outside of migration periods.  
 
In addition, ORPC will employ two dedicated marine mammal observers during the removal of 
the TidGen™ Power System. The National Oceanic and Atmospheric Association (NOAA) will 
approve the credentials of all dedicated marine mammal observers. Observations will commence 
a half-hour prior to removal activities and will continue through the work period. The watch will 
cover 180 degrees fore and 180 degrees aft of the area of activity. The fore and aft watches may 
take place on two different vessels to assure a full view for each. All watchers will use binoculars 
and record number, type, activity, and location of all sightings. Each watcher will carry a hand 
held radio for immediate communication to the ORPC project lead. The project lead will 
responsible for communicating to all involved in the Project that a marine mammal has been 
spotted in the vicinity. The watchers will continue to observe the marine mammal and report to 
the project lead if the marine mammal is moving towards the Deployment Area. The project lead 
will alert work crews of the marine mammal’s activities and determine which activities may have 
to be suspended if the animal continues to approach the Deployment Area. All construction will 
cease if and when a marine mammal comes within 500 ft of the work area, and may not 
recommence until the marine mammal is outbound and 1000 ft from the work area. Due to the 
potential for marine mammal harassment due to noise during pile installation, ORPC will be 
obtaining an Incidental Harassment Authorization for the construction period. 
 
4.0 IMPLEMENTATION SCHEDULE 
 
ORPC anticipates that it will take approximately 28 days to decommission and remove the 
Project. Crews will be able to work simultaneously to remove terrestrial and marine components 
of the Project. It is anticipated that it will take 5 days for removal of the on-shore station and 
terrestrial portion of the P&D cable, and will take 2 days to return the cable corridor to existing 
grade. Table 1 outlines the timeframe for the removal of each subsea Project component. 
 
Table 1. Timeframe for Removal of Subsea Components. 

Component Time to Remove (days) 
Underwater P&D cable 5 
TidGen™ device foundation 15 
Bottom support frame 2 
Environmental monitoring equipment pile 2 
Total 28 
 
5.0 FINANCIAL ASSURANCE PLAN 
 
Should it be necessary to relocate or remove the TidGen™ Power System completely, ORPC will 
commit to the financial and operational responsibility for full site restoration. ORPC assures that, 
at least 90 days before commencing construction and installation of the Cobscook Bay Tidal 
Energy Project, it will file proof of the purchase of a surety bond, or equivalent financial 
assurance instrument, to cover the pro rata portion of the costs of removing Project facilities and 
restoring the Project area in accordance with the Proposed Cobscook Bay Tidal Energy Project 
Removal and Site Restoration Plan required by this pilot license and included in the final pilot 
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project license application. During the term of the pilot project license, ORPC will maintain the 
bond, or equivalent financial assurance for the removal of installed Project facilities and 
restoration of the site. By January 1 of each license year, or as otherwise directed by FERC or its 
authorized representative, ORPC will file proof of the maintenance of the bond or equivalent 
financial assurance. 
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C. NAVIGATION SAFETY PLAN 
 
1.0 PURPOSE 
 
The purpose of the Navigation Safety Plan is to protect the public and Project facilities from such 
events as collisions between commercial and recreational vessels and in-water Project facilities; 
entanglement of fishing gear, anchors, dredging equipment, or other underwater devices that may 
damage or become entangled with Project transmission, anchoring, and mooring lines; and 
electrocution. 
 
2.0 CONSULTATIONS 
 
Since 2006, ORPC has been actively engaged in public outreach regarding the Project. Because 
the Project area straddles the boundaries of Eastport and Lubec, Maine, ORPC has been 
particularly focused on educating and informing individuals and organizations in these 
communities about the Project. These include native tribes, harbormasters from the Town of 
Lubec and the City of Eastport, Town of Lubec Board of Selectman, Eastport City Council, 
Cobscook Bay Fishermen’s Association, Quoddy Pilots Association, the Eastport Port Authority, 
Cobscook Bay Resource Center, local Bureau of Marine Patrol officer, local mariners and nearby 
property owners, USCG Station Eastport, and other interested parties. Based on these 
consultations, ORPC has identified optimal deployment locations that will minimize significant 
user conflicts. 
 
In addition, ORPC has received guidance from the USCG Sector Northern New England’s 
Waterways Management (Aids to Navigation) office and will continue this consultation for 
matters related to planned Project activities and potential effects on marine traffic and water 
surface demarcation. ORPC has also been consulting with the National Marine Fisheries Service 
(NMFS), Maine Department of Environmental Protection (MEDEP), United States Army Corp of 
Engineers (USACE), the Maine Department of Marine Resources Bureau of Marine Patrol 
(BMP) and the Maine Department of Conservation’s Bureau of Public Lands (BPL).  
 
ORPC has conducted public information sessions and numerous meetings with these individuals 
and groups, and has utilized local newspapers, local libraries, and town offices to announce the 
information sessions and provide information about the Project. Additionally ORPC has provided 
information by direct US mail to commercial fishing licenseholders in the Project area. At its 
operations center in Eastport, ORPC has also established an educational center on tidal energy 
that is open to the public. ORPC will continue to utilize the relationships it has developed in the 
local community to conduct public outreach throughout the life of the Project. 
 
Consistent with the pre-commercial deployment and testing activities in Cobscook Bay to date, 
ORPC will collaborate with the USCG to provide safety marine information broadcasts and Local 
Notices to Mariners, relaying Project coordinates, in order to prevent the anchoring or 
deployment of fishing gear, dredging equipment, or any other submarine or surface equipment 
that risks entanglement with and/or damage from the devices. Thus far, consultations have raised 
no navigational safety concerns (see Consultation Log in Appendix A of the FPLA). ORPC will 
continue to keep agencies and all interested parties informed for the duration of the Project to 
ensure that any future navigation concerns are promptly addressed. 
 
The relationship between ORPC and all stakeholders has been fully cooperative, and ORPC 
intends to continue regular communication as Project activities progress. To date, all 
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consultations have been documented and are provided in the consultation log included in 
Appendix A of the FPLA.   
 
3.0 PROPOSED PROJECT UNDERWATER ACTIVITY EXCLUSION ZONE 
 
The Project does not impede navigation on the water surface. However, ORPC will propose a 
Project underwater activity exclusion zone to prevent anchoring or deployment of equipment, 
fishing gear, dredging equipment, surface or submarine scientific equipment, or any other surface 
or submarine activities that reach deep into the water column in the Deployment Area. This zone 
is based on recommendations from the USCG, BMP, BPL, local officials and commercial fishing 
interests. The corners of the underwater activity exclusion zone will likely be marked on the 
surface with lights, buoys, or other indicators sufficient to warn vessels of the underwater Project 
facilities and associated underwater activity exclusion zone during both daytime and nighttime. In 
accordance with the established aquaculture leasing regulations, these marked floating devices 
will likely be yellow buoys with a two-foot-minimum diameter, readily distinguishable from 
interior buoys and other gear (Maine Department of Marine Resources). In order to maintain an 
adequate line of sight, ORPC may place additional special purpose buoys marked with 
“Underwater Tidal Generator” or similar, clearly visible description. 
 
ORPC intends to mark the zone in accordance with USCG’s Aid to Navigation standards and 
requirements (2008), using marking lights or other indicators, and plans to continue the 
relationship with The Waterways Management Division - USCG Sector Northern New England 
to properly mark the Project area with applicable federal or private aids to navigation. ORPC 
plans to submit all required area information, including exact location of state-leased project 
boundary (deployment and exclusion zone coordinates) to the USCG and NOAA’s National 
Ocean Services to mark the underwater activity exclusion zone on temporary and future nautical 
charts of the bay.  
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Figure 1. Cobscook Bay Tidal Energy Project proposed exclusion zone. 

 
The proposed safety zone map has been provided to the appropriate agencies. ORPC will address 
any comments to the proposal and final details will be provided in a complete Navigational 
Safety Plan, to be available at least 90 days prior to construction and equipment installation. 
 
4.0 NAVIGATION SAFETY 
 
ORPC’s TidGen™ Power System is designed to minimize effects to vessel traffic in the Project 
area. Each TidGen™ device is completely submersible and secured to the ocean bottom at a 
prescribed depth below the mean lower low water mark (MLLW) to avoid possible conflicts with 
surface navigation. For the installation in Cobscook Bay, ORPC will deploy the TidGen™ 
devices at a depth of approximately 50 feet below the MLLW, which is a depth acceptable to 
local waterway users. Because there will be no equipment or appendages above the water surface, 
impact to the natural viewshed or hindrance to marine traffic is not anticipated. High commercial 
vessel traffic in the area ceased years ago. The current marine traffic of the area primarily consists 
of commercial bottom trawling and dragging, sea scallop and sea urchin harvesting, and some 
recreational uses including sailing and sea kayaking. The local fishery seasons vary, but generally 
occur October through February. Due to the Project area’s “hard bottom” conditions, namely high 
tidal current velocities and proximity to adverse geologic features, the area is not attractive to 
draggers. Seasonal harvesting typically occurs further north/northwest and south/southeast of the 
proposed Deployment Area.  
 
The underwater P&D cables are unlikely to cause damage to or entanglement with vessels or 
equipment for several reasons. The cables will be protected within a high-density polyethylene 
conduit and buried or secured/anchored to the seafloor, there is little risk of damage to or 
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entanglement with vessels or equipment. The cable right-of-way will be clearly labeled on 
navigational charts. Additionally, visible signs will be posted on shore indicating the shore-side 
exit of the cable from the water.  
 
Consistent with the pre-commercial deployment and testing activities in Cobscook Bay to date, 
ORPC will collaborate with the USCG to provide safety marine information broadcasts and Local 
Notices to Mariners, relaying Project coordinates in order to prevent the anchoring or deployment 
of fishing gear, dredging equipment, or any other submarine or surface equipment that risks 
entanglement with and/or damage from the devices. Thus far, consultations have raised no 
navigational concerns. ORPC will continue to keep agencies and all interested parties informed 
for the duration of the Project to ensure that any future navigation concerns are promptly 
addressed. 
 
5.0 REPORTING 
 
Within 24 hours of obtaining knowledge of any incident that has caused a hazard to navigation, 
ORPC staff will notify the organizations and agencies listed in Table 1. Within seven days of any 
such incident a written report will be issued detailing the incident, the measures that have been 
taken to neutralize its cause, and a plan to prevent its recurrence. The contact list will be reviewed 
and updated on a yearly basis.   
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Table 1. Organizations and Agencies Receiving Reports of Navigation Hazards. 
Organization Contact 

Eastport Harbormaster Charlie Leppin 

FERC Timothy Konnert 

Lubec Harbormaster Gary Brown 

Maine Department of Environmental Protection Jim Beyer 

Maine Department of Inland Fisheries and Wildlife 
 

Steve Timpano 

Brad Allen 

Thomas Schaeffer 

Greg Burr 

Maine Department of Marine Resources 
 

Gail Wippelhauser 

Norman Dube 

Brian Swan 

National Oceanic and Atmospheric Association (NOAA) Jeff Murphy           

NOAA/National Marine Fisheries Service 
Michelle Magliocca 

Sean McDermott 

United States Fish and Wildlife Service Fred Seavey 

United States Coast Guard Chief Austin Olmstead  
CWO Robert Albert 

United States Army Corps of Engineers Jay Clement 
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D. EMERGENCY SHUTDOWN PLAN 
 
1.0 PURPOSE 
 
The purpose of the Emergency Shutdown Plan is to describe the methods and procedures required 
to cease Project operation in the event that doing so becomes necessary for the protection of the 
environment or the public. In the event of an emergency, rotation of the turbines will stop and the 
TidGen™ Power System will no longer generate power. 
 
2.0 PROCEDURES TAKEN DURING AN EMERGENCY 
 
When an alarm is generated from a fault condition, the ORPC personnel designated to receive the 
alarm will investigate the operation parameters of the TidGen™ Power System through the 
ORPC company intranet, through the limited access internet website, or at the on-shore station. 
The ORPC personnel will assess the parameters to determine if a safety issue has occurred. If so, 
the appropriate emergency response agencies will be contacted, and ORPC’s safety officer will be 
informed. A list of emergency response agencies is included in Table 1. Bangor Hydro-Electric 
Company will also be notified of any safety issue. If necessary, the operation of the TidGen™ 
Power System can be suspended remotely, or directly from the on-shore station.  
 
Table 1. Local and Regional Emergency Response Agencies. 

 
 
2.1 Shutdown of the TidGen™ Power System 
 
The TidGen™ Power System is designed to shut down in an emergency. ORPC personnel can 
provide a shutdown signal to the TidGen™ Power System through the ORPC company intranet, 
through the limited access internet website, or at the on-shore station. If the SCADA system, 

Agency Contact Information 

City of Eastport Fire Department Dial 911 or 1-207-853-2300 

Town of Lubec Fire Department 1-207-733-4641 

City of Eastport Police Department 1-207-853-4353 

Down East Emergency Medical Services 1-207-427-6100 

Washington County Sheriff’s Department 1-207-255-4422 

US Coast Guard Eastport Station VHF Channel 16 or 1-207-
853-2845 

The Department of Environmental Protection Emergency 
Response Team 1-207-941-4570 

Washington County Emergency Management Agency 1-207-255-3931 

Quoddy Bay Spill Response Team 1-207-853-2600 
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which collects data on the operating conditions of the TidGen™ Power System, becomes non-
functional, manual shutdown can be implemented from the on-shore station by activating the 
emergency shutdown control signal to each of the TGUs. This can also occur by switching off the 
control power sent from the on-shore station to the central processing unit located in the electrical 
case below the permanent magnet generator of each TGU. In addition, if certain hardware failures 
occur, such as the severance of the underwater P&D cable, the TidGen™ Power System will 
automatically shut down due to the loss of control power. 
 
Once the operation of the TidGen™ Power System has been stopped, the safety issue will be 
evaluated and the appropriate action will be taken to mitigate the cause of the safety incident, 
including the possible decommissioning of the TidGen™ Power System if there is a continued 
safety risk. If it is determined that further action is needed in addition to the shutdown of the 
TidGen™ Power System, ORPC will notify the appropriate response agencies as listed in Table 
1. If it is determined that the TGU, bottom support frame, and/or underwater P&D cable need to 
be removed, ORPC will follow the protocol outlined in the Project Removal and Site Restoration 
Plan.  
 
Inspection and retrieval of deployed components of the TidGen™ Power System will be 
coordinated by ORPC’s general contractor, PMC, or other qualified personnel. PMC is based in 
Eastport, Maine, adjacent to the Project area. 
 
3.0 REPORTING 
 
ORPC will report any Project-related conditions causing or that may cause injury or mortality to 
any federally listed threatened or endangered species under the Endangered Species Act (ESA) or 
marine mammal afforded protection under the Marine Mammal Protection Act (MMPA), and any 
other safety incidents affecting the environment or the public as soon as possible, but no longer 
than 24 hours after becoming aware of the threat or incident. ORPC will report by telephone to 
FERC’s Office of Energy Projects director and to the agencies listed in Table 2. The contact list 
will be reviewed and updated on a yearly basis.   
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Table 2. Organizations Receiving Emergency Reports.  
 
Organization Contact 

Maine Department of Environmental Protection Jim Beyer 

Maine Department of Inland Fisheries and Wildlife 
 

Steve Timpano 

Brad Allen 

Thomas Schaeffer 

Greg Burr 

Maine Department of Marine Resources 
 

Gail Wippelhauser 

Norman Dube 

Brian Swan 

Maine Department of Conservation 
 

Dan Prichard 

Stephen Dickson 

Amy Hudnor 

Maine Historic Preservation Commission Arthur Spiess 

Maine State Planning Office Todd Burrowes 

National Oceanic and Atmospheric Association (NOAA) Jeff Murphy           

NOAA/NMFS 
Michelle Magliocca 

Sean McDermott 

United States Fish and Wildlife Service Fred Seavey 

United States Environmental Protection Agency Timothy Timmermann 

United States Army Corps of Engineers Jay Clement 

Passamaquoddy Tribe, Pleasant Point Reservation Steve Crawford 

Penobscot Indian Nation, Indian Island Reservation John Banks 

Passamaquoddy Tribe, Indian Township Reservation Trevor White 

 
Upon initial notification, ORPC will consult with the office director and notified entities on the 
immediate course of action to take to prevent injury or minimize or eliminate the threat to the 
extent possible. ORPC will propose to the office director immediate measures, based on 
consultation with the agencies and tribe(s), and implement such immediate measures as the office 
director so directs, which may include immediate shutdown of all Project operations. 
 
No later than seven days after becoming aware of any such threat or incident, or on any 
alternative schedule specified by the office director, ORPC will file with FERC and submit to the 
aforementioned agencies and tribe(s) a written report on the condition affecting the ESA-listed or 
MMPA-protected species, other environmental resources, the public, or property. The written 
report, in addition to any information required by the office director at the time of initial contact, 
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will include the following: (a) the location, date, time, and causes of the condition to the extent 
known; (b) a description of any unusual occurrences or operating conditions preceding the 
condition; (c) an account of any measure(s) taken to immediately alleviate the condition; (d) a 
detailed description of any injuries or mortalities of the ESA-listed or MMPA-protected species, 
or any adverse effects on other environmental resources, the public, or property as applicable; (e) 
a detailed description of the measures recommend by the agencies and tribe(s); and (f) a detailed 
description of the measures or actions that would be taken to prevent further such occurrences. 
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APPENDIX C.1 
AGENCY COMMENTS ON STUDY PLANS DEVELOPED FOR FINAL LICENSE 

APPLICATION AND ORPC RESPONSES 



Summary of Revisions to Environmental Study Plans 
Cobscook Bay Tidal Energy Project 

Cobscook	  Bay	  Tidal	  Energy	  Project	  
FERC	  Project	  No.	  12711	  
	  

 
Study Plan Questions/Comments Response and Changes made to Study Plan 

Study Plan 1: Acoustic 
Monitoring Plan  

No comments have been received.  

Study Plan 2: Benthic 
and Biofouling 
Monitoring Plan 

(NMFS) NMFS stated that benthic and biofouling 
monitoring could continue throughout the life of the 
project through visual observation. He suggested that 
after the first two years of monitoring, monitoring 
could be reduced to once every other or every few 
years to be conducted during the height of benthic 
growth. Again, the intent of this data is to provide the 
longer-term evaluation for application to future 
commercial projects evaluation.  

ORPC has revised the Benthic and Biofouling Monitoring 
Plan to include visual observations of benthic and biofouling 
conditions through the life of the Project. 

Study Plan 2: Benthic 
and Biofouling 
Monitoring Plan 

(NMFS) In reference to the Background Information 
section of the monitoring plan, NMFS requested that a 
map be provided that shows the locations of the benthic 
community sampling done in 2009 at the site proposed 
in the draft pilot license application near Shackford 
Head.  

ORPC has added the requested figure to the Benthic and 
Biofouling Monitoring Plan. 
 

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS) NMFS asked ORPC to better define adaptive 
management and provide how UMaine and ORPC will 
look at the information gathered in a step-wise process. 

During discussion UMaine gave the example of how data has 
shown that there are more fish in August and September than 
May and June, so sample times may be adjusted to capture 
peak fish occurrences.  Part of the adaptive management also 
applies to the integration of UMaine’s fish data with the 
marine interaction monitoring data collection.  For example, 
the marine interaction monitoring sub-sampling period will 
be adjusted to complement UMaine’s data on when peak fish 
numbers occur to maximize the opportunity to evaluate fish 
interaction with the TGU. 
 
ORPC has revised the monitoring plans to better describe the 
use of adaptive management. 

Study Plan 3: Fisheries (NMFS) NMFS questioned the reduced sampling During discussions ORPC and UMaine explained that the 
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Study Plan Questions/Comments Response and Changes made to Study Plan 
and Marine Life 
Interaction Monitoring 
Plans 

almost immediately after the Phase II deployment.  It 
was specifically asked how would it be known this is 
the right thing to do and will it be known that quickly 
that sampling should be reduced. 
 

sampling reduces at that time because at that point three years 
of winter data will have been collected.  Initially, the 
sampling did not include any collection of winter data. 
UMaine and ORPC want to be sampling at times of year 
when fish are known to be present.  It is expected that the 
years of winter data will continue to support the initial 
findings that fish densities are very low during winter and 
thus continued sampling at that time may not be valuable and 
can be dropped from the monitoring program.  Also part of 
the adaptive management aspect is that if the data shows that 
fish densities are higher than expected during winter months, 
the fish sampling plan schedule may be reevaluated. 

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS) NMFS stated that the Verdant Project did a 
good job of explaining when the fish were in the area 
and where in the water column (vertically and 
horizontally) they were located.  NMFS would like 
ORPC to explain why the sampling is reduced after 
Phase II begins.  

ORPC will add a more robust explanation of why the 
sampling is reduced after Phase II begins. 

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS) NMFS stated that at this point they do not 
disagree with reduced timeframe of UMaine sampling, 
but to please clearly articulate the drop.  He is hesitant 
on June not being included in 2015 and 2016, but at 
that time the agencies and ORPC will probably have 
information to support that. That comes with adaptive 
management approach to modify the plan based on 
data. NMFS emphasized the importance of the quality 
of presentation so that people understand it.  

Comment noted, as described above ORPC will add a more 
robust explanation of why the sampling is reduced after Phase 
II begins.  

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS) Mr. McDermott stated that through 2012 he 
was comfortable with plan.  He would like to meet next 
year to determine if the months identified in 2013 make 
sense based on the collected data.  

Comment noted.  ORPC plans to meet with the agencies after 
the results of Phase I sampling are available to discuss any 
changes that are needed for the monitoring plans.  

Study Plan 3: Fisheries (NMFS) Mr. McDermott asked if the plan was using Dr. Zydlewski indicated they were using the same 
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Study Plan Questions/Comments Response and Changes made to Study Plan 
and Marine Life 
Interaction Monitoring 
Plans 

the same methodology as before to maintain 
consistency of data collection and comparison of the 
results over time.   

methodology, just adjusting the data analysis based on new 
calibration data and automation of analyses.  The earlier data 
would be reanalyzed to be consistent. 

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS) Mr. Bean asked how schools vs. individuals 
are determined or defined from the hydroacoustic data.   

Dr. Zydlewski stated that information is being reevaluated.  
In the future UMaine will look at individuals and total 
backscatter and not be separating schools.  Schools are 
defined when you stop being able to differentiate between 
individual fish (over approximately 3 individual fish). 
 
ORPC will clarify this information in the Fisheries 
Monitoring Plan. 

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS) There was discussion of developing a binning 
system to categorize fish by sizes to determine the size 
of fish that would interact with the turbine. The species 
could still not be determined, but may be possible to 
categorize the fish as juvenile or adult and larger 
targets such as sturgeon.  Now that there is netting data 
it could be used to make size bins and define which 
fish might fall into a size bin.   

ORPC will not be revising the monitoring plan at this time to 
include the use of a binning system.  Based on the results of 
the netting data and the use of adaptive management the 
monitoring plan may be revised in the future to include the 
use of a binning system..  

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS) Mr. Jeff Murphy  suggested that monitoring 
the direct and cumulative effects of fish interactions 
with the TidGen should be included as a specific 
objective of the Fish Monitoring Plan. 

Monitoring of cumulative effects has been added as a study 
objective in this Section of the monitoring plan.  Direct 
interaction will be evaluated as part of the Seciont 3 (Fish 
Interaction) of the monitoring plan. 

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

NMFS  requested ORPC define the project area. The monitoring has been revised to include a defined project 
area. 

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

NMFS  Mr Jeff Murphy provided multiple comments 
on Section 2.3 – Background Information.  
1 - NOAA indicated Figure 4 - Cobscook Bay fisheries 
survey location map was confusing and requested 
clarification on where the Beta was deployed and what 

These comments refer to an existing report that was 
summarized for use as background information for this 
monitoring and not part of the actual monitoring methods.  
However, these comments will be considered and addressed 
in the next study report prepared by UMaine.  Comments on 
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Study Plan Questions/Comments Response and Changes made to Study Plan 
the magenta dot represents.  
2 - NMFS requested ORPC further define what 
represents schools of fish in the acoustic data. 
3 - NMFS requested clarification on whether the 
estimates of individual fish include the fish present in 
schools in Figure 5 - Number of individual target fish 
and schools.  Murphy also requested that figures show 
schools vs. schools and individuals vs. individuals for 
test and control sites. 
4 - NMFS  requested that Figure 6 - Vertical 
distribution of individual target fish and schools depict 
vertical distribution for each station, month, and tide 
cycle. 

data analysis will be taken into consideration moving forward 
on the planed monitoring activities described in Section 2.5 – 
Methodology.  

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS)  In Section 2.4 – Project Nexus, Mr. Murphy 
suggested that foraging, distribution, and spawning 
should be included as potential affects associated with 
the Project. 

This section will be revised to add the requested text. 

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS)   In Section 2.5 – Post-Deployment 
Methodology, Mr. Murphy requested ORPC provide 
justification for reduced sampling during the post-
deployment monitoring of the Fisheries Monitoring 
Plan. 

As described above ORPC will add a more robust explanation 
of why the sampling is reduced after Phase II begins. 

Study Plan 3: Fisheries 
and Marine Life 
Interaction Monitoring 
Plans 

(NMFS)   In Section 3.5.3 – Calibration, Mr. Murphy 
requested information on the anticipated length limits 
for identifying fish and maximum fish swim speed that 
can be detected by the Simrad .  

Additional detail on acoustic thresholds and estimated fish 
length have been added to the monitoring plan.  The	  
detectability	  of	  an	  individual	  fish	  at	  a	  given	  current	  
speed	  is	  dependent	  on	  distance	  from	  the	  transducer.	  	  
Additional	  information	  on	  this	  topic	  has	  also	  been	  
added	  to	  the	  monitoring	  plan. 

Study Plan 4: 
Hydraulic Monitoring 
Plan 

(NMFS) Will measurements be collected in the upper 
water column immediately above the TidGen™ 
devices? It will be important to understand if operation 
of the TidGen™ devices affects surface velocities 

Bottom-mounted acoustic Doppler current profilers (ADCP) 
will be used to measure water flow direction and magnitude 
in the deployment area. Specifically the ADCPs will be 
placed fore and aft of the single-device TidGen™ Power 
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Study Plan Questions/Comments Response and Changes made to Study Plan 
(direction and magnitude) since Atlantic salmon are 
known to migrate in the upper water column. 
 

System in Phase I of the Project and also at other locations in 
the deployment area. The ADCPs will be upward facing to 
collect data over the entire water column.  Logistically, 
bottom-mounted ADCP’s cannot be deployed at the exact 
location of the TidGen™ Power System.  However, ORPC 
proposes to deploy bottom-mounted ADCPs near the 
TidGen™ devices to characterize flow disturbance. The 
ADCPs collect data from a conical sampling area, such that 
the largest volume of data will be collected from the upper 
water column. The bottom deployed ADCPs that we have 
included in the Hydraulic Monitoring Plan can collect data 
over a maximum of 39 meters (127 feet) of water column 
depth.  Deployed in 32 meters (105 feet) at MHHW, where 
the TidGen™ devices will be located, the bottom deployed 
ADCP will cover well over the entire water column and will 
effectively capture the upper areas of the water column.  
  
The Hydraulic Monitoring Plan will be revised to better 
explain the proposed use of ADCPs for monitoring the entire 
water column.  

Study Plan 4: 
Hydraulic Monitoring 
Plan 

(NMFS) Mr. McDermott requested that ORPC show 
the deployment area on the figure showing the 
locations of the ACDP deployments.  

ORPC will make the requested change. 
 

Study Plan 4: 
Hydraulic Monitoring 
Plan 

(NMFS) Mr. McDermott requested that monitoring of 
sediment dispersion should be conducted throughout 
the life of the project.  His concern was in regards to 
longer-term effects that might not be evident soon after 
the units are deployed.  He noted that monitoring did 
not need to be conducted every year but should be 
adequate to evaluate changes over a longer term.  This 
longer-term data will be necessary if ORPC plans to 
use the data collected from the pilot project and apply it 

ORPC will make the requested changes and cross reference 
monitoring plans where they overlap and have concurrent 
activities. 
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Study Plan Questions/Comments Response and Changes made to Study Plan 
towards a larger project and longer commercial license. 
Mr. McDermott thought that a visual observation or 
remote video camera of the bottom mount footings 
would be sufficient to address this. He also suggested 
the sediment dispersion should be referenced in the 
Benthic and Biofouling Monitoring Plan and vice 
versa.  

Study Plan 5: Marine 
Mammal Monitoring 
Plan 

(NOAA) Marine mammal observations need to be done 
by trained marine mammal observers who have 
experience looking for marine mammals in the area. 
NMFS generally requests resumes of any protected 
species observers who are hired for monitoring specific 
to an incidental take authorization. 

The Marine Mammal Monitoring Plan will be revised to 
include the use of dedicated marine mammal observers 
during deployment, maintenance, and retrieval as discussed 
with NOAA.  
 
 

Study Plan 5: Marine 
Mammal Monitoring 
Plan 

(NOAA) Anyone "on duty" to observe marine 
mammals should not be doing other tasks at the same 
time. Marine mammal monitoring should be a separate 
task done by an experienced individual whose sole job 
is to observe for marine mammals. 

ORPC discussed the difficulty of finding trained marine 
mammal observers in the area. NOAA stated that they don’t 
have a policy on acceptable observers, but ORPC would need 
observers that are experienced at identifying marine 
mammals in the wild. ORPC will provide resumes of marine 
mammal observers to NOAA for review. 
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Study Plan Questions/Comments Response and Changes made to Study Plan 
Study Plan 6: Bird 
Monitoring Plan 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

(MDIFW) Section 4.1 Resource Discussion states that 
the most recent nesting seabird count for Goose Island 
was completed in 1991. In fact, both Goose and nearby 
Spectacle Island were surveyed in 2008. That data was 
sent to CER on 10/1/2010 by Brad Allen. The most 
significant finding of that survey was that nesting eiders 
were down from 237 pairs in 1991 to only 13 pairs in 
2008. Given the availability of this more recent data, we 
don’t think a full survey of Goose Island nesting birds is 
warranted at this time.  Instead, we suggest a boat-based 
count of male eiders in late May or early June to confirm 
the low numbers of breeding eiders. Opportunistic 
counts of adult gulls and cormorants at that time would 
supplement the existing data. This approach avoids 
disturbance to nesting birds, reducing the likelihood of 
predation or nest abandonment. 

Information was added to the monitoring plan to reflect the 
2008 survey of Goose Island. ORPC will revise the future 
monitoring schedule to reflect the suggestion by MDIFW to 
not conduct a full survey of Goose Island nesting birds. 
 
 

Study Plan 6: Bird 
Monitoring Plan 

(MDIFW) Section 7.0 Reporting does not make clear 
which agencies will receive periodic reports of the 
survey progress. We request that reports be sent, by 
email if possible, to Brad Allen and Richard Bard. 

Richard Bard and Brad Allen will be added to the distribution 
list to receive periodic reports of the survey progress as 
requested. 
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1.0 INTRODUCTION 

 

1.1 GENERAL DESCRIPTION OF THE COBSCOOK BAY TIDAL ENERGY PROJECT 

 

ORPC Maine, LLC, a subsidiary of Ocean Renewable Power Company (collectively, ORPC), is applying 

to the Federal Energy Regulatory Commission (FERC) for a pilot project license for the Cobscook Bay 

Tidal Energy Project (Project). The Project will evaluate the potential for a new source of clean, 

renewable energy generation using tidal energy resources in Cobscook Bay, Maine. ORPC obtained an 

initial preliminary permit for the project area in Cobscook Bay from FERC on July 23, 2007; FERC 

issued a successive preliminary permit on January 13, 2011. Feasibility studies, including environmental 

surveys, and pre-filing consultation were conducted, resulting in ORPC’s filing of a draft pilot license 

application (DPLA) with FERC for the Eastport Tidal Energy Project on July 24, 2009. The DPLA 

included project areas within Cobscook Bay and Western Passage. Since submitting the DPLA, ORPC 

has conducted extensive consultation with regulatory and resource agencies as well as other stakeholders, 

has collected additional environmental data, and has continued to refine its proprietary technology. As a 

result of these additional studies and consultations, ORPC now plans to deploy a commercial-scale 

hydrokinetic power system in gradual stages, with the Project, a small pilot project, as the first stage. The 

FERC preliminary permit Project boundary for the Cobscook Bay Tidal Energy Project (FERC Project 

No. 12711) encompasses the proposed development area. 

 

The Project will be carried out in two separate phases over an expected eight-year pilot license term. In 

Phase I, ORPC will deploy, monitor and test a single-device TidGen™ Power System for one year. In 

Phase II, ORPC will add four additional TidGen™ devices to the power system, for a total of five. During 

both phases, ORPC will deploy environmental monitoring equipment on the TidGen™ Power System and 

within the Project boundary (Figure 1). 

 

The core component of the TidGen™ Power System is ORPC’s proprietary turbine generator unit (TGU). 

The TGU utilizes four advanced design cross flow (ADCF) turbines to drive a permanent magnet 

generator mounted between the turbines on a common driveshaft. The ADCF turbines rotate in the same 

direction regardless of tidal flow direction; rotational speed of the turbines is directly related to water flow 

speed. The TGU is 98 feet in length, 17 feet high and 17 feet wide. It is attached to a bottom support 

frame, which holds the TGU in place approximately 15 feet above the sea floor. The bottom support 

frame is 98 feet long by 50 feet wide by 15 feet high. The bottom support frame is constructed of steel 

and the TGU is constructed of steel and composite material. Together, the coupled TGU and bottom 

support frame comprise the TidGen™ device (Figure 2 shows the conceptual design for the TidGen™ 

device). The depth at the proposed Deployment Area is 85 feet at Mean Lower Low Water (MLLW); the 

TidGen™ devices will thus be placed 49 feet below the surface at MLLW. Each TGU will have a 

maximum design capacity of 180 kilowatts (kW). During the Project each TGU will operate at a rated 

capacity of 60 kW. The five-device TidGen™ Power System will have a maximum design capacity of 

900 kW and a rated capacity of 300 kW. The power generated will be connected to the grid using a single 

subsea transmission cable with a line voltage of 13 kilovolts (kV) DC. The total cable length is 

approximately 4,200 feet (3,700 feet from the TidGen™ Power System to the shore in Lubec, Maine and 

approximately 500feet from shore to the on-shore station). ORPC has chosen an underwater cable route 

that avoids abrupt changes in bottom topography. Based on consideration of environmental concerns, 

ORPC proposes to bury the cable at all feasible locations along the cable route. The power generated by 

the TidGen™ Power System will be conditioned at the on-shore station and delivered to the Bangor 

Hydro Electric Company power grid.  
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Figure 1. Cobscook Bay Tidal Energy Project location map. 
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Figure 2. TidGen™ device. 

 

In preparation for the Project, ORPC designed, built, deployed and tested a beta pre-commercial 

TidGen™ Power System (Beta TidGen™ System) in Cobscook Bay in 2010 (see Figure 3). The Beta 

TidGen™ System was comprised of a beta pre-commercial TGU (Beta TGU); ORPC’s Energy Tide 2 

research, testing and deployment vessel; a mooring system for the Energy Tide 2; and data acquisition and 

environmental monitoring equipment. Rather than being mounted on a bottom support frame, the Beta 

TGU was deployed top-down from the Energy Tide 2 and suspended 21 feet below the water surface.  

 

 

Figure 3. Beta TidGen™ system. 

 

 

1.2 PILOT LICENSING PROCESS 

 

ORPC’s proposed Project is intended to study the short-term installation of ORPC’s TidGen™ Power 

System and its effect on the marine environment. FERC’s pilot licensing program has been designed to 

support the advancement and orderly development of innovative hydrokinetic technologies for projects 

that are small, short-term, removable and carefully monitored. The purposes of FERC’s pilot license 

program are to test new hydrokinetic technologies, to determine the appropriate sites for hydrokinetic 
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projects, and to collect information on the environmental and other effects of these new generating 

devices.  

 

ORPC filed its DPLA for review and comment on July 24, 2009. Federal and state resource agencies and 

other stakeholders submitted comments on the DPLA. FERC also issued an additional information 

request (AIR) on September 23, 2009 in response to the DPLA. FERC’s AIR Item #24 requested that the 

mandatory monitoring and safeguard plans required for hydrokinetic pilot licenses be reformatted in 

compliance with the Integrated Licensing Process study plan criteria at 18 CFR 5.11. Accordingly, this 

study plan has been revised to conform to the Integrated Licensing Process study plan requirements. 

Since filing the DPLA, ORPC has continued discussions on its pilot license proposal with the Cobscook 

Bay fishing community and the resource agencies to resolve potential conflicts in the marine 

environment, and to revise the proposed studies to address comments submitted on the DPLA. As a result 

of this continuing consultation, ORPC has modified the Project and updated this study plan to reflect the 

updated Project.  

 

The concept of adaptive management is foundational to ORPC’s Project study plans. As stated by FERC 

(2006), “adjustments to measures required during the license term will be based on information gleaned 

from ongoing monitoring or other post-license studies.” ORPC believes that given the uncertainty 

associated with the relatively new pilot project process, being able to adjust the monitoring studies 

through adaptive management, based on experienced gained through the Project, allows for more 

effective studies. ORPC is proposing the adaptive management approach as the most responsible path 

forward, considering the available ecological and environmental data. This approach is also more 

appropriate to the pilot license program’s goals and objectives than attempting to finalize each study plan 

prior to deploying the Project’s first phase. 

 

ORPC’s proposed environmental study plans include this Acoustic Monitoring Plan. As described in the 

study methodology below, ORPC plans to conduct acoustic monitoring in the Deployment Area prior to 

the start of the Project and for the first three years of the Project, beginning with the deployment of the 

single-device TidGen™ Power System. This will allow ORPC to monitor ambient noise and radiated 

noise from the Beta TGU prior to power system deployment, to monitor radiated noise from the single-

device TidGen™ Power System during Phase I, and to monitor radiated noise from the five-device 

TidGen™ Power System during Phase II, to determine the power system’s contributions to ambient noise 

in a range of operational conditions. Based on the results of the acoustic study, ORPC, in consultation 

with the appropriate resource agencies, will review and, if appropriate, modify the Acoustic Monitoring 

Plan at regular reporting intervals. 

 

2.0 GOALS AND OBJECTIVES 

 

The primary goals of the proposed Acoustic Monitoring Plan are to identify and characterize the noise 

radiated by the TidGen™ Power System in the high-velocity environment of the Project site, by gathering 

acoustic data under various environmental and mechanical conditions both prior to and during Project 

deployment. This will be accomplished by: 1) conducting ambient noise measurements at the Deployment 

Area prior to the deployment of a single-device TidGen™ Power System; 2) conducting noise 

measurements on the Beta TGU to gather preliminary data and gain experience with the equipment and 

methodologies; 3) conducting noise measurements on the single-device TidGen™ Power System after its 

Phase I deployment; and 4) conducting noise measurements on the five-device TidGen™ Power System 

after its Phase II deployment. The equipment and methodologies used will gather noise data and help 

determine the origins of the noise. The Acoustic Monitoring Plan will use this data to characterize the 

TidGen™ Power System’s acoustic footprint, in accordance with the requirements of the FERC pilot 

license. 
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Additional information on potential marine life interaction with the turbine will be monitored as outlined 

in the University of Maine Fisheries Monitoring Plan and the ORPC Marine Life Interaction Monitoring 

Plan. The presence of marine mammal species in the vicinity of the Project is addressed in the Marine 

Mammal Observation Study Plan. Separate from these study plans, ORPC, in conjunction with Scientific 

Solutions Incorporated (SSI), is developing monitoring technology and methods to deploy an active 

acoustic monitoring (AAM) system. The goal of this system is to monitor marine life automatically and in 

real time. ORPC has chosen not to include this monitoring system in the FPLA, because it is still in its 

research and development phase and is thus not a commercially available or proven technology. The 

AAM system is being licensed, permitted and deployed as a separate project under consultation with the 

appropriate regulatory agencies. 

 

3.0 STUDY AREA 

 

The geographic scope of the study will generally include the Cobscook Bay Deployment Area (see 

Figure 1). Additional information regarding the study area is provided below in Section 6.0. 

 

4.0 BACKGROUND AND RELEVANT INFORMATION 

 

4.1 ACOUSTIC EFFECTS ON MARINE LIFE 

 

Prior to the introduction of a hydrokinetic device with the potential to radiate noise into the water, it is 

critical to determine the nature and extent of this potential. Due to the TidGen™ Power System’s passive 

mechanics and low rotational foil speeds, it is unlikely that radiated noise levels from the TidGen™ 

Power System will induce physical harm, trauma, or dramatic behavioral response. Because the system’s 

dynamic pressures are well below acoustic cavitation boundaries, its generation of noise is anticipated to 

be well below that of other motorized systems, such as a powered vessel, whose rotational blades generate 

significant cavitation, turbulence, and high source levels.  

 

However, there is some concern over the TidGen™ Power System’s potential to create long-term change 

in the usability of a habitat region, due to an effect called masking. Masking is the interference of an 

organism’s ability to interpret a specific signal due to the presence of other noises (ambient or transient, 

natural or anthropogenic). For instance, increased noise levels from anthropogenic sources can reduce 

marine mammals’ ability to communicate or echolocate effectively in high-use areas. By operating a 

device that causes substantial masking on a continuous basis, an installation could possibly drive away 

marine mammals from using an entire area, causing a habitat shift that is either permanent or semi-

permanent (until operations cease). A scientific study discussing the hearing ranges of marine mammals is 

included as Attachment A.  

 

However, all noise sources do not contribute equally to the phenomenon of masking. Rather, each 

source’s impact on marine life is measured in various bandwidths based on the species in question, and on 

how high the source is over the background noise for a given bandwidth (Greene, Malme, Moore, 

Richardson, Wursig, and Thomson, 1998). When analyzing the potential for masking, it is therefore 

critical to consider not only the ambient and contributed noise levels, but also the spectral levels across 

the relevant frequency ranges. As with any mechanical device with moving parts, the TidGen™ Power 

System will generate some degree of vibration energy and radiated noise, but due to its low rotational 

speeds and passive system mechanics, as mentioned above, its masking potential is expected to be 

negligible.  
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4.2 EXISTING METHODOLOGIES 

 

NOAA has established a set of guidelines and data methods for characterizing background and ambient 

sound in underwater environments (see Attachment B). In previous attempts to conduct acoustic 

monitoring in the high-velocity environments of ORPC’s FERC-permitted sites, ORPC has used these 

guidelines and data methods with very limited success. In 2008, ORPC contracted HDR/DTA to perform 

acoustic studies using NOAA methods to analyze the acoustic environment around ORPC’s prototype 

TGU, a precursor to the Beta TGU using hydrophones suspended by a cable at various heights in the 

water column (see Attachment C). Due to the high velocity of the currents in this area, researchers could 

not distinguish noise created by moving water, debris in the water, or cable strumming from that created 

by the prototype TGU. University of Washington researchers under the direction of Dr. Brian Polagye 

and Dr. Jim Thompson have had similar problems in their acoustic research for a hydrokinetic developer 

in Puget Sound, Washington. This work has been compiled in the research document entitled Underwater 

Ambient Noise at a Proposed Tidal Energy Site in Puget Sound and has been included as Attachment D.  

 

The above research indicates that NOAA guidelines are not appropriate in areas of high velocity current, 

such as ORPC’s Project site, and that alternative analysis methods and equipment are needed in order for 

ORPC to meet NOAA requirements for acoustic assessment. As the hydrokinetic industry develops new 

technologies for use at high-velocity current sites, there is an accompanying need to develop new, more 

effective methodologies for measuring and characterizing noise at these sites. 

 

5.0 PROJECT NEXUS 

 

The direct and indirect interaction of hydrokinetic turbine technology and aquatic resources, including 

marine mammals, has not been fully characterized. Accordingly, there are concerns that the equipment 

involved with the Project may generate noise at levels that affect aquatic life. ORPC has not found a 

desktop study or relevant literature that can be utilized to predict acoustic effects of the proposed Project, 

and has therefore designed this Acoustic Monitoring Plan to better characterize these effects. Post-

deployment acoustic study plans are also a mandatory requirement of pilot license applications under 

FERC’s current hydrokinetic pilot license policy.  

 

6.0 METHODOLOGY 

 

ORPC has developed a drifting noise measurement system (DNMS) that will be used to measure the 

acoustic ambient noise in the environment where the TidGen™ Power System will be installed, as well as 

the noise created by the power system itself. The DNMS has been fabricated and assembled for ORPC by 

SSI under the guidance of Dr. Peter Stein.  

 

To prove the feasibility of this system, SSI and OPRC suspended two hydrophones off a small boat and 

drifted past the Beta TidGen™ System while recording noise data. Although the measurement was 

preliminary, and there were issues related to sporadic noise from the surface boat, the test demonstrated 

the feasibility of using a drifting noise measurement platform, and produced some preliminary data as to 

radiated noise from the Beta TGU. These data show no measurable radiated noise from the Beta TGU 

above two kilohertz (kHz) at a range of 22 meters (see Attachment E).  

 

6.1 DRIFTING NOISE MEASUREMENT SYSTEM EQUIPMENT 

 

The DNMS is contained within a tethered spar buoy with two deployed hydrophones attached to gather 

acoustic noise data. The DNMS’s mechanical layout is shown in Figure 4.  
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Figure 4. Drifting noise measurement system. 
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The DNMS consists of two primary components: data acquisition and localization.  

 

Data Acquisition System  

 

The data acquisition system (Figure 5) is comprised of a pair of International Transducer Corporation 

1042 hydrophones, a custom two-channel variable gain low noise amplifier and LGR-5327 Data Logger. 

The hydrophones are attached to the spar buoy to acquire the waterborne acoustic sound pressures and 

gather noise data while being isolated from vertical motion and decoupled from the high velocity currents. 

The lengths of the hydrophone cables are adjustable and the appropriate length will be determined during 

testing. An anchor will hang approximately two meters below the lowest sensor to prevent the 

hydrophones from getting hooked on the ocean floor if the spar buoy were to drift into shallow water. The 

anchor would also provide drag along the ocean floor in shallow areas until the system could be 

recovered. A list of general specifications for DNMS is presented in Attachment F. 

 

The custom amplifier is required to detect and process the low voltages associated with the acoustic sound 

pressures in the water. The amplifier, whose electrical noise is well below that of any historically 

measured acoustic ambient noise, within the desired frequency band, is designed to be re-configurable in 

the field to meet changing objectives. Each of the two independent amplifiers can operate over a 0-40 kHz 

or 0-80 kHz frequency range with fixed gain ranges between 0-60 decibels (dB) in 10 dB steps. 

Measurements will not be made at echolocation frequencies above 80 kHz since the propagation range is 

so limited at these frequencies and because there was no evidence in the preliminary data described in 

Attachment C of any significant energy radiated from the TGU above two kilohertz. The two channels of 

amplified acoustic data are stored onto a 16-bit analog-to-digital data logger manufactured by 

Measurement Computing. The LGR-5327 Data Logger operates at a 200 kS/s single channel rate or 100 

kS/s dual channel rate where the acquired data is stored to a 32 gigabyte (GB) compact flash card using a 

text based file format that is easily accessed by any computer. All data is time stamped by an on-board 

real time clock, which is synchronized to the global positioning system (GPS) receiver. 

 
 

 

Figure 5. Data acquisition block diagram. 
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Localization  

 

The localization components of the DNMS (Figure 6) consist of a GPS receiver with an output logged to 

a second compact flash card. A National Marine Electronics Association data format, identified as GGA, 

is stored to the compact flash card every second. The GGA message provides a three-dimensional 

location as well as information regarding time-of-day and the quality of the positional computation. The 

GGA provides information necessary to determine DNMS’s speed over ground as well as its position 

within the waterway when using a navigational chart plotter. An example of a GGA message is included 

as Attachment G.  

 

 

Figure 6. Localization block diagram. 

6.2 STUDY STATES 

 

The DNMS is designed to be deployed as a tethered spar buoy. The assembly is connected to a 300-meter 

polypropylene line that will introduce no measurable drag and not affect the buoy’s ability to drift with 

the current. The line is terminated on the Energy Tide 2 or alternate vessel and used to pull in the buoy 

once it has traveled a predetermined distance. The tethered spar buoy configuration eliminates the general 

need for a chase vessel and allows for multiple deployments with minimal effort.  

 

For all study states (ambient conditions, Beta TGU, single-device TidGen™ Power System, and five-

device TidGen™ Power System) the DNMS will be deployed several times in varying environmental 

and/or engineering conditions to form an average noise composition of the environment for a specific 

condition. Any support vessel will be shutdown during the experiment whereas any other potential local 

noise sources (pleasure craft, fishing vessels, etc) will be noted in the measurement log. Each drift period 

is expected to take 5 to 10 minutes (not including system recovery), and will be repeated multiple times (a 

minimum of five drifts per tidal cycle). The acquired data sets will then be reduced to estimate ambient 

noise spectra and radiated noise levels from the Beta TGU and TidGen™ device components. These will 

be temporally and spatially correlated with observed conditions such as TGU operating state, wind speed 

and direction, wave heights, ship traffic, etc. Data will be recorded continuously during the drift period. 

 

Ultimately, the goal is to produce a series of curves that qualify all conceivable environmental condition 

in which TidGen™ Power System will operate. While this will occur over time, the initial goal will be to 

bracket the problem by identifying quiet and loud periods for the background and operational noise. An 

example of a quiet period would be a windless day, without the TidGen™ Power System operating, 

benign weather conditions, and slack tide. A loud period, with a higher background ambient noise level, is 

expected when there is greater seasonal traffic or when wind and/or rain are present during a period of 

high velocity currents. Collecting data during both quiet and loud periods will be necessary to determine 

whether the TidGen™ Power System adds to the collective ambient noise background or whether it is 

simply a lesser component of a higher noise spectral content. To gather this data, a like set of 

measurements will be taken during each of the four phases of the Project: during pre-deployment; during 

operation of the Beta TidGen™ System; after deployment of the single-device TidGen™ Power System; 

and after deployment of the five-device TidGen™ Power System. Each of these phases is discussed 

below. 
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Pre-deployment Measurements 

 

A data set will be collected in the Deployment Area during a period of time when the Energy Tide 2 is not 

on its mooring. The purpose of this data set is to establish the quiescent acoustic ambient noise conditions 

for various weather, tidal, boat traffic, and nearby fish farm operation conditions.  

 

Beta TidGen™ System  

 

In this configuration, the Energy Tide 2 will be placed on its mooring with the Beta TGU deployed and in 

operation. Data will be collected using the tethered, free floating assembly. ORPC anticipates that data 

collected during this phase will be useful for testing the DNMS methodology on an operational turbine at 

different loading conditions. Based on the differences in the design of the Beta TidGen™ System and the 

TidGen™ Power System, ORPC does not anticipate that a noise data set collected while the Beta 

TidGen™ System is operating can be extrapolated to accurately predict the acoustic footprint of the 

TidGen™ Power System. 

 

Single-device TidGen™ Power System 

 

Measurements will be taken prior to the installation of the single-device TidGen™ Power System to 

ensure that acoustic ambient noise measurements are within the same range previously measured during 

the pre-deployment testing using the DNMS. During Phase I, a single-device TidGen™ Power System 

will be installed. Drift measurements will be made parallel to the current and off the end of the TidGen™ 

device in order to avoid a collision with the turbines. When there is sufficient clearance between the 

TidGen™ device and the water’s surface, measurements may also be taken using the DNMS as it drifts 

directly over the TidGen™ device.  

 

Five-device TidGen™ Power System  

 

During Phase II of the Project, the remaining four TidGen™ devices will be deployed and the drift area 

may be expanded to a distance defined as 300 meters beyond a generalized box that contains all five 

TidGen™ devices. As stated previously, this distance may be increased to a distance where there is no 

measureable increase in the noise field by the TidGen™ Power System.  

 

During each of these periods, the DNMS will have similar launch and end points. By definition, it is 

impossible to predict what path the system will choose, since this is driven by environmental conditions. 

While the emergence of a noise field from TidGen™ Power System has no known shape or variation with 

angle, it is reasonable to expect that the rotating foils will project a noise field fore and aft, while the 

permanent magnet generators are expected to behave as an individual omnidirectional or point source that 

radiates uniformly in all directions. Thus, it is hypothesized that the combination of these two elements 

will produce a combined acoustic noise field that is greater in front of and behind the foils than it is to 

either side. As the distance from TidGen™ Power System increases, the individual noise fields will 

undergo spatial averaging to produce a uniform field that decreases with the increasing range to the point 

where it is below the natural ambient noise background. Initially, a range of 300 meters will be chosen to 

determine the range at which the TidGen™ Power System will yield a change in the noise field. At this 

range, the acoustic transmission loss is 50 dB relative to the TidGen™ Power System’s location. Once the 

pre-deployment and Beta TidGen™ System measurements are made, this range can be better estimated, 

and procedures will evolve to either change the physical measurement range or to focus on a particular 

region that surrounds the TidGen™ Power System.  

 

The initial deployment of the TidGen™ Power System (yellow center symbol) is located at Latitude 

44.909959N and Longitude 67.045934W. The DNMS will be deployed and recovered at an initial range 
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of 300 meters relative to the planned location of the single-device TidGen™ Power System (red circle). 

The drift direction is relative to the tidal flow. In this instance, the flow is east to west, so the DNMS will 

be deployed from the east and allowed to drift near the deployed power system. Depending on water and 

sensor depth, it may be possible to allow the system to drift over the power system. Otherwise, the DNMS 

will be deployed (per this drift direction) west of the power system and allowed to drift away so as to not 

become fouled in the turbines or other hardware. 

 

 

Figure 7. Deployment area for DNMS. 

 

 

 

6.3 ENVIRONMENTAL CONDITIONS 
 

The following represents the conditions under which data should be gathered during each phase of the 

Project. As these are environmental conditions, there can be no scheduling of when all data sets will be 

completed. This is not an exhaustive list, but is rather meant to correlate measureable environmental 

changes against the acoustic ambient noise. Additional data will be gathered whenever a unique 

opportunity presents itself, such as when a large marine life population is sited or during periods of heavy 

commercial or pleasure traffic where extremes in the ambient noise profile may be extracted. All 

combinations of environmental conditions cannot be tested independently; for instance, there can be no 

measurement of ambient noise in high winds but with a calm sea state, since the sea state is driven by the 

wind conditions and cannot be calm in high winds. It also may not be possible to isolate wind and rain 

conditions, but this will be determined as the events present themselves; actual weather combinations will 

ultimately complete the environmental matrix below. To obtain a broad picture of how the ambient noise 
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changes with respect to environmental conditions, the following measurements should be repeated a 

minimum of three times, on different days, for each of the system deployment configurations, including 

the baseline where no power system is deployed. 

 

Table 1. Environmental Conditions Matrix. 

 W1 W2 W3 W4 R1 R2 S1 S2 S3 N T1 T2 T3 

W1     X X X X X X X X X 

W2     X X X X X X X X X 

W3     X X X X X X X X X 

W4     X X X X X X X X X 

R1          X X X X 

R2          X X X X 

S1     X X    X    

S2     X X    X    

S3     X X    X    

N     X X X X X  X X X 

T1          X    

T2          X    

T3          X    

 

Where: 

 W1 = wind speed < 1 knot 

 W2 = 1 < wind speed < 5 knots 

 W3 = 5 < wind speed < 10 knots 

 W4 = 10 knots < wind speed  

 R1 = light rain 

 R2 = heavy rain (< ½ inch per hour) 

 S1 = mid period of an incoming tide 

 S2 = slack period between two tides 

 S3 = mid period of an outgoing tide 

 N = nighttime, as defined as a period between 3 hours after sunset and 3 hours before sunrise 

 T1 = Water Temperature < 40° F 

 T2 = 40° < Water Temperature < 60° F 

 T1 = 60° F < Temperature  

 

6.4 DATA PROCESSING 

 

A narrowband analysis of the ambient noise spectra provides the means to examine the data’s frequency 

content against single frequency tones. This is often represented in decibels in a “per hertz” or a “root 

hertz” bandwidth, “decibels per hertz” or the square root of “decibels per hertz”, respectively. Published 

results are often processed within the mammal’s hearing bandwidth and then corrected to a “per hertz” 

bandwidth for comparison. This is the initial approach that will be taken in this analysis with the data 

acquired in the band of 10 Hz to 40 kHz. Additionally, the data will be presented within larger 1/3 octave 

or octave bandwidths to compare the acquired data to these historical bandwidths.  

 

As the DNMS is a drifting system and the desired noise level is the one emanating from TidGen™ Power 

System, the acquired data will be spatially corrected using the onboard GPS and temporally aligned so as 

to correlate the multiple data sets for a given measurement. An identified consequence of a drifting 

system is that it is not possible to perfectly repeat each drift path such that each measurement is taken at 
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the same angle to TidGen™ Power System. It is anticipated that each drift measurement will have a 

duration of 5 to 10 minutes and require that same amount of time to recover, reposition and deploy the 

system again from the same location. It is reasonable to assume that unless there is an instantaneous 

change in current or wind conditions, a deployment from the same location should force the DNMS to 

travel along approximately the same path for several deployments within a two to three hour window. As 

the DNMS contains a GPS, it will be possible to identify and group like tracks for analysis and determine 

if there is an angular dependence in the ambient noise field.  

 

Time correlation between the analog data logger and GPS will allow the multiple data sets to be aligned 

in time so as to average together the acquired time series with the knowledge that they were acquired 

under the same environmental conditions. This will also be useful to ensure that time-related events, such 

as short duration sound bursts, are not lost in spectral averaging, 

 

The method of processing the data will be consistent throughout each of the phases in order to perform 

realistic comparisons. The pre-deployment data set will establish pre-deployment conditions for the 

ambient noise field within the area surrounding the TidGen™ Power System. Each analyzed data set will 

also contain the GPS track that the DNMS traveled to identify any angular dependence as well as to 

support a conclusion that the measured data properly identifies a “before and after” assessment of the 

ambient noise field. The acquired data will be processed to produce several results: 

 

1. Using data acquired at the closest point of approach to the Energy Tide 2 or alternate vessel as a 

reference, each sample within a data set will be corrected for its distance from closet point approach 

using the standard correction for acoustic transmission loss as 20* Log (distance to closest point 

approach in meters). 

 

2. Average spectra, peak spectra, and minimum spectra of the data as a function of range (distance), and 

over several deployments, will be computed for individual data sets as well as for temporally 

correlated multiple drifts. Spectral averaging times will be on the order of one second. This 

narrowband analysis will be performed on data from all operational phases with the pre-deployment 

phase as the comparative baseline to determine if the TidGen™ Power System has added to the 

overall noise field or if there are increases within a specific spectral range. The analysis will also 

investigate whether there are transient events that are of a short duration and exceed a generalized 

time averaged threshold level based on the pre-deployment ambient noise. 

 

3. An analysis of the acquired data as a function of range and angle with respect to the TidGen™ Power 

System location will indicate if “hot spots” exist such that the noise field is not omnidirectional but 

instead has a directional component. This will be a multilayered analysis that first looks for higher 

energy within a specific band, and then localizes a specific range of frequencies where levels are 

higher for a given aspect angle relative to TidGen™ Power System’s location. 

 

4. As additional TidGen™ devices are deployed, the closest point approach analysis will be enhanced to 

focus on the noise field in the center of the TidGen™ Power System as well as for each individual 

TidGen™ device, to determine if all are equally contributing to the noise field.  

 

5. Accelerometers will be located on the TidGen™ Power System to measure turbine-induced 

vibrational accelerations. ORPC hypothesizes that as the speed of the turbines increases, the sound 

and vibrations produced by the generator will also increase. Knowing the DNMS positional change 

and loading conditions of the TidGen™ Power System from the accelerometers, the data can be 

analyzed to reflect how sounds produced by the TidGen™ Power System correlate to increases in the 

surrounding noise field. This will allow for a dynamic real time monitoring system of ambient noise 

field impact as related to TidGen™ Power System operations. 
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7.0 REPORTING 

Many factors can impact a noise measurement beyond the obvious weather conditions. Boats, depth 

sounders and observable marine life can introduce transient or unexpected signatures that must be 

physically identified if they are going to be accepted as aberrations during the measurement process. The 

log sheet included as Attachment H should be used during each measurement taken with the DNMS. 

Critical fields are date, time, weather conditions, sea state, and estimated location of any active noise 

sources (marine, equipment, boats) within a visual range. 

ORPC will file full summary reports with the regulatory agencies on a biannual basis for the first three 

years of the Project, beginning with the deployment of the single-device TidGen™ Power System. SSI 

will review and certify all data collected. Should altered marine mammal or fisheries activity be noted at 

any time during the monitoring, the appropriate federal and state resource agencies will be notified for 

immediate consultation. 

8.0 SCHEDULE 

 

The pre-deployment acoustic ambient noise study work will be carried out in May 2011. In summer 2011, 

acoustic monitoring will be performed around the Beta TGU. Pending receipt of the FERC pilot license, 

acoustic monitoring will be performed around the single-device TidGen™ Power System within six 

months of deployment. Once year later, acoustic monitoring will be performed around the five-device 

TidGen™ Power System. The frequency of the measurements will be driven by the changing 

environmental and mechanical conditions. As this is a dynamic environment, measurements made during 

different tidal periods will be essential to determining the range of noise conditions.  

 

SSI will review and certify all data collected, and ORPC will issue reports on monitoring progress to the 

appropriate regulatory agencies for technical review biannually. All data collected in this monitoring 

effort will be in the public domain, in accordance with the public nature of the FERC pilot license 

process.  

 

9.0 BUDGET 

 

The total cost of this monitoring effort will be $130,000 over three years. ORPC will be performing 

acoustic monitoring in the vicinity of the Project for the first three years of the project. ORPC estimates 

the cost of monitoring to be $30,000 per year for three years. Capital costs will be $40,000, and 

performing the monitoring, analyzing the data and issuing reports to be $30,000 per year over three years.  

 

10.0 DISCUSSION OF ALTERNATIVE APPROACHES 

 

ORPC, in consultation with their scientific advisor, Dr. Brandon Southall, believes that the acoustic 

footprint of the Project has little potential to negatively affect marine mammal species. ORPC has been 

testing tidal power devices in Cobscook Bay since 2007. Over this time period, ORPC has not observed 

any negative environmental interactions due to the tidal turbines. In addition, this pilot project is small 

relative to the available habitat in Cobscook Bay, and will be monitored for direct interaction with aquatic 

life.  

 

A discussion of alternative approaches tested by ORPC is included in Section 4.0 of this study plan. 

Overall, ORPC and other hydrokinetic industry leaders have come to the consensus that a drift method of 

evaluation of acoustic characteristics is appropriate for high velocity water bodies. An additional 
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approach ORPC has considered is to employ bottom-mounted hydrophones in combination with a drifting 

spar buoy to develop a synchronized, self-correcting system that would allow ORPC to isolate the noise 

of the TidGen™ Power System from the noise created by the high current velocities. This method would 

require comparable records and a precise recording protocol in order to identify the spar buoy trajectory 

and cycle-time in relation to the bottom-mounted hydrophones. ORPC has chosen not to use this method 

at this time, because of the difficulty of synchronizing multiple noise monitoring systems, while 

accounting for variables associated with environmental and engineering conditions. 
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Acronyms

Acronym Definition

A-weighting Frequency-selective weighting for aerial hearing in humans derived from the inverse of the idealized 
40-phon equal loudness hearing function across frequencies

ABR Auditory brainstem response

ADD Acoustic deterrent device

AEP Auditory evoked potentials

AHD Acoustic harassment device

ANSI American National Standards Institute

ASSR Auditory steady-state response

ATOC Acoustic Thermometry of Ocean Climate program

CF Center frequency

C-weighting Frequency-selective weighting for aerial hearing in humans derived from the inverse of the idealized 
100-phon equal loudness hearing function across frequencies

EFR Envelope following response

EPA U.S. Environmental Protection Agency

ES Explosion simulator

fhighfhighf Estimated upper functional hearing limit

flowflowf Estimated lower functional hearing limit

HESS High Energy Seismic Survey

HPA Hypothalamic-pituitary-adrenal axis

IMAPS Integrated Marine Mammal Monitoring and Protection System

ISO International Standards Organization

JNCC U.K. Joint Nature Conservation Committee

LeqT Equivalent-continuous sound level over period T

LIeqT Impulse equivalent-continuous sound level over period T

LFA Low Frequency Active (sonar)

M-weighting Generalized frequency weightings for various groups of marine mammals, allowing for their 
functional bandwidths and appropriate in characterizing auditory effects of strong sounds

Mlf Frequency weighting for low-frequency cetaceans (mysticetes)

Mmf Frequency weighting for mid-frequency cetaceans (most odontocetes)

Mhf Frequency weighting for high-frequency cetaceans (odontocetes specialized for use of very high 
frequencies)

Mpw Frequency weighting for pinnipeds, listening in water

Mpa Frequency weighting for pinnipeds, listening in air

MMPA U.S. Marine Mammal Protection Act

NIHL Noise-induced hearing loss

NIPTS Noise-induced permanent threshold shift

NIOSH U.S. National Institute for Occupational Safety and Health

NMFS U.S. National Marine Fisheries Service
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Acronym Definition

NOAA U.S. National Oceanic and Atmospheric Administration

NRC U.S. National Research Council

NRL U.S. Naval Research Laboratory

Pmax Maximum sound pressure

OBN Octave-band noise

PCAD National Research Council’s Population Consequences of Acoustic Disturbance Model

PICE Porpoise incidental catch elimination

PTS Permanent threshold shift

REFMS A computer program for predicting shock-wave propagation from underwater explosions

RL Received level

RMS Root-mean-square

SEL Sound exposure level

SL Source level (received level measured or estimated 1 m from the source)

SLM Sound level meter

SPL Sound pressure level

TS Threshold shift

TTS Temporary threshold shift

USC United States Code

VAFB Vandenberg Air Force Base



Overview

A group of experts in acoustic research from 
behavioral, physiological, and physical disciplines 
was convened over a several year period. The pur-
pose of this panel was to review the expanding lit-
erature on marine mammal hearing and on physi-
ological and behavioral responses to anthropogenic 
sound, and to propose exposure criteria for certain 
effects. The group employed all available relevant 
data to predict noise exposure levels above which 
adverse effects on various groups of marine mam-
mals are expected. Recent advances in these fields 
and the pressing need for a science-based para-
digm to assess the effects of sound exposure were 
the primary motivations for this effort. Two cat-
egories of effects were considered: (1) injury and 
(2) behavioral disturbance. The proposed criteria 
for the onset of these effects were further segre-
gated according to the functional hearing capa-
bilities of different marine mammal groups, and 
according to the different categories and metrics 
of typical anthropogenic sounds in the ocean. The 
group achieved many of its objectives but acknowl-
edges certain limitations in the proposed criteria 
because of scarcity or complete absence of infor-
mation about some key topics. A major component 
of these recommendations is a call for specific 
research on critical topics to reduce uncertainty 
and improve future exposure criteria for marine 
mammals. This publication marks the culmination 
of a long and challenging initial effort, but it also 
initiates a necessary, iterative process to apply and 
refine noise exposure criteria for different species 
of marine mammals. 

The process of establishing policy guidelines 
or regulations for anthropogenic sound exposure 
(i.e., the application of these exposure criteria) will 
vary among nations, jurisdictions, and legal/policy 
settings. Such processes should carefully consider 
the limitations and caveats given with these pro-
posed criteria in deciding whether sufficient data 
currently exist to establish simplistic, broad crite-
ria based solely on exposure levels. In many cases, 
especially for behavioral disturbance, context-
specific analyses considering previous studies on 
species and conditions similar to those in question 
might, at least for the foreseeable future, be more 
appropriate than general guidelines.

State of Current Knowledge
The available data on the effects of noise on 
marine mammals are quite variable in quantity 

and quality. In many respects, data gaps severely 
restrict the derivation of scientifically-based noise 
exposure criteria and, in some cases, explicit 
threshold criteria for certain effects are not appro-
priate given the amount and type of data available. 
Scientific inquiry into acoustic communication 
among marine mammals extends back more than 
half a century, but most of the specific data rel-
evant to the proposed criteria have been published 
within the last two decades. Owing to the mount-
ing public, scientific, and regulatory interest in 
conservation issues related to acoustics, the avail-
able science is progressing rapidly (e.g., see NRC, 
2003, 2005).

This paper proposes, for various marine mammal 
groups and sound types, levels above which there 
is a scientific basis for expecting that exposure 
would cause auditory injury to occur. Controlled 
measurements of hearing and of the effects of 
underwater and aerial sound in laboratory settings 
have greatly expanded the ability to assess audi-
tory effects. While understanding of the hearing 
capacities among all marine mammals remains 
admittedly rudimentary, there is a fairly detailed 
understanding of some key aspects of underwater 
and aerial hearing in a few representative species 
of odontocetes, pinnipeds, and sirenians, although 
hearing in mysticetes remains untested. Available 
data, along with the compelling evidence of similar 
auditory processes among all mammals, enables 
some reasonable extrapolations across species for 
estimating auditory effects, including the exposure 
levels of probable onset of injury. Recent evidence 
suggests that exposure of beaked whales to under-
water noise may, under certain (generally unknown) 
conditions, result in non-auditory injury as well 
(e.g., Fernández et al., 2005). At present, however, 
there are insufficient data to allow formulation of 
quantitative criteria for non-auditory injuries.

There are many more published accounts of 
behavioral responses to noise by marine mammals 
than of direct auditory or physiological effects. 
Nevertheless, the available data on behavioral 
responses do not converge on specific exposure 
conditions resulting in particular reactions, nor do 
they point to a common behavioral mechanism. 
Even data obtained with substantial controls, 
precision, and standardized metrics indicate high 
variance both in behavioral responses and in expo-
sure conditions required to elicit a given response. 
It is clear that behavioral responses are strongly 
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affected by the context of exposure and by the ani-
mal’s experience, motivation, and conditioning. 
This reality, which is generally consistent with 
patterns of behavior in other mammals (includ-
ing humans), hampered our efforts to formulate 
broadly applicable behavioral response criteria for 
marine mammals based on exposure level alone. 

Frequency-Weighting Functions
In humans, hearing processes in a large number 
of male and female subjects of different ages 
have been tested to determine a basic audiomet-
ric curve, equal-loudness curve, and the levels and 
exposure durations needed to induce either recov-
erable hearing loss (called temporary threshold 
shift or TTS) or permanent threshold shift (PTS). 
In addition, the manner in which successive expo-
sures to noise contribute to TTS growth has been 
well-documented in humans (e.g., Kryter, 1994; 
Ward, 1997). In assessing the effects of noise 
on humans, either an A- or C-weighted curve 
is applied to correct the sound-level measure-
ment for the frequency-dependent hearing func-
tion of humans. Early on, the panel recognized 
that similar, frequency-weighted hearing curves 
were needed for marine mammals; otherwise, 
extremely low- and high-frequency sound sources 
that are detected poorly, if at all, might be subject 
to unrealistic criteria. 

One of the major accomplishments in this 
effort was the derivation of recommended fre-
quency-weighting functions for use in assessing 
the effects of relatively intense sounds on hearing 
in some marine mammal groups. It is abundantly 
clear from measurements of marine mammal hear-
ing in the laboratory, call characteristics, and audi-
tory morphology that there are major differences 
in auditory capabilities across marine mammal 
species (e.g., Wartzok & Ketten, 1999). Most pre-
vious assessments of acoustic effects either failed 
to account for differences in functional hearing 
bandwidth among marine mammal groups or did 
not recognize that the “nominal” audiogram might 
be a relatively poor predictor of how the auditory 
system responds to relatively strong exposures.

The authors delineated five groups of marine 
mammals based on similarities in their hearing, and 
they developed a generalized frequency-weight-
ing (called “M-weighting”) function for each. 
The five groups and the associated designators are 
(1) mysticetes (baleen whales), designated 
as “low-frequency” cetaceans (Mlf); (2) some 
odontocetes (toothed whales), designated as 
“mid-frequency” cetaceans (Mmf); (3) odontocetes 
specialized for using high frequencies (i.e., por-
poises, river dolphins, and the genera Kogia and 
Cephalorhynchus) (Mhf); (4) pinnipeds (i.e., seals, 
sea lions, and walruses) listening in water (Mpw); 

and (5) pinnipeds listening in air (Mpa). These cri-
teria do not specifically address sirenians, the sea 
otter, or the polar bear, in part because of the lack 
of key data in these species.

The M-weighting functions were defined based 
on known or estimated auditory sensitivity at dif-
ferent frequencies rather than vocal characteristics 
per se. Owing to the paucity of relevant data, these 
auditory functions are intentionally precaution-
ary (wide) and likely overestimate the functional 
bandwidth for most or all species. Their primary 
application is in predicting auditory damage rather 
than levels of detection or behavioral response. 
Consequently, it is more appropriate to use “flat-
ter” functions than would be obtained by employ-
ing a simple inverse-audiogram function. 

Exposure Criteria Metrics
To further complicate the derivation of noise expo-
sure criteria, sounds can be described with various 
acoustic metrics, including sound pressure levels 
and sound exposure levels. The latter is a measure 
of received sound energy. Available literature pro-
vides a mixture of both measures, but many sound 
sources have primarily been described in pressure 
level units. To accommodate these two measures, 
and to account for all relevant acoustic features 
that may affect marine mammals, we developed 
dual criteria for noise exposures in each of the five 
functional hearing groups, using both sound pres-
sure and sound exposure levels.

Exposure Criteria for Injury
Another area in which we provide substantive 
conclusions is in the determination of sound 
exposures believed to cause direct auditory injury 
to marine mammals. By all accounts, the inner 
ear is the organ system most directly sensitive to 
sound exposure and, thus, the most susceptible to 
sound-derived damage. We define the minimum 
exposure criterion for injury as the level at which 
a single exposure is estimated to cause onset of 
permanent hearing loss (PTS). Data on TTS in 
marine mammals, and on patterns of TTS growth 
and its relation to PTS in other mammals, were 
used to estimate thresholds for injury. Owing to 
the limited availability of relevant data on TTS 
and PTS, the extrapolation procedures underlying 
these estimations are necessarily precautionary.

To account for all of the potentially injurious 
aspects of exposure, dual criteria for injury were 
established for each functional marine mammal 
hearing group based on instantaneous peak pres-
sure (unweighted) and total energy (M-weighted). 
Exposure criteria for injury are given for two types 
of sounds, pulse and nonpulse, and for single and 
multiple exposures. The term pulse is used here to 
describe brief, broadband, atonal, transients (ANSI, 
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1986; Harris, 1998, Chapter 12), which are charac-
terized by a relatively rapid rise-time to maximum 
pressure followed by a decay that may include a 
period of diminishing and oscillating maximal and 
minimal pressures. Examples of pulses are sounds 
from explosions, gunshots, sonic booms, seismic 
airgun pulses, and pile driving strikes. Nonpulse 
(intermittent or continuous) sounds can be tonal, 
broadband, or both. They may be of short dura-
tion but without the essential properties of pulses 
(e.g., rapid rise-time). Examples of anthropogenic, 
oceanic sources producing such sounds include 
vessels, aircraft, machinery operations such as 
drilling or wind turbines, and many active sonar 
systems. As a result of propagation, sounds with 
the characteristics of a pulse at the source may lose 
pulsatile characteristics at some (variable) distance 
and can be characterized as a nonpulse by certain 
receivers.

Regardless of the anthropogenic sound, if a 
marine mammal’s received exposures exceed the 
relevant (pulse or nonpulse) criterion, auditory 
injury (PTS) is assumed to be likely. Chapter 3, 
“Criteria for Injury,” provides details regarding 
the exposure levels required to cause TTS-onset 
and the extrapolation of those results to estimate 
levels above which PTS-onset may occur. For all 
five functional hearing groups, we propose dual 
exposure criteria above which auditory injury is 
likely.

Exposure Criteria for Behavior
One challenge in developing behavioral criteria 
is to distinguish a significant behavioral response 
from an insignificant, momentary alteration in 
behavior. For example, the startle response to a 
brief, transient event is unlikely to persist long 
enough to constitute significant disturbance. Even 
strong behavioral responses to single pulses, other 
than those that may secondarily result in injury 
or death (e.g., stampeding), are expected to dis-
sipate rapidly enough as to have limited long-term 
consequence. Consequently, upon exposure to a 
single pulse, the onset of significant behavioral 
disturbance is proposed to occur at the lowest 
level of noise exposure that has a measurable 
transient effect on hearing (i.e., TTS-onset). We 
recognize that this is not a behavioral effect per 
se, but we use this auditory effect as a de facto
behavioral threshold until better measures are 
identified. Lesser exposures to a single pulse are 
not expected to cause significant disturbance, 
whereas any compromise, even temporarily, to 
hearing functions has the potential to affect vital 
rates through altered behavior.

For other anthropogenic sound types (multiple 
pulses, nonpulses), we conducted an extensive 
review of the available literature but were unable 

to derive explicit and broadly applicable numeri-
cal threshold values for delineating behavioral 
disturbance. We did develop a quantitative scor-
ing paradigm that numerically ranks, as a severity 
scaling, behavioral responses observed in either 
field or laboratory conditions. We applied this 
approach to the appropriate behavioral data for 
multiple pulses and nonpulses. Some of these data 
suffer from poor statistical power, limited infor-
mation on received sound levels and background 
noise, insufficient measurements of all potentially 
important contextual variables, and/or insufficient 
controls. Some such data are analyzed here solely 
for illustrative purposes. Most behavioral studies 
suffered from at least some of these problems. 
Therefore, we do not intend to give uniform sci-
entific credence to all of the cited data, and we 
expect future studies to give greater attention and 
rigor to these critical requirements.

This review and scoring process, while not a 
formal meta-analysis for normalizing and pool-
ing disparate observations, corroborated certain 
interesting aspects of marine mammal behavioral 
responses to sound exposure. Foremost was that 
a behavioral response is determined not only by 
simple acoustic metrics, such as received level 
(RL), but also by contextual variables (e.g., labo-
ratory vs field conditions, animal activity at the 
time of exposure, habituation/sensitization to 
the sound, etc.). Also important is the presence 
or absence of acoustic similarities between the 
anthropogenic sound and biologically relevant 
natural signals in the animal’s environment (e.g., 
calls of conspecifics, predators, prey). Within 
certain similar conditions, there appears to be 
some relationship between the exposure RL and 
the magnitude of behavioral response. However, 
in many cases, such relationships clearly do not 
exist, at least when response data are pooled 
across multiple species and contexts. This argues 
for a context-based approach to deriving noise 
exposure criteria for behavioral responses. That 
concept, along with our review and scaling of the 
available observational data, provides a founda-
tion for establishing dose-response relationships 
for some specific circumstances and a starting 
point for future analyses when additional data are 
available.

Conclusions and Research Recommendations
This process has resulted in several significant 
advances. These include a review and interpre-
tation of the available literature on injury and 
behavioral data using precautionary extrapola-
tion procedures, derivation of marine mammal 
frequency-weighting functions, specification of 
quantitative criteria for auditory injury, and deriva-
tion of a “severity scale” for behavioral responses. 
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The inability to identify broadly applicable, 
quantitative criteria for behavioral disturbance in 
response to multiple-pulse and nonpulse sounds is 
an acknowledged limitation.

Our efforts to derive marine mammal noise 
exposure criteria clearly illustrate the fact that, 
at present, research in this field remains limited 
in many areas. The need for extrapolation pro-
cedures and precautionary assumptions points 
directly to research needs in a variety of areas on a 
variety of species. In certain conditions, proposed 
criteria for an entire marine mammal group are 
based on the most precautionary measurement 
or observation for a species within that group, 
despite the fact that, for other species within that 
group, there are empirical data indicating that 
higher exposures are required to induce the same 
effect. We believe it is appropriate to use the most 
precautionary data in proposing group-wide crite-
ria applicable for species where there are no direct 
measurements. We also feel it is appropriate on 
a case-by-case basis to apply the most relevant 
empirical data (i.e., from the species or genus of 
concern) in setting the exposure thresholds speci-
fied in policy guidelines. 

Finally, we emphasize that exposure criteria for 
single individuals and relatively short-term (not 
chronic) exposure events, as discussed here, are 
insufficient to describe the cumulative and eco-
system-level effects likely to result from repeated 
and/or sustained human input of sound into the 
marine environment and from potential interac-
tions with other stressors. Also, the injury criteria 
proposed here do not appear to predict what may 
have been indirect injury from acoustic exposure 
in several cases where cetaceans of several spe-
cies mass-stranded following exposure to military 
sonar.

The extensive research recommendations given 
here (see Chapter 5) represent our collective 
view of the concerted effort that will be required 
over the coming decades. High priority catego-
ries of research include (1) continued expansion 
of knowledge on basic marine mammal hearing 
capabilities, including sound localization, the 
detection of realistic sound signals, communi-
cation masking, and auditory “scene analysis”; 
(2) continued expansion of knowledge on baseline 
marine mammal behavioral patterns; (3) well-
controlled, direct measurements (using appropri-
ate, standardized acoustic metrics) of the effects 
of sound exposure on marine mammal hearing, 
behavior, and physiology; and (4) risk-assessment 
studies of the cumulative and synergistic effects 
of noise and other exposure(s) on individuals and 
populations.

Understanding and managing the effects 
of noise on marine life without unjustifiably 

constraining important human activities in the 
oceans will continue to be challenging for the 
foreseeable future. With sustained and focused 
research in key areas, future scientists will be 
equipped to make informed improvements to the 
initial scientific recommendations presented here. 
These improvements should ideally be integrated 
into science-based risk assessment models that 
consider all aspects of sound exposure and other 
potential stressors on individual marine mammals, 
populations, and marine ecosystems.



1. Introduction

Objectives 

Recent interest and concern about the effects 
of anthropogenic noise on marine mammals 
has triggered considerable new research (e.g., 
Costa et al., 2003; Fristrup et al., 2003; Finneran 
et al., 2005a), summaries of available information 
(Richardson et al., 1995; Wartzok & Ketten, 1999), 
and recommendations for specific action (NRC, 
1994, 2000, 2003, 2005). Systematic, objective, 
science-based interpretation of the available data is 
critically needed to inform management agencies 
charged with mitigating adverse effects of anthro-
pogenic noise on protected species. In response to 
this need, we use here the full body of scientific 
data on marine mammal hearing and the effects of 
noise on hearing and behavior, augmented where 
appropriate by interpretations of terrestrial mammal 
(including human) data, to develop proposed expo-
sure criteria that are as comprehensive, defensible, 
and precise as is currently possible. The scope of 
these criteria includes injurious and behavioral 
effects of a single noise exposure event on an indi-
vidual cetacean (whales, dolphins, and porpoises) 
or pinniped (seals, sea lions, and walruses). 

The recommended noise exposure criteria are 
science-based, developed without addressing the 
commercial, societal, or practical ramifications 
of implementing the conclusions reached here. 
We intend to mirror the process used in the devel-
opment of damage risk criteria for humans (see 
Crocker, 1997). Policy “guidelines” developed for 
regulatory and societal purposes are based both on 
scientific evidence (as summarized in this paper 
for marine mammals) and on other considerations 
(e.g., economic, practical, social, and ethical) not 
dealt with here. Thus, on certain points, policy 
guidelines that are developed separately for the 
purposes of various jurisdictions, nations, or users 
of these criteria may differ from the science-based 
criteria recommended here. 

All forms of anthropogenic noise received by 
marine mammals were considered, whether pro-
duced under water or in air, and we adopted a 
comparative approach, which we regard as essen-
tial to any criteria-setting process for nonhuman 
animals. For most of the ~128 marine mammal 
species and subspecies (Rice, 1998) considered 
here, no empirical data were available on nominal 
hearing characteristics or on the effects of noise 
on hearing or behavior. Practical, ethical, and 

legal considerations limit the level of scientific 
information that is available for deriving criteria 
applicable to either humans or marine mammals. 
Consequently, certain assumptions and criteria 
proposed here were based on information from 
other mammalian groups, where justified. Where 
such data present a variety of options, we made 
intentionally precautionary decisions (i.e., lower 
proposed exposure levels) to reduce the risk of 
assuming no effect when one was actually present. 
The term “precautionary” is used here without ref-
erence to any regulatory or policy implication of 
this word. Scientists would more conventionally 
use the term “conservative” in this regard rather 
than the more bureaucratic “precautionary,” but in 
certain complex instances here, the term “conser-
vative” would be potentially ambiguous, depend-
ing on the perspective of the reader. When infor-
mation was limited, extrapolations were made 
cautiously to minimize the risk of failing to recog-
nize an effect when one actually occurs (Type-II 
statistical error) as can occur with small sample 
sizes or imprecise measurements.

Each generalization/extrapolation was identi-
fied, all precautionary decisions were noted, and 
the logic leading to each proposed criterion was 
specified. Thus, when new data become available, 
appropriate modifications can be made readily. 
Studies that are needed to resolve the uncertain-
ties encountered in developing the current criteria 
are discussed in detail (see Chapter 5, “Research 
Recommendations”). Realistically, however, the 
generalization of information between related 
species will remain essential in many cases for the 
foreseeable future. 

Our intent was to derive recommended noise 
exposure criteria using the best information cur-
rently available, identify weaknesses in the present 
approach, call for relevant research, and structure 
the criteria such that future improvements can be 
incorporated easily. Lack of data limited the pro-
posed noise exposure criteria to individual marine 
mammals exposed to acute exposure events (such 
as the passage of one vessel or a series of active 
sonar transmissions). Also, the proposed criteria 
are limited to cetaceans and pinnipeds. We expect 
that noise exposure criteria for other marine 
mammals (manatees, dugongs, polar bears, and 
sea otters), as well as other marine taxa, will be 
developed as additional data become available and 
are evaluated. In fact, a separate expert panel (S3/
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WG92: “Effects of Sound on Fish and Turtles”) has 
been established under the Standards Committee 
(S3) of the Acoustical Society of America to con-
sider noise exposure criteria for fish and turtles. 
Additionally, criteria are clearly needed for cumu-
lative effects and for effects at species or even eco-
system levels, but data to support those types of 
criteria do not currently exist. 

The present recommended criteria represent a 
major step in initiating a lengthy, systematic pro-
cess to predict and identify acoustic exposure con-
ditions (natural or anthropogenic) associated with 
various effects on marine mammals. This paper is 
deliberately structured in a somewhat formulaic 
and report-like manner so that the logic underly-
ing certain assumptions and extrapolations (as 
well as the data needed to test and/or strengthen 
them) is self-evident. We expect there will be an 
iterative process of improving and expanding the 
complexity of the exposure criteria, similar to the 
decades-long development of human noise expo-
sure criteria (see Crocker, 1997). Because of the 
matrix structure of the proposed criteria, thresh-
olds in specific cells can be updated independently 
as new information becomes available. 

There is an extensive history and diversity of 
exposure criteria for humans with various kinds of 
acoustic exposure. A full discussion of these crite-
ria is beyond the scope of this paper, but examples 
include workplace noise standards (e.g., NIOSH, 
1998), standards for the protection of military 
personnel (U.S. DoD, 1997), and national policy 
guidelines (e.g., EPA, 1974; BG PPG, 1994). 
Several additional examples were also considered, 
whether received under water or in air, in various 
decisions underlying the marine mammal criteria 
proposed here. The process of establishing human 
noise exposure criteria has been difficult and con-
tentious, but establishing noise exposure criteria 
for marine mammals is considerably more daunt-
ing given the diversity of marine mammal species 
across three orders, the complexity of aerial and 
underwater acoustic exposures, and profound data 
limitations. 

Historical Perspective 

Concerns about potential adverse effects of anthro-
pogenic noise on marine life began in the 1970s 
(e.g., Payne & Webb, 1971) and expanded in the 
1980s. Experiments during the 1980s with seismic 
airguns indicated that bowhead whales (Balaena 
mysticetus) and gray whales (Eschrichtius robus-
tus) exhibited clear, sustained avoidance of opera-
tional areas at distances where pulse root-mean-
square (RMS) sound pressure levels (SPLs) were 
160 to 170 dB re: 1 µPa (Malme et al., 1983, 1984, 
1986, 1988; Richardson et al., 1986; Ljungblad 

et al., 1988). In contrast, early observations of 
bowhead and gray whales exposed to continu-
ous industrial sounds, such as those associated 
with drilling operations, suggested 120 dB re: 
1 µPa as the approximate threshold for behavioral 
disturbance of these baleen whales (Malme et al., 
1984; Richardson et al., 1990a, 1995 [pp. 286-
287]). Significant individual variability was noted 
in “typical” behavioral responses, however, with 
some individual whales responding only when 
very close to sound sources and others reacting 
at much longer distances (and to lower received 
sound levels). This variability raises questions as 
to whether behavioral responses are most appro-
priately described by the exposure received level 
(RL) of the stimulus at the animal, the signal-to-
ambient noise differential, the rate of change of 
the signal, or simply to the presence of the human 
activity as indicated by acoustic cues and/or visual 
stimuli. 

Concern about the effects of acoustic pulses 
from seismic exploration and continuous sound 
from other industrial activities resulted in the 
imposition of mitigation requirements on some 
industrial activities in certain jurisdictions by 
the early- to mid-1980s. Subsequent events, 
such as the Heard Island Feasibility Test in 
1991 (Baggeroer & Munk, 1992), the Acoustic 
Thermometry of Ocean Climate (ATOC) pro-
gram in the late-1990s (see NRC, 1994, 2000; Au 
et al., 1997; Costa et al., 2003), and the U.S. 
Navy’s low-frequency active sonar program (e.g., 
Croll et al., 2001) resulted in popular and govern-
mental interest in setting criteria for safe levels of 
sound for marine mammal exposure (NRC, 1994, 
2000, 2003; Richardson et al., 1995). This interest 
has expanded with the finding that tactical, mid-
frequency, military sonar transmissions are some-
times correlated, in specific conditions, with mass 
stranding events of (predominantly) several beaked 
whale species, including Cuvier’s (Ziphius caviro-
stris), Blainville’s (Mesoplodon densirostris), and 
Gervais’ (Mesoplodon europaeus) beaked whales 
(see Evans & England, 2001; Fernández et al., 
2005; Cox et al., 2006).

In 1995, the U.S. National Marine Fisheries 
Service (NMFS) set underwater “do not exceed” 
criteria for exposure of marine mammals to 
underwater pulses from seismic airguns. These 
criteria were 190 dB re: 1 µPa for pinnipeds and 
most odontocete cetaceans and 180 dB re: 1 µPa 
for mysticetes and sperm whales (Physeter mac-
rocephalus) (and, by inference, for pygmy and 
dwarf sperm whales [Kogia spp.]). These exposure 
limits were intended as precautionary estimates of 
exposures below which physical injury would not 
occur in these taxa. There was no empirical evi-
dence as to whether exposure to higher levels of 
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pulsed sounds would or would not cause auditory 
or other injuries. Given the limited data then avail-
able, however, it could not be guaranteed that 
marine mammals exposed to higher levels would 
not be injured. Further, it was recognized that 
behavioral disturbance could, and in some cases 
likely would, occur at lower RLs. 

In June 1997, the High Energy Seismic Survey 
(HESS) team (1999, Appendix 5) convened a 
panel of experts to assess noise exposure criteria 
for marine mammals exposed to seismic pulses. 
The consensus was that, given the best available 
data at that time, exposure to airgun pulses with 
RLs above 180 dB re: 1 µPa (averaged over the 
pulse duration) was “likely to have the potential to 
cause serious behavioral, physiological, and hear-
ing effects.” The panel noted the potential for ± 10 
dB variability around the 180 dB re: 1 µPa level, 
depending on species, and that more information 
was needed.

The NMFS has continued to use a “do not 
exceed” exposure criterion of 180 dB re: 1 µPa for 
mysticetes and (recently) all odontocetes exposed 
to sequences of pulsed sounds, and a 190 dB re: 
1 µPa criterion for pinnipeds exposed to such 
sounds. Higher thresholds have been used in the 
U.S. for single pulses such as explosions used in 
naval vessel-shock trials. Behavioral disturbance 
criteria for pulsed sounds have typically been set 
at an SPL value of 160 dB re: 1 µPa, based mainly 
on the earlier observations of mysticetes reacting 
to airgun pulses (e.g., Malme et al., 1983, 1984; 
Richardson et al., 1986). The relevance of the 160 
dB re: 1 µPa disturbance criterion for odontocetes 
and pinnipeds exposed to pulsed sounds is not 
at all well-established, however. Although these 
criteria have been applied in various regulatory 
actions (principally in the U.S.) for more than a 
decade, they remain controversial, have not been 
applied consistently in the U.S., and have not been 
widely accepted elsewhere. 

More recently, a considerable body of data has 
accumulated on the levels at which transient and 
more prolonged sounds cause the onset of tempo-
rary threshold shift (TTS) and various behavioral 
reactions. Some of these data are not consistent 
with the aforementioned de facto criteria used in 
recent years in the United States.

One main purpose of this paper is to synthe-
size and apply all available information to derive 
proposed objective noise exposure criteria for a 
large subset of marine mammals. The effect levels 
considered (injury and significant behavioral 
disturbance) were generally consistent with the 
definitions of levels A and B harassment, respec-
tively, of the U.S. Marine Mammal Protection Act 
(MMPA) of 1972 (16 USC, § 1361); however, 
many of the behaviors considered at the lower end 

of our severity scaling paradigm would almost 
certainly not constitute biologically significant 
disturbance (or consequently level B harassment 
under the MMPA). However, our exposure criteria 
were derived without regard for policy decisions 
of the U.S. or any nation and should therefore not 
be assumed to correspond with regulatory catego-
ries or definitions of effects. Since harassment 
definitions under the MMPA are not uniform for 
all human activities and are subject to change, 
additional interpretation of the information pre-
sented would be required to evaluate effects with 
regard to this (or any other) statute.

Acoustic Measures and Terminology 

This section briefly considers those acoustic mea-
sures and terminology that are directly relevant 
to these marine mammal exposure criteria. More 
detailed descriptions of some of the terms given 
in this and other sections, including equations 
relevant to many of the definitions, are given in 
Appendix A. Basic acoustic terminology is pre-
sented in numerous other sources (e.g., Kinsler 
et al., 1982; ANSI, 1986, 1994; Richardson et al., 
1995; Harris, 1998; NRC, 2003).

Sound is appropriately described as having two 
components: (1) a pressure component and (2) a 
particle motion component. Particle motion—the 
oscillatory displacement, velocity, or acceleration 
of the actual “particles” of the medium at a par-
ticular location—is directional and best described 
by a 3-dimensional vector. Marine mammal sen-
sitivity to particle motion is poorly understood, 
but it appears to be functionally limited (Finneran 
et al., 2002a) in contrast to the sensory capabili-
ties of most or all fish (see Popper et al., 2003). 
Conversely, as compared to fish, marine mammals 
generally have greater sensitivity to sound pres-
sure (lower detection thresholds) and much wider 
functional hearing bandwidths (see Fay, 1988; 
Richardson et al., 1995; Popper et al., 2003). 
Consequently, in considering the potential effects 
of sound on marine mammals, particle motion is 
rarely discussed. Except for special circumstances 
(e.g., plane and spherical waves), there is no 
simple relationship between pressure and particle 
velocity. The vast majority of studies of hearing 
in captive marine mammals have been conducted 
in relatively small enclosed volumes of water, 
making the plane wave assumption (and a priori
knowledge of the relationship between pressure 
and velocity) invalid. 

It is important to distinguish between the source 
level (SL), or level measured 1 m from the source, level (SL), or level measured 1 m from the source, level
vs the received level (RL), which is the level mea-received level (RL), which is the level mea-received level
sured at the receiver (usually a marine mammal 
herein). 
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The term “intensity” is often used generally 
with respect to subjective acoustic parameters 
(i.e., loudness), but it is used here in a strict sense. 
Sound intensity is normally defined as the time-
averaged active intensity (Kinsler et al., 1982; 
Fahy, 1995); this quantity corresponds to local 
net transport of sound energy and is related to 
the product of the sound pressure and the particle 
velocity component in-phase with the sound pres-
sure. In the majority of laboratory studies, complex 
sound fields typically create complex, spatially 
varying relationships between pressure and veloc-
ity. In these circumstances, sound intensity cannot 
be estimated from pressure measurements alone 
(which assume that pressure and particle velocity 
are in-phase), and specific measurements of the 
sound particle velocity (or pressure gradient) are 
required in order to characterize intensity.

We distinguished two basic sound types: 
(1) pulse and (2) nonpulse. Our operational defi-
nitions of sound types are given in Chapter 2, 
“Structure of the Noise Exposure Criteria,” and 
are discussed at greater length in Appendix A. The 
pulse/nonpulse distinction is important because 
pulses generally have a different potential to cause 
physical effects, particularly on hearing (e.g., 
Ward, 1997). 

Peak sound pressure (Pmax) is the maximum 
absolute value of the instantaneous sound pressure 
during a specified time interval and is denoted in 
units of Pascals (Pa). It is in no sense an averaged 
pressure. Peak pressure is a useful metric for either 
pulse or nonpulse sounds, but it is particularly 
important for characterizing pulses (ANSI, 1986; 
Harris, 1998, Chapter 12). Peak-to-peak sound 
pressure is the algebraic difference between the 
maximum positive and maximum negative instan-
taneous peak pressure. The mean-squared pres-
sure is the average of the squared pressure over 
some duration. Sound pressure levels are given as 
the decibel (dB) measures of the pressure metrics 
defined above. The RMS SPL is given as dB re: 
1 µPa for underwater sound and dB re: 20 µPa 
for aerial sound. Peak sound pressure levels are 
denoted hereafter as dB re: 1 µPa (peak) in water 
and dB re: 20 µPa (peak) in air. Peak-to-peak 
sound pressure levels are dB re: 1 µPa (peak-to-
peak) in water and dB re: 20 µPa (peak-to-peak) 
in air.

Duration is the length of a sound in seconds. 
Duration is important because it affects other 
sound measures, specifically mean-square and/or 
RMS sound pressure (Madsen, 2005). Because of 
background noise and reverberation, duration can 
be difficult to specify precisely, but a functional 
definition (see Appendix A) is used here.

Sound exposure level (SEL) is a measure of Sound exposure level (SEL) is a measure of Sound exposure level
energy. Specifically, it is the dB level of the 

time integral of the squared-instantaneous sound 
pressure normalized to a 1-s period. It can be an 
extremely useful metric for assessing cumulative 
exposure because it enables sounds of differing 
duration, sometimes involving multiple expo-
sures, to be compared in terms of total energy. 
Several methods exist for summing energy over 
multiple exposures to generate a single exposure 
“equivalent” value. The relatively straightforward 
approach used here is described in Appendix A (eq. 
5). This summation procedure essentially generates 
a single exposure “equivalent” value that assumes 
no recovery of hearing between repeated expo-
sures. As discussed below, recovery functions for 
marine mammal TTS during and following multi-
ple exposures are still unknown; however, consid-
ering nominal TTS recovery functions in terrestrial 
mammals when exposures occur minutes to hours 
apart (see Kryter, 1994; Ward, 1997), the above 
summation procedure would likely overestimate 
the effect of multiple exposures in many condi-
tions. This summation procedure was intentionally 
selected as a precautionary measure in the absence 
of empirical information, although note the tem-
poral conditions given in the “Sound Types” sec-
tion of Chapter 2. The appropriate units are dB re: 
1 µPa2-s for underwater SEL and dB re: (20 µPa)2-s 
for aerial SEL.

Frequency-selective weighting is often employed 
to measure (as a single number) sound pressure or 
energy in a specific frequency band of sound, with 
emphasis or de-emphasis on particular frequencies 
as a function of the relative sensitivity of a receiver. 
For aerial hearing in humans, A-weighting is derived 
from the inverse of the idealized 40-phon equal 
loudness hearing function across frequencies, stan-
dardized to 0 dB at 1 kHz (Harris, 1998). This pro-
vides level measures denoted as dB(A). C-weight-
ing is determined from the inverse of the idealized 
100-phon equal loudness hearing function (which 
differs in several regards from the 40-phon func-
tion), standardized to 0 dB at 1 kHz (Harris, 1998). 
This provides level measures denoted as dB(C). In 
the absence of equal-loudness contours for marine 
mammals, special frequency-weighting functions 
based loosely on human C-weighting and general 
knowledge of functional hearing bandwidth were 
developed here for functional marine mammal hear-
ing groups (see the “Marine Mammal Functional 
Hearing Groups” section of Chapter 2).

Other measures of noise interference with 
critical functions in humans, including the 
Articulation Index (French & Steinberg, 1947) 
and the more recent Speech Interference Level 
(see Beranek & Ver, 1992), focused on the percep-
tion of speech and effects of noise. Consequently, 
exposure criteria geared toward speech percep-
tion (e.g., Beranek, 1989) focus on a frequency 
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bandwidth narrower than the audible bandwidth. 
For a detailed discussion of speech intelligibility 
and noise impacts, see Chapter 6 in Kryter (1994). 
It is clear that the perception of conspecific vocal 
signals in marine mammals is critically important 
in various life history functions (discussed below; 
see Wartzok & Ketten, 1999) and that interference 
with these functions may have particularly nega-
tive consequences. 

The hypothesis that vocalizations coincide 
with the range of hearing is based on an adaptive 
argument that vocal energy should be selected to 
lie within the range of hearing for maximum effi-
ciency of communication. However, several lines 
of evidence suggest that other adaptive pressures 
may shape the vocal range. First, vocal anatomy 
may produce energy at other frequencies as a 
byproduct of producing sound within the hearing 
range. If there is no pressure to eliminate these 
frequencies, they can be expected to persist. An 
example is the ultrasonic components of humming-
bird song, which lie well outside the range of bird 
hearing (Pytte et al., 2004). Second, to promote 
long-range transmission, the vocal range may be 
adapted to produce greater energy at the low end 
of the range than would be expected based on the 
auditory threshold function (Larom et al., 1997). 
Greater relative energy at low frequencies is also 
seen in a number of primate species as a byprod-
uct of producing the formant structure of their calls 
(Fitch & Hauser, 1995). Finally, animals may pro-
duce sounds with disproportionate low-frequency 
information to signal greater size, potentially tar-
geting predators rather than conspecifics (Fitch, 
1999; Matrosova et al., 2007). Thus, a number of 
selective forces can drive the development of an 
emphasis on low-frequency energy in vocalizations 
not matched by the shape of the auditory threshold 
function. While vocal range can be expected to cor-
relate with hearing range to some degree, giving a 
rough indication of the frequency range of hearing, 
it cannot be used to estimate either the shape of the 
auditory threshold function or to assign upper and 
lower frequency limits.

We lack sufficient empirical data on whether 
vocal frequency range sufficiently predicts all 
frequencies that are biologically significant, 
however. 

Certain marine mammal responses to anthropo-
genic sounds, such as the sometimes strong reac-
tions by beaked whales to mid-frequency sonar, 
would not be expected if only sounds within the 
bandwidth of vocal output were important in pre-
dicting a behavioral response. Hence, our precau-
tionary frequency-weighting approach assumes 
that the full audible band is relevant. As additional 
data become available on both hearing capa-
bilities (specifically, equal-loudness contours) 

and behavioral responses to natural (including 
conspecific) and anthropogenic sounds, a more 
refined means of frequency-weighting than the 
intentionally precautionary (broad) M-weighting 
functions may be recommended.

Kurtosis is a statistical measure of a probability 
distribution often applied to describe the shape of 
the amplitude distribution (Hamernik & Hsueh, 
1991; Lei et al., 1994; Hamernik et al., 2003). In 
some regards, it appears to be a highly relevant 
metric in that impulsive sound with high nega-
tive kurtosis, rapid onset, and high instantaneous 
peak-pressure may be particularly injurious to 
some mammals (Hamernik et al., 2003). 

Sound Production and Use in Marine Mammals

As a general statement, all studied marine mam-
mals can produce sounds in various important con-
texts. They use sound in social interactions as well 
as to forage, to orient, and to respond to predators. 
Interference with these functions, through the var-
ious effects of noise on hearing and/or behavior 
identified below, thus has the potential to interfere 
with vital rates identified by the NRC (2005) as 
particularly significant effects of exposure. 

The noise exposure criteria given here are 
focused on current knowledge of hearing and 
the effects of noise on hearing and/or behavior in 
marine mammals. Thus, a detailed discussion and 
review of the expansive literature on the produc-
tion and the uses of sound is beyond the scope of 
this paper; interested readers are referred to the 
many reviews of marine mammal acoustic signals 
(e.g., Schusterman, 1981; Watkins & Wartzok, 
1985; Au, 1993; Richardson et al., 1995; Wartzok 
& Ketten, 1999; Clark & Ellison, 2004). Because 
of the extreme importance of detecting conspecific 
social signals in marine mammal life history func-
tions, however, a brief and very general discus-
sion of sound output characteristics in the major 
marine mammal groups is given here. 

The large whales (mysticete cetaceans, as 
described below) generally produce low-fre-
quency sounds in the tens of Hz to the several kHz 
band, with a few signals extending above 10 kHz. 
These sounds appear to serve predominantly social 
functions, including reproduction and maintaining 
contact, but they may also play some role in spa-
tial orientation. 

The dolphins and porpoises (odontocete ceta-
ceans, also described below) produce sounds 
across some of the widest frequency bands that 
have been observed in animals. Their social sounds 
are generally in the range audible to humans, from 
a few hundreds of Hz to several tens of kHz, but 
specialized clicks used in biosonar (echolocation) 
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systems for prey detection and navigation extend 
well above 100 kHz. 

Pinnipeds (seals, sea lions, and walruses) also 
produce a diversity of sounds, though generally 
over a lower and more restricted bandwidth (gen-
erally from 100 Hz to several tens of kHz). Their 
sounds are used primarily in critical social and 
reproductive interactions. Pinnipeds spend time 
both at sea and on land, however, and thus pro-
duce sounds in both water and air.

Because sound production in marine mam-
mals is integral to so many important behaviors, 
interference with these communicative functions 
is considered to be particularly adverse (see sever-
ity scaling described in Chapter 4, “Criteria for 
Behavioral Disturbance”). As discussed in Chapter 
5, considerable additional research is needed to 
identify conditions in which anthropogenic noise 
exposure interferes with acoustic communication 
as well as ways in which marine mammals cope 
with masking noise to overcome interference in 
detecting real-world signals in complex, 3-dimen-
sional marine environments. 

Responses to Sound

Animals exposed to either natural or anthropo-
genic sound may experience physical and psycho-
logical effects, ranging in magnitude from none to 
severe. This brief discussion considers the range 
of potential impacts, which depend on spatial rela-
tionships between a sound source and the animal 
receiver; sensitivity of the receiver; received expo-
sure level, duration, and duty cycle; and many 
other factors (see also Richardson et al., 1995). 

The same acoustic source may have radically 
different effects depending on operational and 
environmental variables, and on the physiological, 
sensory, and psychological characteristics of 
exposed animals. It is important to note that these 
animal variables may differ (greatly in some cases) 
among individuals of a species and even within 
individuals depending on various factors (e.g., 
sex, age, previous history of exposure, season, and 
animal activity). Responses elicited can depend 
both on the context (feeding, mating, migrating, 
etc.) in which an individual is ensonified and 
on a host of experiential variables (see Wartzok 
et al., 2004). Consequently, certain effects may 
be poorly described with simple measures such 
as SPL alone, and may only be predictable when 
additional variables are considered. We consid-
ered all known factors in developing the noise 
exposure criteria proposed here, but data limita-
tions precluded the derivation of explicit exposure 
criteria for all of the effects discussed below.

Audibility
When a sound can be perceived amidst background 
noise, it is considered to be audible. Audibility can 
differ from detectability in that a receiving system 
may detect a signal at some level even when it is 
incapable of meaningful perception. Audibility 
is determined by the characteristics of received 
sound, characteristics of the receiving system, and 
background noise conditions (either external or 
internal). Audition (hearing) is a well-developed 
and primary sensory modality for most, if not all, 
marine vertebrates (Schusterman, 1981; Tyack, 
1998; Fay & Popper, 2000). It involves coding, 
processing, integrating, and responding to sound 
in a variety of ways, some not outwardly evident 
(Yost, 2000). Like other animals, marine mam-
mals have multiple sound-reception pathways and 
rely on signal processing at multiple levels inte-
grated within the cochlea and nervous system to 
optimize perception. 

Marine mammal hearing capabilities are 
quantified in live subjects using behavioral audi-
ometry and/or electrophysiological techniques 
(e.g., Schusterman, 1981; Au, 1993; Kastak & 
Schusterman, 1998; Wartzok & Ketten, 1999; 
Nachtigall et al., 2000, 2007; Finneran & Houser, 
2006; André & Nachtigall, 2007; Supin & Popov, 
2007). For species not studied with in vivo audi-
ometry, some auditory characteristics can be esti-
mated based on sound production frequencies; on 
observations of sound characteristics that either do 
or do not elicit behavioral responses in untrained 
animals (e.g., Richardson et al., 1995; Erbe, 2002); 
or on auditory morphology, including biomechan-
ical properties of the basilar membrane and other 
characteristics (Wartzok & Ketten, 1999). 

Behavioral audiograms are obtained from cap-
tive, trained animals using standard psychometric 
testing procedures. With appropriate controls and 
sufficient training, behavioral data are presently 
considered to most accurately represent hearing 
capabilities of a test subject. Behavioral audio-
metric studies are time-consuming, however, and 
the results depend on the training and attention of 
subjects as well as the background noise condi-
tions in captive settings. Because marine mam-
mals are large and difficult to maintain, behav-
ioral audiograms representing an entire species 
are typically based on a few individuals (often 
one animal). Additionally, subjects are generally 
obtained opportunistically (e.g., individuals reha-
bilitated after stranding) rather than by random 
sampling of individuals from wild populations. 
This may provide a somewhat biased representa-
tion of “normal” hearing for the species if reha-
bilitated animals have compromised hearing 
capabilities (see André et al., 2007). Individual 
differences in hearing sensitivity among subjects, 
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and methodological differences among investiga-
tors, can lead to improper conclusions when nom-
inal species audiograms are based on data from 
a single animal (e.g., compare Hall & Johnson, 
1972, with Szymanski et al., 1999). Hearing sen-
sitivity has been measured using behavioral meth-
ods in fewer than 20 of the ~128 cetacean and 
pinniped species (based on the taxonomy of Rice, 
1998). 

Electrophysiological audiometry involves mea-
suring small electrical voltages (auditory evoked 
potentials [AEPs]) produced by neural activity 
when the auditory system is stimulated by sound. 
With this technique, neural responses are typi-
cally averaged while many relatively short dura-
tion signals are presented. This technique is com-
paratively fast and less sensitive to factors such as 
subject experience and reproductive, behavioral, 
or motivational states that affect behavioral audi-
ometry. Whereas behavioral audiograms can only 
be made with trained, captive animals, AEP mea-
sures of sound detection can also be made with 
untrained individuals that are stranded, tempo-
rarily restrained, or in rehabilitation (see Cook 
et al., 2006; André et al., 2007; Delory et al., 2007; 
Taylor et al., 2007).

AEP and behavioral techniques measure differ-
ent features of the auditory system and may gener-
ate somewhat different measured results. Relevant 
comparisons of AEP and behavioral audiograms 
are limited and are the subject of ongoing scien-
tific investigation. Besides the need to obtain both 
types of data on the same individuals, there are 
complications due to differences in the types of 
test stimuli used by different researchers, prob-
lems in estimating the true RL at the relevant 
sensory organ(s), and the difficulty of determin-
ing absolute signal amplitudes that barely elicit 
neural responses. Even so, Yuen et al. (2005), 
Finneran et al. (2007b), and Schlundt et al. (2007) 
demonstrated that, with carefully calibrated and 
repeated measurements, the two procedures can 
produce comparable detection thresholds in at 
least a few cetacean species.

An auditory threshold, estimated by either 
behavioral or electrophysiological responses, is 
the level of the quietest sound audible in a speci-
fied percent of trials. An auditory threshold is not 
an invariant critical value above which a sound is 
always heard and below which it is never heard. 
Instead, it is a sound level at which there is an 
explicit signal detection probability (often 50%; 
determined a priori). This probability depends 
on a number of intrinsic factors (Green & Swets, 
1974; Egan, 1975; McMillan & Creelman, 1991). 
In all species tested thus far, the hearing response 
in relation to frequency is a generally U-shaped 
curve with a frequency range of best sensitivity 

(lowest hearing thresholds) and frequencies both 
below and above this range where sensitivity is 
relatively poor (higher threshold values). Species 
differ in absolute sensitivity and functional fre-
quency bandwidth (see Fay, 1988; Richardson 
et al., 1995), such that identical sounds may be 
perceived radically differently by individuals of 
different species. Individual differences within 
species have also been demonstrated in some ter-
restrial species (see Fay, 1988) and, to a lesser 
extent, in marine mammals as well (see Houser & 
Finneran, 2006b, for the most definitive example 
of this). Sounds whose levels barely exceed back-
ground noise levels may be detectable but may 
or may not elicit changes in individual behavior. 
Ideally, “absolute” or unmasked hearing thresh-
olds should be measured in low background noise 
conditions such as anechoic testing enclosures. 
While this is standard practice in human audi-
ometry, very few of the marine mammal hearing 
data obtained to date have been measured in such 
conditions. Limited recent data obtained with pin-
nipeds tested in a hemi-anechoic testing chamber 
in air (described in Kastak et al., 2005) suggest 
that masking from environmental noise in testing 
enclosures may have significantly affected mea-
surements of “absolute” hearing; thresholds in a 
harbor seal (Phoca vitulina) were in fact ≥ 30 dB 
lower in very low background noise conditions 
(Holt et al., 2001). 

While the above concepts and studies are essen-
tial in understanding general hearing capabilities 
(e.g., functional bandwidth, range of best hearing 
sensitivity) of marine mammals, animals in the 
“real world” rarely listen for simple acoustic sig-
nals from point sources and do not live in a noise-
controlled environment. Rather, they are presented 
with spatially complex and time-varying streams 
of acoustic information in often noisy environ-
ments. Measurements using simple sound stimuli 
have indicated that marine mammals are generally 
quite adept at localizing acoustic sources in labo-
ratory conditions (Møhl, 1964; Gentry, 1967; 
Terhune, 1974; Moore & Au, 1975; Renaud & 
Popper, 1975; Holt et al., 2004, 2005). Many of 
the behavioral observations discussed in Chapter 
4 (and in Appendices B & C) indicated relatively 
precise orientation behaviors to sound sources (or 
sound localization) in the field as well. Limited 
laboratory data are also available regarding how 
marine mammals detect relatively simple stim-
uli over background masking noise (discussed 
below). A more complex perceptual matter related 
to localization and detection over masking noise 
is the manner in which vertebrates process com-
plex information to perceive the acoustic (or audi-
tory) scene—that is, gain useful information from 
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the suite of sounds around them in the real world 
(e.g., Fay & Popper, 2000).

Bregman (1990) considered how the human 
auditory system constructs a perceptual acoustic 
image of the surrounding environment and events 
occurring in that environment. He posits that, as in 
visual perception, hearing systems are organized 
in such a manner that related acoustic events (such 
as the frequency structure of a harmonic signal or 
a repeated signal from the same source in a 3-
dimensional space) are grouped perceptually in 
a meaningful way. According to the process of 
auditory scene analysis, the auditory system sorts-
out related elements of a complex natural acous-
tic environment into those arising from different 
sound sources. Furthermore, previous experience 
can have powerful effects on the processing and 
interpretation of sounds. This too is similar to psy-
chological processes underlying visual perception 
in which the range to an object may be inferred 
from knowledge of an object’s general size and 
physical appearance. 

Presuming such capabilities occur in marine 
vertebrates, which is logical given the importance 
of sound to marine mammals, it seems likely that 
they could perceive range and the general nature 
(e.g., movement) of sound sources. Acoustic 
stream segregation, the identification of relatively 
simple stimuli from different, overlapping patterns, 
has been demonstrated in several bird and bat spe-
cies (MacDougall-Shackleton et al., 1998; Moss 
& Surlykke, 2001). Neither acoustic stream seg-
regation nor auditory scene analysis has yet been 
investigated in marine mammals (but see Madsen 
et al., 2005a). Each of these processes, along with 
more data on sound localization, may be relevant in 
the continued development of appropriate marine 
mammal noise exposure criteria (see the “Marine 
Mammal Functional Hearing Groups” section of 
Chapter 5, for research recommendations). 

Auditory Masking
Noise may partially or entirely reduce the audi-
bility of signals, a process known as auditory 
masking. The extent of interference depends on 
the spectral, temporal, and spatial relationships 
between signals and masking noise, in addition 
to other factors. Human auditory systems per-
form frequency-based assessment (similar to 
Fourier analysis) on incoming signals such that, 
for most exposure levels, significant masking of 
tonal signals is almost exclusively by noise in a 
narrow band (called the critical band) of similar 
frequencies (Wegel & Lane, 1924; Fletcher, 1940; 
Greenwood, 1961). With increasing masker level, 
however, there is an asymmetrical spread in the 
masking effect such that detection of frequencies 

above those of the masking stimulus is more sig-
nificantly impeded (see Buus, 1997; Yost, 2000). 

Because of common biomechanical cochlear 
properties across taxa (Echteler et al., 1994), 
masking is expected to follow similar principles in 
other mammals (including marine mammals). The 
structure and function of the outer and middle ear 
differ profoundly between terrestrial and marine 
mammals (Wartzok & Ketten, 1999); however, 
the characteristics of auditory masking are strik-
ingly similar among nonspecialized mammals in 
general (Fay, 1988; Echteler et al., 1994), includ-
ing marine mammals tested in air and in water 
(Turnbull & Terhune, 1990; Southall et al., 2000, 
2003). Similarities in morphology and mamma-
lian cochlear functional dynamics (as revealed by 
masking studies) suggest that auditory data from 
terrestrial mammals may be reliably used in some 
situations where marine mammal data are lacking. 
Data on auditory masking in marine mammals are 
not presented in detail here because they are not 
directly used in formulating the recommended 
noise exposure criteria (but see Southall et al., 
2000, 2003, for reviews).

Auditory Threshold Shift
Animals exposed to sufficiently intense sound 
exhibit an increased hearing threshold (i.e., poorer 
sensitivity) for some period of time following 
exposure; this is called a noise-induced thresh-
old shift (TS). Factors that influence the amount old shift (TS). Factors that influence the amount old shift
of TS include the amplitude, duration, frequency 
content, temporal pattern, and energy distribution 
of noise exposure. The magnitude of TS normally 
decreases over time following cessation of the 
noise exposure. The amount of TS just after expo-
sure is called the initial TS.

If TS eventually returns to zero (i.e., the thresh-
old returns to the pre-exposure value), it is called 
TTS. The following physiological mechanisms 
are thought to play some role in inducing TTS, 
also referred to as auditory fatigue: effects on sen-
sory hair cells in the inner ear that reduce their 
sensitivity, modification of the chemical environ-
ment within sensory cells, residual middle-ear 
muscular activity, displacement of certain inner 
ear membranes, increased blood flow, and post-
stimulatory reduction in both efferent and sensory 
neural output (Kryter, 1994; Ward, 1997). Where 
these effects result in TTS rather than a permanent 
change in hearing sensitivity, they are within the 
nominal bounds of physiological variability and 
tolerance and do not represent physical injury 
(Ward, 1997). Recovery of nominal hearing func-
tion may occur quickly, and the amount of TTS 
measured depends on the time elapsed since the 
cessation of noise exposure; subscripts are used 
to indicate the time in minutes after exposure. For 
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example, TTS2 means TTS measured 2 min after 
exposure cessation.

If TS does not return to zero after a relatively 
long interval (on the order of weeks), the residual 
TS is called a noise-induced permanent threshold 
shift (PTS). The distinction between PTS and TTS 
depends on whether there is a complete recovery 
of TS following noise exposure. PTS is considered 
to be auditory injury. Some of the apparent causes 
of PTS in mammals are severe extensions of 
effects underlying TTS (e.g., irreparable damage 
to the sensory hair cells). Others involve different 
mechanisms, such as exceeding the elastic limits 
of certain tissues and membranes in the middle 
and inner ears and resultant changes in the chemi-
cal composition of inner ear fluids (Ward, 1997; 
Yost, 2000). The relationship between TTS and 
PTS depends on a highly complex suite of vari-
ables concerning the study subject and the expo-
sure. This relationship remains poorly understood, 
even for humans and small terrestrial mammals in 
which this topic has been investigated intensively 
(see Kryter, 1994; Yost, 2000).

In addition to the potential for discrete, intense 
sounds to result in TTS or PTS, chronic sound 
exposure, common in industrialized societies, can 
result in noise-induced PTS in humans as they age 
(see Kryter, 1994). Reduced hearing sensitivity 
as a simple function of development and aging 
(presbycusis(presbycusis( ) has been demonstrated in both chil-
dren (Roche et al., 1978) and adults (e.g., Brant 
& Fozard, 1990). In the long-term, noise-induced 
hearing loss and presbycusis appear to result in 
a progressive PTS that is a complex, nonlinear 
process and particularly affects high-frequency 
hearing. Limited research in cetaceans and pin-
nipeds has revealed patterns of presbycusis that 
are similar to those observed in humans (Ridgway 
& Carder, 1997; Brill et al., 2001; Schusterman 
et al., 2002; Houser & Finneran, 2006b; Reichmuth 
et al., 2007), further underscoring certain gen-
eral similarities in auditory processes across 
mammals. 

PTS and TTS data from humans and non-
human terrestrial mammals were used to develop 
safe exposure guidelines for human work environ-
ments (e.g., NIOSH, 1998). For marine mammals, 
recent data are available regarding sounds that 
cause modest TTS (generally < 20 dB decrease 
in sensitivity) in a few species of odontocetes and 
pinnipeds. No data exist on exposures that would 
cause PTS in these taxa, however (see Chapter 2 
for detailed discussions). Consequently, the only 
current option for estimating exposure conditions 
that would cause PTS-onset in marine mammals 
is to use the available marine mammal TTS data 
combined with data from terrestrial mammals 
on TTS growth rates with increasing acoustic 

exposure (see the “Criteria for Injury: TTS and 
PTS” section of Chapter 3).

Behavioral Reactions to Sound
Behavioral responses to sound are highly variable 
and context-specific (see Wartzok et al., 2004, for 
a discussion). Some sounds that are audible to ani-
mals may elicit no overt behavioral response. This 
is most common when the sound does not greatly 
exceed the minimum detectable level and is not 
increasing or fluctuating (Richardson et al., 1995). 
Inability to detect an overt response does not nec-
essarily mean that there is no subtle behavioral (or 
other) effect, however. 

When observable reactions do occur, they may 
include orientation or attraction to a sound source; 
increased alertness; modification of characteristics 
of their own sounds; cessation of feeding or social 
interaction; alteration of movement/diving behav-
ior; temporary or permanent habitat abandonment; 
and, in severe cases, panic, flight, stampede, or 
stranding, sometimes resulting in injury or death 
(e.g., Richardson et al., 1995; Evans & England, 
2001; Gordon et al., 2004; Scheifele et al., 2005; 
Cox et al., 2006; Nowacek et al., 2007). Minor 
or temporary behavioral effects are often simply 
evidence that an animal has heard a sound and 
may not indicate lasting consequence for exposed 
individuals. For the purposes of setting crite-
ria, the effects of greatest concern are those that 
may negatively impact reproduction or survival. 
Ultimately, it is the biological relevance of the 
reaction in terms of vital parameters that must be 
determined. In proposing noise exposure criteria, 
one must clearly and explicitly differentiate triv-
ial effects from those with the potential to affect 
vital rates. However, it has proven to be exceed-
ingly challenging to distinguish among and rank 
the various effects and to establish a generally 
accepted definition of biologically meaningful 
behavioral disturbance (see NRC, 2005). 

Except for naïve individuals, behavioral 
responses depend critically on the principles 
of habituation and sensitization. An animal’s 
exposure history with a particular sound affects 
whether it is subsequently less likely (habitua-
tion) or more likely (sensitization) to respond to 
a stimulus such as sound exposure. The processes 
of habituation and sensitization do not necessar-
ily require an association with a particular adverse 
or benign outcome. Rather, individuals may be 
innately predisposed to respond to certain stimuli 
in certain ways. These responses may interact 
with the processes of habituation and sensitiza-
tion for subsequent exposure. Where associative 
learning occurs, individuals link a particular expo-
sure with a known outcome (positive, negative, 
or neutral) and use that information in guiding 
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future decisions on whether and how to respond 
to similar stimuli. The relationship between these 
two categories of learning (non-associative and 
associative) can be highly complex, particularly 
for experienced individuals (see Deecke et al., 
2002). 

Many contextual variables may be power-
ful contributors to an animal’s perception of and 
reaction to the acoustic scene. These include the 
perception of source proximity (nearness), relative 
movement (encroachment or retreat), and general 
novelty or familiarity, all of which may affect the 
type and magnitude of the resulting behavioral 
response(s). In terms of proximity, the presence 
of high-frequency components in a sound and the 
lack of reverberation, both of which are indica-
tive of proximity, may be more relevant acoustic 
cues of spatial relationship than simply exposure 
level alone (see P. Miller, 2002). If a source is per-
ceived to be approaching, the response is often 
stronger. In addition, the activity of the individual 
and its fidelity to a current location often affect 
the response.

Thus, in addition to source characteristics, 
other factors that may be critical in determining 
behavioral effects include past experience, situ-
ational variables, receiver auditory systems, and 
the extent to which the sound resembles familiar 
benign or noxious stimuli (e.g., Irvine et al., 1981; 
NRC, 2005). Animals that fail to exhibit general 
avoidance when exposed to a certain sound source 
may still detect the sound but are either habituated 
to exposure or may display less dramatic behav-
ioral responses (e.g., altering vocal behavior, 
modifying orientation/movement patterns). 

The magnitude of a given behavioral response 
may not be a direct function of exposure levels 
or even of the animal’s experiential history. If 
the sound triggers an anti-predator response 
in the subject (e.g., Irvine et al., 1981; Finley 
et al., 1990), the response magnitude may reflect 
the individual’s underlying physiological con-
dition, the relative costs in fitness of failing to 
respond, the availability of alternative refuges, 
and other factors specific to predator defense (Gill 
& Sutherland, 2000; Frid & Dill, 2002; Beale & 
Monaghan, 2004). 

For all these reasons, behavioral responses 
to anthropogenic sounds are highly variable. 
Meaningful interpretation of behavioral response 
data (and biologically relevant conservation deci-
sions) must consider not only the relative mag-
nitude and apparent severity of behavioral reac-
tions to human disturbance but also the relevant 
acoustic, contextual, and ecological variables. 
In many cases, specific acoustic features of the 
sound and contextual variables (e.g., proximity, 
subject experience and motivation, duration, or 

recurrence of exposure) may be of considerably 
greater relevance to the behavioral response than 
simple acoustic variables such as exposure RL. 
For example, if an anthropogenic sound is per-
ceived as indicating the presence of a predator, 
it is likely to trigger a strong defensive reaction 
at relatively low RLs. On the other hand, sounds 
that resemble conspecific signals may be ignored 
or induce approach or avoidance, depending upon 
the context. Further, typically neutral sounds may 
cause increasing annoyance reactions (such as 
avoidance) as a function of exposure level. This 
makes it difficult or impossible to justify basing 
broad, objective determinations of impact thresh-
olds on RL alone. This is the primary reason why 
this paper does not propose explicit behavioral 
disturbance criteria levels for certain sound types. 
Rather, we collated available data relating acous-
tic exposure to the severity of observed behav-
ioral response in a form that allows a variety of 
relationships to be estimated (Chapter 4). When 
research allows the separation of annoyance from 
cases where an animal interprets sounds as sig-
nals from predators, prey, or conspecifics, it may 
become possible to classify signals and predict 
responses more precisely. 

Non-Auditory Effects
The auditory system appears to include the organs 
most susceptible to noise exposure, at least in 
humans (e.g., Ward, 1997). The limited data on 
captive marine mammals exposed to various 
kinds of noise support a similar conclusion, sug-
gesting that TTS-onset occurs at levels which may 
be below those required for direct non-auditory 
physiological trauma (but see discussion of deep-
diving species below). Noise exposure does have 
the potential to induce a range of direct or indi-
rect physiological effects on non-auditory struc-
tures. These may interact with or cause certain 
behavioral or auditory effects, or they may occur 
entirely in the absence of those effects. 

Noise exposure may affect the vestibular and 
neurosensory systems. For instance, in humans, 
dizziness and vertigo can result from exposure 
to high levels of noise, a condition known as nys-
tagmus (see Oosterveld et al., 1982; Ward, 1997; 
Halmagyi et al., 2005). Little is known about ves-
tibular functions in marine mammals. There are 
significant differences in vestibular structures in 
some marine mammal species compared to most 
land mammals (Wartzok & Ketten, 1998; Ketten, 
2000). In cetaceans in particular, the vestibular 
components are sufficiently reduced and have 
such low neural representation that the princi-
pal function may be essentially to provide lim-
ited gravitational and linear acceleration cues. 
Pinnipeds by contrast have a well-developed, 
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more conventional vestibular apparatus that 
likely provides multiple sensory cues similar to 
those of most land mammals. Both pinnipeds and 
cetaceans retain the direct coupling through the 
vestibule of the vestibular and auditory systems; 
therefore, it is possible, albeit not known, that 
marine mammals may be subject to noise-induced 
effects on vestibular function as has been shown 
in land mammals and humans. Responses to 
underwater sound exposures in human divers and 
other immersed land mammals suggest that ves-
tibular effects are produced from intense under-
water sound at some lower frequencies (Steevens 
et al., 1997). Theoretical effects on the human ves-
tibular system as well as other organs (e.g., lungs) 
from underwater sound exposures also have been 
explored through models (Cudahy & Ellison, 
2002); however, there are no comparable mea-
surements or models for marine mammals at this 
point from which to estimate such effects. Data 
are clearly needed for all major marine mammal 
taxa to more fully assess potential impacts on non-
auditory systems. 

Relatively low-level physiological responses 
include changes in cardiac rate (bradycardia or 
tachycardia) and respiratory patterns, which may 
lead to changes in metabolism. Stress reactions 
in humans and other vertebrates include various 
physiological changes to pulmonary, cardiac, 
metabolic, neuro-endocrine, immune, and repro-
ductive functions (e.g., Hales, 1973; Lee, 1992; 
Vrijkotte et al., 2000). Studies of noise-induced 
stress in marine mammals are very limited, but 
endocrine secretions of glucocorticoids and altered 
cardiovascular function have been documented in 
odontocetes exposed to high-level sound (Romano 
et al., 2004; cf. Thomas et al., 1990c). Noise expo-
sure also often leads to changes in surfacing-res-
piration-dive cycles of cetaceans (e.g., Richardson 
& Malme, 1993), which may have various physi-
ological effects. Assuming that effects in marine 
and terrestrial mammals are similar, intermediate 
physiological responses to stressors (including 
noise) may accompany avoidance or aggres-
sive behaviors and include single auditory star-
tle responses, the initiation and sustenance of 
the catecholamine response, and physiological 
preparation for fight or flight. The most severe 
physiological responses would include multiple 
or repeated auditory startle responses, trigger-
ing of the hypothalamic-pituitary-adrenal (HPA) 
axis and associated elevated blood glucocorticoid 
level, substantially altered metabolism or energy 
reserves, lowered immune response, diminished 
reproductive effort, and potential tissue trauma 
(e.g., Sapolsky et al., 2000). [The issue of stress 
responses to noise exposure has been discussed 
recently by Wright et al. (in press).]

Sound at certain frequencies can cause an air-
filled space to vibrate at its resonant frequency 
(acoustic resonance), which may increase the like-
lihood of mechanical trauma in the adjacent or sur-
rounding tissue. The resonant frequencies of most 
marine mammal lungs are below the operating 
frequencies of many anthropogenic sound sources 
(Finneran, 2003). Further, biological tissues are 
heavily damped, estimated tissue displacement 
at resonant frequencies is predicted to be exceed-
ingly small, and lung tissue damage is generally 
uncommon in acoustic-related marine mammal 
stranding events. For these reasons, specialists do 
not regard lung resonance as a likely significant 
non-auditory effect for marine mammals exposed 
to anthropogenic noise sources that operate above 
100 Hz (U.S. Department of Commerce, 2002). 
This conclusion might not apply to lower-fre-
quency sources that operate at a particular fre-
quency for a significant duration.

The non-auditory effect now being most 
actively discussed in marine mammalogy is nitro-
gen gas bubble growth, resulting in effects similar 
to decompression sickness in humans. Jepson et al. 
(2003) and Fernández et al. (2004, 2005) hypoth-
esized that lesions (gas and fat emboli) observed 
in individual beaked whales found stranded after 
military sonar exercises were somehow caused by 
in vivo nitrogen bubble formation. Osteonecrosis 
in sperm whales has further been suggested as 
a chronic result of nitrogen bubble formation 
(Moore & Early, 2004). 

To date, the gas bubble hypothesis remains 
untested, and the acoustic causative mechanism 
for formation of emboli, if any, is unknown. 
Theoretically, bubble precursors in supersaturated, 
homogenized tissue may incrementally enlarge 
during the successive passage of compression and 
rarefaction portions of acoustic waves that exceed 
static pressure (rectified diffusion; Crum & Mao, 
1996). Alternatively, a single acoustic exposure 
could activate bubble precursors, allowing them 
to grow by gradual expansion into bubbles in 
nitrogen-supersaturated tissue (static diffusion; 
see Potter, 2004). The diving patterns of some 
marine mammals increase gas-tissue saturation 
and potentially could increase the susceptibility of 
noise-exposed animals to bubble growth via either 
mechanism (Ridgway & Howard, 1979; Houser 
et al., 2001b). Nitrogen supersaturation levels for 
deep-diving species of interest, including beaked 
whales, are based on theoretical models, however 
(Houser et al., 2001b). No unequivocal support for 
either pathway presently exists. 

The evidence for bubble formation as a causal 
mechanism between certain types of acoustic 
exposure and stranding events remains equivo-
cal. At a minimum, scientific disagreement and/or 
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complete lack of information exists regarding the 
following important points: (1) received acous-
tic exposure conditions for animals involved in 
stranding events; (2) pathological interpretation 
of observed lesions in stranded marine mammals 
(Fernández et al., 2004; Piantadosi & Thalmann, 
2004); (3) acoustic exposure conditions required 
to induce such physiological trauma directly; 
(4) whether noise exposure may cause behav-
ioral reactions (e.g., atypical diving behavior) that 
secondarily induce bubble formation and tissue 
damage (Jepson et al., 2003; Fernández et al., 
2005; Zimmer & Tyack, 2007); and (5) the extent 
that post mortem artifacts introduced by decompo-
sition before sampling, handling, freezing, or nec-
ropsy procedures affect interpretation of observed 
lesions. Tests of the gas bubble hypothesis may 
yield data pertinent to future marine mammal 
noise exposure criteria, but too little is currently 
known to establish explicit exposure criteria for 
this proposed mechanism. 

Courtesy: A. Friedlander



2. Structure of the Noise Exposure Criteria

When de facto noise exposure guidelines are 
used by management agencies, they generally are 
based on a small number of categories of marine 
mammals and sound types. Though it would be 
convenient to have a single exposure criterion 
for all species and sound sources, such a simpli-
fied approach is not supported by available sci-
ence. However, some categorization of species 
and sources is warranted based on current infor-
mation. The many anthropogenic sound sources 
used in marine environments can be categorized 
based on certain acoustic and operational features. 
Similarly, there is great diversity in hearing and 
in the biological effects of noise among marine 
mammals, but current knowledge supports some 
functional and/or phylogenetic groupings.

It is also neither possible nor desirable to derive 
distinct exposure criteria for every species and 
sound source. Important generalizations across 
taxa would be missed even if resources and time 
were adequate to study each species and expo-
sure condition. Further, it is impractical to apply 
numerous, species-specific criteria when predict-
ing and/or attempting to mitigate effects. 

A standard scientific approach in such situa-
tions is to categorize animals based on functional 
characteristics and sound sources based on physi-
cal similarities, and to summarize the information 
in a matrix format. We subdivide cetaceans and pin-
nipeds into five functional hearing categories based 
on the frequencies they hear. Other methods of cat-
egorization are, of course, possible. For instance, 
Verboom (2002) relied heavily on direct measure-
ments of noise impacts on hearing to quantify the 
effects of noise exposure on marine mammals. Some 
of his proposed criteria are comparable with those 
presented here. The present effort makes broader 
use of laboratory and field behavioral and audiomet-
ric data, additional recent data, and extrapolations 
from terrestrial mammals not used by Verboom. We 
divide sound sources into three types according to 
acoustic characteristics defined at the source. Note 
that at a distance, a sound may have significantly 
different features; categorizing sounds based on 
source characteristics is a precautionary and prag-
matic approach (as is described in the next section). 
The justifications for and assumptions underlying 
our categorization of functional hearing groups and 
sound types are described here. The number of sub-
divisions in future noise exposure criteria will likely 
increase as more supporting data are acquired. 

The format of the recommended marine 
mammal noise exposure criteria is thus a matrix of 
15 “cells” that systematically considers three sound 
types (see next section) and five functional marine 
mammal hearing groups (see the “Marine Mammal 
Functional Hearing Groups” section of this chap-
ter). Within each of those 15 cells, we consider 
two general acoustic metrics (see the “Exposure 
Criteria Metrics” section) and two levels of expo-
sure effect (“Levels of Noise Effect: Injury and 
Behavorial Disturbance” section of this chapter). 
Sixty possible criteria result (i.e., 3 sound types × 
5 marine mammal groups × 2 metrics × 2 impact 
levels), although fewer than 60 are reported due to 
data limitations. Whereas sound types are defined 
by source features, criteria values represent levels 
received by individual marine mammals. 

Sound Types

Three sound types are used: (1) a single pulse, 
(2) multiple pulses, and (3) nonpulses. The separa-
tion between pulses and nonpulses is supported by 
data on auditory fatigue and acoustic trauma in ter-
restrial mammals (e.g., Dunn et al., 1991; Hamernik 
et al., 1993) and is generally consistent with the 
sound types distinguished for damage risk criteria 
in humans (e.g., U.S. DoD, 1997; NIOSH, 1998). 

Pulses and nonpulses are distinguished by 
numerous definitions and mathematical distinc-
tions (e.g., Burdic, 1984). The empirical distinc-
tion used here is based on a measurement proce-
dure using several temporal weightings. Various 
exponential time-weighting functions applied in 
measuring pulse and nonpulse sounds may yield 
different measured received levels (RLs) (see 
Harris, 1998). Most sound level meters (SLM) pro-
vide options for applying either a “slow” or “fast” 
time constant (1,000 or 125 ms, respectively) for 
measuring nonpulses or an impulse time con-
stant (35 ms) appropriate for measuring pulses. 
For a sound pulse, the slow or fast SLM settings 
result in lower sound pressure level (SPL) mea-
surements than those obtained using the impulse 
setting. Each of these time constants is selected 
based on properties of the human auditory system. 
These may be at least generally relevant for other 
mammalian auditory systems, although further 
empirical data on temporal resolution in marine 
mammals are needed (see Chapter 5, “Research 
Recommendations”).

Aquatic Mammals 2007, 33(4), 427-436, DOI 10.1578/AM.33.4.2007.427
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Harris (1998) proposed a measurement-based 
distinction of pulses and nonpulses that is adopted 
here in defining sound types. Specifically, a ≥ 3-dB 
difference in measurements between continuous 
and impulse SLM settings indicates that a sound is 
a pulse; a < 3-dB difference indicates that a sound 
is a nonpulse. We note the interim nature of this 
distinction for underwater signals and the need for 
an explicit distinction and measurement standard 
such as exists for aerial signals (ANSI, 1986).

Harris’s (1998) definitions assumed use of A-
weighting as do most human-oriented definitions 
of acoustical measurements; however, different 
frequency-weighting functions should be used for 
various animal taxa (as discussed below). Leaving 
that question aside temporarily, it is instructive to 
compare the impulse equivalent-continuous sound 
level (LIeqT) for a sound that increases in level with 
the corresponding equivalent-continuous level 
(LeqT). Here, LIeqT has an impulse integration time of 
35 ms and LeqT, defined as sound exposure divided 
by T, is expressed as a level. As an example, sup-
pose that a source is examined over a 2-s period 
(T = 2 s). The highest LAIeq2s (“A” here denotes A-
weighting) during this period is 75.2 dB, and the 
highest LALeq2s is 65.1 dB. The difference of 10.1 
dB is greater than the 3-dB criterion given by 
Harris (1998); therefore, the sound is considered 
to be a pulse.

The distinction between pulses and nonpulses is 
not always clear in practice. For instance, certain 
signals (e.g., acoustic deterrent and harassment 
devices) have characteristics of both pulses and 
nonpulses. Also, certain sound sources (e.g., seis-
mic airguns and pile driving) may produce pulses 
at the source but, through various propagation 
effects, may meet the nonpulse definition at greater 
distances (e.g., Greene & Richardson, 1988). This 
means that a given sound source might be subject 
to different exposure criteria, depending on the 
distance to the receiver and intervening propaga-
tion variables. While this is certainly realistic for 
many real-world exposures, measurements at the 
animal are often not practical. Changes in sound 
characteristics with distance generally result in 
exposures becoming less physiologically damag-
ing with increasing distance because sharp tran-
sient peaks become less prominent. Therefore, 
these criteria use a precautionary approach and 
classify sound types based on acoustic character-
istics at the source. Additional empirical measure-
ments are needed to advance our understanding of 
sound type classification as a function of source, 
range, and environmental variables. We empha-
size that the use of source parameters to classify 
sound types does not negate our decision to rec-
ommend exposure criterion levels relative to RLs 
at the animal. 

Treating pulses and nonpulses as discrete sound 
types is justified by data on mammals in general and 
several cetacean species in particular (Dunn et al., 
1991; Hamernik et al., 1993; also see the “Effects 
of Noise on Hearing in Marine Mammals TTS 
Data” section in Chapter 3). Mammalian hearing 
is most readily damaged by transient sounds with 
rapid rise-time, high peak pressures, and sustained 
duration relative to rise-time (for humans: Thiery 
& Meyer-Bisch, 1988; for chinchillas [Chinchilla 
lanigera], Dunn et al., 1991). Consistent with these 
results, those odontocetes tested thus far have been 
shown to experience TTS-onset at lower respective 
exposure levels if the sound is a pulse rather than a 
nonpulse (Finneran et al., 2002b, 2005a).

Mammals are also apparently at greater risk 
from rapidly repeated transients and those with 
high impulse amplitude kurtosis (Erdreich, 1986). 
Hamernik et al. (1993, 2003) argued that the dis-
tinction between exposures with relatively high 
and low “peakedness” is to some extent an over-
simplification. Highly variable threshold shifts 
can result from exposures of variable peaked-
ness but comparable overall levels, depending on 
a host of factors. Hamernik et al. (1993, 2003) 
also noted that peak pressure levels sufficient to 
exceed mechanical limits of the cochlea, and thus 
more likely to induce acoustic trauma, tend to be 
more typical of pulses than nonpulses. 

The present criteria also categorize sound types 
based on repetition. For mammals, single and mul-
tiple noise exposures at various levels and dura-
tions generally differ in their potential to induce 
auditory fatigue or trauma. This results principally 
from the temporal interaction between exposure 
and recovery periods (e.g., Kryter, 1994) and dif-
ferences in received total acoustic energy. Further, 
multiple exposures may increase the likelihood of 
behavioral responses because of increased prob-
ability of detection and the (generally) greater 
biological significance of continued exposure as 
opposed to a single, transient event (although see 
discussion of habituation in the “Responses to 
Sound” section of Chapter 1). 

Single exposures are considered here as dis-
crete acoustic events in which received sound 
levels exceed ambient noise in at least some por-
tion of the frequency band of functional marine 
mammal hearing once in a 24-h period; multi-path 
receptions of a single exposure are not consid-
ered multiple exposures. Multiple exposures are 
considered to be acoustic events causing RLs to 
exceed ambient noise within the functional band-
width more than once, with an intervening quiet 
period not exceeding 24 h. If the exposure event 
is interrupted, even briefly (other than as a result 
of the animal’s own action—e.g., breaching), it is 
considered a multiple exposure. 
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Exposures should be categorized as either pulsed 
or nonpulsed sounds as described above. Single and 
multiple exposures to either pulse or nonpulse sounds 
(or both) are possible. Examples of single pulses and 
single nonpulses are sounds from a single firing of 
an airgun or a single vessel passage, respectively.

Multiple pulse or multiple nonpulse sounds are 
more difficult to delineate, given the diversity and 
complexity of sound sources. A series exclusively 
consisting of two or more nonpulses would clearly be 
a multiple nonpulse exposure (e.g., multiple vessel 
passages). A multiple pulse exposure would simi-
larly be described as a series exclusively containing 
pulses (e.g., repeated pile strikes) or a combination 
of pulses and nonpulses (e.g., the combined vessel 
noise and airgun transmissions of a seismic vessel). 
One justification for treating combined pulses and 
nonpulses as pulses is that the proposed exposure 
criteria for injury are more precautionary (lower) 
in the case of pulses than for nonpulses. Specific 
consideration should be given, on a case-by-case 
basis, as to whether such a distinction would neces-
sarily be the more precautionary. For instance, if a 
compound exposure included relatively high-level 
nonpulses as well as relatively low-level pulses, the 
more appropriate and protective distinction might 
be to classify it as a nonpulse exposure.

The proposed exposure criteria for injury from 
single and multiple exposures to both sound types 
are numerically identical (Chapter 3). This is another 
precautionary decision, arising from the fact that no 
marine mammal data were available regarding the 
effects of inter-exposure interval on recovery from 
auditory effects (e.g., TTS). A summation procedure 
is applied to quantify the fatiguing effects of multi-
ple exposures with an equivalent SEL value (Chapter 
1; also Appendix A, eq. 5). The SEL metric takes 
account of the pressure waveform and duration of 
either single or multiple sound events; it represents 
cumulative received energy. This approach effectively 

negates the need for numerically different injury cri-
teria for single and multiple exposures at the expense 
of neglecting assumed, but as-yet poorly understood 
recovery phenomena during intervals between expo-
sures. This is a precautionary approach, pending 
availability of data on acoustic recovery by marine 
mammals during intervals between exposures.

When considering behavioral responses, single 
and multiple nonpulse exposures are considered as 
a single category. Insufficient information exists to 
assess the use of SEL as a relevant metric in the con-
text of marine mammal behavioral disturbance for 
anything other than a single pulse exposure. Future 
noise exposure criteria for behavioral disturbance 
may distinguish SPL and SEL exposure criteria for 
additional conditions, but for most sound types (the 
exception being single pulses), the available data 
are best assessed in relation to SPL (discussed in 
detail in Chapter 4). Consequently, the structure of 
the exposure criteria matrix includes a categorical 
distinction between single and multiple pulses given 
that numerical SEL thresholds are recommended for 
a single pulse, but not for multiple pulses. No such 
distinction is made for nonpulses where the available 
data do not (at least currently) support differential 
behavioral criteria for single vs multiple exposures.

Thus, the current state of scientific knowledge 
regarding mammalian hearing and various noise 
impacts supports three distinct sound types as 
relevant for marine mammal noise exposure cri-
teria: (1) single pulse, (2) multiple pulses, and 
(3) nonpulses. Examples of sound sources belong-
ing in each of these categories (based on character-
istics of the sound emitted at the source) are given 
in Table 1. A simplistic measurement procedure 
using source characteristics (the 3-dB distinction 
based on Harris, 1998, described above) is used 
here to distinguish a pulse from a nonpulse, while 
the simple definitions above distinguish single 
and multiple exposures.

Table 1. Sound types, acoustic characteristics, and selected examples of anthropogenic sound sources; note sound types are 
based on characteristics measured at the source. In certain conditions, sounds classified as pulses at the source may lack these 
characteristics for distant receivers.

Sound type Acoustic characteristics (at source) Examples

Single pulse Single acoustic event; > 3-dB difference between 
received level using impulse vs equivalent 
continuous time constant

Single explosion; sonic boom; single airgun, 
watergun, pile strike, or sparker pulse; single ping 
of certain sonars, depth sounders, and pingers

Multiple pulses Multiple discrete acoustic events within 24 h; 
> 3-dB difference between received level using 
impulse vs equivalent continuous time constant

Serial explosions; sequential airgun, watergun, 
pile strikes, or sparker pulses; certain active sonar 
(IMAPS); some depth sounder signals

Nonpulses Single or multiple discrete acoustic events within 
24 h; < 3-dB difference between received level 
using impulse vs equivalent continuous time 
constant

Vessel/aircraft passes; drilling; many construc-
tion or other industrial operations; certain sonar 
systems (LFA, tactical mid-frequency); acoustic 
harassment/deterrent devices; acoustic tomogra-
phy sources (ATOC); some depth sounder signals
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Marine Mammal Functional Hearing Groups 

 Species of cetaceans and pinnipeds were assigned 
to one of five functional hearing groups based on 
behavioral psychophysics, evoked potential audi-
ometry, auditory morphology, and (for pinnipeds) 
the medium in which they listen. Cetaceans and 
pinnipeds are broadly separable based on phylo-
genetic and functional differences (Reynolds & 
Rommel, 1999). Cetaceans were further subdi-
vided according to differences in their measured 
or estimated hearing characteristics and not neces-
sarily according to their phylogeny (as in Wartzok 
& Ketten, 1999). Pinnipeds are considered a single 
group, but as amphibious mammals, their hearing 
differs in air and in water (Kastak & Schusterman, 
1998); separate criteria were required for each 
medium. The taxa in each functional hearing 
group (based on Rice, 1998) are given in Table 2. 

Marine Mammal Hearing
All marine mammals evolved from terrestrial, air-
adapted ancestors (Domning et al., 1982; Barnes 
et al., 1985) and, at least in part, retain the nominal 
mammalian tripartite peripheral auditory system 

(i.e., external auditory meatus, air-filled middle 
ear, and spiral-shaped cochlea). Most of the mech-
anisms of mammalian hearing are also conserved 
such as the basic lever structure of the ossicles and 
the tonotopic organization of the hair cells along 
the inner ear’s basilar membrane.

However, marine mammal auditory systems differ 
in having some adaptations that seem to be related 
to pressure, hydrodynamics, and sound reception in 
water (see Wartzok & Ketten, 1999). For instance, 
the pinna has been reduced or eliminated in most 
species, owing to hydrodynamic adaptations. 
Tissue modifications may enable the reduction or 
elimination of gas spaces in the middle ear of some 
marine mammals. Consequently, bone conduction, 
rather than the conventional ossicular chain, may be 
an additional (or primary) sound transmission path 
to the cochlea (e.g., Repenning, 1972; Au, 1993). 
There are important differences in these adaptations 
within and between marine mammal taxa.

Knowledge of marine mammal hearing varies 
widely among groups, but for most species it is 
quite limited compared to knowledge of terrestrial 
mammal hearing. Because of the sheer size, lim-
ited and disproportionate availability in captive 

Table 2. Functional marine mammal hearing groups, auditory bandwidth (estimated lower to upper frequency hearing 
cut-off), genera represented in each group, and group-specific (M) frequency-weightings

Functional hearing 
group

Estimated auditory 
bandwidth

Genera represented 
(Number species/subspecies)

Frequency-weighting 
network

Low-frequency 
cetaceans

7 Hz to 22 kHz Balaena, Caperea, Eschrichtius, 
Megaptera, Balaenoptera
(13 species/subspecies)

Mlf

(lf: low-frequency cetacean)

Mid-frequency 
cetaceans

150 Hz to 160 kHz Steno, Sousa, Sotalia, Tursiops, Stenella, 
Delphinus, Lagenodelphis, Lagenorhynchus, 

Lissodelphis, Grampus, Peponocephala, 
Feresa, Pseudorca, Orcinus, Globicephala, 

Orcaella, Physeter, Delphinapterus, 
Monodon, Ziphius, Berardius, 

Tasmacetus, Hyperoodon, Mesoplodon
(57 species/subspecies) 

Mmf

(mf: mid-frequency 
cetaceans)

High-frequency 
cetaceans

200 Hz to 180 kHz Phocoena, Neophocaena, 
Phocoenoides, Platanista, Inia, Kogia, 
Lipotes, Pontoporia, Cephalorhynchus

(20 species/subspecies)

Mhf

(hf: high-frequency 
cetaceans)

Pinnipeds in water 75 Hz to 75 kHz Arctocephalus, Callorhinus, 
Zalophus, Eumetopias, Neophoca, 

Phocarctos, Otaria, Erignathus, Phoca, 
Pusa, Halichoerus, Histriophoca, 

Pagophilus, Cystophora, Monachus, 
Mirounga, Leptonychotes, Ommatophoca, 

Lobodon, Hydrurga, and Odobenus
(41 species/subspecies)

Mpw

(pw: pinnipeds in water)

Pinnipeds in air 75 Hz to 30 kHz Same species as pinnipeds in water 
(41 species/subspecies)

Mpa

(pa: pinnipeds in air)
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settings, and, for many species and jurisdictions, 
the protected status of marine mammals, there 
are limitations in obtaining hearing data for many 
species. Behavioral or electrophysiological audio-
grams exist for fewer than 20 marine mammal 
species (of ~128 species and subspecies; Rice, 
1998). By combining these data with comparative 
anatomy, modeling, and response measured in 
ear tissues from species that are difficult to study, 
however, it is possible to describe the frequency 
sensitivity and critical adaptations for underwa-
ter hearing in each of the five functional hearing 
groups of marine mammals considered here. 

Low-frequency cetaceans consist of 13 species 
and subspecies of mysticete (baleen) whales in 
five genera (based on Rice, 1998; see Table 2). No 
direct measurements of hearing exist for these ani-
mals, and theories regarding their sensory capabil-
ities are consequently speculative (for a detailed 
assessment by species using the limited available 
information, see Erbe, 2002). They are too large to 
maintain in the laboratory for psychophysical test-
ing. The limited evoked potential measurements 
on animals of this size have not yet yielded hearing 
thresholds (Ridgway & Carder, 2001), but techno-
logical advances may soon enable evoked poten-
tial audiometry on relatively small and/or young 
mysticetes. In these species, hearing sensitivity 
has been estimated from behavioral responses 
(or lack thereof) to sounds at various frequencies, 
vocalization frequencies they use most, body size, 
ambient noise levels at the frequencies they use 
most, and cochlear morphometry (Richardson 
et al., 1995; Wartzok & Ketten, 1999; Houser 
et al., 2001a; Erbe, 2002; Clark & Ellison, 2004). 
Until better information is available regard-
ing the relationship between auditory sensitivity 
and marine environmental noise, the sensitivity 
of mysticetes cannot be easily inferred from the 
acoustic environment. 

The combined information strongly suggests 
that mysticetes are likely most sensitive to sound 
from perhaps tens of Hz to ~10 kHz. However, 
recent data indicated that humpback whales 
(Megaptera novaeangliae) produce some signals 
with harmonics extending above 24 kHz (Au 
et al., 2006). These harmonics have considerably 
lower levels than occur at lower frequencies, and 
their presence does not necessarily indicate they 
are audible to the whales. Nonetheless, some 
high-frequency energy is present. [Additionally, 
some recent anatomical modeling work by 
Ketten et al. (2007) suggested that some mysti-
cetes may have functional hearing capabilities at 
frequencies as high as 30 kHz.] While we do not 
include these recent results at this time, we note 
their presence and the possibility that the upper 
frequency limit of the M-weighting function 

for mysticetes may need to be revisited based 
on emerging knowledge. At present, we esti-
mate the lower and upper frequencies for func-
tional hearing in mysticetes, collectively, to be 
7 Hz and 22 kHz (Ketten et al., 2007). 

Mid- and high-frequency cetaceans are all 
odontocetes (toothed whales). Unlike the mystice-
tes, all odontocete cetaceans appear to have highly 
advanced echolocation (biosonar) systems that 
use intermediate to very high frequencies (tens of 
kHz to 100+ kHz: see Au, 1993; Richardson et al., 
1995; Wartzok & Ketten, 1999). They also produce 
social sounds in a lower-frequency band, including 
generally low to intermediate frequencies (1 kHz to 
tens of kHz). Consequently, their functional hear-
ing would be expected to cover a wider absolute 
frequency range than is assumed for mysticetes or 
has been demonstrated for pinnipeds (discussed 
below). This has been experimentally confirmed 
in the odontocete species whose hearing has been 
measured (discussed below); however, their best 
hearing sensitivity typically occurs at or near the 
frequency where echolocation signals are stron-
gest. Based on the differential characteristics of 
echolocation signals in two groups of odontocetes 
(see Au, 1993) and on the hearing data described 
below, odontocetes were divided into mid- and 
high-frequency functional groups (as seen gener-
ally in Wartzok & Ketten, 1999). 

Mid-frequency cetaceans include 32 species 
and subspecies of “dolphins,” six species of larger 
toothed whales, and 19 species of beaked and bot-
tlenose whales (see Table 2). “Functional” hear-
ing in this group was estimated to occur over a 
wide range of low to very high frequencies. Based 
on the combined available data, mid-frequency 
species are estimated to have lower and upper 
frequency “limits” of nominal hearing at approxi-
mately 150 Hz and 160 kHz, respectively. As for 
the other hearing groups, there is variability within 
and among species, intense signals below and 
above the stated bounds may be weakly detect-
able, and there is a progressive rather than instan-
taneous reduction in hearing sensitivity near these 
limits. Mid-frequency cetaceans generally do not 
appear well-adapted to detect or to discriminate 
signals outside this frequency band, however. The 
scarcity (and variability) of empirical data pre-
cludes a finer subdivision of this relatively diverse 
and large group of marine mammals, though it is 
acknowledged that some mid-frequency species 
likely have a narrower functional hearing band 
than the range given above.

Behavioral hearing data are available for the 
following mid-frequency cetacean species: bot-
tlenose dolphin (Tursiops truncatus: Johnson, 
1967; Ljungblad et al., 1982; Finneran et al., 
2005a), beluga (Delphinapterus leucas: White 
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et al., 1978; Awbrey et al., 1988; Johnson, 1992; 
Ridgway et al., 2001; Finneran et al., 2005b), 
killer whale (Orcinus orca: Hall & Johnson, 
1972; Szymanski et al., 1999), false killer whale 
(Pseudorca crassidens: Thomas et al., 1988, 
1990a; Au et al., 1997), Risso’s dolphin (Grampus 
griseus: Nachtigall et al., 1995; Au et al., 1997); 
and Pacific white-sided dolphin (Lagenorhynchus 
obliquidens: Tremel et al., 1998).

Audiograms derived using auditory evoked 
potential (AEP) methodology (Supin et al., 2001) 
have been obtained for a number of cetacean spe-
cies. Specific AEP techniques, which involve 
measuring electrophysiological responses to 
sound, include those measuring transient evoked 
responses, such as the auditory brainstem response 
(ABR) or mid-latency response, and those mea-
suring steady-state evoked responses such as the 
envelope following response (EFR) or auditory 
steady-state response (ASSR). Mid-frequency 
cetacean species tested include the bottlenose 
dolphin (Bullock et al., 1968; Seeley et al., 1976; 
Popov & Supin, 1990; Houser & Finneran, 2006b; 
Finneran et al., 2007a; Hernandez et al., 2007; 
Popov et al., 2007), killer whale (Szymanski 
et al., 1999), beluga (Popov & Supin, 1990; 
Klishin et al., 2000), common dolphin (Delphinus 
delphis: Popov & Klishin, 1998), Risso’s dolphin 
(Dolphin, 2000; Nachtigall et al., 2005, 2007), 
tucuxi dolphin (Sotalia fluviatilis: Popov & Supin, 
1990), striped dolphin (Stenella coeruleoalba: 
Kastelein et al., 2003), Pacific white-sided dol-
phin (Au et al., 2007), false killer whale (Supin 
et al., 2003), and Gervais’ beaked whale (Cook 
et al., 2006). Additionally, Yuen et al. (2005) con-
ducted a comparative study of behavioral and AEP 
thresholds for the false killer whale, and Finneran 
& Houser (2006), Houser & Finneran (2006a), 
and Finneran et al. (2007b) have compared behav-
ioral and AEP thresholds in multiple bottlenose 
dolphins.

The high-frequency cetaceans include eight 
species and subspecies of true porpoises, six spe-
cies and subspecies of river dolphins plus the fran-
ciscana, Kogia, and four species of cephalorhyn-
chids (see Table 2). “Functional” hearing in this 
group was estimated to occur between 200 Hz and 
180 kHz. Behavioral audiograms are available for 
the following high-frequency cetacean species: 
harbor porpoise (Phocoena phocoena: Andersen, 
1970; Kastelein et al., 2002a), Chinese river dol-
phin (Lipotes vexillifer: Wang et al., 1992), and 
Amazon river dolphin (Inia geoffrensis: Jacobs & 
Hall, 1972). Audiograms using AEP methodol-
ogy have been obtained for three species: harbor 
porpoise (Popov et al., 1986, 2006; Beedholm 
& Miller, 2007; Lucke et al., 2007b); finless 
porpoise (Neophocaena phocaenoides: Popov 

et al., 2006); and Amazon river dolphin (Popov & 
Supin, 1990).

The pinnipeds include 16 species and subspecies 
of sea lions and fur seals (otariids), 23 species and 
subspecies of true seals (phocids), and two sub-
species of walrus (odobenids). Pinnipeds produce 
a wide range of social signals, most occurring at 
relatively low frequencies. They lack the highly-
specialized active biosonar systems of odontocete 
cetaceans, possibly as a result of their amphibious 
lifestyle (see Schusterman et al., 2000). Because 
of this aspect of their life history, pinnipeds com-
municate acoustically in air and water, have sig-
nificantly different hearing capabilities in the 
two media, and may be subject to both aerial and 
underwater noise exposure (Schusterman, 1981; 
Kastak & Schusterman, 1998, 1999). These dif-
ferences necessitate separate noise exposure crite-
ria for pinnipeds in each medium.

For pinnipeds in water, behavioral measures 
of hearing are available for the northern fur seal 
(Callorhinus ursinus: Moore & Schusterman, 
1987; Babushina et al., 1991), California sea 
lion (Zalophus californianus: Schusterman et al., 
1972; Moore & Schusterman, 1987; Kastak & 
Schusterman, 1998, 2002; Southall et al., 2004), 
northern elephant seal (Mirounga angustirostris: 
Kastak & Schusterman, 1998, 1999; Southall 
et al., 2004), Hawaiian monk seal (Monachus 
schauinslandi: Thomas et al., 1990b), harp seal 
(Pagophilus groenlandicus: Terhune & Ronald, 
1972), ringed seal (Phoca hispida: Terhune 
& Ronald, 1975), harbor seal (Møhl, 1967, 
1968; Terhune & Turnbull, 1995; Kastak & 
Schusterman, 1995, 1998; Southall et al., 2004), 
and walrus (Odobenus rosmarus: Kastelein 
et al., 2002b). Ridgway & Joyce (1975) measured 
the gray seal’s (Halichoerus grypus) underwater 
hearing using evoked potential audiometry.

For pinnipeds in air, behavioral measures of hear-
ing are available for the northern fur seal (Moore 
& Schusterman, 1987; Babushina et al., 1991), 
California sea lion (Schusterman, 1974; Kastak & 
Schusterman, 1998; Kastak et al., 2004b), north-
ern elephant seal (Kastak & Schusterman, 1998, 
1999; Kastak et al., 2004b), harp seal (Terhune 
& Ronald, 1971), and harbor seal (Møhl, 1968; 
Kastak & Schusterman, 1998; Kastak et al., 
2004b). Aerial hearing in pinnipeds has also been 
measured using evoked potential audiometry in 
the gray seal (Ridgway & Joyce, 1975), California 
sea lion (Bullock et al., 1971; Ridgway & Joyce, 
1975; Mulsow & Reichmuth, 2007; Reichmuth 
et al., 2007), harbor seal (Thorson et al., 1998; 
Wolski et al., 2003; Mulsow & Reichmuth, 2007; 
Reichmuth et al., 2007), and northern elephant 
seal (Houser et al., 2007; Mulsow & Reichmuth, 
2007; Reichmuth et al., 2007).
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The combined results of these studies indi-
cate that pinnipeds are sensitive to a broader 
range of sound frequencies in water than in air. 
The data further suggest differences in the func-
tional hearing range among otariids, phocids, 
and odobenids, especially under water (Kastak & 
Schusterman, 1998; Kastelein et al., 2002b). For 
these proposed noise exposure criteria, however, 
pinnipeds are considered a single functional hear-
ing group because the data are too limited, both in 
terms of absolute hearing data and TTS measure-
ments (see “The Effects of Noise on Hearing in 
Marine Mammals: TTS Data” section in Chapter 
3), to support finer subdivisions. We estimate that 
pinnipeds have “functional” underwater hearing 
between 75 Hz and 75 kHz and “functional” aerial 
hearing between 75 Hz and 30 kHz. These ranges 
are essentially based on data for phocid seals, 
which have the broadest auditory bandwidths of 
the pinnipeds. This approach results in a precau-
tionary functional bandwidth for estimating fre-
quency-weighting functions (below) and noise 
impacts on pinnipeds.

In summary, based on current knowledge 
of functional hearing in marine mammals, five 
distinct, functional hearing categories were 
defined: (1) low-frequency cetaceans (i.e., mys-
ticetes), (2) mid-frequency cetaceans (i.e., most 
odontocetes), (3) high-frequency cetaceans (i.e., 
porpoises, river dolphins, pygmy sperm whale, 
and Cephalorhynchus), (4) pinnipeds in water, 
and (5) pinnipeds in air. The genera in each group, 
and the estimated lower and upper frequency 
hearing “limits,” are shown in Table 2. Because 
the five functional hearing groups of marine mam-
mals differ in hearing bandwidth, each may be 
affected differently by identical noise exposures. 
Therefore, frequency-weighting functions are 
required to develop marine mammal noise expo-
sure criteria.

Frequency-Weighting Functions
As a general statement, animals do not hear 
equally well at all frequencies within their func-
tional hearing range. Frequency weighting is a 
method of quantitatively compensating for the 
differential frequency response of sensory sys-
tems. Generalized frequency-weighting functions 
were derived for each functional hearing group of 
marine mammals using principles from human 
frequency-weighting paradigms, with adjustments 
for the different hearing bandwidths of the various 
marine mammal groups.

For humans, substantial improvement in dose-
response models is obtained by filtering noise 
through equal-loudness functions, particularly 
the 40-phon, equal-loudness function (“A-weight-
ing”) and the 100-phon function (“C-weighting”). 

These frequency-weighting functions take into 
account both the frequency bandwidth of human 
hearing and loudness perception. For use as fre-
quency filters, the functions are inverted; normal-
ized to 0 dB in the frequency range of best hearing 
(specifically at 1,000 Hz for humans); and ideal-
ized for implementation in hearing aids, sound 
level meters, and other measurement devices. 

At minimum, metrics used for animals should 
eliminate inaudible frequencies both below and 
above the range of functional hearing. The “abso-
lute” auditory threshold function (audiogram) has 
been suggested as a frequency-weighting func-
tion for marine species exposed to underwater 
sound (e.g., Malme et al., 1989; Thorson et al., 
1998; Heathershaw et al. 2001; Nedwell et al., 
2007) as well as for terrestrial animals (Delaney 
et al., 1999; Bjork et al., 2000). However, the 
auditory threshold function does not characterize 
the flattening of equal-loudness perception with 
the increasing stimulus level that has been dem-
onstrated in humans (Fletcher & Munson, 1933). 
Acoustic injury would only be expected to occur 
at levels far above the detection threshold—that 
is, levels for which the flattening effect would be 
expected. Consequently, it is unclear how useful 
or appropriate the auditory threshold function is 
in deriving frequency-weighting filters in marine 
mammals for which psychophysical equal-loud-
ness measurements are generally unavailable 
(although see preliminary measurements by 
Ridgway & Carder, 2000). Further, the limited 
TTS data for cetaceans exposed to tones at differ-
ent frequencies (discussed below) suggest that an 
audiogram-based frequency-weighting function 
would produce too much filtering at lower fre-
quencies (i.e., the weighting function for hearing 
effects should be flatter than the inverted audio-
gram procedure would indicate).

Therefore, a precautionary procedure was used 
to derive frequency-specific, marine mammal 
weighting functions. Each was based on an algo-
rithm that requires only the estimated (as ~80 dB 
above best hearing sensitivity) lower and upper 
frequencies of functional hearing as given in the 
above description of each marine mammal group 
and in Table 2. The resulting functions were 
designed to reasonably represent the bandwidth 
where acoustic exposures can have auditory effects 
and were designed to be most accurate for describ-
ing the adverse effects of high-amplitude noise 
where loudness functions are expected to flatten 
significantly. The weighting functions (designated 
“M” for marine mammal) are analogous to the 
C-weighting function for humans, which is com-
monly used in measuring high-amplitude sounds. 
In the general absence of empirical data, however, 
the upper and lower frequency roll-offs of the 
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M-weighting functions are symmetrical, whereas 
C-weighting admits more energy at the lower than 
at the upper frequency limits (ANSI, 2001). 

The M-weighting functions assume a logarith-
mic reduction in auditory sensitivity outside of the 
range of best hearing sensitivity, with the function 
being 6 dB down from peak sensitivity at the lower 
and upper frequency “limits.” Auditory detection 
thresholds at these “limits” (see above discussion 
of lower and upper frequency “cut-offs”) can be 
≥ 80 dB higher (less sensitive) than those at the fre-
quencies of best hearing sensitivity. Consequently, 
these frequency filters are much “flatter” than 
audiograms and probably quite precautionary 
even considering the expected flattening of equal-
loudness contours at high exposure levels. The 
M-weighting functions are also precautionary in 
that regions of best hearing sensitivity for most 
species are likely considerably narrower than the 
M-weighting functions (designed for the overall 
marine mammal group) would suggest. The gen-
eral expression for M-weighting (M[f]), using 
the estimated lower and upper “functional” hear-
ing limits (flowing limits (flowing limits (f  and fhigh and fhigh and f ) for each of the five func-
tional marine mammal hearing groups, is given in 
Appendix A (eq. 7 & 8). These frequency-weight-
ing functions are identified in Table 2, and each is 
depicted graphically in Figure 1. 

The M-weighting functions de-emphasize fre-
quencies that are near the lower and upper fre-
quency ends of the estimated hearing range as 
indicated by negative relative values (Figure 1). 
This de-emphasis is appropriate because, to have 
a given auditory effect, sound at these frequencies 
must have higher absolute amplitude than sound in 
the region of best hearing sensitivity. As a corol-
lary, sound at a given level will have less effect if 
it is near or (especially) beyond the lower or upper 
bounds of the functional hearing range than if it is 
well within that frequency range. It is important 
to note the incremental nature of the frequency-
weighting functions, which approximate the 
gradual reduction in auditory effect at frequencies 
outside the range of greatest sensitivity. 

Use of such M-frequency-weighting functions 
is superior to flat weighting across all frequencies 
because it accounts for known or estimated differ-
ences in the frequency response characteristics for 
each functional hearing group. At least in the context 
of injury criteria, it is superior to frequency-weight-
ing via the inverse-audiogram method as it takes 
into account the expected “flattening” of equal-
loudness curves at the high exposure levels where 
TTS and PTS are expected. It is also superior to a 
“boxcar-type” step function because it more closely 
approximates the gradual roll-off of sensitivity 
below and above the range of optimum sensitivity. 
Furthermore, each of the recommended “shallow” 

frequency-weighting functions includes, within its 
relatively flat portion, the full audible range for 
each species for which auditory data are available. 
In other words, none of the species included within 
each functional hearing group has been shown or 
is expected to have any portion of its best hearing 
sensitivity outside the flat portion of the relevant 
frequency-weighting function. Thus, the functions 
are quite precautionary, which is appropriate given 
that data are limited or lacking for most species.

Exposure Criteria Metrics

Many acoustic metrics (e.g., RMS or peak SPL, 
SEL, kurtosis) could be considered in relation 
to noise impacts on animals. It is impossible to 
predict unequivocally which one is best associ-
ated with the likelihood of injury or significant 
behavioral disturbance across all taxa because of 
species differences and the fact that real-world 
sound exposures contain many widely differing 
temporal patterns and pressure signatures. To 
account for such differences and to allow for cur-
rent scientific understanding of tissue injury from 
noise exposure, the proposed injury criteria incor-
porate a dual-criteria approach based on both peak 
pressure and energy. For an exposed individual, 
whichever criterion is exceeded first (i.e., the more 
precautionary of the two measures) is used as the 
operative injury criterion. Similarly, a dual-crite-
rion approach (peak sound pressure and energy) 
is also proposed for behavioral disturbance from 
a single pulse. 

The pressure criteria for injury are defined as 
those peak SPLs above which tissue injury is pre-
dicted to occur, irrespective of exposure duration. 
Any single exposure at or above this peak pressure 
is considered to cause tissue injury, regardless of 
the SPL or SEL of the entire exposure. For each 
marine mammal group, the recommended pres-
sure-based injury criteria are the same for all sound 
types and are based on the criterion for a single 
pulse. This is a precautionary procedure; pressure 
criteria based on TTS data for nonpulses would 
yield much higher estimates of the exposure nec-
essary for PTS-onset. By proposing, for all cases, 
pressure criteria appropriate to a single pulse, we 
protect against the possibility that, for some sound 
sources, one or more intense pulses may occasion-
ally be embedded in nonpulse sounds.

For exposures lacking intense peak pressure 
components, available data indicate that measure-
ments integrating instantaneous pressure squared 
over the duration of sound exposure are well corre-
lated with the probability of TTS-onset and tissue 
injury. Consequently, for exposures other than 
those containing intense peak pressure transients, 
SEL is the (or at least one of the) appropriate 
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metric(s) for estimating TTS-onset and predicting 
PTS-onset in humans (ISO, 1990). 

This use of SEL is based on the assumption that 
sounds of equivalent energy will have generally 
similar effects on the auditory systems of exposed 
human subjects, even if they differ in SPL, dura-
tion, and/or temporal exposure pattern (Kryter, 
1970; Nielsen et al., 1986; Yost, 1994; NIOSH, 
1998). Under the equal-energy assumption, at 
exposure levels above TTS-onset, each doubling 
of sound duration is associated with a 3 dB reduc-
tion in the SPL theoretically required to cause the 
same amount of TTS. This relationship has been 
used in the derivation of exposure guidelines for 
humans (e.g., NIOSH, 1998). Numerous authors 
have questioned the predictive power of using 
a simplistic total energy approach in all condi-
tions. It fails to account for varying levels and 
temporal patterns of exposure/recovery, among 
other factors, and will thus likely overestimate 
the TTS resulting from a complex noise exposure 
(Hamernik & Hsueh, 1991; Hamernik et al., 1993, 
2002; Ahroon et al., 1993; Ward, 1997; Strasser 
et al., 2003). A comparative assessment of TTS as 
a function of exposure level in mammals, fish, and 
birds suggests that there are direct relationships 
but that the slopes vary among taxa (Smith et al., 
2004). The debate over the validity of the equal 
energy “rule” of noise exposure remains unre-
solved, even for humans. 

Some limited evidence favoring an SEL 
approach exists for marine mammals, how-
ever. Specifically, an equal-energy relationship 
for TTS-onset appears to hold reasonably well 
for certain noise exposure types within sev-
eral mid-frequency cetacean species (Finneran 
et al., 2002b, 2005a; see “Effects of Noise 
on Hearing in Marine Animals: TTS Data” 
section in Chapter 3). A recent study of in-
air TTS in a California sea lion (Kastak 
et al., 2007) illustrates some conditions in which 
exposures with identical SEL result in consider-
ably different levels of TTS. Nevertheless, because 
the very limited marine mammal data agree rea-
sonably well (at least as a first-order approxima-
tion) with equal-energy predictions, and predic-
tions based on SEL will be precautionary for 
intermittent exposures, we regard it as appropriate 
to apply the SEL metric for certain noise exposure 
criteria until future research indicates an alter-
nate and more specific course. In certain applica-
tions, there is much more scientific justification 
for use of SEL-based criteria than for previous 
ad hoc SPL criteria (discussed in the “Historical 
Perspective” section in Chapter 1). In applications 
involving auditory effects, SEL-based criteria 
will likely more reliably distinguish cases where 

phenomena of concern (TTS, PTS, etc.) will and 
will not likely occur.

Levels of Noise Effect: 
Injury and Behavioral Disturbance 

Direct auditory tissue effects (injury) and behav-
ioral disruption are the two categories of noise 
effect that are considered in these marine mammal 
exposure criteria. Chapter 3 summarizes all 
available data on the effects of noise on marine 
mammal hearing. It also describes how these data 
are applied and extrapolated using precautionary 
measures to predict auditory injury and to derive 
thresholds and proposed criteria for injury. 

In Chapter 4 and Appendices B & C, we summa-
rize the current understanding and available data 
regarding marine mammal behavioral responses 
to noise. Chapter 4 includes a quantitative sever-
ity scale based generally on the NRC’s (2005) 
Population Consequences of Acoustic Disturbance 
(PCAD) Model. Chapter 4 also includes a limited 
and cautious entry of behavioral-response data 
into a matrix of severity scaling as a function of 
RL. Currently available data, pooled by functional 
hearing group, do not support specific numerical 
criteria for the onset of disturbance. Rather, they 
indicate the context-specificity of behavioral reac-
tions to noise exposure and point to some general 
conclusions about response severity in certain, 
specific conditions.



3. Criteria for Injury: TTS and PTS

The criteria for injury for all marine mammal 
groups and sound types are received levels (fre-
quency-weighted where appropriate) that meet the 
definition of PTS-onset used here (40 dB-TTS, 
described below). Criteria were derived from mea-
sured or assumed TTS-onset thresholds for each 
marine mammal group plus TTS growth rate esti-
mates (given below). Available TTS data for two 
mid-frequency cetacean species and three species 
of pinnipeds are used as the basis for estimating 
PTS-onset thresholds in all cetaceans (“cetacean 
procedure” described below; see “PTS-Onset for 
Pulses”) and in all pinnipeds (see “PTS-Onset 
for Nonpulse Sounds”), respectively. The pro-
posed injury criteria are presented by sound type 
because, for a given sound type, many of the same 
extrapolation and summation procedures apply 
across marine mammal hearing groups. 

A dual-criterion approach was used for the rec-
ommended injury criteria. That is, any received 
noise exposure that exceeds either a peak pressure 
or a SEL criterion for injury is assumed to cause 
tissue injury in an exposed marine mammal. Of 
the two measures of sound exposure, peak pres-
sures are to be unweighted (i.e., “flat-weighted”), 
whereas SEL metrics are to be M-weighted for the 
relevant marine mammal group (Figure 1). In prac-
tice, the received noise conditions should be com-
pared to the two exposure criteria for that sound 
type and functional hearing group, and the more 
precautionary of the two outcomes accepted. 

Effects of Noise on Hearing in 
Marine Mammals: TTS Data 

Noise exposure criteria for auditory injury ideally 
should be based on exposures empirically shown to 
induce PTS-onset; however, no such data presently 
exist for marine mammals. Instead, PTS-onset must 
be estimated from TTS-onset measurements and 
from the rate of TTS growth with increasing expo-
sure levels above the level eliciting TTS-onset. PTS 
is presumed to be likely if the threshold is reduced 
by ≥ 40 dB (i.e., 40 dB of TTS). We used available 
marine mammal TTS data and precautionary extrap-
olation procedures based on terrestrial mammal 
data (see “Level of Noise Effect” in Chapter 2) 
to estimate exposures associated with PTS-onset. 
Existing TTS measurements for marine mammals 
are reviewed in detail here since they serve as the 
quantitative foundation for the injury criteria.

To date, TTSs measured in marine mammals 
have generally been of small magnitude (mostly 
< 10 dB). The onset of TTS has been defined as 
being a temporary elevation of a hearing thresh-
old by 6 dB (e.g., Schlundt et al., 2000), although 
smaller threshold shifts have been demonstrated to 
be statistically significant with a sufficient number 
of samples (e.g., Kastak et al., 1999; Finneran 
et al., 2005a). Normal threshold variability within 
and between both experimental and control ses-
sions (no noise) does warrant a TTS-onset crite-
rion at a level that is always clearly distinguish-
able from that of no effect. We considered a 6 dB 
TTS sufficient to be recognized as an unequivo-
cal deviation and thus a sufficient definition of 
TTS-onset. 

Most of the frequencies used in TTS experi-
ments to date are within the flat portions of the 
M-weighting functions given here, but not nec-
essarily within the regions of greatest hearing 
sensitivity. Within the range of best hearing sen-
sitivity for a given individual, detection thresholds 
are generally similar. Within this band, exposures 
with the same absolute level but different fre-
quency are thus similar in terms of their effective 
sensation level. Sensation level is the amount (in Sensation level is the amount (in Sensation level
dB) by which an RL exceeds the threshold RL 
for that signal type within a prescribed frequency 
band (Yost, 2000). If two exposures with identical 
absolute level are both audible, but one is outside 
the frequency range of best hearing sensitivity, 
sensation level will be less for the latter exposure, 
and its potential effects will be diminished. By 
creating frequency-weighted functions that are 
flat across virtually the entire functional hearing 
band, rather than just the region of best sensitivity, 
we have made another precautionary decision in 
the absence of underlying data on equal-loudness 
functions.

Auditory fatigue (i.e., TTS) in mid-frequency 
cetaceans has been measured after exposure to 
tones, impulsive sounds, and octave-band noise 
(OBN). In pinnipeds, it has been measured upon 
exposure to construction noise and OBN in both 
air and water. 

Cetacean TTS
The sound exposures that elicit TTS in cetaceans 
have been measured in two mid-frequency spe-
cies—bottlenose dolphin and beluga (specific ref-
erences given below)—with at least limited data 
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being available for exposures to a single pulse and 
to nonpulsed sounds ranging from 1-s to ~50-min 
duration. There are no published TTS data for any 
other odontocete cetaceans (either mid- or high-
frequency) or for any mysticete cetaceans (low-
frequency). This review is organized according to 
the duration of the fatiguing stimulus, with short-
est exposures discussed first.

Finneran et al. (2000) exposed two bottlenose 
dolphins and one beluga to single pulses from an 
“explosion simulator” (ES). The ES consisted of 
an array of piezoelectric sound projectors that 
generated a pressure waveform resembling that 
from a distant underwater explosion. The pressure 
waveform was generally similar to waveforms 
predicted by the Navy REFMS model (Britt et al., 
1991). The ES failed to produce realistic energy 
at frequencies below 1 kHz, however. No substan-
tial (i.e., ≥ 6 dB) threshold shifts were observed 
in any of the subjects exposed to a single pulse at 
the highest received exposure levels (peak: 70 kPa 
[10 psi]; peak-to-peak: 221 dB re: 1 µPa (peak-to-
peak); SEL: 179 dB re: 1 µPa2-s)].

Finneran et al. (2002b) repeated this experiment 
using a seismic watergun that produced a single 
acoustic pulse. Experimental subjects consisted of 
one beluga and one bottlenose dolphin. Measured 
TTS2 was 7 and 6 dB in the beluga at 0.4 and 30 
kHz, respectively, after exposure to intense single 
pulses (peak: 160 kPa [23 psi]; peak-to-peak: 226 
dB re: 1 µPa (peak-to-peak); SEL: 186 dB re: 1 
µPa2-s). Thresholds returned to within ± 2 dB of 
the pre-exposure value within 4 min of exposure. 
No TTS was observed in the bottlenose dolphin 
at the highest exposure condition (peak: 207 kPa 
[30 psi]; peak-to-peak: 228 dB re: 1 µPa (peak-to-
peak); SEL: 188 dB re: 1 µPa2-s). These studies 
demonstrated that, for very brief pulses, higher 
sound pressures were required to induce TTS 
than had been found for longer tones (discussed 
below).

Schlundt et al. (2000) reported TTS in five bot-
tlenose dolphins and two belugas exposed to 1-s 
pure tones (nonpulses). This paper also included 
a re-analysis of TTS data from a technical report 
by Ridgway et al. (1997). At frequencies of 3 kHz, 
10 kHz, and 20 kHz, SPLs necessary to induce 
TTS-onset were 192 to 201 dB re: 1 µPa (SEL: 
192 to 201 dB re: 1 µPa2-s). The mean exposure 
SPL for TTS-onset was 195 dB re: 1 µPa (195 
dB re: 1 µPa2-s). Note the appropriately differ-
ent metrics for the nonpulse sources used in this 
study and those involving pulses. Also note that 
the SPL and SEL values are identical in this spe-
cial case because of the 1-s duration fatiguing 
stimuli. At 0.4 kHz, no subjects exhibited shifts 
after exposures up to SPL exposures of 193 dB 
re: 1 µPa (193 dB re: 1 µPa2-s). Data at 75 kHz 

were inconclusive: one dolphin exhibited a TTS 
after exposure at 182 dB SPL re: 1 µPa (182 dB 
re: 1 µPa2-s) but not at higher exposure levels. The 
other dolphin experienced no threshold shift after 
exposure to maximum SPL levels of 193 dB re: 
1 µPa (193 dB re: 1 µPa2-s). The shifts occurred 
most often at frequencies above the fatiguing 
stimulus.

Finneran et al. (2005a) measured TTS in bot-
tlenose dolphins exposed to 3 kHz tones with 
durations of 1, 2, 4, and 8 s and at various SPL 
values. Tests were conducted in a quiet pool in 
contrast to previous studies in San Diego Bay, 
where thresholds were masked by broadband 
noise. Small amounts of TTS (3 to 6 dB) occurred 
in one dolphin following exposures with SELs of 
190 to 204 dB re: 1 µPa2-s. These results are con-
sistent with those of Schlundt et al. (2000), indi-
cating that their results had not been significantly 
affected by the use of masked hearing thresholds 
in quantifying TTS. In general, the SEL necessary 
for TTS-onset was relatively consistent across the 
range of exposure durations, whereas exposure 
SPL values causing TTS-onset tended to decrease 
with increasing exposure duration. These results 
confirmed that, for these testing conditions (bot-
tlenose dolphins exposed to £ 8-s tones of variable 
SPL), TTS magnitude was best correlated with 
exposure SEL rather than SPL.

Schlundt et al. (2006) reported on the growth 
and recovery of TTS in a bottlenose dolphin 
exposed to 3 kHz tones with SPLs up to 200 dB 
re 1 µPa and durations up to 128 s. The maximum 
exposure SEL was 217 dB re 1 µPa2-s, which pro-
duced a TTS4 of ~23 dB. All thresholds recovered 
to baseline values within 24 h, most within 30 
min. The growth of TTS4 with increasing expo-
sure SEL was ~1 dB TTS per dB SEL for TTS4 of 
~15 to 18 dB. 

Finneran et al. (2007b) measured TTS in a 
bottlenose dolphin after single and multiple expo-
sures to 20 kHz tones. Hearing thresholds were 
estimated at multiple frequencies (10 to 70 kHz) 
both behaviorally and electrophysiologically (by 
measurement of multiple auditory steady-state 
responses). Three experiments were performed. 
The first two featured single exposures (20 kHz, 
64-s tones at 185 and 186 dB re 1 µPa). The third 
featured three 20 kHz, 16-s exposures separated 
by 11 and 12 min, with a mean SPL of 193 dB re 
1 µPa (SD = 0.8 dB). Hearing loss was frequency-
dependent, with the largest TTS occurring at 30 
kHz, less at 40, and then 20 kHz, and little or no 
TTS at other measured frequencies. AEP thresh-
old shifts reached 40 to 45 dB and were always 
larger than behavioral shifts, which were 19 to 33 
dB. Complete recovery required up to 5 d, with 
the recovery rate at 20 kHz being ~2 dB/doubling 
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of time and the rate at 30 and 40 kHz ~5 to 6 dB/
doubling of time.

Nachtigall et al. (2003) measured TTS (ca. 20 
min after noise cessation) in a bottlenose dolphin 
and found an average 11 dB shift following a 30-
min net exposure to OBN with a 7.5 kHz center 
frequency (CF) (max SPL: 179 dB re: 1 µPa; SEL: 
~212 to 214 dB re: 1 µPa2-s). The net exposure 
time was calculated as the total experimental time 
minus the time required for the subject to surface 
to breathe. Exposure during breathing periods was 
measured and factored into the SEL measurement. 
No TTS was observed after exposure to the same 
OBN at maximum SPL values of 165 and 171 dB 
re: 1 µPa (SEL: ~198 to 200 dB re: 1 µPa2-s and 
204 to 206 dB re: 1 µPa2-s, respectively). 

Using AEP methods, Nachtigall et al. (2004) 
found TTS5 of ca. 4 to 8 dB following nearly 50-
min exposures to OBN with a CF of 7.5 kHz (max 
SPL: 160 dB re: 1 µPa; SEL: ~193 to 195 dB re: 1 
µPa2-s). The difference in results between the two 
Nachtigall et al. studies (slightly lower TTS after 
exposure to much lower exposure energy) was 
attributed to measuring TTS at a shorter interval 
after the exposure ended (5 vs ~20 min), and thus 
allowing less opportunity for hearing recovery. 
Further, Nachtigall et al. (2004) repeatedly mea-
sured hearing until recovery had occurred. TTS 
recovery was shown to occur within minutes or 
tens of minutes, depending on the amount of the 
threshold shift. Generally, the recovery rate was 
1.5 dB of recovery per doubling of time and was 
consistent in both studies (Nachtigall et al., 2003, 
2004). 

The National Research Council (NRC) (1994) 
identified the need to know whether marine mam-
mals experience greatest TTS at a frequency 1⁄1⁄1

2⁄2⁄ -
octave above the frequency of exposure when 
exposed to loud tones as has been shown in terres-
trial mammals. Nachtigall et al. (2004) observed 
an average threshold shift of 4 dB at 8 kHz but 8 
dB shift at 16 kHz following the exposure to OBN 
centered at 7.5 kHz as described above. A similar 
upward frequency shift also has been observed by 
Schlundt et al. (2000) and Finneran et al. (2007b) 
for mid-frequency cetaceans. These findings pro-
vide “strong evidence for fundamental similarities 
in cochlear micromechanics in marine and land 
mammals” (NRC, 1994, p. 51) and further justify 
the judicious extrapolation of TTS data within 
marine mammal functional hearing groups and 
from terrestrial to marine mammals. 

The above results provide empirical measures of 
exposure conditions associated with TTS-onset in 
mid-frequency cetaceans exposed to single pulses 
and nonpulses. Combined, these data demonstrate 
that, as compared with the exposure levels neces-
sary to elicit TTS when exposure duration is short, 

lower SPLs (but similar SEL values) are required 
to induce TTS when exposure duration is longer. 
These findings are generally consistent with mea-
surements in humans and terrestrial mammals 
(Kryter, 1970; Harris, 1998; NIOSH, 1998) and 
support the use of SEL to approximate the audi-
tory effects of variable exposure level/duration 
conditions. Although there are certain (possibly 
many) conditions under which an explicit “equal-
energy rule” may fail to adequately describe the 
auditory effects of variable and/or intermittent 
noise exposure, the combined cetacean TTS data 
presented above generally support the use of SEL 
as a first-order approximation, at least until addi-
tional data are available.

For cetaceans, published TTS data are limited 
to the bottlenose dolphin and beluga (Finneran 
et al., 2000, 2002b, 2005a; Schlundt et al., 2000; 
Nachtigall et al., 2003, 2004). Where data exist for 
both species, we use the more precautionary result 
(usually for beluga) to represent TTS-onset for all 
mid-frequency cetaceans. No published data exist 
on auditory effects of noise in either low- or high-
frequency cetaceans (an area of needed research 
as discussed in Chapter 5); therefore, data from 
mid-frequency cetaceans are used as surrogates 
for these two other groups (cetacean proce-
dure). [We are aware of some very recent TTS 
measurements for an individual harbor porpoise 
exposed to single pulses (Lucke et al., 2007a) 
but lack sufficient details regarding methodology 
and data analysis to directly consider those data 
quantitatively.]

Low-frequency cetaceans (mysticetes), based 
on their auditory anatomy (Wartzok & Ketten, 
1999) and ambient noise levels in the frequency 
ranges they use (Clark & Ellison, 2004), almost 
certainly have poorer absolute sensitivity (i.e., 
higher thresholds) across much of their hearing 
range than do the mid-frequency species (but 
see earlier discussion). Mid-frequency cetaceans 
experience TTS-onset at relatively high levels 
compared with their absolute hearing sensitivity 
at similar frequencies (i.e., high sensation levels), 
although it is not known that this is similarly char-
acteristic of low-frequency cetaceans. Our use of 
TTS data from mid-frequency cetaceans as a sur-
rogate for low-frequency cetaceans presumes that 
the two groups have similar auditory mechanisms 
and are not radically different in relative sensitiv-
ity to fatiguing noise, and that relative differences 
in absolute sensitivity between the two groups are 
generally as expected. 

For high-frequency species, data from mid-
frequency cetaceans are currently used as a sur-
rogate in the absence of available group-specific 
data. Aside from their extended upper-frequency 
hearing, high-frequency cetaceans appear to be 



440 Southall et al.

generally similar in auditory anatomy and hear-
ing capabilities to mid-frequency species, though 
there are some general differences between the 
groups in sound production. Based on available 
information and our extrapolation procedures, 
slightly lower estimates of TTS-onset may be war-
ranted for high-frequency cetaceans exposed to 
very high-frequency sounds (≥ 100 kHz). [Also, 
preliminary measurements of TTS in a harbor 
porpoise exposed to a single airgun pulse (Lucke 
et al., 2007a) suggest that this species may experi-
ence TTS-onset at levels lower than would be sug-
gested by extrapolating from mid-frequency ceta-
ceans. Those results, if confirmed, may provide a 
more empirical basis for estimating TTS-onset in 
high-frequency cetaceans and deriving group-spe-
cific injury criteria.]

Pinniped TTS (Under Water)
Sound exposures that elicit TTS in pinnipeds under 
water have been measured in individual subjects of 
three pinniped species (harbor seal, California sea 
lion, and northern elephant seal). Available data 
involved exposures to either broadband or octave-
band nonpulse noise over durations ranging from 
~12 min to several hours, plus limited data on 
exposure to underwater pulses. Interestingly, 
there were consistent among-species differences 
in the exposure conditions that elicited TTS under 
water. For the conditions tested, the harbor seal 
experienced TTS at lower exposure levels than did 
the California sea lion or northern elephant seal. 
There are no underwater TTS data for any other 
pinniped species. 

The following review first considers expo-
sure to nonpulses, organized chronologically, 
followed by a brief discussion of the lone study 
on exposure to pulses. All but one of the studies 
(Finneran et al., 2003) came from one laboratory 
and from the same individual test subjects. Kastak 
& Schusterman (1996) reported a TTS of ~8 dB 
(measured under water at 100 Hz) in a harbor seal 
following exposure to broadband airborne, non-
pulse noise from nearby construction. Under con-
trolled conditions, Kastak et al. (1999) measured 
TTS of ca. 4 to 5 dB in a harbor seal, California 
sea lion, and northern elephant seal following 20- 
to 22-min exposure to underwater OBN centered 
at frequencies from 100 Hz to 2 kHz. Exposures 
were normalized to octave-band levels 60 to 75 
dB above each subject’s hearing threshold (i.e., 60 
to 75 dB sensation level) to present similar effec-
tive exposure conditions to each of the three sub-
jects. Because of this approach, absolute exposure 
values (in terms of both SPL and SEL) were quite 
variable depending on subject and test frequency. 

Subsequently, Kastak et al. (2005) made TTS 
measurements on the same subjects using 2.5 

kHz OBN, higher sensation levels (up to 95 dB), 
and longer exposure durations (up to 50-min net 
exposure). These data largely corroborate previ-
ous findings concerning TTS-onset in these pin-
nipeds. They also support sensation level as a rele-
vant metric for normalizing exposures with similar 
durations across species having different absolute 
hearing capabilities. Comparative analyses of 
the combined underwater pinniped data (Kastak 
et al., 2005) indicated that, in the harbor seal, a 
TTS of ca. 6 dB occurred with 25-min exposure to 
2.5 kHz OBN with SPL of 152 dB re: 1 µPa (SEL: 
183 dB re: 1 µPa2-s). Under the same test condi-
tions, a California sea lion showed TTS-onset at 
174 dB re: 1 µPa (SEL: 206 dB re: 1 µPa2-s), and 
a northern elephant seal experienced TTS-onset at 
172 dB re: 1 µPa (SEL: 204 dB re: 1 µPa2-s).

Data on underwater TTS-onset in pinnipeds 
exposed to pulses are limited to a single study. 
Finneran et al. (2003) exposed two California 
sea lions to single underwater pulses from an 
arc-gap transducer. They found no measurable 
TTS following exposures up to 183 dB re: 1 µPa 
(peak-to-peak) (SEL: 163 dB re: 1 µPa2-s). Based 
on the Kastak et al. (2005) measurements using 
nonpulse sounds, the absence of TTS for the sea 
lions following such exposures is generally not 
surprising.

Pinniped TTS (In Air)
Auditory fatigue has been measured following 
exposure of pinnipeds to single pulses of in-air 
sound and to nonpulse noise. 

Bowles et al. (unpub. data) measured TTS-
onset for harbor seals exposed to simulated sonic 
booms at peak SPLs of 143 dB re: 20 µPa (peak) 
(SEL: 129 dB re: [20 µPa]2-s). Higher exposure 
levels were required to induce TTS-onset in both 
California sea lions and northern elephant seals in 
the same test setting, consistent with the results 
for nonpulse sound both under water and in air. 

Auditory fatigue to airborne sound has also 
been measured in the same three species of pinni-
peds after exposure to nonpulse noise, specifically 
2.5 kHz CF OBN for 25 min (Kastak et al., 2004a). 
The harbor seal experienced ca. 6 dB of TTS at 
99 dB re: 20 µPa (SEL: 131 dB re: [20 µPa]2-s). 
Onset of TTS was identified in the California 
sea lion at 122 dB re: 20 µPa (SEL: 154 dB re: 
[20 µPa]2-s). The northern elephant seal experi-
enced TTS-onset at 121 dB re: 20 µPa (SEL: 163 
dB re: [20 µPa]2-s). The subjects in these tests 
were the same individuals tested in water (Southall 
et al., 2001; Kastak et al., 2005).

Kastak et al. (2007) measured TTS-onset and 
growth functions for the same California sea lion 
exposed to a wider range of noise conditions. A 
total of 192 exposure sequences were conducted 
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with OBN (centered at 2.5 kHz) at levels 94 to 
133 dB re: 20 µPa and durations 1.5 to 50 min 
net exposure duration. In these more intense noise 
exposures, TTS magnitudes up to 30 dB were 
measured at the 2.5 KHz test frequency. Full 
recovery was observed following all exposures; 
this occurred rapidly (likely within tens of min-
utes) for small shifts but took as long as 3 d in the 
case of the largest TTS. The estimated SEL value 
coinciding with TTS-onset across these varied 
exposure conditions was 159 dB re: (20 µPa)2-s 
with a TTS growth function of ~2.5 dB TTS/dB 
noise. For TTS exceeding 20 dB, a recovery rate 
of ~2.6 dB/doubling of time was calculated. These 
results generally agree with those of Kastak et al. 
(2004a) but provide a larger data set, across a 
wider range of exposure conditions with which 
to derive an empirical TTS-growth function. They 
also support the conclusion that patterns of TTS 
growth and recovery are generally similar to those 
of terrestrial mammals and that sensation level for 
the particular species and medium (water or air) is 
the appropriate metric for comparing the effects of 
underwater and aerial noise exposure. 

Injury from Noise Exposure: 
PTS-Onset Calculation

As discussed in Chapter 1, PTS is an irreversible 
elevation of the hearing threshold (i.e., a reduction 
in sensitivity) at a specific frequency (Yost, 2000). 
This permanent change following intense noise 
exposure results from damage or death of inner 
or outer cochlear hair cells. It is often followed by 
retrograde neuronal losses and persistent chemical 
and metabolic cochlear abnormalities (Saunders 
et al., 1991; Ward, 1997; Yost, 2000). 

Noise-induced PTS represents tissue injury, but 
TTS does not. Although TTS involves reduced 
hearing sensitivity following exposure, it results 
primarily from the fatigue (as opposed to loss) 
of cochlear hair cells and supporting structures 
and is, by definition, reversible (Nordmann et al., 
2000). Many mammals, including some pinnipeds 
(Kastak et al., 1999, 2005) and cetaceans (e.g., 
Schlundt et al., 2000; Nachtigall et al., 2004), 
demonstrate full recovery even after repeated 
TTS. Since TTS represents a temporary change in 
sensitivity without permanent damage to sensory 
cells or support structures, it is not considered to 
represent tissue injury (Ward, 1997). Instead, the 
onset of tissue injury from noise exposure is con-
sidered here as PTS-onset. 

PTS as a function of age (presbycusisPTS as a function of age (presbycusisPTS as a function of age ( ; discussed 
in Chapter 1) generally appears to be a normal pro-
cess of aging in mammals (including humans and 
marine mammals), but no specific allowance for 
this is included in our proposed exposure criteria. 

Data that would be needed to support alternate 
criteria allowing for presbycusis are lacking. Our 
approach, which uses TTS data from subjects pre-
sumed to have “normal” hearing as the starting 
point for estimating PTS-onset, is precautionary. 
It is expected to overestimate damaging effects for 
those individuals with diminished absolute hear-
ing sensitivity and/or functional bandwidth prior 
to the exposure. 

Data on the effects of noise on terrestrial mam-
mals can be useful in considering the effects on 
marine mammals in certain conditions (as dis-
cussed in Chapter 1) because of similarities in 
morphology and functional dynamics among 
mammalian cochleae. Under that premise, it is 
assumed that a noise exposure capable of induc-
ing 40 dB of TTS will cause PTS-onset in marine 
mammals. Based on available data for terrestrial 
mammals, this assumption is likely somewhat 
precautionary as there is often complete recov-
ery from TTS of this magnitude or greater. Such 
precaution is appropriate, however, because the 
precise relationship between TTS and PTS is not 
fully understood, even for humans and small ter-
restrial mammals despite hundreds of studies (see 
Kryter, 1994; Ward, 1997). For marine mammals, 
this presumably complex relationship is unknown, 
and likely will remain so. The available marine 
mammal TTS data provide a basis for establish-
ing a maximum allowable amount of TTS up to 
which PTS is unlikely, however, and for conclud-
ing that PTS is increasingly likely to occur above 
this point. In using TTS data to estimate the expo-
sure that will cause PTS-onset, our approach is to 
acknowledge scientific uncertainty and to err on 
the side of overestimating the possibility of PTS 
(i.e., on the side of underestimating the exposure 
required to cause PTS-onset).

In humans, when TTS2 magnitude for a single 
exposure exceeds ca. 40 dB, the likelihood of 
PTS begins to increase substantially (Kryter 
et al., 1966; Kryter, 1994). Threshold shifts 
greater than 40 dB have been demonstrated to 
be fully recoverable after some period of time in 
some terrestrial mammal species (human: Ward, 
1959; Ahroon et al., 1996; chinchilla: Miller 
et al., 1971; Mongolian gerbil [Meriones unguicu-
latus]: Boettcher, 1993). Generally, however, TTS 
exceeding 40 dB requires a longer recovery time 
than smaller shifts, suggesting a higher probability 
of irreversible damage (Ward, 1970) and possibly 
different underlying mechanisms (Kryter, 1994; 
Nordman et al., 2000).

Our derivation of proposed injury criteria for 
marine mammals begins with measured or esti-
mated noise exposure conditions associated with 
TTS-onset in cetaceans and pinnipeds. Procedures 
for estimating PTS-onset, assumed to occur in 
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conditions causing 40 dB of TTS, were derived by 
combining (1) measured or estimated TTS-onset 
levels in marine mammals and (2) the estimated 
“growth” of TTS in certain terrestrial mammals 
exposed to increasing noise levels. The general 
PTS-onset procedures differ according to sound 
type (pulses and nonpulses), the extent of available 
information, and required extrapolation. To esti-
mate exposure conditions that will result in PTS-
onset, SEL and SPL were considered separately. 

PTS-Onset for Pulses
Henderson & Hamernik (1986) reported that in 
chinchillas exposed to pulses up to a certain level, 
for each dB of added exposure above that which 
caused TTS-onset, a further TTS of about 0.5 dB 
resulted. For the highest exposure levels, as much 
as 3 dB of additional TTS was found per additional 
dB of noise. Thus, in extrapolating TTS growth 
functions from terrestrial to marine mammals, a 
precautionary approach is justified such as using 
a slope nearer the upper extreme of this range to 
estimate the growth of TTS with exposure level.

When dealing with pulsed sound, to estimate SEL 
exposures coincident with PTS-onset, we assume 
a slope of 2.3 dB TTS/dB noise. This is relatively 
precautionary in relation to the data by Henderson 
& Hamernik (1986) on chinchillas. This slope trans-
lates to an injury criterion (for pulses) that is 15 
dB above the SEL of exposures causing TTS-onset 
(defined above as 6 dB TTS). That is, PTS-onset 
(40 dB TTS) is expected to occur on exposure to an 
M-weighted SEL 15 dB above that associated with 
TTS-onset ([40 dB TTS – 6 dB TTS] / [2.3 dB TTS/
dB noise exposure] ª 15 dB noise exposure above 
TTS-onset).

In terms of sound pressure, TTS-onset thresh-
olds in marine mammals, particularly cetaceans, 
are quite high (see above). The predicted PTS-
onset values would be very high (perhaps unreal-
istically so as they would approach the cavitation 
limit of water) if the aforementioned 15 dB dif-
ference between TTS-onset and PTS-onset were 
assumed. Consequently, an additional precaution-
ary measure was applied by arbitrarily assuming 
that the pressure difference between TTS-onset 
and PTS-onset for pulses might be just 6 dB. This 
results in a TTS “growth” relationship of 6 dB 
TTS/dB noise (i.e., [40 dB TTS – 6 dB TTS] / [6 
dB TTS/dB noise exposure] ª 6 dB noise expo-
sure above TTS-onset). That is an extremely con-
servative slope function given that it is double the 
highest rate found in chinchillas by Henderson & 
Hamernik (1986). This 6 dB of added exposure, 
above the exposure eliciting TTS-onset, essen-
tially establishes a proposed (unweighted) peak-
pressure ceiling value for all sound types.

PTS-Onset for Nonpulse Sounds
The peak pressure values assumed to be associated 
with onset of injury (PTS-onset) are numerically 
equivalent for nonpulse and pulse sounds. Among 
other considerations, this allows for the possibility 
that isolated pulses could be embedded within the 
predominantly nonpulse sound. 

To estimate the SEL value that would cause 
PTS-onset for nonpulse sounds, we used the fol-
lowing procedure. In humans, each added dB 
of nonpulse noise exposure above TTS-onset 
results in up to 1.6 dB of additional TTS (Ward 
et al., 1958, 1959). Assuming this relationship 
applies to marine mammals, ~20 dB of additional 
noise exposure above that causing TTS-onset is 
required to induce PTS-onset (i.e., [40 dB TTS – 
6 dB TTS] / [1.6 dB TTS/dB noise exposure] = 
21.3 dB of additional noise exposure). We rounded 
this down to a slightly more precautionary value 
of 20 dB of additional noise exposure above TTS-
onset. Consequently, to estimate PTS-onset and 
derive the SEL injury criteria for nonpulses, we 
add 20 dB to the M-weighted SEL values esti-
mated to cause TTS-onset. The lone exception 
to this approach is for pinnipeds in air (discussed 
below) where a more precautionary TTS growth 
rate was used based on a relatively large empirical 
data set (Kastak et al., 2007).

Criteria for Injury from a Single Pulse

As per the “PTS-Onset Calculation” section of this 
chapter, the recommended criteria for injury from 
exposure to a single pulse, expressed in terms of 
peak pressure, are TTS-onset levels plus 6 dB of 
additional exposure. In terms of SEL, the recom-
mended criteria are TTS-onset levels plus 15 dB 
of additional exposure.

For all cetaceans exposed to pulses, the data 
of Finneran et al. (2002b) were used as the basis 
for estimating exposures that would lead to TTS-
onset (and, consequently, PTS-onset). They esti-
mated that, in a beluga exposed to a single pulse, 
TTS-onset occurred with unweighted peak levels 
of 224 dB re: 1 µPa (peak) and 186 dB re: 1 µPa2-s. 
The latter is equivalent to a weighted (Mmf) SEL 
exposure of 183 dB re: 1 µPa2-s as some of the 
energy in the pulse was at low frequencies to 
which the beluga is less sensitive. Adding 6 dB 
to the former (224 dB) values, the pressure cri-
terion for injury for mid-frequency cetaceans is 
therefore 230 dB re: 1 µPa (peak) (Table 3, Cell 
4). Adding 15 dB to the latter (183 dB) value, 
the M-weighted SEL injury criterion is 198 dB 
re: 1 µPa2-s (Table 3, Cell 4). These results are 
assumed to apply (see cetacean procedure, p. 439) 
to low- and perhaps high-frequency cetaceans 
(Table 3, Cells 1 & 7, respectively) as well as to 
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mid-frequency cetaceans. These injury criteria, 
expressed in SEL, are slightly more precautionary 
than, but generally consistent with, Ketten’s 1998 
prediction (pers. comm.) that 30% of individual 
cetaceans exposed to pulses with an SEL of 205 
dB re: 1 µPa2-s would experience PTS.

For pinnipeds in water, there are no empirical 
data concerning the levels of single pulses that 
would lead to TTS-onset. At least for the California 
sea lion, the required exposure is expected to be 
greater than 183 dB re: 1 µPa (peak) and 163 dB 
re: 1 µPa2-s) because Finneran et al. (2003) found 
no TTS in two California sea lions following such 
exposures. In the absence of specific data on the 
level of a sound pulse that would cause TTS-onset 
for pinnipeds in water, we used a three-step pro-
cess to estimate this value:
(1) We began with the Finneran et al. (2002b) 

data on TTS-onset from single pulse expo-
sures in a mid-frequency cetacean. TTS-
onset occurred with a peak pressure of 224 
dB re: 1 µPa (peak) and Mmf-weighted SEL 
of 183 dB re: 1 µPa2-s.

(2) We assumed that the known pinniped-to-
cetacean difference in TTS-onset upon 
exposure to nonpulse sounds would also 
apply (in a relative sense) to pulses. 
Specifically, with nonpulse sounds, harbor 
seals experience TTS-onset at ca. 12 dB 
lower RLs than do belugas (i.e., 183 vs 
195 dB re: 1 µPa2-s; Kastak et al., 1999, 

2005; Southall et al., 2001; Schusterman 
et al., 2003 vs Finneran et al., 2000, 2005a; 
Schlundt et al., 2000; Nachtigall et al., 2003, 
2004). Assuming that this difference for 
nonpulse sounds exists for pulses as well, 
TTS-onset in pinnipeds exposed to single 
underwater pulses is estimated to occur at 
a peak pressure of 212 dB re: 1 µPa (peak) 
and/or an SEL exposure of 171 dB re: 1 
µPa2-s. Each of these metrics is 12 dB less 
than the comparable value for mid-frequency 
cetaceans (see Finneran et al., 2002b, and 
above). 

(3) As per the “PTS-onset Procedure” (discussed 
earlier), we added 6 dB to the former (212 
dB) value to derive the recommended injury 
pressure criterion of 218 dB re: 1 µPa (peak) 
(unweighted) for pinnipeds in water exposed 
to a single pulse. Similarly, we added 15 dB 
to the latter value (171 dB) to derive the rec-
ommended M-weighted SEL injury criterion 
of 186 dB re: 1 µPa2-s (Table 3, Cell 10). 
These proposed criteria are likely precaution-
ary because the harbor seal is the most sen-
sitive pinniped species tested to date, based 
on results from a single individual (Kastak 
et al., 1999, 2005). 

For pinnipeds in air exposed to a single sound 
pulse, the proposed criteria for injury were 
based on measurements by Bowles et al. (unpub. 
data), which indicated that TTS-onset in harbor 

Table 3. Proposed injury criteria for individual marine mammals exposed to “discrete” noise events (either single or multiple 
exposures within a 24-h period; see Chapter 2)

Sound type

Marine mammal group Single pulses Multiple pulses Nonpulses

Low-frequency cetaceans Cell 1 Cell 2 Cell 3
Sound pressure level 230 dB re: 1 µPa (peak) (flat) 230 dB re: 1 µPa (peak) (flat) 230 dB re: 1 µPa (peak) (flat)
Sound exposure level 198 dB re: 1 µPa2-s (Mlf) 198 dB re: 1 µPa2-s (Mlf) 215 dB re: 1 µPa2-s (Mlf)

Mid-frequency cetaceans Cell 4 Cell 5 Cell 6
Sound pressure level 230 dB re: 1 µPa (peak) (flat) 230 dB re: 1 µPa (peak) (flat) 230 dB re: 1 µPa (peak) (flat)
Sound exposure level 198 dB re: 1 µPa2-s (Mmf) 198 dB re: 1 µPa2-s (Mmf) 215 dB re: 1 µPa2-s (Mmf)

High-frequency cetaceans Cell 7 Cell 8 Cell 9
Sound pressure level 230 dB re: 1 µPa (peak) (flat) 230 dB re: 1 µPa (peak) (flat) 230 dB re: 1 µPa (peak) (flat)
Sound exposure level 198 dB re: 1 µPa2-s (Mhf) 198 dB re: 1 µPa2-s (Mhf) 215 dB re: 1 µPa2-s (Mhf)

Pinnipeds (in water) Cell 10 Cell 11 Cell 12
Sound pressure level 218 dB re: 1 µPa (peak) (flat) 218 dB re: 1 µPa (peak) (flat) 218 dB re: 1 µPa (peak) (flat)
Sound exposure level 186 dB re: 1 µPa2-s (Mpw) 186 dB re: 1 µPa2-s (Mpw) 203 dB re: 1 µPa2-s (Mpw)

Pinnipeds (in air) Cell 13 Cell 14 Cell 15
Sound pressure level 149 dB re: 20 µPa (peak) (flat) 149 dB re: 20 µPa (peak) (flat) 149 dB re: 20 µPa (peak) (flat)
Sound exposure level 144 dB re: (20 µPa)2-s (Mpa) 144 dB re: (20 µPa)2-s (Mpa) 144.5 dB re: (20 µPa)2-s (Mpa)

Note: All criteria in the “Sound pressure level” lines are based on the peak pressure known or assumed to elicit TTS-onset, 
plus 6 dB. Criteria in the “Sound exposure level” lines are based on the SEL eliciting TTS-onset plus (1) 15 dB for any type 
of marine mammal exposed to single or multiple pulses, (2) 20 dB for cetaceans or pinnipeds in water exposed to nonpulses, 
or (3) 13.5 dB for pinnipeds in air exposed to nonpulses. See text for details and derivation.
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seals occurs following exposure to 143 dB re: 
20 µPa (peak) and 129 dB re: (20 µPa)2-s. As for 
underwater exposures to nonpulse sounds (Kastak 
et al., 1999, 2005), higher exposure levels were 
required to induce TTS in California sea lions and 
northern elephant seals. Consequently, using harbor 
seal TTS data to establish injury criteria for expo-
sure to a single aerial pulse in pinnipeds is likely a 
precautionary approximation. Based on these esti-
mates of peak pressure and SEL associated with 
TTS-onset, plus 6 dB and 15 dB, respectively, to 
estimate PTS-onset, the injury criteria for pinni-
peds exposed to a single aerial pulse are 149 dB re: 
20 µPa (peak) (unweighted) and 144 dB re: (20 µPa)2-s, 
M-weighted (Table 3, Cell 13).

Criteria for Injury from Multiple Pulses

For all marine mammal groups, the recommended 
criteria for exposure to multiple pulses, expressed 
in both SPL and SEL units, were numerically 
identical to the criteria for a single pulse. Any 
exposure in a series that exceeds the peak pressure 
criterion would be considered potentially injuri-
ous. In addition, the cumulative SEL for multiple 
exposures should be calculated using the summa-
tion technique described in Chapter 1 (Appendix 
A, eq. 5). The resulting SEL value for multiple 
pulses is then compared to the SEL injury crite-
rion for a single pulse in the same functional hear-
ing group. As for the single pulse criteria, peak 
pressures are unweighted (i.e., “flat-weighted”), 
but SEL should be weighted by the appropriate 
M-weighting function (Figure 1). 

For cetaceans, the proposed criteria for injury 
by multiple pulses are therefore 230 dB re: 
1 µPa (peak) and, following summation, 198 
dB re: 1 µPa2-s in terms of SEL (Table 3, Cells 
2, 5 & 8). As for single pulses, this approach is 
considered precautionary for mid- and low-fre-
quency species, but some caution is warranted in 
applying it to high-frequency species (cf. Lucke cf. Lucke cf
et al., 2007a). 

Following the same logic, the proposed injury 
pressure criterion for pinnipeds in water exposed 
to multiple pulses is 218 dB re: 1 µPa (peak) and 
the injury SEL criterion is 186 dB re: 1 µPa2-s 
(Table 3, Cell 11). For pinnipeds in air, the pro-
posed injury pressure criterion for multiple pulses 
is 149 dB re: 20 µPa (peak) and the injury SEL cri-
terion is 144 dB re: (20 µPa)2-s (Table 3, Cell 14).

Criteria for Injury from Nonpulses 

SPL and SEL appear to be appropriate metrics 
for quantifying exposure to nonpulse sounds. But 
because SPL measures involve averaging over 
some duration, they may not adequately quantify 

high peak pressure transients embedded within 
exposures of longer duration but lower-pressure 
magnitude. There are related limitations with SEL 
in that temporal integration is involved.

To account for the potentially damaging aspects 
of high-pressure transients embedded within 
nonpulse exposures, a precautionary approach 
was taken, and the same peak pressure criterion 
for injury proposed for single pulses is also rec-
ommended as the criterion for multiple pulses in 
all functional hearing groups. Thus, if any compo-
nent of a nonpulse exposure (unweighted) exceeds 
the peak pressure criterion, injury is assumed to 
occur. We expect that only rarely will the injury 
pressure criterion for nonpulse sound be exceeded 
if the injury SEL criterion is not exceeded (i.e., 
the SEL criterion will be the effective criterion in 
most exposure conditions). 

For nonpulsed sounds, the recommended SEL 
criteria for injury (PTS-onset) are M-weighted 
exposures 20 dB higher than those required 
for TTS-onset (see “PTS-Onset Calculation: 
Nonpulses”). Injury SEL criteria for multiple non-
pulses are numerically identical to those for single 
nonpulses for all hearing groups. We make no 
distinction between single and multiple nonpulses 
except that the cumulative SEL for multiple expo-
sures is calculated as described in Chapter 1 and 
Appendix A, eq. 5. 

For all cetaceans exposed to nonpulses, the rec-
ommended pressure criterion for injury is 230 dB 
re: 1 µPa (peak) (Table 3, Cells 3, 6, & 9), the same 
criterion as for single pulses in these functional 
hearing groups. Injury SEL criteria are based on 
TTS data for mid-frequency species and extrapo-
lated to the other cetacean groups (see cetacean 
procedure, p. 439). The SEL criterion for non-
pulse injury in cetaceans is calculated to be an M-
weighted exposure of 215 dB re: 1 µPa2-s (Table 3, 
Cells 3, 6 & 9). This is based on 195 dB re: 1 µPa2-s 
as an estimate of TTS-onset in mid-frequency ceta-
ceans (Finneran et al., 2002b, 2005a; Schlundt 
et al., 2000; Nachtigall et al., 2003, 2004) plus 20 
dB to estimate PTS-onset. Applying this approach 
to low-frequency cetaceans is considered pre-
cautionary, but some caution may be warranted 
in extrapolating to high-frequency cetaceans (cf. cf. cf
single-pulse data of Lucke et al., 2007a). 

We note that special injury criteria, different 
from those shown in Cell 6 of Table 3, are likely 
needed for exposure of beaked whale species 
to nonpulses. Under certain conditions, beaked 
whales of several species (primarily Cuvier’s, 
Blainville’s, and Gervais’ beaked whales) have 
stranded in the presence of sound signals from 
tactical mid-frequency military sonars (Frantzis, 
1998; Evans & England, 2001; Fernández et al., 
2005; Cox et al., 2006). There have been other 
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incidents (e.g., NMFS, 2005; Hohn et al., 2006) 
where marine mammal strandings or other anom-
alous events involving other marine mammal 
species have occurred in association with 
mid-frequency sonar operations. They are, how-
ever, much more ambiguous, difficult to interpret, 
and appear fundamentally different than the spe-
cific beaked whale events. Little is known about 
the exposure levels, or about the positions or reac-
tions of other marine mammals in the areas during 
mid-frequency sonar training operations. The 
most extreme, ultimate response of some beaked 
whales in specific conditions (stranding and sub-
sequent death) does not appear to be typical of 
other marine mammals. 

Sound fields resulting from sonar operations 
have been modeled in several of the above cases 
(e.g., the 1996 event in Greece and the 2000 
event in the Bahamas), and it is possible to at 
least roughly bound the estimated exposures for 
some of the individuals that stranded (D’Spain 
et al., 2006). While the specific exposure levels 
will never be quantitatively known, it does appear 
likely that the exposures for some of the beaked 
whales that stranded were below the criteria for 
tissue injury proposed above.

Consequently, the general injury criteria do not 
seem sufficiently precautionary for beaked whales 
exposed to some nonpulse sounds under certain 
conditions. Empirical data to support discrete, 
science-based injury criteria specific to beaked 
whales exposed to tactical, mid-frequency, mili-
tary sonar are lacking, however. Regulatory agen-
cies should consider adopting provisional injury 
criteria for beaked whales exposed to active, mid-
frequency, military sonars that are lower (in terms 
of RL) than the criteria used for mid-frequency 
cetaceans and nonpulse sources generally. Of 
foremost importance, specific studies are needed 
to better define the mechanism of injury in these 
apparently sensitive species (see Chapter 5).

For pinnipeds in water, the recommended pres-
sure criterion for injury from exposure to nonpulse 
sounds is the same value as applied to pulses: 
an unweighted value of 218 dB re: 1 µPa (peak) 
(Table 3, Cell 12). To derive the associated SEL 
criterion, we began with the measured nonpulse 
exposure eliciting TTS-onset in a harbor seal, 183 
dB re: 1 µPa2-s (Kastak et al., 1999, 2005). This is 
likely a precautionary choice because SEL values 
~10 to 20 dB higher were required to induce TTS-
onset in a California sea lion and a northern ele-
phant seal. We assume that 20 dB of additional 
noise exposure will elicit PTS-onset (see “Effects 
of Noise on Hearing” section of this chapter), 
resulting in an Mpw-weighted SEL criterion of 203 
dB re: 1 µPa2-s for pinnipeds exposed to nonpulse 
sound in water (Table 3, Cell 12).

For pinnipeds in air exposed to nonpulse sound, 
the injury pressure criterion is a flat-weighted value 
of 149 dB re: 20 µPa (peak) (Table 3, Cell 15), con-
sistent with that for pulses. The SEL criterion is 
based on occurrence of TTS-onset in a harbor seal 
exposed in air to 131 dB re: (20 µPa)2-s (Kastak 
et al., 2004a). In estimating the exposure that 
would cause PTS-onset, we use empirical mea-
surements of TTS growth as a function of expo-
sure SEL in a California sea lion. Kastak et al. 
(2007) found a TTS growth rate of 2.5 dB TTS/dB 
noise based on nearly 200 exposure sequences 
involving variable exposure level and duration 
conditions. This growth rate implies a 13.5 dB dif-
ference between TTS- and PTS-onset as opposed 
to the 20 dB value used for marine mammals in 
water. When the 13.5 dB figure is added to the 
TTS-onset value for harbor seals (131 dB re: [20 
µPa]2-s), we obtain a proposed Mpa-weighted SEL 
criterion of 144.5 dB re: (20 µPa)2-s for pinnipeds 
in air (Table 3, Cell 15). 

The use for all pinnipeds of harbor seal TTS 
data combined with the sea lion growth function 
would be an exceedingly precautionary procedure. 
This PTS-onset estimate is considerably below 
the TTS-onset estimates for both the northern ele-
phant seal (163 dB re: [20 µPa]2-s; Kastak et al., 
2004a) and the California sea lion (159 dB re: [20 
µPa]2-s; Kastak et al., 2007). Applying the TTS 
growth function of 2.5 dB TTS/dB noise from 
Kastak et al. (2007) to these TTS-onset estimates 
would yield PTS-onset values of 172.5 and 176.5 
dB re: (20 µPa)2-s for the California sea lion and 
northern elephant seal, respectively. As noted in 
the “Overview,” where specific data are available 
for the species or genus of concern, it is appropri-
ate for criteria to be based on those data rather than 
the generalized criteria that are recommended for 
the overall group of marine mammals.



4. Criteria for Behavioral Disturbance

Behavioral reactions to acoustic exposure are 
generally more variable, context-dependent, and 
less predictable than effects of noise exposure on 
hearing or physiology. Animals detecting one kind 
of signal may simply orient to hear it, whereas 
they might panic and flee for many hours upon 
hearing a different sound, potentially even one 
that is quieter, but with some particular signifi-
cance to the animal. The conservation of cochlear 
properties across mammals justifies judicious 
application of auditory data from terrestrial mam-
mals where data on marine mammals are missing. 
However, the context-specificity of behavioral 
responses in animals generally makes extrapola-
tion of behavioral data inappropriate. Assessing 
the severity of behavioral disturbance must conse-
quently rely more on empirical studies with care-
fully controlled acoustic, contextual, and response 
variables than on extrapolations based on shared 
phylogeny or morphology. 

Considerable research has been conducted 
to describe the behavioral responses of marine 
mammals to various sound sources. Fortunately, 
at least limited data are available on behavioral 
responses by each of the five functional marine 
mammal groups to each sound type considered 
here. As evident in the extensive literature review 
summarized below and described in detail in 
Appendices B & C, however, very few studies 
involving sufficient controls and measurements 
exist. In addition, the influence of experience with 
the experimental stimulus or similar sounds has 
usually been unknown.

To assess and quantify adverse behavioral 
effects of noise exposure, a metric for the impact 
such changes might have on critical biological 
parameters such as growth, survival, and reproduc-
tion is needed. Behavioral disturbances that affect 
these vital rates have been identified as particularly 
important in assessing the significance of noise 
exposure (NRC, 2005). Unfortunately, as Wartzok 
et al. (2004) pointed out, no such metric is cur-
rently available, and it is likely to take decades of 
research to provide the analytical framework and 
empirical results needed to create such a metric, if 
one in fact is ultimately even viable.

In humans, a common and useful means of esti-
mating behavioral disturbance from noise expo-
sure is to ask individuals to rate or describe the 
degree to which various sounds are bothersome. 
Subjective perception of noise “annoyance” has 

been quantified (e.g., Schultz, 1978; Angerer 
et al., 1991) and used to develop dose-response 
relationships for noise exposure in human com-
munity noise applications (see Kryter, 1994, 
Chapter 10). Practical issues (e.g., difficulties in 
training nonverbal species to provide interpretable 
responses and questions about the applicabil-
ity of captive data to free-ranging animals) have 
prevented this or similar approaches from being 
applied to marine mammals. Instead, most efforts 
have focused on analyses of observable reactions 
to known noise exposure. 

For most free-ranging marine mammals, behav-
ioral responses are often difficult to observe. Also, 
precise measurements of received noise exposure 
and other relevant variables (e.g., movement of 
source, presence of high-frequency harmonics 
indicating relative proximity, and prior experience 
of exposed individuals) can be difficult to obtain. 
Only a subset of disturbance studies have esti-
mated received sound levels, and only a very small 
number have actually measured RLs at the subject. 
Further, exposures are often complicated by mul-
tiple contextual covariants such as the presence of 
vessels and/or humans close to subjects either for 
observation or to deploy playback sources (e.g., 
Frankel & Clark, 1998). Interpretation of the 
observed results is highly limited by uncertainty 
as to what does and does not constitute a mean-
ingful response. Also, most behavioral-response 
studies have concentrated on short-term and local-
ized behavioral changes whose relevance to indi-
vidual well-being and fitness, let alone population 
parameters, is likely to be low. 

A further complication is that observations from 
laboratory and field settings cannot be directly 
equated. Laboratory studies are usually precise in 
quantifying exposures and responses. The expo-
sure conditions very rarely approximate those in 
the field, however, and measured behavior may 
have little or no relevance to the ways in which 
unconstrained, untrained wild animals respond. 
Conversely, field measurements may address 
responses of free-ranging mammals to a specific 
sound source but often lack adequate controls and 
precision in quantifying acoustic exposures and 
responses. Clearly, there is a need for a framework 
to integrate laboratory and field data, despite the 
challenges in constructing that framework.

Another difficult issue concerns the appropri-
ate noise exposure metric for assessing behavioral 
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reactions. Most bioacousticians recommend 
reporting several different measures of acoustic 
exposure, such as SPL and SEL (as in Blackwell 
et al., 2004a, 2004b). Of the many studies that 
report source SPL, relatively few specify whether 
RMS, peak, peak-to-peak, or other sound pressure 
measurements were made. Additionally, relatively 
few papers provide sufficient relevant informa-
tion about sound transmission loss in the study 
area. A small number of papers report estimates or 
direct measurements of received SPL, but very few 
report SEL. The appropriate measure for predict-
ing probability of a behavioral response is likely 
to vary depending upon the behavioral context. For 
example, if an animal interprets a sound as indicat-
ing the presence of a predator, a short faint signal 
may evoke as strong a response as a longer, strong 
sound. But if an animal is responding to a context-
neutral stimulus that is merely annoying, the prob-
ability of response may well scale with duration and 
level of exposure. 

It is difficult to define the SEL for individual 
animals in the wild exposed to a specific sound 
source. Ideally, received SEL over the animal’s 
full duration of exposure would be measured 
(Madsen et al., 2005a). We expect that the prob-
ability and severity of some kinds of response will 
vary with duration as well as level of exposure; 
for those situations, an SEL metric may be most 
appropriate. However, the most practical way to 
look for consistent patterns of response as a func-
tion of RL and duration, given the current state 
of science, is to evaluate how different animals 
respond to similar sound sources used in similar 
contexts. For example, the relationship between 
acoustic exposure and animal responses is likely 
to be quite different for mammals exposed to 
sounds from a slow-moving seismic survey vessel 
operating in a given habitat for many weeks as 
compared with a torpedo transmitting directional 
high-frequency sonar pings as it transits an area 
once at many tens of knots. Similarly, an acous-
tic harassment device placed in a habitat for years 
is likely to evoke a different severity of response 
than would several short pulses at a comparable 
SPL. Until more controlled studies become avail-
able with calibrated measurements of RLs and 
ambient noise measurements (including signal-to-
noise ratio), the best way to predict likely effects 
will be a common-sense approach that assesses 
available data from situations similar to the situ-
ation of concern.

Considering all of these limitations and the 
nature of the available data, as a practical matter, 
we use SPL as the acoustic metric for the behav-
ioral analyses given below. Where necessary and 
appropriate, simple assumptions regarding trans-
mission loss were applied to predict RLs. This 

was done only for studies that provided sufficient 
information on source and environmental charac-
teristics. Our approach does not presume that SPL 
is necessarily the acoustic metric best correlated 
with behavioral changes (significant or otherwise). 
In particular, SPL fails to account for the dura-
tion of exposure whereas this is captured using 
SEL. SPL is the metric that has most often been 
measured or estimated during disturbance studies, 
however. Thus, it is currently the best metric with 
which to assess the available behavioral response 
data. Future studies should report the full range of 
standard acoustic measurements appropriate to the 
sound source in question and should also include 
measurements of background noise levels in order 
to assess signal-to-noise ratios. These additional 
data should eventually clarify which exposure 
metrics best predict different kinds of behavioral 
responses and which are most appropriate for use 
in policy guidelines applicable to different types 
of noise exposures.

Beyond the discussion of which metric is most 
appropriate to quantify the exposure level of a 
sound, it is recognized that many other variables 
affect the nature and extent of responses to a par-
ticular stimulus. Wartzok et al. (2004) discussed 
in detail the highly variable response of belugas 
exposed to similar sounds in different locations—
for example, Frost et al. (1984) vs Finley et al. 
(1990). In those cases, it appears that the context 
(recent experience of the belugas with the sound 
stimulus, their current activity, and their motiva-
tion to remain or leave) was much more significant 
in governing their behavioral responses. Similarly, 
reactions of bowhead whales to seismic airgun 
sounds depend on whether the whales are feeding 
(Richardson et al., 1986; Miller et al., 2005) vs 
migrating (Richardson et al., 1999). Reactions of 
bowheads and other cetaceans to boats depend on 
whether the boats are moving or stationary, and on 
the relative movement of the boat and the whale 
(see Richardson et al., 1995; Wartzok et al., 2004). 
In these and some other cases, simple metrics of 
exposure (without considering context) will not 
reliably predict the type and severity of behav-
ioral response(s). Our analyses here, which use 
exposure SPL alone, are admittedly rudimentary 
and limited by the fact that—for most species and 
situations—current data do not support a more 
sophisticated approach. 

Another key consideration involves differ-
entiating brief, minor, biologically unimportant 
reactions from profound, sustained, and/or bio-
logically meaningful responses related to growth, 
survival, and reproduction. The biological rel-
evance of a behavioral response to noise expo-
sure may depend in part on how long it persists. 
Many mammals perform vital functions (e.g., 
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feeding, resting, traveling, socializing) on a diel 
cycle. Repeated or sustained disruption of these 
functions is more likely to have a demonstrable 
effect on vital rates than a single, brief disturbance 
episode. The NRC (2005) argued that, although 
the duration of behaviors likely to affect vital rates 
is believed to be particularly significant, current 
scientific knowledge is insufficient to support an 
analytical treatment of biological significance and 
ad hoc criteria are needed in the interim. Here, 
substantive behavioral reactions to noise expo-
sure (such as disruption of critical life functions, 
displacement, or avoidance of important habitat) 
are considered more likely to be significant if they 
last more than one diel period, or recur on subse-
quent days. Consequently, a reaction lasting less 
than 24 h and not recurring on subsequent days is 
not regarded as particularly severe unless it could 
directly affect survival or reproduction. 

In the absence of an overarching means of quan-
tifying the biological significance of an effect, we 
had to adopt a more descriptive method of assess-
ing the range of possible responses and the sever-
ity of behavioral response. To do this, we took 
two different approaches. For the unusual case of 
exposure to a single pulse, where the exposure is 
very brief and responses are usually brief as well, 
a procedure for determining recommended criteria 
is identified and applied. For all other conditions, 
an ordinal and subjective response severity scal-
ing was developed and applied to those data on 
marine mammal behavioral responses for which 
estimates of received SPL were available. These 
analyses were limited to peer-reviewed literature 
(published or in press) and peer-reviewed techni-
cal reports, with some exceptions on a case-by-
case basis. 

The severity scale was designed to provide 
some analytical basis for assessing biological 
significance, but it had to be rooted in the kinds 
of descriptions provided in the available scien-
tific literature. Our current understanding of the 
influences of contextual variables on behavioral 
responses in free-ranging marine mammals is 
very limited. The analyses presented here should 
be considered with these cautions and caveats in 
mind. Our goal was to review the relevant scien-
tific literature, tally behavioral effects by the type 
of acoustic exposure for each category of marine 
mammal and sound type, and draw what conclu-
sions were appropriate based on the information 
available.

The general procedures for determining behav-
ioral response exposure criteria for a single pulse, 
and for conducting the severity analyses of indi-
vidual behavioral responses vs received SPL, are 
discussed in the next section. Subsequent sections 
discuss the exposure criterion levels for single 

pulses and summarize the literature considered in 
the severity scaling analyses for multiple pulses 
and nonpulse sources. More detailed discus-
sions of this literature are given in Appendix B 
for multiple pulses and Appendix C for nonpulse 
sources.

Behavioral Response Data Analysis Procedures: 
Disturbance Criteria and Severity Scaling

Single Pulse
Due to the transient nature of a single pulse, the 
most severe behavioral reactions will usually be 
temporary responses, such as startle, rather than 
prolonged effects, such as modified habitat utili-
zation. A transient behavioral response to a single 
pulse is unlikely to result in demonstrable effects 
on individual growth, survival, or reproduction. 
Consequently, for the unique condition of a single 
pulse, an auditory effect is used as a de facto dis-
turbance criterion. It is assumed that significant 
behavioral disturbance might occur if noise expo-
sure is sufficient to have a measurable transient 
effect on hearing (i.e., TTS-onset). Although TTS 
is not a behavioral effect per se, this approach is 
used because any compromise, even temporar-
ily, to hearing functions has the potential to affect 
vital rates by interfering with essential communi-
cation and/or detection capabilities. This approach 
is expected to be precautionary because TTS at 
onset levels is unlikely to last a full diel cycle or to 
have serious biological consequences during the 
time TTS persists. Because this approach is based 
on an auditory phenomenon, the exposure criteria 
can reasonably be developed for entire functional 
hearing groups (as in the injury criteria) rather 
than on a species-by-species basis. The extrapo-
lation procedures used to estimate TTS-onset for 
single pulse exposures for each hearing group are 
described in Chapter 3 (see the “Injury from Noise 
Exposure: PTS-Onset Calculation” section).

A dual-criterion approach (using both SPL 
[peak] and SEL) was used to determine behavioral 
criteria for a single pulse exposure. Consistent 
with the injury criteria, which also were based on 
auditory fatigue data, RLs that exceed the criterion 
for either metric are considered to have greater 
potential to elicit a biologically significant behav-
ioral response. Proposed criteria for exposure to 
a single pulse for each functional hearing group 
are given in the next section. These criteria are the 
TTS-onset thresholds discussed in Chapter 3.

An exception was made in any case where 
behavioral data indicate that a single pulse expo-
sure may elicit a sustained and potentially signifi-
cant response when the RL is below that required 
for TTS-onset. This can apply to hauled-out pin-
nipeds, which sometimes stampede from a beach 
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upon exposure to a sonic boom and may not return 
for many hours (e.g., Holst et al., 2005a, 2005b). 
In cases where such behavioral responses may 
result in the injury or death of pups or other indi-
viduals, exposure levels should be considered in 
the context of injury criteria. Conversely, if avail-
able behavioral data indicate that the response 
threshold for exposure to a single pulse is above 
the level required for TTS-onset, then the TTS-
onset level is retained as the behavioral criterion 
as a further precautionary procedure.

Multiple Pulses and Nonpulses
For all other sound types than single pulses, we 
expect that significant behavioral effects will occur 
more commonly at levels below those involved in 
temporary or permanent losses of hearing sensi-
tivity. This argues against basing threshold criteria 
exclusively on TTS and indicates the need for a 
paradigm to predict the probability of significant 
behavioral response as a function of noise expo-
sure. However, because of the extreme degree 
of group, species, and individual variability in 
behavioral responses in various contexts and con-
ditions, it is less appropriate to extrapolate behav-
ioral effects as opposed to auditory responses. 
The available data on marine mammal behavioral 
responses to multiple pulse and nonpulse sounds 
are simply too variable and context-specific to jus-
tify proposing single disturbance criteria for broad 
categories of taxa and of sounds.

This should not, however, lead to the conclusion 
that there are insufficient data to conduct a system-
atic assessment of the likelihood that certain sound 
exposures will induce behavioral effects of variable 
seriousness in marine mammals. On the contrary, 
this field has seen many and accelerating strides 
in characterizing how certain kinds of sounds can 
affect marine mammal behavior. Quantification 
of the severity or significance of these effects will 
continue to be challenging. However, based on 
the NRC (2005) model described above in which 
behavioral reactions with a greater potential to 
affect vital rates are of particular concern, a sim-
plistic scaling paradigm in which to consider the 
available data appears to provide the most justifi-
able way forward at present.

First, we developed an ordinal ranking of 
behavioral response severity (see Table 4). The 
intent of this scaling was to delineate those behav-
iors that are relatively minor and/or brief (scores 
0-3); those with higher potential to affect forag-
ing, reproduction, or survival (scores 4-6); and 
those considered likely to affect these vital rates 
(scores 7-9). This is an admittedly simplistic 
way of scaling the strikingly complex and poorly 
understood behavioral patterns of marine mam-
mals in real-world conditions. It does provide a 

rudimentary framework for assessing the relative 
biological importance of behavioral responses and 
is likely a closer approximation of reality than pre-
vious step-function thresholds (as discussed in the 
“Historical Perspectives” section of Chapter 1). 
This approach emphasizes that “disturbance” is a 
graduated, rather than a “yes-or-no,” phenomenon 
and that some noise-induced changes in behavior 
are more significant than others. We expect that 
future studies involving multivariate analysis of 
multiple behavioral response variables, multiple 
measures of acoustic exposure, and multiple con-
textual variables will provide a foundation for 
more sophisticated interpretations.

Second, we reviewed available research and 
observations for each of the five marine mammal 
functional hearing groups exposed to either mul-
tiple pulse or nonpulse sounds (i.e., Cells 2, 3, 5, 
6, 8, 9, 11, 12, 14 & 15 in our matrix of sound 
type by animal group). We considered measure-
ments of behavioral response both in the field 
and in the laboratory according to the behavioral 
severity scale. Studies with insufficient informa-
tion on exposures and/or responses were con-
sidered but not included in the severity analysis. 
Where individual (and/or groups considered as an 
“individual”; see below) behavioral responses and 
associated received sound levels were reported, 
the observations were assigned the appropriate 
behavioral “score” from Table 4 and the case was 
included in a severity scoring table for the relevant 
matrix cell. One dimension in this type of table 
was the behavioral score (defined in Table 4); 
the other dimension was the received SPL within 
10-dB ranges. Where multiple responses were 
reported for the same individual and/or group in a 
study (or where it was possible that this had been 
done—pseudoreplication), appropriate fractions 
of a single observation were assigned to relevant 
cells in the scoring table. As a result, there are frac-
tional responses for some individual and/or group 
responses in the tabular severity-scaling forms. 
For example, a single behavioral observation for 
one individual was weighted as equivalent to ten 
observations for another individual by assigning 
each observation (some potentially in different 
RL/severity score bins) of the second individual a 
relative weight of 0.1. 

Many observations of marine mammals involve 
multiple individuals because many species occur 
in large social groups and are followed as a group. 
In this case, if one individual responds to a sound, 
the other group members may respond to the 
response as opposed to the sound. In such obser-
vations, the full group was considered to repre-
sent an “individual” (i.e., the group became the 
unit of analysis). As a precautionary approach, the 
most severe response by any individual observed 
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Table 4. Severity scale for ranking observed behavioral responses of free-ranging marine mammals and laboratory subjects 
to various types of anthropogenic sound

Response 
score1

Corresponding behaviors 
(Free-ranging subjects)2

Corresponding behaviors 
(Laboratory subjects)2

0 - No observable response - No observable response

1 - Brief orientation response (investigation/visual orientation) - No observable response

2 - Moderate or multiple orientation behaviors
- Brief or minor cessation/modification of vocal behavior
- Brief or minor change in respiration rates

- No observable negative response; may 
approach sounds as a novel object

3 - Prolonged orientation behavior
- Individual alert behavior
- Minor changes in locomotion speed, direction, and/or dive 

profile but no avoidance of sound source
- Moderate change in respiration rate
- Minor cessation or modification of vocal behavior (duration 

< duration of source operation), including the Lombard Effect

- Minor changes in response to trained 
behaviors (e.g., delay in stationing, 
extended inter-trial intervals)

4 - Moderate changes in locomotion speed, direction, and/or dive 
profile but no avoidance of sound source

- Brief, minor shift in group distribution
- Moderate cessation or modification of vocal behavior (duration 

ª duration of source operation)

- Moderate changes in response to 
trained behaviors (e.g., reluctance to 
return to station, long inter-trial 
intervals)

5 - Extensive or prolonged changes in locomotion speed, direction, 
and/or dive profile but no avoidance of sound source

- Moderate shift in group distribution
- Change in inter-animal distance and/or group size (aggregation 

or separation)
- Prolonged cessation or modification of vocal behavior 

(duration > duration of source operation)

- Severe and sustained changes in 
trained behaviors (e.g., breaking away 
from station during experimental 
sessions)

6 - Minor or moderate individual and/or group avoidance of sound 
source

- Brief or minor separation of females and dependent offspring
- Aggressive behavior related to noise exposure (e.g., tail/flipper 

slapping, fluke display, jaw clapping/gnashing teeth, abrupt 
directed movement, bubble clouds)

- Extended cessation or modification of vocal behavior
- Visible startle response
- Brief cessation of reproductive behavior

- Refusal to initiate trained tasks

7 - Extensive or prolonged aggressive behavior
- Moderate separation of females and dependent offspring
- Clear anti-predator response
- Severe and/or sustained avoidance of sound source
- Moderate cessation of reproductive behavior

- Avoidance of experimental situation 
or retreat to refuge area (£ duration of 
experiment)

- Threatening or attacking the sound 
source

8 - Obvious aversion and/or progressive sensitization
- Prolonged or significant separation of females and dependent 

offspring with disruption of acoustic reunion mechanisms
- Long-term avoidance of area (> source operation)
- Prolonged cessation of reproductive behavior

- Avoidance of or sensitization to exper-
imental situation or retreat to refuge 
area (> duration of experiment)

9 - Outright panic, flight, stampede, attack of conspecifics, or 
stranding events

- Avoidance behavior related to predator detection

- Total avoidance of sound exposure 
area and refusal to perform trained 
behaviors for greater than a day

1Ordinal scores of behavioral response severity are not necessarily equivalent for free-ranging vs laboratory conditions.
2Any single response results in the corresponding score (i.e., all group members and behavioral responses need not be 
observed). If multiple responses are observed, the one with the highest score is used for analysis.
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within a group was used as the ranking for the 
whole group.

A specific category of behavioral studies was 
one in which marine mammal distributions were 
measured around a sound source during quiet and 
active periods. The available data typically involve 
comparisons of the distribution of animals before 
exposure (“control” or “reference”) vs during expo-
sure (“experimental”); the difference in distribution 
of the group was the behavioral response. Using 
this method, and given equivalent range measure-
ments for control and experimental observations, 
“phantom” RLs for mammals detected during 
control periods (RLs that would have existed if in 
fact the source was active) can be calculated and 
compared to actual RLs during experimental con-
ditions. In this way, the percentage of avoidance 
responses by individuals during the exposure was 
then calculated.

For the studies used in this analysis, noise 
exposure (including source and RL, frequency, 
duration, duty cycle, and other factors) was either 
directly reported or was reasonably estimated 
using simple sound propagation models deemed 
appropriate for the sources and operational envi-
ronment. Because of the general lack of precision 
in many studies and the difficulties in pooling the 
results from disparate studies here, we pooled 
individual exposure SPL into 10-dB bins.

Our analysis of the available behavioral 
response studies presents raw, individual obser-
vations of reactions to multiple pulses and non-
pulses as a function of exposure RL. The basic 
output of this procedure is a series of tables, one 
for each combination of the five marine mammal 
functional hearing groups and these two sound 
types (multiple pulses and nonpulses). The over-
all tally within each cell represents the number of 
individuals and/or independent group behavioral 
responses with estimated and/or measured RL in 
the specified 10-dB category.

This analysis is intended to provide some 
foundation for judging the degree to which avail-
able data suggest the existence of dose-response 
relationships between noise exposure and marine 
mammal behavior. An example of such a dose-
response function is the Schultz (1978) curve 
used to predict growth of human annoyance with 
increasing noise level. The reader should note, 
however, that the substantial, acknowledged cave-
ats and limitations of the current approach, partic-
ularly those related to contextual variables other 
than simply exposure level. Any application of 
the severity analyses given below should carefully 
consider the nature of the available information 
regarding sound source, species, sex/age class, 
sound-propagation environment, and especially 
the overall context of exposure relative to that 

shown in the studies reviewed here. The results 
from prior behavioral studies in which these vari-
ables are fairly similar to those in the anticipated 
exposure situation will very likely be the most rel-
evant. Information from those studies should be 
most strongly weighted in assessing the likelihood 
of significant behavioral disturbance.

Criteria for Behavioral Disturbance: Single Pulse

For all cetaceans exposed to single pulses, the 
criteria were based on the Finneran et al. (2002b) 
results for TTS-onset in a beluga exposed to a 
single pulse. The unweighted peak sound pressure 
values of 224 dB re: 1 µPa (peak) and weighted 
(Mmf) SEL values of 183 dB re: 1 µPa2-s are rec-
ommended as “behavioral” disturbance criteria 
for mid-frequency cetaceans (Table 5, Cell 4). By 
extrapolation (see cetacean procedure, Chapter 
3, p. 439), the same values were also proposed 
for low- and high-frequency cetaceans (Table 5, 
Cells 1 & 7, respectively). The only difference in 
the application of these criteria to the three ceta-
cean groups is the influence of the respective fre-
quency-weighting functions for SEL criteria (Mlf

and Mhf vs Mhf vs Mhf mf).
For pinnipeds exposed to single pulses in water, 

the proposed “behavioral” disturbance criteria are 
also the estimated TTS-onset values. For pinni-
peds as a whole, these are 212 dB re: 1 µPa (peak) 
and weighted (Mpw) SEL of 171 dB re: 1 µPa2-s 
(Table 5, Cell 10) as discussed in Chapter 3.

For pinnipeds in air, the proposed behavioral 
criteria are based on the strong responses (stam-
peding behavior that could injure some indi-
viduals or separate mothers from pups) of some 
species, especially harbor seals, to sonic booms 
from aircraft and missile launches in certain 
conditions (Berg et al., 2001, 2002; Holst et al., 
2005a, 2005b). No responses resulting in injury 
were observed in these specific studies, but the 
behavioral responses were, in some cases, among 
those that would be considered relatively severe 
in regards to vital rates. It was therefore deter-
mined appropriate to use results from these stud-
ies rather than TTS-based thresholds for behav-
ioral response criteria. The proposed criteria are 
109 dB re: 20 µPa (peak) and frequency-weighted 
(Mpa) SEL of 100 dB re: (20 µPa)2-s (Table 5, 
Cell 13). These levels are substantially below 
TTS-onset values. They are also probably quite 
precautionary as behavioral response criteria for 
the group as a whole, especially for species other 
than harbor seals where higher exposures were not 
observed to induce strong (or in some cases any) 
responses.
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Behavioral Response Severity Scaling: 
Multiple Pulses

Low-Frequency Cetaceans/Multiple Pulses (Cell 2)
Numerous field observations have been made 
of low-frequency cetaceans reacting to multiple 
pulses either incidentally during ongoing opera-
tions or intentionally during experiments. A mod-
erate number of species and experimental condi-
tions have been considered, but the sources have 
usually been seismic airgun arrays. Some of the 
studies focused on migrating whales seen from 
fixed observation platforms or in/near migratory 
corridors. This approach minimizes pseudorepli-
cation without the need for identifying individuals 
because individuals are unlikely to pass observers 
more than once.

Table 6 summarizes the methods used to obtain 
acoustic measurements and observations of behav-
ioral or distributional responses (see Appendix B 
for more details). As in most cells, a number of 
reported observations were not scored or reported 
here due to lack of some key information and, in 
some cases, difficulties in accounting for various 

contextual variables. A few of these “excluded” 
studies are listed at the bottom of Table 6. Table 
7 shows the results of the severity scaling analy-
ses of individual and/or group responses, con-
sidering the studies deemed to contain sufficient 
data on exposure conditions and behavioral 
responses. For migrating bowhead whales, the 
onset of significant behavioral disturbance from 
multiple pulses occurred at RLs (RMS over pulse 
duration) around 120 dB re: 1 µPa (Richardson 
et al., 1999). For all other low-frequency cetaceans 
(including bowhead whales not engaged in migra-
tion), this onset was at RLs around 140 to 160 dB 
re: 1 µPa (Malme et al., 1983, 1984; Richardson 
et al., 1986; Ljungblad et al., 1988; Todd et al., 
1996; McCauley et al., 1998, 2000) or perhaps 
higher (Miller et al., 2005). There is essentially no 
overlap in the RLs associated with onset of behav-
ioral responses by members of these two groups 
based on the information currently available.

Mid-Frequency Cetaceans/Multiple Pulses (Cell 5)
A limited number of behavioral observations have 
been made of mid-frequency cetaceans exposed to 

Table 5. Proposed behavioral response criteria for individual marine mammals exposed to various sound types; specific 
threshold levels are proposed for single pulses. See the referenced text sections and tables for severity scale analyses of 
behavioral responses to multiple pulses and nonpulses.

Sound type

Marine mammal group Single pulses Multiple pulses Nonpulses

Low-frequency cetaceans Cell 1 Cell 21 Cell 36

Sound pressure level 224 dB re: 1 µPa (peak) (flat) Tables 6 & 7 Tables 14 & 15
Sound exposure level 183 dB re: 1 µPa2-s (Mlf) Not applicable Not applicable

Mid-frequency cetaceans Cell 4 Cell 52 Cell 67

Sound pressure level 224 dB re: 1 µPa (peak) (flat) Tables 8 & 9 Tables 16 & 17
Sound exposure level 183 dB re: 1 µPa2-s (Mmf) Not applicable Not applicable

High-frequency cetaceans Cell 7 Cell 83 Cell 98

Sound pressure level 224 dB re: 1 µPa (peak) (flat) [Tables 18 & 19] Tables 18 & 19
Sound exposure level 183 dB re: 1 µPa2-s (Mhf) Not applicable Not applicable

Pinnipeds (in water) Cell 10 Cell 114 Cell 129

Sound pressure level 212 dB re: 1 µPa (peak) (flat) Tables 10 & 11 Tables 20 & 21
Sound exposure level 171 dB re: 1 µPa2-s (Mpw) Not applicable Not applicable

Pinnipeds (in air) Cell 13 Cell 145 Cell 1510

Sound pressure level 109 dB re: 20 µPa (peak) (flat) Tables 12 & 13 Tables 22 & 23
Sound exposure level 100 dB re: (20 µPa)2-s (Mpa) Not applicable Not applicable

1 “Low-Frequency Cetaceans/Multiple Pulses (Cell 2)” section
2 “Mid-Frequency Cetaceans/Multiple Pulses (Cell 5)” section
3 “High-Frequency Cetaceans/Multiple Pulses (Cell 8)” section
4 “Pinnipeds in Water/Multiple Pulses (Cell 11)” section
5 “Pinnipeds in Air/Multiple Pulses (Cell 14)” section
6 “Low-Frequency Cetaceans/Nonpulses (Cell 3)” section
7 “Mid-Frequency Cetaceans/Nonpulses (Cell 6)” section
8 “High-Frequency Cetaceans/Nonpulses (Cell 9)” section
9 “Pinnipeds in Water/Nonpulses (Cell 12)” section
10 “Pinnipeds in Air/Nonpulses (Cell 15)” section
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multiple pulses. Field observations have involved 
sperm whales and a few other odontocete spe-
cies exposed to seismic airguns and explosives. 
Laboratory investigations have considered behav-
ioral responses to various kinds of multiple pulse 
sources. Again, some observations were excluded 
due to lack of relevant information. Four studies 
of individual mid-frequency cetacean responses 
to multiple pulse exposures contained sufficient 
acoustic and behavioral information for inclusion 
in this analysis. These include field observations of 
free-ranging sperm whales and belugas studied by 
Madsen & Møhl (2000), Madsen et al. (2002), and 
Miller et al. (2005), as well as laboratory observa-
tions of captive false killer whales by Akamatsu 
et al. (1993). The information from these studies 
is summarized in Table 8 and discussed in detail 
in Appendix B; the companion severity scaling 
analysis is shown in Table 9.

The combined data for mid-frequency ceta-
ceans exposed to multiple pulses do not indicate 
a clear tendency for increasing probability and 
severity of response with increasing RL. In cer-
tain conditions, multiple pulses at relatively low 
RLs (~80 to 90 dB re: 1 µPa) temporarily silence 
individual vocal behavior for one species (sperm 
whales). In other cases with slightly different 
stimuli, RLs in the 120 to 180 dB re: 1 µPa range 
failed to elicit observable reaction from a signifi-
cant percentage of individuals either in the field or 
in the laboratory.

High-Frequency Cetaceans/Multiple Pulses (Cell 8)
Based on our source type distinction (see Chapter 
2), virtually all sources of transient sound used in 
quantitative behavioral studies of high-frequency 
cetaceans—for example, acoustic harassment 
devices (AHDs) and acoustic deterrent devices 
(ADDs)—would be characterized as nonpulse 
sounds. While individual elements produced by 
some of these sources could be characterized as 
pulses, and sequences of them as multiple pulses, 
they are generally emitted in such rapid fashion 
that some mammalian auditory systems likely 
perceive them as nonpulses. Further, some AHDs 
and ADDs, and most other sources used in behav-
ioral studies with high-frequency cetaceans, lack 
the characteristics of pulses such as extremely fast 
rise-time, correspondingly broad frequency band-
width, and high kurtosis. Due to uncertainty over 
the extent to which some of these signals may be 
perceived and the overarching paucity of data, it 
is not possible to present any data on behavioral 
responses of high-frequency cetaceans as a func-
tion of received levels of multiple pulses. Available 
data for nonpulse sounds are considered below 
(see the “High-Frequency Cetaceans/Nonpulses 
[Cell 9]” section). We note the need for empirical 
behavioral research in these animals using sound 
sources (such as airgun or pile-driving stimuli) 
unequivocally classified as multiple pulses (see 
Chapter 5).

Table 7. Number (in bold) of low-frequency cetaceans (individuals and/or groups) reported as having behavioral responses 
to multiple pulse noise; responses were categorized into 10-dB RL bins, ranked by severity of the behavioral response (see 
Table 4 for severity scaling), and combined with other observations having the same RL/severity score. A summary of the 
individual studies included in this table is given in the “Low-Frequency Cetaceans/Multiple Pulses (Cell 2)” section of this 
chapter. Parenthetical subscripts indicate the reference reporting the observations as listed in Table 6.

Received RMS sound pressure level (dB re: 1 µPa)

Response 
score

80 to 
< 90

90 to 
< 100

100 to 
< 110

110 to 
< 120

120 to 
< 130

130 to 
< 140

140 to 
< 150

150 to 
< 160

160 to 
< 170

170 to 
< 180

180 to 
< 190

190 to 
< 200 

9
8
7 1.0

(6)

6 9.5 
(7)

47.4 
(7)

2.2 
(7)

3.4 
(4, 6, 8)

5.8 
(1, 2, 3, 6)

4.5 
(1, 2, 3, 4, 6)

8.3 
(1, 2, 4, 8, 9)

5 1.0
(7)

1.0
(4)

1.0
(1, 2)

4
3 1.0

(1, 2)
1.0
(1, 2)

2
1 5.0

(7)
6.0

(7)
1.0

(7)
2.5

(1, 2, 3)
3.0

(5)

0 59.8
(7)

17.7
(7)

1.1 
(7, 9)

0.1
(9)

0.6
(3, 9)

6.8
(1, 2, 3, 9)

6.3
(1, 2, 9)
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Pinnipeds in Water/Multiple Pulses (Cell 11)
Information on behavioral reactions of pinnipeds 
in water to multiple pulses involves exposures to 
small explosives used in fisheries interactions, 
impact pile driving, and seismic surveys. Several 
studies lacked matched data on acoustic expo-
sures and behavioral responses by individuals. As 
a result, the quantitative information on reactions 
of pinnipeds in water to multiple pulses is very 
limited (see Table 10). The severity scaling analy-
sis for individual behavioral responses for Cell 11 
is given in Table 11. 

Our general finding is that, based on the limited 
data on pinnipeds in water exposed to multiple 
pulses, exposures in the ~150 to 180 dB re: 1 µPa 
range (RMS values over the pulse duration) gen-
erally have limited potential to induce avoidance 
behavior in pinnipeds. RLs exceeding 190 dB 
re: 1 µPa are likely to elicit responses, at least in 
some ringed seals (Harris et al., 2001; Blackwell 
et al., 2004b; Miller et al., 2005). Note that the 
SEL associated with a single 190 dB re: 1 µPa 
(RMS) pulse from an airgun is typically ca. 175 
dB re: 1 µPa2-s. That exceeds the estimated TTS 
threshold for the closely related harbor seal (171 
dB re: 1 µPa2-s; see Chapter 3). Thus, in the case 
of ringed seals exposed to sequences of airgun 
pulses from an approaching seismic vessel, most 
animals may show little avoidance unless the RL 
is high enough for mild TTS to be likely.

Pinnipeds in Air/Multiple Pulses (Cell 14)
How multiple pulses produced in air affect pinni-
peds was among the least well-documented of the 
conditions we considered. Most of the available 

data on responses to pulses were from single pulse 
events (e.g., rocket launches) over populations of 
pinnipeds exposed to such signals repeatedly (e.g., 
Thorson et al., 1998, 1999, 2000a, 2000b; Berg 
et al., 2001, 2002, 2004). These events do not occur 
frequently enough for the exposures to be consid-
ered multiple pulses, and many of them contained 
nonpulse as well as pulse exposures. They are 
discussed in some detail in Appendix B (as well 
as in Appendix C when nonpulses are involved). 
Appendix B also discusses several other studies 
potentially relevant to Cell 14 but ultimately not 
used in this analysis. Consequently, the quantita-
tive information analyzed for reactions of pinni-
peds in air exposed to multiple pulses (see Tables 
12 & 13) focused on the aerial data by Blackwell 
et al. (2004b). These extremely limited data sug-
gest very minor, if any, observable behavioral 
responses by pinnipeds exposed to airborne pulses 
with RLs 60 to 80 dB re: 20 µPa.

Behavioral Response Severity Scaling: 
Nonpulses

Low-Frequency Cetaceans/Nonpulses (Cell 3)
While there are clearly major areas of uncertainty 
remaining, there has been relatively extensive 
behavioral observation of low-frequency ceta-
ceans exposed to nonpulse sources. As summa-
rized in Table 14 (and discussed in greater detail 
in Appendix C), these field observations involve 
the majority of low-frequency cetacean species 
exposed to a wide range of industrial, active sonar, 
and tomographic research active sources (Baker 
et al., 1982; Malme et al., 1983, 1984, 1986; 

Table 9. Number (in bold) of mid-frequency cetaceans (individuals and/or groups) reported as having behavioral responses 
to multiple pulse noise; responses were categorized into 10-dB RL bins, ranked by severity of the behavioral response (see 
Table 4 for severity scaling), and combined with other observations having the same RL/severity score. A summary of the 
individual studies included in this table is given in the “Mid-Frequency Cetaceans/Multiple Pulses (Cell 5)” section of this 
chapter. Parenthetical subscripts indicate the reference reporting the observations as listed in Table 8.

Received RMS sound pressure level (dB re: 1 µPa)

Response 
score

80 to 
< 90

90 to 
< 100

100 to 
< 110

110 to 
< 120

120 to 
< 130

130 to 
< 140

140 to 
< 150

150 to 
< 160

160 to 
< 170

170 to 
< 180

180 to 
< 190

190 to 
< 200+

9
8
7
6 0.17 

(3)
0.17 

(3)
0.17 

(3)
1.3 

(4)

5
4
3
2
1
0 0.25 

(3)
0.25 

(3)
3.0

(2)
4.0

(2)
6.7 
(1, 4)
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Richardson et al., 1990b; McCauley et al., 1996; 
Biassoni et al., 2000; Croll et al., 2001; Palka & 
Hammond, 2001; Nowacek et al., 2004). 

The combined information generally indicates 
no (or very limited) responses at RLs 90 to 120 
dB re: 1 µPa and an increasing probability of 
avoidance and other behavioral effects in the 120 
to 160 dB re: 1 µPa range (severity scaling: Table 
15). However, these data also indicated consid-
erable variability in RLs associated with behav-
ioral responses. Contextual variables (e.g., source 
proximity, novelty, operational features) appear to 
have been at least as important as exposure level 
in predicting response type and magnitude. 

Mid-Frequency Cetaceans/Nonpulses (Cell 6)
A relatively large number of mid-frequency cetaceans 
have been observed in the field and in the laboratory 
responding to nonpulse sounds, including vessels 
and watercraft (LGL & Greeneridge, 1986; Gordon 
et al., 1992; Palka & Hammond, 2001; Buckstaff, 
2004; Morisaka et al., 2005), pulsed pingers and 
AHDs/ADDs (Watkins & Schevill, 1975; Morton & 
Symonds, 2002; Monteiro-Neto et al., 2004), indus-
trial activities (Awbrey & Stewart, 1983; Richardson 
et al., 1990b), mid-frequency active sonar (NRL, 
2004a, 2004b; NMFS, 2005), and tones or bands 
of noise in laboratory conditions (Nachtigall et al., 
2003; Finneran & Schlundt, 2004). Summary infor-
mation on these studies is given in Table 16; detailed 
descriptions are given in Appendix C. As in other 
conditions, a number of potentially relevant field 
studies are not included in the severity scaling anal-
ysis due to lack of sufficiently detailed information. 

An additional challenge in interpreting many 
of the field data for this condition is isolating 
the effect of RL from the effects of mere source 
presence (as possibly indicated by visual stimuli 
or other aspects of acoustic exposure such as the 
presence of high-frequency components) and 
other contextual variables. For this reason, several 
studies were considered but not integrated into the 
analysis. The laboratory observations are of cap-
tive cetaceans exposed to precisely controlled and 
known noise exposures in the context of hearing 
and TTS experiments. However, the relevance of 
behavioral reactions of trained, food-reinforced 
captive animals exposed to noise to the reactions 
of free-ranging marine mammals is debatable. 
This is discussed in greater detail in Appendix C.

The combined field and laboratory data for mid-
frequency cetaceans exposed to nonpulse sounds 
do not lead to a clear conclusion about RLs coinci-
dent with various behavioral responses (see sever-
ity scaling, Table 17). In some settings, individuals 
in the field showed behavioral responses with high 
severity scores to exposures from 90 to 120 dB re: 
1 µPa, while others failed to exhibit such responses 
for exposure RLs from 120 to 150 dB re: 1 µPa. 
Contextual variables other than exposure RL, and 
probable species differences, are the likely rea-
sons for this variability in response. Context may 
also explain why there is great disparity in results 
from field and laboratory conditions—exposures 
in captive settings generally exceeded 170 dB re: 
1 µPa before inducing behavioral responses.

Table 11. Number (in bold) of pinnipeds in water (individuals and/or groups) reported as having behavioral responses to 
multiple pulse noise. Responses were categorized into 10-dB RL bins, ranked by severity of the behavioral response (see 
Table 4 for severity scaling), and combined with other observations having the same RL/severity score; a summary of the 
individual studies included in this table is given in the “Pinnipeds in Water/Multiple Pulses (Cell 11)” section of this chapter. 
Parenthetical subscripts indicate the reference reporting the observations as listed in Table 10.

Received RMS sound pressure level (dB re: 1 µPa)

Response 
score

80 to 
< 90

90 to 
< 100

100 to 
< 110

110 to 
< 120

120 to 
< 130

130 to 
< 140

140 to 
< 150

150 to 
< 160

160 to 
< 170

170 to 
< 180

180 to 
< 190

190 to 
< 200

9
8
7
6 1.7

(1)
2.1

(1)
45.4

(1)

5
4
3
2
1 0.3

(2)

0 0.7
(2)

5.3
(1)

30.3
(1, 3)

0.3
(3)

9.9
(1, 3)
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High-Frequency Cetaceans/Nonpulses (Cell 9)
Numerous controlled studies have been conducted 
on the behavioral reactions of high-frequency 
cetaceans to various nonpulse sound sources 
both in the field (Culik et al., 2001; Olesiuk 
et al., 2002; Johnston, 2002) and in labora-
tory settings (Kastelein et al., 1997, 2000, 2005, 
2006a). However, only one high-frequency spe-
cies (harbor porpoise) has been extensively 
studied and that species provided all the avail-
able data on behavioral response magnitude vs 
received exposure conditions. The original stud-
ies were attempts to reduce harbor porpoise by-
catch by attaching warning pingers to fishing gear. 
More recent studies consider whether AHDs and 
ADDs also exclude harbor porpoises from criti-
cal habitat areas, and whether these devices affect 
harbor porpoise behavior in controlled laboratory 
conditions.

The combined wild and captive animal data 
(summarized in Table 18 and discussed in detail in 
Appendix C) clearly support the observation that 
harbor porpoises are quite sensitive to a wide range 
of human sounds at very low exposure RLs (~90 to 
120 dB re: 1 µPa), at least for initial exposures. This 
observation is also evident in the severity scaling 
analysis for Cell 9 (Table 19). All recorded expo-
sures exceeding 140 dB re: 1 µPa induced profound 
and sustained avoidance behavior in wild harbor 
porpoises. Whether this apparently high degree of 
behavioral sensitivity to anthropogenic acoustic 
sources extends to other high-frequency cetacean 
species (or nonpulse sources other than AHDs and 
ADDs) is unknown. Given the lack of informa-
tion to the contrary, however, such a relationship 
should be assumed as a precautionary measure. 

Habituation to sound exposure was noted in some 
but not all studies. Strong initial reactions of high-
frequency cetaceans at relatively low levels may in 
some conditions wane with repeated exposure and 
subject experience.

Pinnipeds in Water/Nonpulses (Cell 12)
The effects of nonpulse exposures on pinni-
peds in water are poorly understood. Studies 
for which enough information was available for 
analysis include field exposures of harbor seals 
to AHDs (Jacobs & Terhune, 2002) and exposure 
of translocated freely diving northern elephant 
seals to a research tomography source (Costa 
et al., 2003), as well as responses of captive harbor 
seals to underwater data communication sources 
(Kastelein et al., 2006b). These limited available 
data (see Table 20 & Appendix C) suggested that 
exposures between ~90 and 140 dB re: 1 µPa 
generally do not appear to induce strong behav-
ioral responses in pinnipeds exposed to nonpulse 
sounds in water; no data exist regarding exposures 
at higher levels. The severity scale results for Cell 
12 are given in Table 21. 

It is important to note that among these stud-
ies of pinnipeds responding to nonpulse exposures 
in water, there are some apparent differences in 
responses between field and laboratory condi-
tions. Specifically, in this case, captive subjects 
responded more strongly at lower levels than did 
animals in the field. Again, contextual issues are 
the likely cause of this difference. Captive sub-
jects in the Kastelein et al. (2006b) study were not 
reinforced with food for remaining in noise fields, 
in contrast to the laboratory studies for mid-fre-
quency cetaceans described above. Subjects in the 

Table 13. Number (in bold) of pinnipeds in air (individuals and/or groups) reported as having behavioral responses to 
multiple pulse noise; responses were categorized into 10-dB RL bins, ranked by severity of the behavioral response (see 
Table 4 for severity scaling), and combined with other observations having the same RL/severity score. A summary of the 
individual studies included in this table is given in the “Pinnipeds in Air/Multiple Pulses (Cell 14)” section of this chapter. 
Parenthetical subscripts indicate the reference reporting the observations as listed in Table 12. 

Received RMS sound pressure level (dB re: 20 µPa)

Response score 50 to < 60 60 to < 70 70 to < 80 80 to < 90 90 to < 100 100 to < 110 110 to < 120 

9
8
7
6
5
4
3
2
1 0.125 

(1)

0 0.625 
(1)

0.25 
(1)
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field may have been more tolerant of exposures 
because of motivation to return to a safe location 
(Costa et al., 2003) or motivation to approach 
enclosures holding prey items (Jacobs & Terhune, 
2002). 

Pinnipeds in Air/Nonpulses (Cell 15)
There has been considerable effort to study the 
effects of aerial nonpulse sounds on pinniped 
behavior, primarily involving rocket launches, 
aircraft overflights, powerboat approaches, and 
construction noise. Unfortunately, as discussed in 
Appendix C, many of the studies are difficult to 
interpret in terms of exposure RL and individual 
or group behavioral responses. In many cases, 
it was difficult or impossible to discern whether 
the reported behavioral response was induced by 
the noise from a specific operation or some cor-
related variable such as its visual presence. For 
these reasons, most of the observational studies 
of behavioral disturbance were not appropriate for 
scoring behavioral responses relative to exposure 
RL. However, a number of the technical reports 
and analyses of rocket launches are relevant for 
this cell and contain sufficiently detailed infor-
mation regarding estimated RLs. These observa-
tions are, however, complicated by the fact that 
all studies were conducted in the same general 
area with subjects likely habituated to the pres-
ence of launch noise. Further, in many cases, 
exposures contained both a nonpulse component 
and a pulse component (described below). Only 

those observations (Thorson et al., 1999, 2000b; 
Berg et al., 2002) for which there was clearly just 
nonpulse exposure were considered in the severity 
scaling analyses for this condition. 

The limitations of these and other potentially 
applicable studies resulted in a very limited data 
set for use in this analysis (see summary in Table 
22 and severity scaling analysis in Table 23). As a 
general statement from the available information, 
pinnipeds exposed to intense (~110 to 120 dB re: 
20 µPa) nonpulse sounds tended to leave haulout 
areas and seek refuge temporarily (minutes to a few 
hours) in the water, whereas pinnipeds exposed to 
distant launches at RLs ~60 to 70 dB re: 20 µPa 
tended to ignore the noise. It is difficult to assess 
the relevance of either of these observations to 
naïve individuals, however, given the repeated 
exposure of study colonies to such noise events and 
the potential that observed individuals were habitu-
ated. Due to the limitations of available data, it is 
not currently possible to make any further general 
characterizations regarding this condition.

Table 15. Number (in bold) of low-frequency cetaceans (individuals and/or groups) reported as having behavioral responses 
to nonpulses; responses were categorized into 10-dB RL bins, ranked by severity of the behavioral response (see Table 4 
for severity scaling), and combined with other observations having the same RL/severity score. A summary of the indi-
vidual studies included in this table is given in the “Low-Frequency Cetaceans/Nonpulses (Cell 3)” section of this chapter. 
Parenthetical subscripts indicate the reference reporting the observations as listed in Table 14.

Received RMS sound pressure level (dB re: 1 µPa)

Response 
score

80 to 
< 90

90 to 
< 100

100 to 
< 110

110 to 
< 120

120 to 
< 130

130 to 
< 140

140 to 
< 150

150 to 
< 160

160 to 
< 170

170 to 
< 180

180 to 
< 190

190 to 
< 200

9
8
7 2.5

(10)
1.5
(10)

6 4.9 
(2)

7.4 
(1, 2, 4)

16.2 
(1, 2, 3, 5)

13.6 
(2, 5)

4.2 
(1, 2)

0.8
(2)

5
4 3.0

(5, 7)
1.0 

(7)
1.0 

(7)

3 1,117
(9)

0.27 
(6)

2 0.5 
(7)

4.0
(7)

5.0 
(7)

2.0 
(7)

1.0 
(7)

1
0 1.1 

(2)
82.6 
(2, 3, 4)

33.9 
(1, 2, 3, 4)

7.08 
(2, 4, 6, 10)

7.2 
(4, 10)

1.45 
(2, 8, 10)
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Table 17. Number (in bold) of mid-frequency cetaceans (individuals and/or groups) reported as having behavioral responses 
to nonpulses; responses were categorized into 10-dB RL bins, ranked by severity of the behavioral response (see Table 4 
for severity scaling), and combined with other observations having the same RL/severity score. A summary of the indi-
vidual studies included in this table is given in the “Mid-Frequency Cetaceans/Nonpulses (Cell 6)” section of this chapter. 
Parenthetical subscripts indicate the reference reporting the observations as listed in Table 16.

Received RMS sound pressure level (dB re: 1 µPa)

Response 
score

80 to 
< 90

90 to 
< 100

100 to 
< 110

110 to 
< 120

120 to 
< 130

130 to 
< 140

140 to 
< 150

150 to 
< 160

160 to 
< 170

170 to 
< 180

180 to 
< 190

190 to 
< 200 

9
8 1.0

(3)
7.0

(3)
5.0

(2)
1.0

(7)
5.0 
(13)

1.5 
(13)

7
6 3.0

(2, 10)
1.0

(2)
1.0

(9)
6.0 
(12)

5 1.0
(11)

4 1.0
(4)

2.0
(4)

3 5.0
(1)

4.0
(3, 5)

134
(4, 6)

1.0 
(4)

2 15.0
(2, 3, 8)

1 1.0
(4)

1.0 
(2, 3)

1.0 
(2, 4)

0 8.0
(3, 4)

2.0
(2, 4)

1.0
(2, 4)

1.0
(2)

3.0 
(13)

1.5 
(13)

Courtesy: A. Friedlander
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Table 19. Number (in bold) of high-frequency cetaceans (individuals and/or groups) reported as having behavioral responses 
to nonpulses; responses were categorized into 10-dB RL bins, ranked by severity of the behavioral response (see Table 4 
for severity scaling), and combined with other observations having the same RL/severity score. A summary of the indi-
vidual studies included in this table is given in the “High-Frequency Cetaceans/Nonpulses (Cell 9)” section of this chapter. 
Parenthetical subscripts indicate the reference reporting the observations as listed in Table 18.

Received RMS sound pressure level (dB re: 1 µPa)

Response 
score

80 to 
< 90

90 to 
< 100

100 to 
< 110

110 to 
< 120

120 to 
< 130

130 to 
< 140

140 to 
< 150

150 to 
< 160

160 to 
< 170

170 to 
< 180

180 to 
< 190

190 to 
< 200

9
8
7
6 0.3 

(4)
0.3 

(4)
0.9 

(1, 2, 4, 5, 6, 7)
3.3 

(1, 2, 4, 5, 6, 7)
1.0 
(3, 7)

52.1 
(2)

9.3 
(2)

4.6 
(2)

5
4 0.1 

(4)
0.1 

(4)

3
2
1
0 12.8 

(1, 5)
23.1 

(1, 2, 5, 6)
0.4 
(4, 7)

0.1 
(7)

0.3 
(3)

Courtesy: A. Friedlander
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Table 21. Number (in bold) of pinnipeds in water (individuals and/or groups) reported as having behavioral responses to 
nonpulses; responses were categorized into 10-dB RL bins, ranked by severity of the behavioral response (see Table 4 for 
severity scaling), and combined with other observations having the same RL/severity score. A summary of the individual 
studies included in this table is given in the “Pinnipeds in Water/Nonpulses (Cell 12)” section of this chapter. Parenthetical 
subscripts indicate the reference reporting the observations as listed in Table 20.

Received RMS sound pressure level (dB re: 1 µPa)

Response 
score

80 to 
< 90

90 to 
< 100

100 to 
< 110

110 to 
< 120

120 to 
< 130

130 to 
< 140

140 to 
< 150

150 to 
< 160

160 to 
< 170

170 to 
< 180

180 to 
< 190

190 to 
< 200

9
8
7
6 1.0 

(3)

5
4 1.0 

(2)
5.0 

(2)

3 1.0 
(2)

2.0 
(2)

2
1
0 1.0 

(3)
1.0 

(3)
1.0 

(2)
5.0 
(1, 2)

Courtesy: A. Friedlander
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Table 23. Number (in bold) of pinnipeds in air (individuals and/or groups) reported as having behavioral responses to non-
pulses; responses were categorized into 10-dB RL bins, ranked by severity of the behavioral response (see Table 4 for sever-
ity scaling), and combined with other observations having the same RL/severity score. A summary of the individual studies 
included in this table is given in the “Pinnipeds in Air/Nonpulses (Cell 15)” section in this chapter. Parenthetical subscripts 
indicate the reference reporting the observations as listed in Table 22.

Received RMS sound pressure level (dB re: 20 µPa)

Response 
score

50 to 
< 60

60 to 
< 70

70 to 
< 80

80 to 
< 90

90 to 
< 100

100 to 
< 110

110 to 
< 120

9
8
7
6 1.0

(1, 2, 3)

5
4
3
2
1
0 1.0

(2)

Courtesy: Peter M. Scheifele



5. Research Recommendations

The marine mammal noise exposure criteria 
proposed here represent a synthesis and precau-
tionary application of current scientific informa-
tion. Clearly, the reliance on extrapolation proce-
dures, extreme data gaps and limitations in many 
areas, and precautionary assumptions throughout 
point to the need for targeted research to fill spe-
cific gaps in support of subsequent criteria. We 
consider the current noise exposure criteria to be 
merely an initial step in an iterative process to 
understand and better predict the effects of noise 
on marine mammal hearing and behavior.

Research recommendations are given below 
in several broad categories relevant to improving 
marine mammal noise exposure criteria. No pri-
oritization is implied in the ordering of these areas 
or research topics within them, however, and this 
is by no means an exhaustive list. We present, in 
abbreviated form, what we regard as critical, tar-
geted research needs to improve future iterations 
of these exposure criteria. Some of the most impor-
tant research recommendations are summarized in 
Table 24; each is discussed in more detail in the 
relevant section below. Many of these research 
recommendations are similar to recommendations 
made previously (NRC, 1994, 2000, 2003, 2005; 
Richardson et al., 1995). Although there has been 
progress in the last decade, much important work 
remains to be done.

Measurements of Anthropogenic 
Sound Sources and Ambient Noise 

Comprehensive and systematic measurements 
are needed of all relevant anthropogenic sound 
sources that have a reasonable likelihood of 
adversely affecting marine mammal hearing or 
behavior. Empirical measures of sound fields 
enable more accurate estimation of RLs using 
propagation models and validate the selection of 
different propagation models as appropriate. Such 
studies must report the full range of relevant stan-
dard acoustic measurements and should include 
detailed information about equipment calibration 
and/or propagation modeling methods used (e.g., 
Goold & Fish, 1998; Wales & Heitmeyer, 2002; 
Blackwell et al., 2004a). Measurements are also 
needed to describe conditions where sounds clas-
sified as pulses at the source transition to non-
pulse exposures. To measure in situ exposures 
from specific sound sources, archival acoustic 

tags should be deployed on free-ranging marine 
mammals and/or platforms near the animals in 
controlled exposure conditions. 

If future noise exposure criteria are to consider 
the important matters of auditory masking, cumu-
lative exposure effects on individuals, and ecosys-
tem effects (discussed below), additional data are 
needed concerning ambient ocean noise on vari-
ous spatial and temporal scales. These data should 
be used to determine how ambient noise “budgets” 
vary as a function of natural and human activi-
ties. These data will need to be integrated with 
expanded information on marine mammal abun-
dance and distribution. The NRC (2003) recom-
mended that a systematic effort be made to obtain 
passive acoustic data, including average (steady-
state) ambient noise from 1 Hz to 200 kHz, and 
including transient human sources not identified in 
classical ambient noise measurements. We concur 
and call for wide-ranging acoustic measurements 
designed to test explicit hypotheses about spatial 
and temporal variability in marine ambient noise. 

Marine Mammal Auditory Processes

“Absolute” Hearing Data
Future iterations of these criteria will be sig-
nificantly improved by increased knowledge of 
hearing sensitivity derived from behavioral and 
electrophysiological measurements and anatomi-
cal models. The most pressing needs are for data 
on deep-diving cetaceans such as beaked whales 
and on low-frequency specialists (mysticetes). 
Better information on inter-species differences 
is also needed to validate the functional hearing 
groups used here or alternatively to identify other 
relevant subdivisions (e.g., phocid vs otariid pin-
nipeds or potential partitioning of mid-frequency 
cetaceans). The number of individuals tested 
should be increased in all species, with the pos-
sible exception of the bottlenose dolphin, in order 
to better understand individual differences within 
species. Hearing sensitivity across the full func-
tional hearing range should be measured, where 
possible, rather than just those frequencies con-
tained within the communication signals of spe-
cies being investigated. 

Improvements are needed in both electro-
physiological and behavioral testing methods to 
increase the number of individuals of each spe-
cies that can be tested, and to distinguish absolute 
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Table 24. Research recommendations in various subject areas needed to enhance future marine mammal noise exposure 
criteria (as discussed in Chapter 5)

Research topic General description Critical information needs

Acoustic 
measurements of 
relevant sound 
sources 

Detailed measurements needed of 
source levels, frequency content, and 
radiated sound fields around intense 
and/or chronic noise sources.

Comprehensive, calibrated measurements of the properties 
of human-generated sound sources, including frequency-
dependent propagation and received characteristics in 
different environments.

Ambient noise 
measurements

Systematic measurements of underwa-
ter ambient noise are needed to quan-
tify how human activities are affecting 
the acoustic environment.

Comprehensive, calibrated measurements of ambi-
ent noise, including spectral, temporal, and directional 
aspects, in different oceanic environments; ambient noise 
“budgets” indicating relative contribution of natural and 
anthropogenic sources and trends over time.

“Absolute” hearing 
measurements

Audiometric data are needed to deter-
mine functional bandwidth, species and 
individual differences, dynamic hearing 
ranges, and detection thresholds for 
realistic biological stimuli.

Carefully controlled behavioral and electrophysiological 
measurements of hearing sensitivity vs frequency for more 
individuals and species, particularly for high-priority spe-
cies, such as beaked whales and mysticetes. Also, detec-
tion thresholds for complex biological signals.

Auditory scene 
analysis

Measurements to determine the sophis-
ticated perceptual and processing capa-
bilities of marine mammals that enable 
them to detect and localize sources in 
complex, 3-D environments.

Measurements of stream segregation, spatial perception, 
multidimensional source localization, frequency discrimi-
nation, temporal resolution, and feedback mechanisms 
between sound production and hearing systems.

Marine mammal 
behavioral responses 
to sound exposure

Measurements of behavioral reactions 
to various sound types are needed, 
including all relevant acoustic, contex-
tual, and response variables.

Carefully constructed observational and exposure experi-
ments that consider not only RL but also source range, 
motion, signal-to-noise ratio, and detailed information on 
receivers, including baseline behavior, prior experience 
with the sound, and responses during exposure.

Effects of sound 
exposure on marine 
mammal hearing: 
masking, TTS, and 
PTS

Continued effort is needed on the 
simultaneous and residual physiologi-
cal effects of noise exposure on marine 
mammal hearing.

Masked hearing thresholds for simple stimuli in more spe-
cies and individuals, as well as complex biological signals 
and realistic maskers; allowance for directional effects; 
comparative data on TTS-onset and growth in a greater 
number of species and individuals for nonpulse and pulsed 
anthropogenic sources; recovery functions after exposures 
and between repeated exposures.

Effects of sound 
exposure on marine 
mammal 
non-auditory 
systems 

Physiological measurements are needed 
for both acute and chronic sound expo-
sure conditions to investigate effects on 
non-auditory systems.

Various baseline and exposure-condition measurements, 
including nitrogen saturation levels; bubble nuclei; the 
formation of hemorrhages, emboli, and/or lesions; stress 
hormones; and cardiovascular responses to acute and 
chronic noise exposure.

Particularly 
sensitive species: 
beaked whales

Baseline and exposure data on these 
poorly understood taxa to assess their 
apparent sensitivity to certain anthropo-
genic sound sources.

Various studies, including measurements and modeling 
related to (1) hearing sensitivity, (2) diving and vocaliza-
tion parameters, (3) tissue properties, (4) gas/fat emboli 
formation and significance, (5) advanced detection capa-
bilities for localizing and tracking them, and (6) behav-
ioral reactions to various anthropogenic and natural sound 
sources.
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from masked thresholds. Auditory evoked poten-
tial (AEP) techniques should continue to be 
improved and standardized for pinnipeds and 
small cetaceans. Researchers should continue to 
develop procedures applicable to stranded indi-
viduals of species generally not represented in 
captive settings, particularly for species that may 
be especially sensitive to certain types of acous-
tic exposure. The massive body size of mysticetes 
may require that AEP studies begin using smaller 
species (e.g., minke whale) that may be stranded, 
trapped in tidal fishing enclosures (weirs), or tem-
porarily available in a holding facility. Behavioral 
audiometric methods, which investigate the effect 
of the overall perceptual and cognitive system on 
detection, should also continue to be employed 
and improved, particularly those that increase the 
speed with which results are obtained without sac-
rificing precision of measurements. 

Additionally, behavioral methods should be 
developed to measure hearing characteristics 
that require a subjective judgment of perception 
such as evaluation of equal loudness between two 
acoustic stimuli. Equal-loudness hearing contours 
for marine mammals are needed to refine the broad 
frequency-weighting networks derived here.

A final consideration is that behavioral audio-
metric research should eventually move beyond 
the use of relatively simple artificial stimuli (e.g., 
pure tones, noise bands, broadband clicks, tone 
pips). Such stimuli can be precisely controlled 
and can be used to clearly indicate which acoustic 
feature triggers the response in the whole animal 
or its auditory system. Animals in nature, how-
ever, rarely encounter such sounds. While some 
biological signals consist of combinations of tonal 
elements, most are exceedingly complex. Marine 
mammal detection thresholds for complex, bio-
logically relevant stimuli may be poorly predicted 
by experiments using simple artificial stimuli. 
Humans, for example, are particularly adept at 
identifying speech-like sounds in noise (Yost, 
2000). Animals are expected to be similarly sensi-
tive to important natural sounds. To base future 
noise criteria on more relevant audiometric data, 
research is needed on detection thresholds for bio-
logically meaningful sounds, such as vocalizations 
of conspecifics, prey, and predators, and sounds 
needed for active or passive acoustic navigation. 
Such measurements will further be useful in inves-
tigating the potential active space (detection range 
in three dimensions) for acoustic communication 
(e.g., Brenowitz, 1982; Janik, 2000; Au et al., 
2004) and the effects of anthropogenic sound on 
the active space. Field studies using biologically 
relevant sounds would be more relevant to real-
world communication and masking than studies 
involving simple, artificial test stimuli. 

Auditory Scene Analysis
While baseline hearing information is clearly 
needed, urgently in some cases, more advanced, 
comprehensive, and innovative measurements are 
also needed that provide insight into the ways in 
which animals use their auditory sense to derive 
detailed information about their surrounding envi-
ronment. For future iterations of noise exposure 
criteria to consider multiple stimuli and cumula-
tive effects, additional data will be needed on 
sound localization in three-dimensional auditory 
space, frequency discrimination, temporal resolu-
tion, and, specifically, detection of biological sig-
nals in complex sound fields. 

Several studies of terrestrial animals 
(MacDougall-Shackleton et al., 1998; Moss & 
Surlykke, 2001) have investigated how subjects 
process multiple acoustic stimuli that are simul-
taneously present but differ in acoustic signature 
either temporally or spatially. The acoustic scene 
concept, owing largely to the work of Bregman 
(1990), has the potential to play a major role in 
the development and progression of acoustic expo-
sure criteria. Bregman draws powerful analogies 
between modalities of perception, including the 
fundamental ways in which higher processing sys-
tems associate common elements of complex stim-
uli in highly cluttered perceptual environments. 

One analogy that Bregman (1990) makes with 
regard to the innate power of visual scene analysis 
is the ability of the visual processing portion of the 
human brain to estimate object size without regard 
to distance. The implication is that the reverse is 
true as well—if the size of something is known, 
its distance can be inferred from visual appear-
ance. Extending this ability to animals that rely on 
underwater hearing to determine distance, similar 
perceptual processes may occur. If so, mammals 
may determine range by using various effects of 
the propagation medium on sound transmission 
(e.g., presence of structured multi-path signal 
spreading, frequency dependent multi-path losses, 
and absorption effects in particular; Ellison & 
Weixel, 1994). Further, both loudness modulation 
and source movement relative to the receiver pro-
vide significant clues as to the distance and general 
nature of the sound source. If one considers sound 
to play a role in the life of marine wildlife similar 
to that of sight in terrestrial animals, then context 
clues such as tempo, encroachment, and proximity 
must take on a powerful role in determining an ani-
mal’s response to any given sound. These hypoth-
eses need to be studied in marine mammals.
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Behavioral Responses of 
Marine Mammals to Sound

There is an urgent need for better and more exten-
sive data on behavioral responses to sound, includ-
ing measurement of the specific acoustic features 
of exposures and consideration of previous expe-
rience with the sound and all relevant contextual 
variables. The current behavioral exposure criteria 
are quite limited in several ways. Insufficient data 
exist to support criteria other than those based on 
SPL alone, and this metric fails to account for the 
duration of exposure beyond the separation of 
pulse from nonpulse sounds. Also, there is much 
variability in responses among species of the same 
functional hearing group and also within species. 

Because of the poorly understood modify-
ing influences of numerous variables, behavioral 
responses usually cannot be predicted a priori 
with much confidence given present information. 
In addition, the biological significance of any 
observed behavioral response is even more diffi-
cult to assess (NRC, 2005). 

Research is needed to quantify behavioral reac-
tions of a greater number of free-ranging marine 
mammal species to specifically controlled or well-
characterized exposures from different human 
sound sources. The most direct way to obtain these 
kinds of extremely detailed data would be to attach 
acoustic dosimeter tags to individuals and directly 
measure noise exposure, behavioral response, 
and physiological changes, if any. It is essential 
that future research investigates responses in con-
texts as similar as possible to those of interest. 
Responses of both naïve and previously exposed 
individuals should be studied and distinguished to 
the greatest extent possible. 

Further, such experiments must ensure that all 
relevant acoustic measurements of sound exposure 
be reported more systematically than in many pre-
vious studies. Specifically, behavioral responses 
need to be directly correlated with the physical 
parameters (e.g., SPL, SEL) of the stimuli most 
likely to evoke the responses. Such research 
clearly requires greater knowledge of exposure 
parameters (including SPL over some duration) 
than currently exists for most studies. 

The relationship between exposure SPL and/or 
SEL and behavioral reaction should be determined 
for representative species within each functional 
hearing group. Whether the relationship follows 
a dose-response-like function for various sound 
types, and under what conditions, is a significant 
and pressing open question. 

We need more data on the magnitude and time 
course of behavioral responses to known noise 
exposures to test the validity of concepts outlined 
here, and to make progress toward identifying 

specific behavioral criteria. Duty cycle (the pro-
portion of time when the noise is present) is also 
likely to be important. Magnitude and duration of 
response are the most readily quantified param-
eters that may be useful in determining whether 
a behavioral response is likely to have a biologi-
cally meaningful outcome. Noise exposure criteria 
should attempt to distinguish between minor, tem-
porary behavioral changes and those with greater 
significance. This is necessary in order to focus 
on biologically significant behavioral responses 
(see NRC, 2005) and the exposure conditions that 
elicit them.

Considering the many contextual cues that free-
ranging animals use to perceive and characterize 
sound sources and to determine a response, it is 
not surprising that our analysis revealed a high 
degree of variability in behavioral responses as a 
function of RL. Consequently, the logic of relying 
solely on exposure RL as the metric for behav-
ioral responses is substantially diminished. A host 
of variables additional to RL may be important 
to marine mammals in assessing a sound and 
determining how to react. This argues for care-
ful design and execution of controlled exposure 
experiments to replicate the signal of interest in 
as many dimensions as possible. Serious con-
sideration should be given to developing a broad 
multi-variable approach to behavioral research 
that takes into account not only source type and 
exposure level but also distance, motion, and rela-
tive signal-to-noise ratio. Some studies are already 
developing data of the scale and quality needed 
for such an approach. This includes studies pro-
viding broad, long-term measurements of ambi-
ent sounds in areas cohabited by anthropogenic 
sources and marine wildlife. Where these studies 
include remotely deployed passive acoustic sen-
sors and tagged animals, they approach what may 
become the new standard. As additional infor-
mation becomes available, future noise exposure 
criteria may assess behavioral reactions not only 
according to RL measured with multiple acoustic 
parameters, range (near and far), relative motion 
(towards, parallel, etc.), and rate of change, but 
also in relation to the animal’s activity or per-
ceptual situation (e.g., neutral; threatened, as by 
a predator; or positive, related to food, mating, 
etc.).

The role of habituation and sensitization in 
behavioral reactions to noise exposure is a criti-
cal subject for future research. These processes 
can only be studied under controlled or well-
defined conditions (as in Deecke et al., 2002). A 
key question is how habituation and sensitization 
develop with repeated exposure in specific eco-
logically relevant circumstances. For example, 
the pattern of habituation to a neutral stimulus 
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is likely to follow quite a different pattern from 
selective habituation to a harmless stimulus that 
is initially perceived as a threat (Deecke et al., 
2002). Furthermore, it would be desirable to know 
if there are common acoustic features in sounds 
to which marine mammals become sensitized. For 
example, to which acoustic features of a threat, 
such as a vessel used to hunt animals, does an 
animal become sensitized?

Analyses of the behavior of various animal spe-
cies in the presence of predators suggest that they 
have evolved anti-predator responses that mirror 
their responses to human disturbance. According 
to predation risk theory, various ecological con-
siderations beyond simply disturbance magnitude 
are very likely involved in determining and pre-
dicting behavioral response (Frid & Dill, 2002). 

The biological relevance of behavioral changes 
can only be determined in natural populations in 
which vital life history parameters (e.g., reproduc-
tion, growth, and survival rates) can be measured 
before and after noise exposure and in conditions 
where other potential stressors have been controlled 
(NRC, 2005). One important question is whether 
these life history parameters are the same in popu-
lations that have apparently habituated to expo-
sure and remain in relatively noisy environments 
as they are in populations living in quieter condi-
tions. Because of the apparently major influence 
of experience and the strong context-specificity of 
behavioral responses to noise, field measurements 
must be made for long periods following repeated 
or continual exposure. Longitudinal studies should 
be conducted to assess the time course of expo-
sure to various existing sound sources known or 
suspected to cause relatively long-term (seasonal) 
habitat abandonment. Where possible, parallel 
studies should be done in neighboring areas with 
different levels of noise exposure. Such studies 
should allow for other non-acoustic factors likely 
to affect distribution such as predators, prey, and 
other important environmental covariates. These 
studies will often need to extend over long peri-
ods (many years) in order to be effective, and they 
should be planned and funded recognizing that. 
Ideally, such a study should start collecting data 
well in advance of the introduction of anthropo-
genic noise, and continue throughout the period of 
anticipated impact and for long enough thereafter 
to observe return to baseline.

Effects of Noise Exposure on Marine Mammal 
Hearing and Other Systems 

Auditory Masking
Auditory masking is likely the most widespread 
effect of anthropogenic noise on populations of 
marine mammals. The principles of masking are 

reasonably well-known from laboratory studies in 
mammals, including marine mammals. To enable 
masking to be included in subsequent noise expo-
sure criteria, however, data are needed on mask-
ing and its effects in real-world conditions for 
all functional hearing groups. Data are needed 
on the masking effects of natural and anthropo-
genic noise sources; on detection of simple, artifi-
cial stimuli; and, increasingly, on more complex, 
biologically meaningful signals. Directionality in 
the masking sound and/or the signal of interest is 
very likely to affect the severity of masking and 
needs to be considered. Baseline measurements 
are needed on functional communication ranges 
for different acoustic signals and on the reduction 
of those ranges caused by either natural or anthro-
pogenic maskers. Also needed are additional field 
measurements of the behavioral adjustments that 
marine mammals make to offset masking effects 
(e.g., Lesage et al., 1999; Serrano & Terhune, 
2002; Foote et al., 2004; Scheifele et al., 2005). 

Temporary Threshold Shift (TTS)
TTS studies in marine mammals remain limited 
to a very few species and individuals, limiting the 
certainty with which they may be extrapolated 
within and among groups. A number of specific 
TTS studies are needed to improve future crite-
ria. For instance, it is critical to future iterations 
of these noise exposure criteria that research on 
TTS-onset, TTS growth with noise exposure, and 
recovery rates expands to larger numbers of indi-
viduals and species, and to species in the low- and 
high-frequency cetacean groups. Presently, extrap-
olation procedures must be used because TTS 
data are unavailable for certain functional hearing 
groups. Additionally, certain highly precautionary 
procedures are used here in the estimation of PTS-
onset because the growth rate of TTS with increas-
ing exposure level is generally poorly understood, 
even for the few marine mammal species in which 
TTS has been studied. The relationship between 
auditory sensitivity and susceptibility to TTS/PTS 
should be determined by group.

To the extent possible, electrophysiological 
techniques should be used to obtain these TTS 
data to increase sample size and knowledge of 
recovery functions. 

More data for pinnipeds also are needed, par-
ticularly for pulse exposures where extrapolations 
of cetacean data currently must be used. Particular 
emphasis should be placed on determining 
whether harbor seals have increased sensitivity to 
noise exposure relative to other pinniped species, 
as current information suggests, and if so, whether 
species closely related to the harbor seal also are 
more sensitive than are other pinnipeds. 
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To minimize the need for such extrapolation 
and reduce the assumptions required to predict 
PTS-onset, empirical data are needed on TTS 
growth rates up to greater shift magnitudes (10 to 
30 dB). These data are needed for both pulse and 
nonpulse sound types, at a variety of exposure fre-
quencies, in both single and multiple exposures. 
These results should further elucidate whether, 
and in what conditions, the “equal energy hypoth-
esis” may be appropriate for comparing the effects 
of variable noise exposures in marine mammals. 
For pulse exposures, particular attention should 
be paid to whether TTS growth is directly related 
to overall noise energy, and whether the kurtosis 
of exposure is also a factor (see Erdreich, 1986; 
Thiery & Meyer-Bisch, 1988; Dunn et al., 1991; 
Hamernik et al., 1993, 2003). 

A further topic for future research is deter-
mining whether using 40 dB of TTS as a proxy 
for PTS-onset is a precautionary approach, and 
whether TTSs on the order of 25 to 35 dB are fully 
recoverable in marine mammals as expected from 
terrestrial mammal data. To avoid any possibility 
of injury, such studies should continue to take a 
precautionary approach, using gradual increases 
in exposure level and duration. 

A related question is how TTS recovers fol-
lowing noise cessation in variable conditions. 
Data on recovery functions and TTS magnitude 
are needed for representative species from each 
functional hearing group. Electrophysiological 
techniques may be particularly useful in this 
regard. These data may be useful in comparing 
basic auditory system responses to noise exposure 
and determining how summation procedures for 
multiple exposures should be modified to more 
precisely consider exposure intermittence. Levels 
of relatively long duration noise exposure causing 
asymptotic TTS, in which TTS values do not con-
tinue to increase in magnitude with exposure but 
may have longer-lasting effects, should be deter-
mined. Recovery functions from asymptotic TTS 
of various levels should be compared with recov-
ery functions from non-asymptotic TTS.

Finally, the existence of a stapedial reflex in 
marine mammals and its possible role in mitigat-
ing TTS and other effects of intense noise expo-
sure are areas of needed research. For certain 
noise exposures, particularly those with relatively 
low frequencies and long duration, the middle ear 
muscles (tensor tympani and stapedial) of terres-
trial mammals may contract and reduce the ampli-
fying function of the ossicular chain (Yost, 2000). 
This muscular contraction reduces the amount of 
acoustic energy transmitted into the cochlea via 
the stapes. This stapedial reflex has been demon-
strated in humans exposed to intense sound (Davis 
et al., 1955) as well as echolocating bats exposed 

to their own intense outgoing clicks (Henson, 
1965). The middle ears of marine mammals have 
some specialized adaptations relative to terrestrial 
mammals (see Wartzok & Ketten, 1999). In water, 
if bone conduction (rather than ossicular conduc-
tion) is the predominant transmission path, it is 
possible that a stapedial reflex, if present, may 
have limited or no protective function for intense 
acoustic exposures. Research is also needed on the 
role of meatal closure in pinnipeds during noise 
exposure. Such closures could be an alternative 
or additional way of reducing auditory sensitivity. 
Either mechanism could also affect the interpreta-
tion of threshold if performed during audiometric 
measurements.

Permanent Threshold Shift (PTS)
Sound exposures causing PTS-onset, used here 
to define injury from acoustic exposure, have 
not been measured in marine mammals. Instead, 
exposures that would cause PTS-onset are esti-
mated from measured TTS-onset using assump-
tions about the growth of TTS with noise expo-
sure level. Direct measurements of PTS in marine 
mammals are highly desirable for establishing 
future injury criteria, but they are unlikely to be 
obtained due to ethical, legal, and/or practical 
considerations. Data from modeling and exposure 
of cadavers to very intense acoustic stimuli give 
some indication of conditions causing PTS but do 
not reveal the exposure conditions that produce 
PTS in vivo, nor active processes that affect basi-
lar membrane displacement. Consequently, our 
research recommendations for improving PTS-
onset predictions for marine mammals involve 
more indirect measures. 

One recommended type of indirect measure is 
to compare age-related hearing changes in captive 
individuals that have been involved in TTS experi-
ments with those that have not. This comparison 
may provide some insight into the complex rela-
tionship between repeated TTS and PTS, which 
remains poorly understood for terrestrial mam-
mals, including humans. One main impediment, 
however, is that confounding variables likely exist 
other than controlled noise exposure. For captive 
individuals used in TTS studies, absolute hear-
ing should be tested both during and following 
sequences of noise exposure experiments. For 
captive individuals not used in TTS experiments, 
absolute hearing should be measured at regular 
intervals over extended periods. The latter group 
may more readily display natural age-related hear-
ing loss (presbycusising loss (presbycusising loss ( ) than the former, as well as 
potential sex differences. For both groups, efforts 
should be made to characterize long-term ambient 
noise conditions experienced by test animals. 
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Non-Auditory Effects of Noise Exposure
Lack of specific data on acoustic exposures caus-
ing non-auditory effects in marine mammals cur-
rently prevents deriving explicit exposure criteria 
for such effects. Research is underway, however, 
that may make this possible in future versions 
of the criteria. Non-auditory effects of noise are 
potentially significant but remain generally poorly 
understood. 

A current hypothesis regarding non-audi-
tory effects is that acoustic exposure may pro-
duce nitrogen bubbles in blood or other tissues. 
Hemorrhages, gas and fat emboli, and other 
lesions have been reported in some marine mam-
mals exposed to mid-frequency military sonar 
(Jepson et al., 2003; Fernández et al., 2004, 2005). 
Substantial empirical questions remain, however. 
First among these is whether nitrogen bubbles are 
in fact responsible for the hemorrhages, emboli, 
and other lesions reported. Conversely, are enough 
nitrogen bubbles produced to pose a risk of related 
tissue injuries, under any set of circumstances, 
arising from high nitrogen supersaturation levels, 
acoustic exposure, and/or drastic changes in behav-
ior? Do high levels of nitrogen supersaturation or 
gas or fat emboli occur in diving mammals that 
have not been exposed to intense anthropogenic 
sound? Do these or related phenomena occur in 
species other than beaked whales? If bubble for-
mation is acoustically mediated, does it occur 
as a direct result of acoustic exposure of bubble 
precursors (nuclei) in tissue, or indirectly through 
changes in diving behavior? If the pathway is 
direct, how does bubble formation and/or growth 
occur? A more thorough understanding is needed 
of lipid biochemistry in tissues that may be par-
ticularly sensitive to acoustically mediated bubble 
formation (e.g., acoustic fats). Modeling studies 
are needed on tissue properties and their relevance 
to nitrogen bubble formation at specific frequen-
cies of interest. These studies should consider the 
growth of discrete bubbles from precursors in var-
ious tissues, and the interaction among coalesced 
aggregations of acoustically activated bubbles. 

If the pathway is indirect and mediated by behav-
ior, is rapid surfacing more risky than remaining 
submerged too long and exceeding physiological 
limits? How does the dive profile affect the limits of 
nitrogen supersaturation in normal diving? Do high 
levels of nitrogen supersaturation and gas emboli 
occur in marine mammals that have voluntary 
control over depth, diving profile, and inter-dive 
interval? Resolution of these questions is likely to 
require interplay between modeling and empirical 
measurements (Zimmer & Tyack, 2007).

In conjunction with the above physiological 
modeling and measurements, controlled expo-
sure experiments should be conducted with 

deep-diving marine mammals to determine behav-
ioral responses to sound sources, including sonar. 
These experiments should use realistic source and 
received levels. If responses are identified, this 
may identify situations where it would be useful 
to conduct observational studies of responses 
during uncontrolled use of anthropogenic sound 
sources. Research should characterize the changes 
in diving behavior and should determine what they 
mean in terms of bubble formation or growth with 
continued exposure. 

Other possible non-auditory effects of acoustic 
exposure should be investigated as well. Stress 
hormone levels associated with noise exposure 
should be more fully investigated. As of now, 
they have been investigated following exposure of 
captive odontocetes to high-level sound (Thomas 
et al., 1990c; Romano et al., 2004). The ability of 
animals to recruit effective stress responses should 
also be studied during chronic exposures—for 
example, in captive animals that live permanently 
in noisy vs quiet environments. Effects of noise 
exposure on marine mammal vestibular and car-
diovascular systems should also be studied. 

Particularly Sensitive Species

In rare circumstances, marine mammals (primar-
ily beaked whales) have been known to strand 
and ultimately die following exposure to tactical, 
mid-frequency active sonar (see Cox et al., 2006; 
Nowacek et al., 2007). Our knowledge of these 
kinds of extreme reactions to acute exposures 
remains poor. However, the available informa-
tion suggests that at least some species of beaked 
whales are particularly sensitive to this one spe-
cific category of sound sources. 

Gas bubble formation is a hypothesized path-
way of this effect (e.g., Fernández et al., 2005), 
but it remains poorly understood and the precise 
mechanism underlying these strandings remains 
unknown (e.g., Cox et al., 2006). The controlled 
exposure experiments outlined above are essential 
to revealing the conditions and responses underly-
ing this effect. Until such research is conducted, 
deriving science-based exposure criteria specifi-
cally for beaked whales or other deep-diving ceta-
ceans exposed to active sonar will prove difficult 
or impossible.

One current hypothesis is that behavioral reac-
tions influence beaked whale diving patterns in a 
way that induces physically debilitating or disori-
enting injuries (Cox et al., 2006). Both the specif-
ics of this potential mechanism and whether it is 
specific to beaked whales remains unknown, how-
ever. Mammals, including some marine mammals, 
show strong avoidance responses when evading 
predators. Sounds from tactical mid-frequency 
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sonars somewhat resemble, in frequency band 
and modulation, the social signals of one of the 
only predators of large marine mammals, the 
killer whale. If beaked whales inherit a broad tem-
plate for acoustic detection of these predators, as 
waterfowl do for visual detection of aerial preda-
tors (Lorenz, 1939; Tinbergen, 1948), they might 
respond to sonar as if it were a predator. Learning 
is required for selective habituation to safe stim-
uli that resemble those from predators (Deecke 
et al., 2002). Many of the strandings that coincide 
with sonar exercises have occurred in sites where 
killer whales are rare. Possibly these stranded 
animals have not had enough experience with 
either sonar or killer whales to learn the differ-
ence. Propagation of sound in the ocean may also 
degrade acoustic features that help differentiate 
the two classes of stimuli at a distance. It is plau-
sible that this type of reaction could occur at rela-
tively long distances from the source if the sound 
is alarming based on properties other than high 
RL. 

Whether beaked whales in certain conditions 
mistake tactical mid-frequency sonar signals 
for killer whales and consequently change their 
behavior in a way that injures them is an empiri-
cal question. This should be carefully investigated 
using controlled experiments that take into account 
the relevant contextual variables discussed above. 
Additional baseline data on beaked whale physi-
ology, life history, and behavior are also needed 
to appropriately address questions regarding the 
apparent sensitivity of these animals to certain 
kinds of anthropogenic sound. Finally, in some 
specific conditions, such as sonar training ranges, 
where sophisticated listening arrays make it pos-
sible to detect marine mammals over large ranges 
before and during active sonar operations, active 
or passive detection of marine mammal behav-
ioral patterns may become increasingly possible. 
While these observations have limitations, given 
that they may be able to detect more individuals 
without requiring tagging efforts, they may be an 
important complement to directed experiments. 

Some other species of marine mammals are 
unusually responsive to certain anthropogenic 
sounds, either generally or under particular condi-
tions, and this can result in strong and sometimes 
large-scale avoidance. Examples include harbor 
porpoises and, in some but not all situations, 
beluga and bowhead whales (Finley et al., 1990; 
Richardson et al., 1999; Olesiuk et al., 2002; 
Miller et al., 2005). There is a need for additional 
behavioral and acoustic information to better char-
acterize these extreme responses, the situations in 
which they occur, and whether similar responses 
can occur in other related species or in response to 
other similar stimuli.

Necessary Progressions of Marine Mammal 
Noise Exposure Criteria

The currently proposed noise exposure criteria 
are for individual sound exposures and individual 
marine mammals. The research recommended 
above is needed to substantiate and improve future 
iterations of these types of criteria. Future itera-
tions of behavioral disturbance criteria may derive 
dose-response functions based on an ordinal scor-
ing paradigm similar to that provided. This may 
occur for subcategories of sound sources within 
the general categories here (e.g., seismic signals 
as a subset of multiple pulses, vessel noise as a 
subset of nonpulses). It may also occur for sub-
groups of species within the broad categories rec-
ognized here (e.g., phocid vs otariid pinnipeds) and 
for other types of marine mammals not addressed 
here (e.g., sirenians, sea otters, polar bears).

Future iterations of these noise exposure criteria 
should also perhaps distinguish several different 
categories of response that are expected, for both 
theoretical and empirical reasons, to vary with 
RL in different ways. For example, if an animal 
responds to a sound as if it were from a predator 
(Frid & Dill, 2002), one would expect the dose-
response function to have a very different shape 
as compared to that if the animal responds based 
on interference with the animal’s ability to com-
municate acoustically or echolocate. Predicting 
whether a sound might trigger an anti-predator 
response would require more detailed analyses of 
acoustic parameters of the anthropogenic sound 
compared to signals of predators. Further, in some 
non-marine taxa, different anti-predator responses 
may be triggered depending on levels and other 
characteristics of acoustic stimuli (Spangler, 1988; 
Hoy, 1989) and may be modulated by the cost of 
the response as well as the perceived risk (Frid 
& Dill, 2002). Behavioral ecologists hypothesize 
that anti-predator behavior should balance risk of 
predation against cost of response, including cost 
of foregone benefits from alternative activities 
(Frid & Dill, 2002). These non-acoustic param-
eters must be taken into account in order to under-
stand disturbance responses. The acoustic param-
eters affecting anti-predator behavior may involve 
detection thresholds, ambient noise conditions, 
source distance and source movement, as well 
as the more direct measures of received sound. 
In future studies, most or all of these parameters 
should be measured.

Additionally, further exposure criteria are 
needed to fully consider the effects of anthropo-
genic noise on other types of marine life, includ-
ing the effects of single and multiple exposures 
on individual invertebrates, fish, and sea turtles as 
well as sirenians, sea otters, and polar bears. There 
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are fewer data to support criteria for marine biota 
other than cetaceans and pinnipeds, and criteria 
are perhaps as urgently (or more urgently) needed 
for some other groups. Some fish and most sea 
turtle species are considered threatened or endan-
gered. The effects of anthropogenic noise on 
fish are also of particular importance given their 
central role as both predators and prey in many 
marine ecosystems and because of human depen-
dence on fisheries.

Additional criteria are also needed for the cumu-
lative effects of repetitive or long-term noise expo-
sure on marine mammals. Ideally, spatiotemporal 
data on marine ambient noise and long-term expo-
sure histories of individuals should be integrated 
with vital rate data for marine mammal popula-
tions to address this question. Considerably more 
data are needed on how noise impacts in single 
animals can be extended to the population level. 
Such measurements will likely require extensive 
measurements on a few representative species and 
conservative extrapolations within and between 
functional hearing groups. 

Noise exposure criteria that consider ecosystem-
level effects are needed as well. It is possible that 
the effects of noise exposure on some elements of 
local food webs may have a cascade effect to other 
elements within the web. No data are available on 
the ecological effects of underwater noise, even 
at a local scale. However, given the upward trend 
in human activities in many nearshore areas, such 
ecological effects should be anticipated. 

Progress in each of these research areas will 
involve iterative processes that depend on the 
availability of relevant scientific data. Like the 
process of improving and expanding future noise 
exposure criteria, our ability to understand and 
predict the effects of anthropogenic noise expo-
sure on marine ecosystems will continue to evolve 
over a period of many decades. 
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Appendix A. Acoustic Measures and Terminology

This appendix provides a more detailed descrip-
tion of many key acoustic measurements and 
terms used throughout the noise exposure crite-
ria. It is not intended as an exhaustive or instruc-
tive text on these exceedingly complex issues 
(for more detailed treatments, see Kinsler et al., 
1982; ANSI, 1986, 1994; Richardson et al., 1995; 
Harris, 1998; NRC, 2003). Rather, it is intended 
to provide fairly straightforward definitions and 
equations related to the marine mammal noise 
exposure criteria.

Pulses and Nonpulse Sounds

The distinction between these two general sound 
types is important because they have differing 
potential to cause physical effects, particularly 
with regard to hearing (e.g., Ward, 1997). 

Pulses, as used in the context of this paper, 
are defined as brief, broadband, atonal, tran-
sients (ANSI, 1986; Harris, 1998, Chapter 12). 
Examples of pulses (at least at the source) are 
explosions, gunshots, sonic booms, seismic airgun 
pulses, and pile driving strikes. These sounds are 
all characterized by a relatively rapid rise from 
ambient pressure to a maximal pressure value fol-
lowed by a decay period that may include a period 
of diminishing, oscillating maximal and minimal 
pressures. The rapid rise-time characteristic of 
these sounds ensures that they are also broad-
band in nature, with the higher-frequency com-
ponents being related to the rapidity of the rise-
time. Pulses, either as isolated events or repeated 
in some succession, generally have an increased 
capacity to induce physical injury as compared 
with sounds that lack these features.

Nonpulse (intermittent or continuous) sounds
can be tonal, broadband, or both. Some of these 
nonpulse sounds can be transient signals of short 
duration but without the essential properties of 
pulses (e.g., rapid rise-time). Examples of sources 
producing nonpulse sounds include vessels; air-
craft; machinery operations, such as drilling or 
wind turbines; and many active sonar systems. The 
duration of such sounds, as received at a distance, 
can be greatly extended in highly reverberant envi-
ronments. It is critical to note that a sound that has 
characteristics of a pulse at the source may, as a 
result of propagation effects, lose those charac-
teristics at some (variable) distance and could be 
characterized as a nonpulse for certain receivers. 

Pulses and nonpulses are distinguished here by 
an empirical approach based on several temporal 
weightings. Various exponential time-weighting 
functions applied in measuring pulse and nonpulse 
sounds may yield different measured received 
levels (RLs) (see Harris, 1998). By way of illus-
tration, most sound level meters (SLM) provide 
options for applying either a slow or fast time 
constant (1,000 or 125 ms, respectively) for mea-
suring nonpulses, or an impulse time constant (35 
ms) appropriate for measuring pulses. If applied 
to a sound pulse, the slow or fast SLM settings 
result in lower sound pressure level (SPL) mea-
surements than those obtained using the impulse 
setting. Each of these time constants was selected 
based on the physical properties of the human 
auditory system. It is clear that further empiri-
cal measures of temporal resolution in marine 
mammals are needed, particularly for animal taxa 
whose hearing extends to significantly higher or 
lower frequencies than in humans (see Chapter 5, 
“Research Recommendations”). Future noise cri-
teria are expected to include distinctions between 
pulse and nonpulse sounds that may be more spe-
cifically appropriate for marine mammals than 
is this current simple approach. We note also the 
need for an explicit distinction and measurement 
standard, such as exists for aerial signals (ANSI, 
1986).

Peak sound pressure is the maximum absolute 
value of the instantaneous sound pressure during 
a specified time interval and is denoted as Pmax in 
units of Pascals (Pa). It is not an averaged pressure. 
Peak pressure is a useful metric for either pulse or 
nonpulse sounds, but it is particularly important 
for characterizing pulses (ANSI, 1986; Harris, 
1998, Chapter 12). Because of the rapid rise-time 
of such sounds, it is imperative to use an adequate 
sampling rate, especially when measuring peak 
pressure levels (Harris, 1998, Chapter 18). 

Peak-to-peak sound pressure is the algebraic 
difference between the maximum positive and 
maximum negative instantaneous peak pressure.

The mean-squared pressure is the average 
of the squared pressure over some duration. For 
nonpulse sounds, the averaging time is any con-
venient period sufficiently long enough to permit 
averaging the variability inherent in the type of 
sound. Note that some of the variability of the 
received sound typically arises simply from the 
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relative movement of a free-ranging animal and a 
source, whether the latter is moving or stationary.

Sound pressure levels (SPLs) are given as the 
decibel (dB) measures of the pressure metrics 
defined above. The root-mean-square (RMS) 
SPL is given as dB re: 1 µPa for underwater sound 
and dB re: 20 µPa for aerial sound. Peak SPLs are 
given as dB re: 1 µPa (peak) in water and dB re: 
20 µPa (peak) in air. Peak-to-peak SPLs are dB 
re: 1 µPa (peak-to-peak) in water and dB re: 20 
µPa (peak-to-peak) in air. Source level (SL) is the Source level (SL) is the Source level
received level measured or estimated 1 m from the 
source.

Duration is the length of a sound, generally in 
seconds. Duration is important because it affects 
various acoustic metrics, including mean-square 
and/or RMS sound pressure (Madsen, 2005). 
Because of background noise and reverbera-
tion, duration can be difficult to define precisely. 
Various definitions of duration exist in the litera-
ture such as the time between the points on the 
pressure-time waveform P(t) determined to be 
either 10 dB (0.316 times) or 20 dB (0.1 times) 
below the instantaneous peak pressure (Hamernik 
& Hsueh, 1991). Malme et al. (1983, 1984) used a 
similar approach. Harris (1998, Chapter 11) sug-
gested alternative constructs, including exponen-
tial time weighting. This topic is discussed below 
with regard to updating measurement standards 
for impulse sounds. Greene (1997) described a 
practical definition of pulse duration based on 
the interval over which 90% of the sound energy 
arrived at the receiver. This interval could also be 
used as the averaging time for mean-square pres-
sure (Madsen, 2005). This approach has been 
widely used in measuring exposure duration and 
SPL values for seismic airgun and pile driving sig-
nals (e.g., McCauley et al., 1998; Blackwell et al., 
2004b). Defined as such, duration is the interval 
between the 5% and 95% bounds of the time-inte-
gral of the instantaneous sound-pressure squared 
(sound exposure [E(t)] as defined below) while 
accounting for background noise and low-level 
reverberation (assumed to be continuous). That is, 
the background noise is measured over a period of 
time before the pulse occurs and then is subtracted 
from the cumulative sum-of-square pressures to 
determine the sum-of-square pressures from the 
impulsive sound alone. This is done by manually 
identifying a period of time (t1, t2) preceding the 
event, deemed to be representative of ambient 
noise. The mean-square pressure (in Pa2) of the 
ambient (Pamb)2 is determined with the following 
relationship:
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The temporal (or event) sound exposure

Etemp (t) (in Pa2-s) is then calculated as
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 (2) eq. 
The 0% sound exposure point (ta) signifies the 

“start” of the acoustic event and the 100% sound 
exposure point (tb) signifies the “end” of the event. 
These two points are where the E(t) curve begins 
to rise and where it levels off, respectively. Their 
selection can be difficult due to variation in ambi-
ent noise preceding (and overlapping) the acoustic 
event, as well as reverberation plus ambient noise 
following the event. Consequently, many investi-
gators identify these points subjectively. 

The sound exposure E(t) (in Pa2-s), where t £
tb, is then calculated as
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 (3) eq.
where E100 = E(tb) is 100% of the sound expo-
sure. For the 5% point, E(t) is determined as E5

= 0.05•E100 = E(t5), while E(t) for the 95% energy 
point is determined as E95 = 0.95•E100 = E(t95). 
Thus, E90 = E95 – E5 and duration (Td) = t95 – t5 (s) 
where the received pressure level greatly exceeds 
the ambient level, eq. 3 can be reduced to 
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 (4) eq.
Sound exposure level (SEL) is the decibel 

level of the cumulative sum-of-square pressures 
over the duration of a sound (e.g., dB re: 1 µPa2-s) 
for sustained nonpulse sounds where the exposure 
is of a constant nature (i.e., source and animal 
positions are held roughly constant). However, 
this measure is also extremely useful for pulses 
and transient nonpulse sounds because it enables 
sounds of differing duration to be characterized 
in terms of total energy for purposes of assessing 
exposure risk. 

The SEL metric also enables integrating sound 
energy across multiple exposures from sources 
such as seismic airguns, pile driving, and most 
sonar signals. Several methods exist for summing 
energy over multiple exposures. We use a rela-
tively straightforward approach here, specifically
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 (5) eq. 
where instantaneous sound-pressure (p) is mea-
sured in µPa for n exposures and the reference 
pressure (pref) is 1 µPa under water and 20 µPa in air. 
This summation procedure essentially generates a 
single exposure “equivalent” value that assumes 
no recovery of hearing between repeated expo-
sures. The appropriate units for underwater SEL 
are dB re: 1 µPa²-s, and the appropriate units for 
aerial SEL are dB re: (20 µPa)2-s.

Kurtosis is a statistical measure of the prob-
ability distribution of sound pressure amplitudes 
(Hamernik & Hsueh, 1991; Lei et al., 1994; 
Hamernik et al., 2003) that describes the shape 
of the amplitude distribution. In some regards, 
it appears to be a highly relevant metric in that 
impulsive sound with high kurtosis and high 
instantaneous peak pressure may be particularly 
injurious to some mammals (Hamernik et al., 
2003). Kurtosis is related to the fourth central-
moment and is defined for random variable X as
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 (6) eq.
where O is the expectation operator, µ is the mean, 
and S is the standard deviation. When kurtosis is 
high, amplitude distribution is generally more cen-
trally peaked and may have broader tails. Normal 
distributions have a kurtosis value of 3 indepen-
dent of the mean or standard deviation. 

Frequency-selective weighting is often employed 
to measure (as a single number) sound pressure or 
energy in a specific frequency band, with emphasis 
or de-emphasis on particular frequencies as a func-
tion of the sensitivity to those frequencies. For aerial 
hearing in humans, A-weighting is derived from the 
inverse of the idealized 40-phon equal loudness hear-
ing function across frequencies standardized to 0 dB 
at 1 kHz (Harris, 1998), providing level measures 
denoted as dB(A). C-weighting is determined from 
the inverse of the idealized 100-phon equal loudness 
hearing function (which differs in several regards 
from the 40-phon function) standardized to 0 dB at 
1 kHz (Harris, 1998); level measures are denoted as 
dB(C).

Absent equal-loudness contours for marine 
mammals, special weighting functions based 
loosely on human weighting functions and 
general knowledge of functional hearing band-
width, were developed here for the five functional 

marine mammal hearing groups (see the “Marine 
Mammal Functional Hearing Groups” section 
in Chapter 2). M-weighting has a mathematical 
structure similar to the C-weighting used in human 
hearing, which reflects the fact that sounds must 
be more intense at high and low frequencies for 
them to have equal auditory effect. C-weighting 
is most appropriate for determining the effects of 
intense sounds—that is, those with loudness equal 
to that of a tone 100 dB above threshold at 1,000 
Hz. The M-weighting was designed to do much 
the same for the different marine mammal groups 
with the only difference being their varying low- 
and high-frequency cutoffs. The M-weighting for 
marine mammals, like the C-weighting used in 
humans, rolls off at a rate of 12 dB per octave.

The general expression for M-weighting (M[fThe general expression for M-weighting (M[fThe general expression for M-weighting (M[ ]), f]), f
using estimated frequency cutoffs for each func-
tional marine mammal hearing group, is given as
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where
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The estimated lower and upper “functional” hear-
ing limits (flowing limits (flowing limits (f  and fhigh and fhigh and f ) for each of the five func-
tional marine mammal hearing groups and the 
names of the frequency-weighting functions are 
given in Table 2. The weighting functions de-
emphasize frequencies that are near the lower and 
upper frequency ends of the estimated hearing 
range as indicated by the negative relative values 
in Figure 1.

Audition (hearing) is a well-developed and pri-
mary sensory modality for most, if not all, marine 
vertebrates (Schusterman, 1981; Tyack, 1998; Fay 
& Popper, 2000). The vertebrate hearing system 
involves coding, processing, integrating, and 
responding to sound in a variety of ways, some 
not outwardly evident (Yost, 2000).

Hearing (auditory) threshold is most com-Hearing (auditory) threshold is most com-Hearing (auditory) threshold
monly measured by behavioral or electrophysi-
ological responses and is defined as the SPL of 
the quietest sound audible in some percentage 
of experimental trials. In air, measurements are 
often conducted in specially constructed sound 
chambers. When that is not possible, tests must be 
conducted in low background noise conditions to 
yield meaningful threshold data. 

Sensation level represents the difference (in Sensation level represents the difference (in Sensation level
dB) between the overall level of a sound and the 
receiver’s auditory threshold at similar sound fre-
quencies. It is particularly useful as a means of 
comparing the relative exposure level of a sound 
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for individuals that may have different hearing 
capabilities. Sensation level is sometimes abbre-
viated SL, but this is not done in this document to 
avoid confusion with the very different concept of 
source level.

Auditory masking is the partial or complete 
reduction in the audibility of signals due to the 
presence of interfering noise (see Buus, 1997). 
The degree of masking depends on the spectral 
and temporal relationships between signals and 
masking noise as well as their respective RLs 
(e.g., Fletcher, 1940).

Sound localization is the determination of 
source location based on features of received 
sounds. This critical, complex process of the 
auditory system can involve the detection of 
sounds produced directly by a source (passive lis-
tening) or the detection of echoes reflected off a 
target (as in the case of biosonar). 

Auditory scene analysis is the process by which 
the auditory system sorts out related elements of 
a complex acoustic environment into those arising 
from discrete sound sources. This process is simi-
lar to psychological processes underlying visual 
perception whereby many different visual images 
are perceived as discrete elements within a visual 
scene.

Temporary Threshold Shift (TTS) is a revers-
ible elevation in hearing threshold (i.e., a non-
permanent reduction in hearing sensitivity) most 
commonly resulting from noise exposure.

Permanent Threshold Shift (PTS) is a perma-
nent elevation in hearing threshold (i.e., an unre-
coverable reduction in hearing sensitivity). PTS 
can occur from a variety of causes, but it is most 
often the result of intense and/or repeated noise 
exposures. In that case it is also referred to as noise 
induced hearing loss (NIHL) or noise induced per-
manent threshold shift (NIPTS).

Courtesy: A. Friedlander



Appendix B. Studies Involving Marine Mammal Behavioral 
Responses to Multiple Pulses

Low-Frequency Cetaceans/Multiple Pulses 
(Cell 2)

Numerous field observations have been made 
of low-frequency cetaceans reacting to multiple 
pulses, either opportunistically exposed to ongo-
ing operations or by intentional exposures. A mod-
erate number of species and experimental condi-
tions have been considered, but the source was 
usually a seismic airgun or arrays of these intense 
sources. Some studies focused on migrating ani-
mals observed from fixed observation platforms or 
in/near migration corridors. 

The general results of the severity scaling 
analysis for this condition suggest the onset of 
more significant behavioral disturbances from 
multiple pulses for migrating bowhead whales at 
RLs (RMS over pulse duration) around 120 dB 
re: 1 µPa (Richardson et al., 1999). For all other 
low-frequency cetaceans (including feeding bow-
head whales), this onset was at RLs around 150 
to 160 dB re: 1 µPa (Malme et al., 1983, 1984; 
Richardson et al., 1986; Ljungblad et al., 1988; 
Todd et al., 1996; McCauley et al., 1998). There is 
essentially no overlap in the RLs associated with 
the onset of behavioral responses by members of 
these two groups based on the information cur-
rently available.

Seismic airguns operated near bowhead whales 
generally initiate avoidance reactions as well as 
changes in locomotion and respiration (Reeves 
et al., 1984; Richardson et al., 1985, 1986, 1999; 
Ljungblad et al., 1988). During the autumn migra-
tion, avoidance behavior has been observed at rel-
atively great (20+ km) ranges from source opera-
tions (Koski & Johnson, 1987; Richardson et al., 
1999). Ljungblad et al. (1988) did not investigate 
behavioral reactions over such ranges. During 
the summer, feeding bowheads exhibited subtle 
behavioral responses but not active avoidance 
at distances beyond 6 km from airgun sources 
(Richardson et al., 1986; see also Miller et al., 
2005).

Richardson et al. (1999) studied autumn-
migrating bowhead whale and found avoidance 
by most individual whales at distances up to 20 
km and some avoidance at 20 to 30 km. Seismic 
surveys using airgun arrays with 6 to 16 guns and 
total volumes of 560 to 1,500 in3 were conducted 
in shallow (generally < 20 m) water of the Alaskan 

Beaufort Sea. Whales in their westward autumn 
migration over three seasons (1996 to 1998) were 
detected with aerial surveys on days with and 
without seismic survey activity. Using the obser-
vations of dozens of migrating whales during peri-
ods when airguns were not active, we were able 
to calculate the percentage of observed whales 
during seismic surveys that demonstrated avoid-
ance behavior at various RLs (see Table 7). These 
results indicate that migrating bowhead whales in 
the Richardson et al. (1999) study often avoided 
areas where RLs exceeded 120 to 130 dB re: 1 µPa 
(RMS over pulse duration). 

In contrast, Richardson et al. (1986) observed 
quite different movement patterns of bowhead 
whales exposed to seismic airgun sounds on 
their summer feeding grounds in the Canadian 
Beaufort Sea. Received levels from a single seis-
mic airgun (0.66-L) were measured in situ near 
individual whales being observed 3 to 5 km from 
the sound source, and ranged from 118 to 133 dB 
re: 1 µPa. Visual orientation by groups of whales 
during airgun exposure was observed on two of 
five occasions; only minor changes in swim-
ming and respiration patterns were observed. 
Richardson et al. (1986) also made opportunistic 
observations of groups of bowhead whales near 
a seismic vessel operating an airgun array. At the 
highest RLs, some measurements exceeded the 
dynamic range of the recording equipment and are 
considered exposure minima, although this was 
not the case for most measurements relevant to 
the behavioral observations. From these observa-
tions and the controlled exposure to sounds from a 
single airgun, Richardson et al. (1986) concluded 
that some whales responded subtly by changing 
diving and breathing patterns at relatively low 
RLs (ca. 120 to 140 dB re: 1 µPa), but that avoid-
ance and other more profound behavioral changes 
were generally not observed unless the RL was 
≥ 160 dB re: 1 µPa. 

Ljungblad et al. (1988) conducted a series of 
acoustic experiments on behavioral reactions of 
bowhead whales exposed to sounds from ships 
with operating airgun(s). Experiment 1 was con-
ducted on a group of eight whales. When a seis-
mic vessel approached to within 3.5 km (max. 
RL near observed individuals was 142 dB re: 1 
µPa), the bowhead whales coalesced and moved 
in a tight group away from the approaching vessel. 
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Experiment 2 involved a group of three bowhead 
whales that demonstrated startle responses at the 
onset of sounds from an airgun 7 km away (max. 
measured RL was 165 dB re: 1 µPa). Behavior 
returned to pre-exposure values shortly after the 
operation was terminated. Experiment 3 involved a 
group of seven bowhead whales that demonstrated 
avoidance behavior at ranges of ~3.5 km (max. 
measured RL of 178 dB re: 1 µPa). Experiment 
4 involved a group of 50 bowhead whales. 
Behavioral reactions were first observed at ranges 
of about 8 km (max. measured RLs of 157 dB re: 
1 µPa) and avoidance behavior was noted at ~3 
km (RLs ~165 dB re: 1 µPa). Avoidance behavior 
in this instance similarly abated shortly following 
cessation of exposure (and was thus assigned a 
behavioral score of 6). 

Recent work on summering bowhead whales 
by Miller et al. (2005) also found that avoidance 
responses were limited to distances of at most a 
few kilometers and RLs exceeding 160 dB re: 1 
µPa. Miller et al. conducted a monitoring program 
over two summers for various marine mammals 
offshore of the Mackenzie Delta in the Southeast 
Beaufort Sea before and during seismic surveys. 
They presented observational data from both 
vessel-based and aerial observations of bowhead 
whales, belugas, and several pinniped species. 
The general methodology is briefly discussed 
here as well as data on behavioral responses by 
low-frequency cetaceans (bowhead whales) and 
the corresponding rank on the severity scale. 
The airgun operations involved 3-D seismic 
profiling from a 67-m vessel using two identi-
cal 2,250 in3 sleevegun arrays, each with 24 air-
guns. Shots were at 8-s intervals and at a depth of 
5 m below the surface of the water. Surveys were 
conducted in very shallow water (13 m average). 
Acoustic monitoring with calibrated hydrophones 
across the 10 Hz to 24 kHz bandwidth was con-
ducted while seismic operations were underway. 
Physical properties of the operational environ-
ment, and hence sound propagation in the shal-
low water environments, were highly variable, 
but RLs as a function of range from active airgun 
arrays were measured. Vessel-based observers 
and aerial surveyors used line-transect methods 
to monitor marine mammals in and adjacent to 
seismic operational areas, both before and during 
shooting. Bowhead whales observed during the 
periods coincident with seismic operations were 
presumed to be feeding (i.e., not migrating). Many 
bowheads (355 individuals in 232 groups) were 
seen by marine mammal observers aboard the seis-
mic vessel. Sighting rates were lower and mean 
sighting distances were somewhat larger during 
seismic operations than at times when the airguns 
were not operating, but the zone of avoidance 

around active airguns was very limited. The 
approximate difference in mean sighting distance 
was ~600 m. Similarly, the aerial surveyors did 
not detect any large-scale avoidance of the airgun 
operations by bowheads. These observations were 
generally consistent for both years in which mea-
surements were made and are generally consistent 
with the observations of Richardson et al. (1986) 
in the same region and season (summer). Animals 
not exhibiting observable behavioral reactions 
(response score: 0) were consistently sighted in 
areas where RLs very likely ranged from 130 to 
180 dB re: 1 µPa. The general lack of sightings 
within a small area around the seismic vessel sug-
gests behavioral avoidance (response score: 6) at 
RLs exceeding 180 dB re: 1 µPa. Exposures were 
not estimated to exceed 190 dB re: 1 µPa. The 
entire study was treated as a single observation for 
the purposes of the behavioral analysis. Half of 
the “observation” was scored as avoidance behav-
ior and half as no response, with exposure RL bins 
from 130 to 190 dB re: 1 µPa (Table 6).

The combined data for bowhead whale avoid-
ance of airgun sounds (Richardson et al., 1986, 
1999; Ljungblad et al., 1988; Miller et al., 2005) 
indicated that, when migrating, these animals can 
be particularly prone to behavioral disturbance, 
with the onset of significant responses occur-
ring at approximately 120 dB re: 1 µPa (RMS 
over pulse duration) (Table 6). In contrast, when 
feeding, they may show subtle effects at low RLs 
but only tend to display active avoidance at RLs 
exceeding 160 dB re: 1 µPa. 

Low-frequency cetaceans, other than migrating 
bowhead whales, appear to be much more toler-
ant of exposure to multiple pulses, although data 
are limited to a few species and (primarily) airgun 
sources. Available data for species other than bow-
heads include reactions to opportunistic and inten-
tional exposures of humpback whales (Malme 
et al., 1985; Todd et al., 1996; McCauley et al., 
1998, 2000) and gray whales (Malme et al., 1983, 
1984, 1986, 1988; also see review by Moore & 
Clarke, 2002). Todd et al. (1996), Malme et al. 
(1983, 1984), and McCauley et al. (1998) are 
included in the behavioral scoring analysis here 
because they contain sufficient information on 
exposures and individual responses of low-fre-
quency cetaceans other than bowhead whales.

Todd et al. (1996) analyzed the impact of con-
struction activity (explosions and drilling) on the 
entanglement of three foraging humpback whales 
off Newfoundland. They conducted observations 
of whale behavior during and following explo-
sions and obtained acoustic measurements of 
underwater sound signatures. The data suggest 
few short-term changes in movement and behav-
ior patterns in response to discrete exposures; 
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however, repeated exposures to high levels may 
have resulted in sensory impairment in whales and 
perhaps greater susceptibility to entanglement in 
fishing gear.

Malme et al. (1983, 1984) documented behav-
ioral reactions of migrating gray whales to seismic 
pulses from both single airguns and an array. Only 
land-based observers were used, which meant that 
the observers could not have affected the whales’ 
behavior. Both phases of the investigation yielded 
the general conclusion that RLs exceeding 160 dB 
re: 1 µPa (on an approximate RMS basis) were 
required to cause migrating gray whales to avoid 
airgun sounds, although statistically significant 
reactions that were less profound occurred at 
much larger ranges and lower levels. From their 
empirical phase II results, Malme et al. (1984) 
calculated 10, 50, and 90% probabilities of gray 
whale avoidance reactions in these conditions to 
be 164, 170, and 180 dB re: 1 µPa, respectively.

McCauley et al. (1998) made behavioral obser-
vations of migrating humpback whales off western 
Australia during seismic operations with a single 
airgun and several airgun array configurations. 
Seismic track lines were oriented perpendicular to 
the migration paths of humpback whales moving 
through the area. Aerial surveys were conducted 
to determine the presence of humpback whales 
moving through the survey area. Detailed obser-
vational data were presented for individuals and 
groups of whales; RLs were measured at vari-
able ranges. The seismic survey did not appear to 
grossly affect the migration of humpback whales 
through the area; however, avoidance behav-
ior was observed to begin at ranges from 5 to 8 
km and to be almost universal at ranges of 1 to 
4 km. Exposures to a single airgun (20 in3) were 
extrapolated to equivalent ranges for exposure to 
full arrays based on empirical measurements. The 
data indicated an onset of behavioral avoidance at 
~159 dB re: 1 µPa (peak-to-peak), roughly equiva-
lent to the full array at 5 km. General behavioral 
avoidance (most individuals) occurred at a range 
of about 1 km for the single gun (~168 dB re: 1 
µPa [peak-to-peak]), equivalent to the full array at 
about 3 km. Some individual whales did approach 
closer than the typical 3-km stand-off range; these 
may have been males investigating the presence of 
the low-frequency source.

In addition to presenting again the results given 
in the McCauley et al. (1998) paper, McCauley 
et al. (2000) provide additional behavioral observa-
tions of 16 humpback whale pods that approached 
as a single airgun (Bolt PAR 600b 20-in3) was 
operated. These whales were also observed after 
termination of airgun operations. These trials were 
conducted in a large embayment (Exmouth Gulf) 
as the animals were engaged in a variety of resting 

and social behaviors. Five trials were excluded 
from consideration in our analysis, but behavioral 
observations were reported for the remaining 11. 
Of these, ten included cow pods of various sizes, 
and one was a lone male. Since the cow pods were 
not migrating and were not individually identi-
fied, a single behavioral observation is included 
in Table 7 for the ten observations. The results 
for the cow pods were very consistent, indicating 
clear avoidance (severity score = 6) of the airgun 
at exposures in the 140 to 150 dB re: 1 µPa range 
(RMS over pulse duration). The lone male essen-
tially ignored the airgun until within ca. 100 m, 
when the received level approached 180 dB re: 
1 µPa (RMS); this response may have had as much 
or more to do with the presence of the vessel than 
exposure to the airgun sound. Noting this con-
textual complexity here, a single observation for 
this individual is reported in the 170 to 180 dB re: 
1 µPa exposure bin in Table 7 as general avoid-
ance (severity score = 6).

Mid-Frequency Cetaceans/Multiple Pulses 
(Cell 5)

A limited number of behavioral observations have 
been made of mid-frequency cetaceans exposed to 
multiple pulses. Field observations have involved 
sperm whales and a few other odontocete species 
exposed to seismic airguns and small explosives 
(Madsen & Møhl, 2000; Madsen et al., 2002; 
Miller et al., 2005). Laboratory investigations have 
considered behavioral responses to various kinds 
of multiple pulse sources (Akamatsu et al., 1993). 
As in most criteria cells, a number of reported 
observations were not scored and reported here 
due to lack of relevant information and difficulties 
in accounting for various contextual variables. A 
summary of those studies used and others consid-
ered is given in Table 8; the severity scaling analy-
sis for Cell 5 is shown in Table 9.

The combined data for mid-frequency ceta-
ceans exposed to multiple pulses do not indicate 
a clear pattern of increasing probability and sever-
ity of response with increasing RLs. In certain 
conditions, multiple pulses at relatively low RLs 
(~80 to 90 dB re: 1 µPa) temporarily silence indi-
vidual acoustic behavior for one species (sperm 
whales). In other cases with slightly different 
stimuli, RLs in the 120 to 180 dB re: 1 µPa range 
failed to elicit observable reactions from a signifi-
cant percentage of individuals of the same species, 
both in the field and in the laboratory.

Field Observations (Cell 5)
Madsen & Møhl (2000) investigated sperm whale 
responses to small underwater detonators that 
included 1-g TNT charges, producing a 1-ms 
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broadband (300 Hz to 15 kHz) pulse; several 
charges were triggered per day. Echolocation click 
behavior was monitored, and one whale was local-
ized acoustically. This individual demonstrated no 
modulation of vocal behavior when exposed to an 
RMS-equivalent RL of ~173 dB re: 1 µPa. There 
was also one observation of a whale exposed to 
179 dB re: 1 µPa; it continued breathing normally 
with no visible response.

Madsen et al. (2002) studied responses of sperm 
whales in Norway to sounds associated with dis-
tant seismic survey operations. Calibrated RLs 
for individuals and correlated acoustic behavior 
are reported for three discrete sightings over a 5-d 
period. The first observation involved three sperm 
whales tracked by acoustic localization within a 
dispersed array of calibrated hydrophones, which 
also recorded airgun sounds from an array operat-
ing 40 km away. RL at the position of the whale 
was estimated to be 123 dB re: 1 µPa. The second 
observation (3 d later) involved a single sperm 
whale recorded before, during, and after airgun 
exposure at a range of 86 km; measured RL was 
130 dB re: 1 µPa. The third observation (2 d later) 
involved three individuals; the survey vessel was 
94 km away and measured RL was 130 dB re: 
1 µPa. No change in sperm whale acoustic behav-
ior was noted in any of these cases. The authors 
also played artificial codas and noticed that two 
whales directed their sonar beams at the speaker, 
but insufficient information is given to associate 
this response with a particular RL.

Miller et al. (2005) documented behavioral reac-
tions of various marine mammal species, includ-
ing belugas, to airgun operations. The general 
methodology is detailed above (see the “Cell 2” 
section). Owing to their normal seasonal patterns 
in the Beaufort Sea, belugas were most abundant 
in the Miller et al. (2005) study area prior to the 
start of seismic operations. There were relatively 
few vessel-based sightings, most of which were 
made when airguns were not active. Many belugas 
were observed during aerial surveys, however, and 
these data were used to compare beluga sightings 
within concentric 10-km bands around the active 
seismic source with sighting rates in non-airgun 
conditions. During airgun operations, Miller et al. 
detected significantly fewer animals 10 to 20 km 
from seismic operations and an unexpectedly high 
number of sightings in the 20- to 30-km zone. This 
was suggestive of behavioral avoidance of seismic 
operations at distances up to 20 km. These observa-
tions may in part explain why so few animals were 
observed by shipboard marine mammal observers. 
Miller et al. noted that the apparent avoidance of 
seismic operations was much greater than expected 
if the whales were responding to non-airgun 
sounds associated with vessel operation. For the 

purposes of our behavioral analyses, the combined 
beluga results were treated as a single observa-
tion that was subdivided equally into either avoid-
ance behavior or no observable response. Belugas 
exposed to RLs of 100 to 120 dB re: 1 µPa (RMS 
over pulse duration) were determined to have had 
no observable reaction (response score: 0) to seis-
mic exposures. RLs between 120 and 150 dB re: 1 
µPa were determined to have induced temporary 
avoidance behavior (response score: 6) in belugas, 
based on the vessel-based and aerial observations. 
Based on both the vessel-based and aerial surveys, 
exposures apparently did not exceed 150 dB re: 
1 µPa. Weighted behavioral response scores for 
each of these five exposure RL bins are given in 
Table 7. 

Several studies involved behavioral reactions 
of free-ranging, mid-frequency cetaceans but 
lacked specific measures to be included directly 
in our analyses. André et al. (1997) exposed sperm 
whales to various stimuli, including two pulse 
sounds (recorded coda playbacks and a 10-kHz 
pulse). A significant number of exposed whales 
exhibited vocal modulations and modified diving 
behavior, but insufficient information is available 
on received exposures of individual whales. Stone 
(2003) compiled a large database of sighting 
data of several mid-frequency cetacean species 
observed from seismic survey vessels. Sighting 
rates of small odontocetes were significantly lower 
when airguns were firing, and they were sighted at 
greater distances from vessels, indicating avoid-
ance behavior. The study sponsors (JNCC) kindly 
provided raw data for use in our quantitative 
avoidance analyses, but they are not included due 
to difficulties in estimating exposure RL for indi-
vidual sightings. (See also Stone & Tasker, 2006, 
for a recently published account.)

Laboratory Observations (Cell 5)
Akamatsu et al. (1993) investigated avoid-
ance behavior in two captive false killer whales 
exposed to 15 different kinds of sounds, including 
pulse sequences (manual strikes on a metal pipe 
once every 2 s) in the 24 to 115 kHz range. For 
this stimulus, no avoidance was seen following 
the first exposure (174 dB re: 1 µPa), but tempo-
rary avoidance behavior (response score: 6) was 
observed for successive exposures at 174 and 178 
dB re: 1 µPa. 

Finneran et al. (2000) observed behavioral 
responses of two captive bottlenose dolphins and 
a beluga whale during TTS experiments involving 
a series of impulsive exposures designed to rep-
licate distant explosions. Each animal exhibited 
alterations of nominal trained behaviors (reluc-
tance to return to experimental stations) during the 
experiment; the onset of behavioral disturbance 
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occurred in the beluga at 220 dB re: 1 µPa (peak-
to-peak) and in the two bottlenose dolphins at 196 
and 209 dB re: 1 µPa (peak-to-peak), respectively. 
In a related study, Finneran et al. (2002b) observed 
behavioral responses of a bottlenose dolphin and a 
beluga whale after exposure to impulsive sounds 
produced by a water gun. Both individuals showed 
a similar reluctance to return to experimental sta-
tions (beluga at 202 dB re: 1 µPa (peak-to-peak); 
bottlenose dolphin at 229 dB re: 1 µPa [peak-to-
peak]). Romano et al. (2004) studied physiologi-
cal responses to these exposures in these same 
animals. They observed clear neuro-immune 
responses in the beluga at exposures above 222 
dB re: 1 µPa (peak-to-peak) and significant differ-
ences in aldosterone and monocyte counts in the 
dolphin for exposures exceeding 225 dB re: 1 µPa 
(peak-to-peak).

High-Frequency Cetaceans/Multiple Pulses 
(Cell 8)

Based on our source type distinction (see Chapter 
2), virtually all sound sources used in behavioral 
studies of high-frequency cetaceans (e.g., acoustic 
harassment devices [AHDs] and acoustic deterrent 
devices [ADDs]) would be characterized as non-
pulses. While individual elements produced by 
some of these sources would be characterized as 
pulses, and sequences of them as multiple pulses, 
they are generally emitted in such rapid fashion 
that mammalian auditory systems are likely to 
perceive them as nonpulses. Further, some AHDs, 
ADDs, and all other sources used in behavioral 
studies with high-frequency cetaceans lack the 
characteristics of pulses. Due to the lack of data, it 
is not possible to present any behavioral response 
data on multiple pulses for high-frequency ceta-
ceans; available data for nonpulse sounds are 
considered elsewhere (see the “High-Frequency 
Cetaceans/Nonpulses [Cell 9]” sections of Chapter 4 
and Appendix C). We note the need for behavioral 
research on these animals using sound sources 
unequivocally classified as pulses. 

Pinnipeds in Water/Multiple Pulses (Cell 11)

Information on behavioral reactions of pinnipeds 
in water to multiple pulses is derived from studies 
using small explosives similar to those used in fish-
eries interactions, construction activity, and seis-
mic surveys. Several studies lacked matched data 
on acoustic exposures and behavioral responses by 
individuals. As a result, the quantitative informa-
tion on reactions of pinnipeds in water to multiple 
pulses is very limited. Our general finding is that 
exposures in the ~150 to 180 dB re: 1 µPa range 
(RMS over pulse duration) generally have limited 

potential to induce avoidance behavior in pinni-
peds, whereas RLs exceeding 190 dB re: 1 µPa are 
likely to elicit responses, at least in some ringed 
seals (Harris et al., 2001; Blackwell et al., 2004b; 
Miller et al., 2005).

Harris et al. (2001) documented responses 
of pinnipeds (primarily ringed seals, but a few 
bearded and spotted seals) and obtained calibrated 
measures of RLs within defined spatial zones 
during operation of a single airgun, an 11-airgun 
array totaling 1,320 in3, and during control peri-
ods. Visual observations from the seismic vessel 
were limited to the area within a few hundred 
meters, and 79% of the seals observed were within 
250 m of the vessel. During daylight, seals were 
observed at nearly identical rates with no airguns, 
one airgun, or when a full airgun array was firing. 
Seals were significantly further away during full 
array operations compared to the other two con-
ditions. Also, there was some avoidance within 
150 m of the vessel in these conditions (0.37 seals 
seen per hour in control periods compared to 0.21 
seals/h during full array operations). Seismic 
operations were not believed to cause many, if 
any, seals to desert the operational area. 

Blackwell et al. (2004b) investigated behav-
ioral reactions of ringed seals to impact sounds 
associated with the driving of steel pipes in the 
construction of an oil production facility. Multiple 
strikes were recorded under water at distances up 
to 3 km from the source. Unweighted peak pres-
sure level, SPL, and SEL measurements were 
made at various distances. At the closest point (63 
m), RLs were 151 dB re: 1 µPa (RMS), 157 dB re: 
1 µPa (peak), and 145 dB re: 1 µPa2-s (SEL). Pulses 
had measurable components extending to over 10 
kHz, although more than 95% of the energy in the 
signals was below 225 Hz. A frequency-weight-
ing metric somewhat similar to that proposed here 
was applied to the recorded signals in estimating 
audibility ranges. Individuals demonstrated no 
or low-level behavioral responses to pile-driving 
sounds, but were somewhat responsive to helicop-
ter overflights. Blackwell et al. noted, however, 
that their data were collected after a prolonged 
period of intensive construction activity and may 
reflect the least responsive part of the original 
population of seals that may have already habitu-
ated to the noise source. Individual observations 
in which helicopters were not present are consid-
ered in our behavioral analysis, weighted by the 
total number of relevant observations (Table 11). 
Aerial measurements of multiple pulse exposures 
were also obtained in this study and are consid-
ered in the relevant condition below. 

Miller et al. (2005) documented behavioral 
reactions of various marine mammal species, 
including pinnipeds in water, to seismic airgun 
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operations. The general methodology is detailed 
above (see the “Cell 2” section). The vast major-
ity (> 90%) of the seals were ringed seals and 
the remainder were bearded seals. Vessel-based 
observers saw seals around the vessel, and often 
quite close to it, throughout the period of seis-
mic operations. Seals were observed significantly 
further away during airgun operations in the first 
summer, whereas the reverse pattern was actu-
ally the case in the second season. Combined, the 
results suggest essentially no observable behav-
ioral response in pinnipeds exposed to seismic 
signals in these specific conditions. Based on the 
acoustic measurements that were conducted and 
the areas in which these pinnipeds were observed, 
RLs were likely 170 to 200 dB re: 1 µPa (RMS 
over pulse duration). A single observation of no 
reaction (response score: 0) for pinnipeds in water 
is reported for this study and is weighted equally 
across these exposure RL bins (Table 8). 

Several other studies were deleted from our 
analysis due to a lack of certain information. 
Two studies investigated small firecracker-like 
explosives (called “seal bombs”) and their effect 
on the underwater behavior of pinnipeds around 
fishing gear (Shaughnessy et al., 1981; Mate & 
Harvey, 1987). Initially, these explosives tend to 
induce the desired avoidance behavior, but this 
response fades quickly due to habituation (see 
Richardson et al., 1995). Mate & Harvey (1987) 
reported fairly extensive descriptions of startle 
and temporary avoidance data as well as some 
information on exposure conditions. Besides the 
challenging matter of interpreting the apparently 
rapid habituation to this sound source, however, 
data are lacking that relate discrete exposures with 
defined behavioral responses of specific individual 
pinnipeds. For these reasons, we excluded data 
on responses to seal bombs from our analysis. 
Moulton et al. (2003, 2005) conducted surveys 
of ringed seal distribution before and during the 
construction and operation of the same oil produc-
tion facility described by Blackwell et al. (2004a, 
2004b). Sound sources included nonpulse as well 
as multiple pulse sources (including impact pile-
driving). Their observations across multiple sea-
sons indicated little or no behavioral avoidance of 
the area in response to various industrial activi-
ties. Due to difficulties with control observations 
across seasons and the lack of information about 
discrete exposures and individual reactions, how-
ever, we excluded the Moulton et al. (2003, 2005) 
data from our analysis. A final study for which 
available data were insufficient for inclusion here 
is Thompson et al. (1998). That telemetry study 
seemed to show much higher responsiveness of 
gray and harbor seals to airgun sounds than has 
been demonstrated in other studies, which relied 

on visual observations. Thus, future studies may 
show some seals to be more responsive to multiple 
pulses than Table 11 would suggest.

Pinnipeds in Air/Multiple Pulses (Cell 11)

The effects of multiple aerial pulses on pinnipeds 
are among the least well-documented of the condi-
tions we considered. Most of the available data on 
responses to pulses are from single-pulse events 
(e.g., rocket launches) over populations of pin-
nipeds exposed to such signals repeatedly (e.g., 
Thorson et al., 1998, 1999, 2000a, 2000b; Berg 
et al., 2001, 2002, 2004). These launches are not 
repeated so frequently that the exposure can be 
considered as involving multiple pulses, and many 
of the exposures include nonpulse components. 
However, they are discussed in some detail in this 
appendix (as well as in Appendix C for nonpulses 
within these studies) along with several other stud-
ies potentially relevant to Cell 14 but ultimately 
not used in the analysis here. Consequently, the 
quantitative information analyzed for reactions of 
pinnipeds in air exposed to multiple pulses (see 
Table 12 for summary and Table 13 for severity 
scaling analysis) focuses on the aerial data of 
Blackwell et al. (2004b). These extremely limited 
data suggest very minor, if any, observable behav-
ioral responses for exposures ranging from 60 to 
80 dB re: 20 µPa.

Blackwell et al. (2004b) reported behavioral 
reactions of ringed seals to aerial impact sounds 
from pile-driving (described above). Multiple 
strikes were recorded in air at distances up to 
500 m from the source. Unweighted SPL, peak 
sound pressure levels, and SEL measurements 
were made at various distances. At the closest point 
(63 m) average RLs were 93 dB re: 20 µPa (RMS), 
111 dB re: 20 µPa (peak), and 87 dB re: (20 µPa)2-
s (SEL). Mean pulse durations were between 
0.17 and 0.63 s, with measurable energy to over 
10 kHz, but with 95% of the energy occurring 
between 89 and 3,534 Hz. A frequency-weight-
ing metric somewhat similar to that proposed here 
was applied to the recorded signals in estimat-
ing audibility ranges. Individuals demonstrated 
very limited behavioral responses to pile-driving 
sounds in some conditions (most appeared either 
“indifferent or curious”) but were more respon-
sive to helicopter overflights. Data were collected 
after prolonged construction activities, and some 
habituation probably had taken place already. 
Individual observations for which helicopters 
were not present are considered in the behavioral 
analysis here and weighted by the total number of 
relevant observations (Table 13) to equal a single 
observation for the study. 
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Perry et al. (2002) measured the effects of 
repeated (0 to 5/d) sonic booms from Concorde 
aircraft on harbor and gray seals on Sable Island, 
Nova Scotia. They measured the number of ani-
mals on shore before and after booms as well as 
the frequency of various behaviors. Additionally, 
they compared heart rates in exposure and control 
conditions using recording devices deployed on 
the animals. They reported received sound over-
pressure of booms on the breeding beaches of 
both pinniped species. Observed effects on animal 
presence, behavior, and heart rate were generally 
minor and not statistically significant; animals 
were largely tolerant of the sounds but became 
somewhat more alert following them. However, 
Perry et al. (2002) note that there is a long his-
tory of sonic booms from aircraft in the area and 
the animals are likely habituated to their presence. 
Due to this complication and the lack of explicit 
received SPL measures at exposed individuals, 
we did not score the results of Perry et al. (2002) 
here.



Appendix C. Studies Involving Marine Mammal Behavioral 
Responses to Nonpulses

Low-Frequency Cetaceans/Nonpulses 
(Cell 3)

While there are clearly major areas of uncertainty 
remaining, there has been relatively extensive 
behavioral observation of low-frequency ceta-
ceans exposed to nonpulse sources. As sum-
marized in Table 14, these field observations 
involve the majority of low-frequency cetacean 
species exposed to a wide range of industrial, 
active sonar, and tomographic research active 
sources (Baker et al., 1982; Malme et al., 1983, 
1984, 1986; Richardson et al., 1990b; McCauley 
et al., 1996; Frankel & Clark, 1998; Borggaard 
et al., 1999; Biassoni et al., 2000; Croll et al., 
2001; Palka & Hammond, 2001; Nowacek et al., 
2004). Observations from several related studies 
(Dahlheim, 1987; Frankel & Clark, 2000, 2002; 
Schick & Urban, 2000; Moore & Clarke, 2002; 
Jahoda et al., 2003; Mobley, 2005) were reviewed 
briefly but not analyzed here because key infor-
mation was lacking.

These papers generally indicate no (or very 
limited) responses at RLs 90 to 120 dB re: 1 µPa 
and an increasing probability of avoidance and 
other behavioral effects in the 120 to 160 dB re: 
1 µPa range (Table 14). However, the data also 
indicate considerable variability in RLs associ-
ated with behavioral responses. Contextual vari-
ables (e.g., source proximity, novelty, operational 
features) appear to have been at least as important 
as exposure level in predicting response type and 
magnitude. 

Baker et al. (1982) investigated behavioral 
responses of individual humpback whales to vessel 
traffic in southeast Alaska. Individual RLs were 
not reported, but sufficient information regarding 
individual ranges was obtained to approximate 
exposures given that the acoustic characteristics 
of identical classes of vessel classes involved 
were measured in similar conditions by Miles & 
Malme (1983). Results indicate some behavioral 
avoidance when RL was in the 110 to 120 dB re: 
1 µPa range and clear avoidance at 120 to 140 dB 
re: 1 µPa. 

Malme et al. (1983, 1984) used playback meth-
ods to document behavioral reactions of migrat-
ing gray whales to intermittent sounds of heli-
copter overflights and continuous sounds from 
drilling rigs and platforms. Both phases of the 

investigation yielded the general conclusion that 
RLs exceeding 120 dB re: 1 µPa induced demon-
strable behavioral reactions (avoidance). Malme 
et al. (1984) calculated 10%, 50%, and 90% 
probabilities of gray whale avoidance reactions 
in these conditions as 110, 120, and 130 dB re: 
1 µPa. Malme et al. (1986) observed the behavior 
of feeding gray whales during four experimental 
playbacks of drilling sounds (50 to 315 Hz; 21-
min overall duration and 10% duty cycle; source 
levels 156 to 162 dB re: 1 µPa-m). In two cases 
for RLs 100 to 110 dB re: 1 µPa, there was no 
observed behavioral reaction. Avoidance behavior 
was observed in two cases where RLs were 110 to 
120 dB re: 1 µPa. 

Richardson et al. (1990b) performed 12 play-
back experiments in which bowhead whales in the 
Alaskan Arctic were exposed to drilling sounds. 
Low-frequency source characteristics and trans-
mission loss were well-characterized, enabling 
RL estimates to be made for individual cases. 
Whales generally did not respond to exposures in 
the 100 to 130 dB re: 1 µPa range, although there 
was some indication of minor behavioral changes 
in several instances. 

Using different detection and sampling tech-
niques, McCauley et al. (1996) reported several 
cases of humpback whales responding to vessels 
in Hervey Bay, Australia, along with measure-
ments of noise RL. Not all cases reported provided 
sufficient information to associate a response or 
lack of response with exposure, but in three cases, 
individual responses and noise RL were reported. 
Results indicated clear avoidance at RLs between 
118 to 124 dB re: 1 µPa. 

Palka & Hammond (2001) analyzed line transect 
census data in which the orientation and distance 
off transect line were reported for large numbers of 
minke whales. General additive models were used 
to estimate the range at which cetaceans respond 
to the noise of the research vessel by approach or 
avoidance. The typical avoidance distance for 272 
minke whales in the Gulf of Maine was 717 m; 
for 352 minke whales in the North Sea, it was 563 
m; and for 493 minke whales in the Northeastern 
Atlantic, it was 695 m. Received levels were esti-
mated based on a nominal source level for that 
class of research vessel (ca. 170 to 175 dB re: 
1 µPa-m) and an assumption of spherical (20 log 
R) spreading loss (54 dB loss @ 500 m; likely 
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reasonable for these conditions). These data are 
represented in Table 14 by the 110 to 120 dB re: 
1 µPa exposures and a relatively low (less severe) 
behavioral response score of three (i.e., minor 
changes in locomotion speed, direction, and/or 
diving profile).

Several additional studies have used playback 
experiments with active sound sources to investi-
gate the behavioral reactions of low-frequency ceta-
ceans to nonpulse sources. Biassoni et al. (2000) and 
Miller et al. (2000) report behavioral observations 
for humpback whales exposed to a low-frequency 
sonar stimulus (160- to 330-Hz frequency band; 
42-s tonal signal repeated every 6 min; source levels 
170 to 200 dB re: 1 µPa-m). Measured RLs ranged 
from 120 to 150 dB re: 1 µPa. In nine cases, indi-
vidual whales continued singing throughout expo-
sures, while in four instances, individuals ceased 
calling when they joined another whale. The cessa-
tion of song and joining another individual is typi-
cal of normal mysticete social interactions (Tyack, 
1981). Consequently, these events were not scored 
as a vocal response to the playback but as a mod-
erate orienting behavior (severity score = 2). For 
the remaining five playbacks, individual whales 
stopped singing during exposure without joining 
other whales (severity scale = 4). Although singers 
also stop spontaneously under control conditions, 
the latter five experimental trials were considered 
vocal cessation resulting from sound exposure 
(Biassoni et al., 2000). However, there are insuf-
ficient data to compare control and experimental 
cases for spontaneous rates of cessation. Analysis 
of all singers indicated an increase in song dura-
tion during exposure due to increased repetition 
of elements of the song. Since it was possible that 
some individual whales were represented multiple 
times within the playbacks, the Biassoni et al. 
(2000) and Miller et al. (2000) data were scored as 
a single behavioral observation. The 18 individual 
observations were weighed inversely by the total 
number (1/18) in Table 15.

Croll et al. (2001) investigated responses of for-
aging fin and blue whales to the same LFA sonar 
stimulus off southern California. Unlike the pre-
vious two studies, where individual experimental 
subjects were tracked on a behavioral scale, this 
study used sighting data on an ecological scale. 
Playbacks and control intervals with no trans-
mission were used to investigate behavior and 
distribution on time scales of several weeks and 
spatial scales of tens of kilometers. Sightings and 
whale diving behavior were not random but were 
related to environmental features such as the con-
tinental shelf break and its effects on prey abun-
dance rather than operation and location of the 
nonpulse sonar source. The general conclusion 
was that whales remained feeding within a region 

for which 12 to 30% of exposures exceeded 140 
dB re: 1 µPa. A single observation was scored for 
this study because individual responses were not 
reported.

Frankel & Clark (1998) conducted playback 
experiments with wintering humpback whales 
around the Big Island of Hawai’i. The sound source 
was a single speaker producing a low-frequency 
“M-sequence” (sine wave with multiple-phase 
reversals) signal in the 60 to 90 Hz band. This was 
similar in bandwidth to the ATOC source, but had 
a much lower output level (172 dB re: 1 µPa @ 
1 m). A vertical line array of calibrated hydrophones 
was deployed from a spar buoy to measure received 
signals in situ. Detailed observations of many 
behavioral patterns (including respiration, diving, 
and general movements) were recorded before, 
during, and after playback (n = 50) and control 
(n = 34) sequences. A single trial also involved 
playback of humpback foraging sounds. Most of 
the playback sequences involved very low-level 
RLs, ca. 90 to 120 dB re: 1 µPa, though not speci-
fied in sufficient detail to include in the analysis 
here. For 11 playbacks, exposures were between 
120 and 130 dB re: 1 µPa and included suffi-
cient information regarding individual responses. 
During eight of the trials, there were no measur-
able differences in tracks or bearings relative to 
control conditions, whereas on three occasions, 
whales either moved slightly away from (n = 1) or 
towards (n = 2) the playback speaker during expo-
sure. Because it was not possible to determine 
whether the same individual whales were repre-
sented more than once in the playback sequences, 
a single observation was recorded for Frankel & 
Clark (1998), with 0.73 of this observation (8/11) 
scored as a 0 (no response) and 0.27 (3/11) scored 
as a 3 (minor changes in locomotion speed, direc-
tion, and/or diving). A final important observation 
from the detailed statistical analysis by Frankel & 
Clark was that the presence of the source vessel 
itself had a greater effect than did the M-sequence 
playback.

Finally, Nowacek et al. (2004) used controlled 
exposures to demonstrate behavioral reactions of 
northern right whales to various nonpulse sounds. 
Playback stimuli included ship noise; social 
sounds of conspecifics; and a complex, 18-min 
“alert” sound consisting of repetitions of three 
different artificial signals (alternating 1-s pure 
tones [500 and 850 Hz]; a 2-s, tonal, frequency 
downsweep [4,500 to 500 Hz]; and a pair of 1-
s pure tones [1,500 Hz and 2,000 Hz] amplitude 
modulated at 120 Hz). A total of ten whales were 
tagged with calibrated instruments that measured 
received sound characteristics and concurrent 
animal movements in three dimensions. Five out 
of six exposed whales reacted strongly to alert 
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signals at measured RLs between 130 and 150 dB 
re: 1 µPa (i.e., ceased foraging and swam rapidly 
to the surface; severity scale = 7). Two of these 
individuals were not exposed to ship noise and 
are given as a discrete observation in Table 15, 
whereas the other four were exposed to both stim-
uli and thus weighted as 0.5 (1/2) observations for 
the respective RL and severity score. These whales 
reacted mildly to conspecific signals (not scored 
here because of biological signals). Seven whales, 
including the four exposed to the alert stimulus, 
had no measurable response to either ship sounds 
or actual vessel noise. This study by Nowacek 
et al. included the careful experimental design, 
controls, and detailed information on exposure and 
individual behavioral response that were required 
for behavioral analysis. More studies of this type 
and rigor are urgently needed (see Chapter 5).

We reviewed additional studies concerning low-
frequency cetaceans and nonpulse sounds but did 
not include them in the analysis here, generally due 
to the absence of key information. Dahlheim (1987) 
exposed gray whales to playbacks of outboard 
noise, gray whale calls, and tonal sounds. Whales 
significantly increased calling rate and modified 
call structure for sources other than the test tone 
(the latter caused all vocalization to cease). During 
and following longer duration playbacks of oil 
drilling and killer whale sounds with more precise 
tracking of gray whale locations, individuals spent 
more time milling, and whales remained farther off-
shore during killer whale playbacks. Unfortunately, 
insufficient information is presented to associate 
changes with specific RLs. Borggaard et al. (1999) 
measured the effects of industrial activity on several 
mysticete species in Newfoundland, but insufficient 
information is reported on individually discernible 
responses. Schick & Urban (2000) applied statisti-
cal methods to assess spatial avoidance of active 
drilling rigs by bowhead whales, but no acoustic 
data are reported. Moore & Clarke (2002) synthe-
sized previously published data (all considered 
separately above) on numerous nonpulse sources, 
in order to assess the avoidance probability of gray 
whales for various exposure RLs. Jahoda et al. 
(2003) studied individual responses of fin whales 
(n = 25) to close rapid approaches of small vessels; 
18 observations included control and experimental 
data. Clear behavioral responses were observed, 
but neither RL nor range from source to individu-
als were given. Results are further complicated by 
whale tagging attempts from the vessel. Frankel 
& Clark (2000) and Mobley (2005) investigated 
the distribution of humpback whales in Hawai’i in 
relation to the operation of a low-frequency tomo-
graphic source (ca. 75 Hz; 37.5-Hz nominal band-
width; 20-min duration every 2 h during daylight 
hours; source level: 195 dB re: 1 µPa-m). Frankel 

& Clark (2000) observed whales from a land station 
and determined that the average distance between 
the sound source and the whale groups sighted was 
significantly greater during source operation. These 
and other data were also considered in the context 
of other factors affecting humpback whale distribu-
tion off the island of Kaua’i. Mobley (2005) con-
ducted aerial surveys in each of three years (2001, 
source off; 2002 & 2003, source on) during the 
peak season of humpback residency. Abundance 
and distribution of whales were very similar in the 
area surrounding the source over all three years; 
small differences in sighting rates, sighting loca-
tion depth, and distances from the source and shore 
were not statistically significant. Frankel & Clark 
(2002) and Mobley (2005) lack explicit data on 
RLs associated with individual behavioral observa-
tions, which precludes their inclusion here. 

Mid-Frequency Cetaceans/Nonpulses (Cell 6)
A relatively large number of mid-frequency 
cetaceans have been observed in the field and in 
the laboratory responding to nonpulse sounds, 
including vessels and watercraft (LGL & 
Greeneridge, 1986; Gordon et al., 1992; Palka 
& Hammond, 2001; Buckstaff, 2004; Morisaka 
et al., 2005), pulsed pingers and ADD/AHDs 
(Watkins & Schevill, 1975; Morton & Symonds, 
2002; Monteiro-Neto et al., 2004), industrial 
activities (Awbrey & Stewart, 1983; Richardson 
et al., 1990b), mid-frequency active military 
sonar (NRL, 2004a, 2004b; NMFS, 2005), and 
tones or bands of noise in laboratory conditions 
(Nachtigall et al., 2003; Finneran & Schlundt, 
2004). Summary information on these stud-
ies is given in Table 16. As in other conditions, 
a number of potentially relevant field studies are 
not included in the severity scaling analysis due to 
lack of sufficiently detailed information.

An additional challenge in interpreting many of 
the field data for this condition is isolating the effect 
of RL from the effects of mere source presence (as 
possibly indicated by visual stimuli or other aspects 
of acoustic exposure such as the presence of high-
frequency components) and other contextual vari-
ables. For this reason, several studies were consid-
ered but not integrated into the analysis. 

The laboratory observations are of captive ceta-
ceans exposed to precisely controlled and known 
noise exposures in the context of hearing and TTS 
experiments. The relevance of behavioral reac-
tions of trained, food-reinforced captive animals 
exposed to noise in assessing reactions of free-rang-
ing marine mammals is not well-known, however 
(discussed below).

The combined field and laboratory data for 
mid-frequency cetaceans exposed to nonpulse 
sounds do not lead us to a clear conclusion about 
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RLs coincident with various behavioral responses 
(see severity scaling, Table 17). In some settings, 
individuals in the field showed profound (and 
what we regard here as significant) behavioral 
responses to exposures from 90 to 120 dB re: 
1 µPa, while others failed to exhibit such responses 
for exposure RLs from 120 to 150 dB re: 1 µPa. 
Contextual variables other than exposure RL, and 
probable species differences, are the likely reasons 
for this variability. Context, including the fact that 
captive subjects were often directly reinforced 
with food for tolerating noise exposure, may also 
explain why there is great disparity in results 
from field and laboratory conditions—exposures 
in captive settings generally exceeded 170 dB re: 
1 µPa before inducing behavioral responses.

Field Observations (Cell 6)
The most extensive series of observations regard-
ing vessels and watercraft is from LGL and 
Greeneridge (1986) and Finley et al. (1990), who 
documented belugas and narwhals (Monodon 
monoceros) congregated near ice edges reacting 
to the approach and passage of ice-breaking ships. 
Over a 3-y period (1982 to 1984), they used both 
ice-based local observations of whales and aerial 
surveys, and also made detailed acoustic measure-
ments. The survey method made it difficult to 
assess independent groups of animals. Some large-
scale groupings could be identified for several dif-
ferent “disturbance” periods, however. Pre-dis-
turbance group size was ~3; we divided reported 
numbers of disturbed “herds” by three to estimate 
the number of independent groups. Aerial surveys 
in 1984 lumped sightings by minute, which cor-
responded to about 3.4 km in distance. We consid-
ered this distance sufficient to treat each minute as 
an independent unit for avoidance analysis. The 
responses of both species over a 3-y period were 
generally similar to responses they make to preda-
tors as described by Inuit hunters. 

Beluga whales responded to oncoming ves-
sels by (1) fleeing at speeds of up 20 km/h from 
distances of 20 to 80 km, (2) abandoning normal 
pod structure, and (3) modifying vocal behavior 
and/or emitting alarm calls. Narwhals, in contrast, 
generally demonstrated a “freeze” response, lying 
motionless or swimming slowly away (as far as 
37 km down the ice edge), huddling in groups, 
and ceasing sound production. There was some 
evidence of habituation and reduced avoidance 2 
to 3 d after onset. Due to the detailed and exten-
sive nature of these observations, data from each 
season, and how they are interpreted here, are 
given in detail. 

The 1982 season observations by LGL & 
Greeneridge (1986) involved a single passage 
of an icebreaker with both ice-based and aerial 

measurements on 28 June 1982. Four groups of 
narwhals (n = 9 to 10, 7, 7, and 6) responded when 
the ship was 6.4 km away (exposure RLs of ~100 
dB re: 1 µPa in the 150- to 1,150-Hz band). At 
a later point, observers sighted belugas moving 
away from the source at > 20 km (exposure RLs 
of ~90 dB re: 1 µPa in the 150- to 1,150-Hz band). 
The total number of animals observed fleeing was 
about 300, suggesting approximately 100 inde-
pendent groups (of three individuals each), which 
is the sample size used here. No whales were 
sighted the following day, but some were sighted 
on 30 June, with ship noise audible at spectrum 
levels of approximately 55 dB re 1 µPa/Hz (up to 
4 kHz). 

Observations during 1983 (LGL & Greeneridge, 
1986) involved two ice-breaking ships with aerial 
survey and ice-based observations during seven 
sampling periods. As the first vessel approached 
at a distance of about 65 km, ice-based observ-
ers noted reactions from both narwhals (seven 
groups) and belugas (eight groups) (exposure 
RLs of ~101 to 105 dB re: 1 µPa in the 20- to 
1,000-Hz band). After 22 h without operation, the 
vessel commenced ice-breaking, and a second 
icebreaker approached (exposure RLs of ~120 
dB re: 1 µPa in the 20- to 1,000-Hz band). This 
resulted in the rapid movement of > 225 belugas 
(estimated as a sample size of 75 for this analy-
sis); belugas were neither seen nor heard for 
the remainder of the second observation period. 
Behavioral responses were also observed for 
10 groups of narwhals. A total of 73 narwhals 
were seen and/or heard, but their reactions are 
not clearly reported and are thus excluded from 
analysis here. At the onset of the third sampling 
period, following a 4.5-h silent interval, four 
narwhal groups were observed in nominal social 
behavior (diving and vocalizing). An ice-breaking 
vessel operated intermittently, but no change was 
observed in narwhal behavior. Belugas in the area 
did modify vocalization parameters during opera-
tions (exposure RLs of ~116 dB re: 1 µPa in the 
20- to 1,000-Hz band). A 6-h quiet interval was 
followed by 10.5 h of ice-breaking operation, but 
bad weather precluded animal observations. After 
an additional 9-h hiatus, ice-breaking commenced 
again by both vessels (exposure RLs of ~121 dB 
re: 1 µPa in the 20- to 1,000-Hz band). Ice-based 
observers documented 14 narwhals and 11 belu-
gas leaving the area, and aerial surveys indicated 
80% of 673 belugas moving away from sound 
sources (estimated number of groups calculated 
as [.8]*[673/3] = 179.5). As noise levels from ice-
breaking operations diminished, a total of 45 nar-
whals returned to the area and engaged in diving 
and foraging behavior. The sixth observation 
period followed 6.5 h without a vessel in the area, 
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during which 30 belugas (estimated as 10 groups) 
and 15 narwhals (estimated as five groups) were 
observed diving in the area (exposure RLs of 
~105 dB re: 1 µPa in the 20- to 1,000-Hz band). 
A single beluga vocal response was noted at RL 
= 116 dB re: 1 µPa in the 20- to 1,000-Hz band. 
Aerial surveys indicated dense concentrations of 
narwhals (n = 50) and belugas (n = 400) appar-
ently foraging well away from the disturbance site. 
During the final sampling period, following an 
8-h quiet interval, no reactions were seen from 28 
narwhals and 17 belugas (exposure RLs ranging 
up to 115 dB re: 1 µPa). 

The final season (1984) reported in LGL & 
Greeneridge (1986) involved aerial surveys before, 
during, and after the passage of two ice-breaking 
ships. The lack of ice camps precluded acoustic 
measurements as well as behavioral observations. 
A preliminary survey was conducted the day 
before operations, and an additional aerial survey 
was conducted as both ships commenced operat-
ing. During operations, no belugas and few nar-
whals were observed in an area approximately 27 
km ahead of the vessels, and all whales sighted 
over 20 to 80 km from the ships were swimming 
strongly away. Additional observations confirm 
the remarkable spatial extent of avoidance reac-
tions to this sound source in this context. In the 
absence of acoustic measurements, however, it 
was necessary to estimate RLs from the detailed 
data from the same ice-breaking vessel during the 
previous season.

Behavioral responses at fairly low exposure 
RLs are suggested by studies of some other mid-
frequency cetaceans as well. Gordon et al. (1992) 
conducted opportunistic visual and acoustic moni-
toring of sperm whales in New Zealand exposed 
to nearby whale-watching boats (within 450 m). 
Individuals could not be used as the units of 
analysis because it was difficult to re-sight spe-
cific individuals during both exposure and control 
conditions. Sperm whales respired significantly 
less frequently, had shorter surface intervals, and 
took longer to start clicking at the start of a dive 
descent when boats were nearby than when they 
were absent. Noise spectrum levels of whale-
watching boats ranged from 109 to 129 dB re: 
1 µPa/Hz. Over a bandwidth of 100 to 6,000 Hz, 
equivalent broadband source levels are ~157 dB 
re: 1 µPa-m; RLs at a range of 450 m are ~104 dB 
re: 1 µPa.

Palka & Hammond (2001) applied a General 
Additive Model to line transect data to estimate 
the range at which mid-frequency cetaceans typi-
cally responded to the noise of research vessels. 
The subjects were Atlantic white-sided dolphins 
in the Gulf of Maine and white-beaked dolphins 
(Lagenorhynchus albirostris) in the North Sea. 

The white-sided dolphins exhibited simple avoid-
ance behavior (as indicated by their orientations) 
out to an estimated range of 592 m based on 85 
group sightings (n > 1). White-beaked dolphins 
actually approached vessels between 150 and 300 
m away, but demonstrated avoidance at distances 
of 300 to 700 m. Typical avoidance distance was 
estimated as 716 m based on 48 groups sighted.

Buckstaff (2004), using repeated samples 
of the behavior of 14 individual bottlenose dol-
phins, observed 1,233 vessel approaches (within 
400 m) near Sarasota, Florida. Dolphin whistle 
rates became elevated before vessel noise was 
detectable to the researcher listening via towed 
hydrophones. Vessel RLs measured near dolphin 
subjects ranged from 113 to 138 dB re: 1 µPa. 
Dolphin vocal responses were observed before 
vessel sounds were audible, and apparently 
occurred with RLs in the 110 to < 120 dB re: 1 
µPa category. 

Morisaka et al. (2005) compared whistles from 
three populations of Indo-Pacific bottlenose dol-
phins (Tursiops aduncus). One population was 
exposed to vessel noise with spectrum levels of 
~85 dB re: 1 µPa/Hz in the 1- to 22-kHz band 
(broadband RL ~128 dB re: 1 µPa) as opposed to 
~65 dB re: 1 µPa/Hz in the same band (broadband 
RL ~108 dB re: 1 µPa) for the other two sites. 
Dolphin whistles in the noisier environment had 
lower fundamental frequencies and less frequency 
modulation, suggesting a shift in sound param-
eters as a result of increased ambient noise.

Morton & Symonds (2002) used census data 
on killer whales in British Columbia to evaluate 
avoidance of nonpulse AHD sources. They con-
sidered unusually long time scales, comparing 
pre-exposure data from 1985 to 1992, exposure 
from 1993 to 1998, and post-exposure from 1999 
to 2000. The response data were simply pres-
ence or absence, making it difficult to assess RLs. 
Using some monitoring and reasonable assump-
tions, however, they estimated audibility ranges 
throughout the complex study area. Avoidance 
ranges were ca. 4 km. Also, there was a dramatic 
reduction in the number of days “resident” killer 
whales were sighted during AHD-active periods 
compared to pre- and post-exposure periods and 
a nearby control site. Morton & Symonds did not 
indicate how many pods were involved in their 
analysis. Consequently, we assume a single inde-
pendent group in our analysis.

Monteiro-Neto et al. (2004) studied avoidance 
responses of tucuxi (Sotalia fluviatilis) to Dukane®

Netmark ADDs. Source characteristics are not 
given, but identical devices were used by Culik et 
al. (2001), and acoustic parameters are reported in 
detail there (and in the “Cell 9” section). In a total 
of 30 exposure trials, ~5 groups each demonstrated 
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significant avoidance compared to 20 pinger off 
and 55 no-pinger control trials over two quad-
rats of about 0.5 km2. Neither avoidance range 
nor RLs are given, but based upon a central dis-
tance from the quadrat of 10 m, and assuming 15 
log R transmission loss in this shallow environ-
ment (water depth 1 to 5 m), estimated exposure 
RLs were ~115 dB re: 1 µPa. 

The only specific situation involving exposure 
of wild marine mammals to active mid-frequency 
military sonar for which exposure conditions are 
known with any degree of specificity involved 
incidental exposure of killer whales to sounds 
from the naval vessel USS Shoup (NRL, 2004a, 
2004b; NMFS, 2005). A group (J-pod) of south-
ern resident killer whales in the eastern Strait of 
Juan de Fuca and Haro Strait, Washington, was 
observed by researchers before, during, and after 
the approaching USS Shoup transmitted sonar sig-
nals from its 53C sonar at a source level of ca. 235 
dB re: 1 µPa-m once every ca. 28 s for several 
hours. At its point of closest approach, the mean 
direct-path RL within a specified area around the 
animals was ca. 169 dB re: 1 µPa (NRL, 2004a, 
2004b). As indicated by NMFS (2005), there is 
some discrepancy in interpretation of the behav-
ioral responses among researchers who were 
either on the water or who observed video record-
ings of behavioral responses. The lead researcher 
following and observing the animals during the 
event indicated that individuals in the group dem-
onstrated abnormal avoidance behavior, most 
dramatically at the point of closest approach. 
However, the behavior of the whales apparently 
returned to normal within a short period following 
cessation of sonar transmissions. A severity score 
of 6 (mild/moderate avoidance) is subsequently 
reported in the 160 to 170 dB re: 1 µPa bin for this 
single observation of the group.

Awbrey & Stewart (1983) played back semi-sub-
mersible drillship sounds (source level: 163 dB re: 
1 µPa-m) to belugas in Alaska. They reported avoid-
ance reactions at 300 and 1,500 m and approach 
by groups at a distance of 3,500 m (RLs ~110 to 
145 dB re: 1 µPa over these ranges assuming a 
15 log R transmission loss). Similarly, Richardson 
et al. (1990b) played back drilling platform 
sounds (source level: 163 dB re: 1 µPa-m) to belu-
gas in Alaska. They conducted aerial observations 
of eight individuals among ~100 spread over an 
area several hundred meters to several kilometers 
from the sound source and found no obvious reac-
tions. Moderate changes in movement were noted 
for three groups swimming within 200 m of the 
sound projector. 

A number of additional studies (Rendell & 
Gordon, 1999; Chilvers & Corkeron, 2001; 
Bordino et al., 2002; Williams et al., 2002; Cox et 

al., 2003; Hastie et al., 2003; Lusseau, 2003; Foote 
et al., 2004; Scheifele et al., 2005) were reviewed 
in detail. The results were excluded from Table 17 
due to limited or no information on animal num-
bers and/or location relative to the source, acous-
tic properties of sources, propagation variables, or 
received exposure conditions. The general obser-
vations of each study are given here briefly. Hastie 
et al. (2003) documented increased swimming 
and diving synchrony of bottlenose dolphins off 
northern Scotland in the presence of vessel traf-
fic. Lusseau (2003) observed effects on behavior 
of New Zealand bottlenose dolphins within 400 m 
of boats. Chilvers & Corkeron (2001) considered 
differences in behavior of bottlenose dolphins that 
do and do not forage around trawlers. Williams 
et al. (2002) observed that some killer whales adopt 
erratic movement patterns, suggestive of avoid-
ance, when whale-watching vessels accelerate to 
intersect the whale’s course. RLs of vessel sound 
increased approximately 14 dB with increased 
speed associated with leapfrogging. Bordino et al. 
(2002) determined that ADDs were initially effec-
tive at reducing by-catch of Franciscana dolphins 
in Argentine subsistence gillnet fisheries. Cox 
et al. (2003) investigated reactions of bottle-
nose dolphins to Dukane® NetMark 1000 ADDs 
attached to commercial gillnets and found very 
limited to no behavioral avoidance. A group of 
long-finned pilot whales (Globicephala melas) 
demonstrated significant elevations of whistle 
rates following each exposure to mid-frequency 
military sonar reported to be at a “high” level 
(Rendell & Gordon, 1999). 

Finally, two recent papers deal with important 
issues relating to changes in marine mammal vocal 
behavior as a function of variable background 
noise levels. Foote et al. (2004) found increases in 
the duration of killer whale calls over the period 
1977 to 2003, during which time vessel traffic in 
Puget Sound, and particularly whale-watching 
boats around the animals, increased dramatically. 
Scheifele et al. (2005) demonstrated that belugas 
in the St. Lawrence River increased the levels of 
their vocalizations as a function of the background 
noise level (the “Lombard Effect”). (See also 
Parks et al., 2007, for a related new paper on mys-
ticetes.) These papers demonstrate some degree of 
plasticity in the vocal signal parameters of marine 
mammals in response to the ambient condition 
(likely affected by the presence of human sound 
sources). These studies were not particularly 
amenable to the kind of analysis conducted in the 
severity scaling. We note the particular impor-
tance of direct measurements of noise impacts on 
marine mammal vocalization and communication 
systems. 
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Laboratory Observations (Cell 6)
Several researchers conducting laboratory experi-
ments on hearing and the effects of nonpulse 
sounds on hearing in mid-frequency cetaceans 
have reported concurrent behavioral responses. 
Nachtigall et al. (2003) reported that noise expo-
sures up to 179 dB re: 1 µPa and 55-min duration 
affected the trained behaviors of a bottlenose dol-
phin participating in a TTS experiment. Finneran 
& Schlundt (2004) provided a detailed, compre-
hensive analysis of the behavioral responses of 
belugas and bottlenose dolphins to 1-s tones (RLs 
160 to 202 dB re: 1 µPa) in the context of TTS 
experiments. Romano et al. (2004) investigated the 
physiological responses of a bottlenose dolphin 
and a beluga exposed to these tonal exposures and 
demonstrated a decrease in blood cortisol levels 
during a series of exposures between 130 and 201 
dB re: 1 µPa. Collectively, the laboratory observa-
tions suggested the onset of behavioral response 
at higher RLs than did field studies (see Table 16). 
The differences were likely related to the very dif-
ferent conditions and contextual variables between 
untrained, free-ranging individuals vs laboratory 
subjects that were rewarded with food for tolerat-
ing noise exposure.

High-Frequency Cetaceans/Nonpulses (Cell 9)

Numerous controlled studies have been con-
ducted recently on the behavioral reac-
tions of high-frequency cetaceans to vari-
ous nonpulse sound sources both in the field 
(Culik et al., 2001; Johnston, 2002; Olesiuk 
et al., 2002) and in laboratory settings (Kastelein 
et al., 1997, 2000, 2005, 2006a). However, only 
one high-frequency species (harbor porpoise) has 
been extensively studied. For that species, suf-
ficient data are available to estimate behavioral 
response magnitude vs received exposure condi-
tions. The original studies were attempts to reduce 
harbor porpoise by-catch by attaching warning 
pingers to fishing gear. More recent studies con-
sider whether ADDs and AHDs also exclude 
harbor porpoises from critical habitat areas and 
whether these devices affect harbor porpoise 
behavior in controlled laboratory conditions.

The combined wild and captive animal data 
(summarized in Table 18) clearly support the 
observation that harbor porpoises are quite sensi-
tive to a wide range of human sounds at very low 
exposure RLs (~90 to 120 dB re: 1 µPa), at least for 
initial exposures. This observation is also evident 
in the severity scaling analysis for Cell 9 (Table 
19). All recorded exposures exceeding 140 dB 
re: 1 µPa induced profound and sustained avoid-
ance behavior in wild harbor porpoises. Harbor 
porpoises also tend to avoid boats, although 

Dall’s porpoises do not (Richardson et al., 1995). 
Whether this apparently high degree of behavioral 
sensitivity by harbor porpoises to anthropogenic 
sounds extends to other high-frequency cetacean 
species (or to nonpulse sources other than ADDs, 
AHDs, and boats) is unknown. However, given 
the lack of information to the contrary, such a 
relationship should be assumed as a precautionary 
measure. 

Habituation to sound exposure was noted in 
some but not all studies. In certain field condi-
tions, strong initial reactions of high-frequency 
cetaceans at relatively low RLs appeared to wane 
rather rapidly with repeated exposure (Cox et al., 
2001). In contrast, several laboratory observations 
showed little or no indication of reduced behav-
ioral sensitivity as a function of exposure experi-
ence (Kastelein et al., 1997, 2005).  

Field Observations (Cell 9)
Kraus et al. (1997) found (and Barlow & Cameron, 
2003, later confirmed) that ADDs can affect by-
catch rates of harbor porpoises in commercial 
fishing applications. Kraus et al. (1997) found that 
nets with Dukane® pingers (10-kHz fundamental 
frequency, 300-ms duration, 132 dB re: 1 µPa 
source level) were sufficiently avoided that sig-
nificantly fewer porpoises were entangled than in 
nets lacking pingers. Their observations suggest 
an ADD avoidance range of at least 10 m (expo-
sure RL ~110 dB re: 1 µPa) but are not explicit 
enough in documenting exposure conditions or 
individual responses to include in the behavioral 
scoring analysis here. 

Culik et al. (2001) conducted behavioral 
observations of groups of harbor porpoises near 
Vancouver Island before, during, and after the 
removal of a PICE pinger (eight different wide-
band swept frequency signals between 20 and 
160 kHz; 300-ms duration at random intervals 
[5 to 30 s]; max. broadband SL = 145 dB re: 
1 µPa @ 1 m). Source characteristics of the alarm 
were known, but propagation measurements were 
not made in situ. Exposure RLs are estimated here 
based on source characteristics and assumptions 
regarding propagation, allowing for measures 
of similar sources in similar conditions. A large 
exclusion zone of approximately 530-m radius 
surrounding active acoustic alarms was observed 
(corresponding to exposure RLs of ~90 to 100 dB 
re: 1 µPa). Individual sighting and avoidance data 
during CEE active and control conditions were 
scored for individuals within and outside this 
exclusion zone (see Table 18). 

Johnston & Woodley (1998) conducted an exten-
sive survey of AHDs used in the Bay of Fundy to 
exclude pinnipeds from salmon aquaculture sites. 
Based on the behavioral observations of Olesiuk 
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et al. (1996), Johnston & Woodley (1998) deter-
mined that harbor porpoises were likely being 
excluded from extensive areas of important habitat 
as a result of overlapping AHD deployments. This 
study lacked the discrete observational data neces-
sary for analysis here, but two subsequent studies 
contained such measurements for harbor porpoises 
exposed to AHDs. 

Olesiuk et al. (2002) conducted a controlled 
exposure in which they deactivated an array of 
four Airmar® AHDs for 3 wk and then activated 
the array for three 3-wk intervals over an 18-wk 
period. Source characteristics are known (10-kHz 
fundamental frequency; 194 dB re: 1 µPa-m (peak-
to-peak) source level; series of 1.8-ms pulses, 
repeated at 40-ms intervals grouped into 2.3-s 
trains separated by 2.1-s quiet periods). However, 
no empirical acoustic measurements were obtained. 
Exposure RLs were estimated here based on source 
characteristics and simple assumptions about the 
propagation of high-frequency sounds in shallow-
water environments. Active AHDs resulted in clear 
avoidance behavior by individuals and groups of 
harbor porpoises. The sighting rate during active 
periods as a percent of that during control periods 
was only 1.4% at ranges from 400 to 599 m, 2.5 
to 3.3% at 600 to 2,499 m, and 8.1% at 2.5 to 3.5 
km. RLs at 3.5 km were estimated to be ~123 dB 
re: 1 µPa. Avoidance data during active and control 
periods were scored here for individuals within the 
various exposure zones (Table 18). 

Johnston (2002) observed similar harbor por-
poise behavioral avoidance of active AHDs. They 
used an Airmar® dB II Plus AHD System (10-kHz 
fundamental frequency; 180 dB re: 1 µPa-m source 
level, producing a short train of 2.5-ms signals 
repeated every 17 s) deployed from a small boat. 
They sighted fewer animals when the AHD was 
active, and these animals were significantly fur-
ther away than during control phases. Approximate 
exposure RLs at the point of closest approach were 
estimated here as ~128 dB re: 1 µPa; mean clos-
est approach distance was consistent with exposure 
RLs of ~125 dB re: 1 µPa. 

Additional field observations of harbor por-
poises suggest that their apparently high degree 
of behavioral sensitivity extends to sources other 
than ADDs and AHDs. Koschinski et al. (2003) 
observed behavioral responses of harbor porpoises 
to simulated wind turbine noise (max. energy 
between 30 and 800 Hz; spectral density source 
levels of 128 dB re: 1 µPa/Hz at 80 and 160 Hz). 
They sighted harbor porpoises at greater ranges 
during playbacks of simulated wind turbine noise 
and observed that animals more frequently used 
echolocation signals during industrial activity. 
These data are not scored here, however, due to 

limited available information about noise exposure 
conditions and individual behavioral responses.

Finally, while their study was not considered in 
the severity scaling here, we note the importance 
of the Cox et al. (2001) observations regarding 
harbor porpoise habituation. They found that wild 
porpoises were initially displaced by approxi-
mately 208 m from active ADDs, but this displace-
ment decreased by 50% in 4 d, and reached control 
levels in 10 to 11 d. Because of the potential for 
habituation, it should be noted that many or most 
of the field observations reported here, other than 
those that involve long-duration deployments, are 
likely most relevant for naïve individuals.

Laboratory Observations (Cell 9)
Relatively extensive laboratory data are available 
on captive, individual high-frequency cetaceans 
exposed to some of the same acoustic alarms 
(ADDs and AHDs) and scaring devices deployed 
in field applications. We applied our behavioral 
scoring paradigm to data from each of the captive 
studies conducted by Kastelein and colleagues, 
which included relatively detailed information on 
individual responses and directly measured expo-
sure RLs. 

Kastelein et al. (1997) recorded behavioral 
responses (location, swimming speed, and 
respiration patterns) of a naïve, captive harbor 
porpoise exposed to a variety of clicks, tones, and 
frequency sweeps. All of the relatively low expo-
sure RLs (~90 to 115 dB re: 1 µPa) resulted in 
strong behavioral avoidance (subjects basically 
swam rapidly as far from the devices as pos-
sible within the enclosure) as well as changes in 
swimming speed and breathing patterns. Although 
this response quickly abated following noise cessa-
tion, no habituation was observed across multiple 
exposure events. Data from individual exposure 
trials were presented by Kastelein et al. and are 
analyzed here. To avoid pseudoreplication, these 
data are inversely weighted by the total number 
of trials to approximate a single exposure for the 
individual. Based on harbor porpoise hearing mea-
surements (Andersen, 1970) and the Kastelein et 
al. (1997) data on behavioral reactions, Taylor 
et al. (1997) estimated zones of noise influence 
(audibility, behavioral disturbance, and hearing 
damage) for free-ranging harbor porpoises. 

Subsequently, Kastelein et al. (2000) exposed 
two naïve subjects to three different nonpulse 
sources and observed generally similar behavioral 
avoidance in all conditions. Pooled data for each 
subject were scored and reported here; pooled 
data for each alarm in the dose-response analysis 
were weighted to equate with a single exposure 
event for each individual. Kastelein et al. (2001) 
later measured similar behavioral responses of 
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the same two individual harbor porpoises to three 
different acoustic alarms, but these data were not 
included in this analysis because subjects were no 
longer naïve to controlled noise exposures. 

Kastelein et al. (2005) exposed two additional 
naïve harbor porpoises to various sounds associ-
ated with underwater data transmission systems 
(clicks, tones, sweeps, and impulsive distance 
sensors with a range of source characteristics). 
They directly measured source levels of each 
sound type and RLs at numerous positions within 
the experimental pool. Observed behavioral 
responses (avoidance and changes in swimming 
and respiration patterns) were very similar to 
those during the previous Kastelein et al. (1997, 
2000, 2001) studies. Pooled data for each indi-
vidual response and source type were analyzed 
here in the same manner as we  applied to the 
Kastelein et al. (2000) measurements. Kastelein 
et al. (2006a) exposed yet another naïve individual 
harbor porpoise and reported very similar find-
ings, which we incorporated as a single pooled 
result, with all exposures equally weighted.

Pinnipeds in Water/Nonpulses (Cell 12)

The effects of nonpulse exposures on pinni-
peds in water are poorly understood. Studies for 
which enough information was available for our 
analysis include field exposures of harbor seals to 
AHDs (Jacobs & Terhune, 2002) and of translo-
cated diving northern elephant seals to a research 
tomography source (Costa et al., 2003), as well 
as responses of captive harbor seals to underwa-
ter data communication sources (Kastelein et al., 
2006b). These limited data (see Table 20) suggest 
that exposures between ~90 and 140 dB re: 1 µPa 
generally do not appear to induce strong behav-
ioral responses in pinnipeds exposed to nonpulse 
sounds in water; no data exist regarding exposures 
at higher levels. The severity scaling for Cell 12 is 
given in Table 21. 

It is important to note that among these stud-
ies of pinnipeds responding to nonpulse exposures 
in water, there are some apparent differences in 
responses between field and laboratory conditions. 
In contrast to the mid-frequency odontocetes, cap-
tive pinnipeds responded more strongly at lower 
levels than did animals in the field. Again, contex-
tual issues are the likely cause of this difference. 
Captive subjects in the Kastelein et al. (2006b) 
study were not reinforced with food for remaining 
in noise fields, whereas free-ranging subjects may 
have been more tolerant of exposures because 
of motivation to return to a safe location (Costa 
et al., 2003) or to approach enclosures holding 
prey items (Jacobs & Terhune, 2002). 

Field Observations (Cell 12)
Jacobs & Terhune (2002) observed harbor seal 
reactions to Airmar® dB plus II AHDs (general 
source characteristics given in the “Cell 9” section 
above; source level in this study was 172 dB re: 
1 µPa-m) deployed around aquaculture sites. From 
1 to 10 AHDs were deployed around nine differ-
ent sites. Jacobs & Terhune measured received 
SPLs around the AHDs and measured the behav-
ior of seals in the surrounding area. Seals in this 
study were generally unresponsive to sounds from 
the AHDs. During two specific events, individu-
als came within 43 and 44 m of active AHDs and 
failed to demonstrate any measurable behavioral 
response; estimated exposure RLs based on the 
measures given were ~120 to 130 dB re: 1 µPa. 
These individual observations are weighted to rep-
resent a single observation for this study, scored 
(as 0), and reported in Table 21. 

Costa et al. (2003) measured received noise 
levels from an ATOC sound source off north-
ern California using acoustic data loggers placed 
on translocated elephant seals. Subjects were 
captured on land, transported to sea, instrumented 
with archival acoustic tags, and released such that 
their transit would lead them near an active ATOC 
source (at 939-m depth; 75-Hz signal with 37.5- 
Hz bandwidth; 195 dB re: 1 µPa-m max. source 
level, ramped up from 165 dB re: 1 µPa-m over 
20 min) on their return to a haulout site. Costa et 
al. provided a wide range of detailed quantitative 
measures of individual diving behavior, responses, 
and exposure RLs in well-characterized contexts; 
this kind of information was ideal for the present 
purposes. Dive depth and duration, descent/ascent 
velocity, surface interval, and exposure RL were 
recorded from a total of 14 seals. An additional 
three seals were exposed to the ATOC source 
during translocations and behavioral observations 
were made, but exposure RLs were unavailable. 
Seven control seals were instrumented similarly 
and released when the ATOC source was not active. 
Received exposure levels of the ATOC source for 
experimental subjects averaged 128 dB re: 1 µPa 
(range 118 to 137) in the 60- to 90-Hz band. None 
of the instrumented animals terminated dives or 
radically altered behavior upon exposure, but 
some statistically significant changes in diving 
parameters were documented in nine individuals. 
The behavioral scores assigned here for statisti-
cally significant responses were either three or four 
depending on the change in diving behavior during 
exposure relative to mean values for the same indi-
viduals before and after exposure (< 50% change 
scored 3; > 50% change scored 4). Translocated 
northern elephant seals exposed to this particular 
nonpulse source (ATOC) began to demonstrate 
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subtle behavioral changes at ~120 to 140 dB re: 1 
µPa exposure RLs (Table 21). 

Several other field studies (discussed briefly 
below) were considered but not included in the 
behavioral analyses due to limited information 
about source and/or propagation characteristics, 
individual responses during and/or in the absence 
of exposure, or both. While studying cetaceans, 
Richardson et al. (1990b, 1991) made some 
observation of ringed and bearded seal responses 
to playbacks of underwater drilling sounds. Their 
findings generally suggested a fairly high degree 
of tolerance by exposed pinnipeds to these sounds. 
This contrasts to some extent with the results of 
Frost & Lowry (1988) who found some reduction 
in ringed seal densities around islands on which 
drilling was occurring. Norberg & Bain (1994) 
made detailed acoustic measurements of several 
arrays of Cascade Applied Sciences® AHDs (11.9- 
to 14.7-kHz frequency sweeps; 195 dB re: 1 µPa-
m source level; 1-ms pulse produced in 57 to 58 
discrete pulse chirps of 2.3-s total duration). These 
devices were placed on the Chittenden Locks in 
Puget Sound, Washington, in an effort to dissuade 
predation of wild steelhead trout by California 
sea lions. Behavioral responses of individual ani-
mals, however, were not reported. Norberg (2000) 
evaluated the behavioral responses of California 
sea lions to Airmar® AHDs (10-kHz fundamen-
tal frequency; 195 dB re: 1 µPa-m source level; 
short train of 2.5-ms signals repeated every 17 
s) intended to reduce predation on salmonids in 
aquaculture facilities. Behavioral observations 
suggested limited behavioral deterrence by the 
devices (predation rates were similar in experi-
mental and control conditions), but measures of 
RLs and individual response behavior are absent. 
Yurk (2000) also observed pinnipeds exposed to 
AHDs in the context of fisheries interactions. He 
determined that active AHDs were more effec-
tive than a mechanical barrier or altered lighting 
conditions in dissuading harbor seals from prey-
ing on fish under bridges. Again, however, insuf-
ficient information regarding received sounds 
and individual responses is available to consider 
these observations explicitly here. Koschinski 
et al. (2003) observed harbor seals during under-
water playbacks of simulated wind turbine noise 
(maximum energy between 30 and 800 Hz; spec-
tral density source levels of 128 dB re: 1 µPa/Hz 
at 80 and 160 Hz). Harbor seals were sighted at 
greater distances during playbacks than during 
control conditions. However, limited information 
on received exposures and individual behavioral 
responses precluded inclusion in our analysis. 
Moulton et al. (2003, 2005) studied ringed seals 
before and during the construction and operation 
of an oil production facility. They found little or 

no avoidance of the area around the various indus-
trial sources, most of which emitted nonpulses. 
Because of the continuous exposure to multiple 
sound sources at varying distances, this study 
did not produce data on discrete exposures and 
responses.

Laboratory Observations (Cell 12)
Kastelein et al. (2006b) exposed nine captive 
harbor seals in a ~25 × 30 m enclosure to non-
pulse sounds used in underwater data communi-
cation systems (similar to acoustic modems). Test 
signals were identical to those used by Kastelein 
et al. (2005) in harbor porpoise exposure studies 
(frequency modulated tones, sweeps, and bands 
of noise with fundamental frequencies between 
8 and 16 kHz; 128 to 130 [± 3] dB re: 1 µPa-m 
source levels; 1- to 2-s duration [60-80% duty 
cycle]; or 100% duty cycle). They recorded seal 
positions and the mean number of individual 
surfacing behaviors during control periods (no 
exposure), before exposure, and in 15-min experi-
mental sessions (n = 7 exposures for each sound 
type). Background noise and exposure RLs (in 
terms of Leq; 32-s total time) were measured at 
numerous positions around the enclosure for 
each acoustic source. Acoustic discomfort was 
recognized based on movement out of areas that 
animals used during control periods. An acoustic 
discomfort threshold was calculated for the group 
of seals for each source type, and for each sound 
source this was ca. 107 dB re: 1 µPa. Seals gener-
ally swam away from each source, avoiding it by 
~5 m, although they did not haul out of the water 
or change surfacing behavior. Seal reactions did 
not appear to wane over repeated exposure (i.e., 
there was no obvious habituation), and the colony 
of seals generally returned to baseline conditions 
following exposure. 

For the behavioral analysis conducted here, the 
Kastelein et al. (2006b) results were interpreted as 
follows. Because the behavior of individuals within 
the same pool at the same time cannot be consid-
ered independent, the group of nine harbor seals 
was considered a single observation. Because of 
similarity of sources and exposure conditions and 
the close temporal timing of exposures, we com-
bined observations across the four sound types and 
include a single observation within each appropri-
ate 10-dB bin. Exposures between ~80 and 107 dB 
re: 1 µPa seemed insufficient to induce behavioral 
avoidance in the colony of seals, but higher expo-
sures were considered sufficient. Consequently, 
single observations indicating no response (0) 
appear in the 80 to 90 and in the 90 to 100 dB re: 
1 µPa exposure bins, and a single observation 
indicating avoidance behavior (6) is shown in the 
100 to 110 dB re: 1 µPa condition (Table 21). 
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Pinnipeds in Air/Nonpulses (Cell 15)

There has been considerable effort to study the 
effects of aerial nonpulse sounds on pinniped 
behavior, primarily involving rocket launches, air-
craft overflights, power-boat approaches, and con-
struction noise. Unfortunately, many of the studies 
are difficult to interpret in terms of exposure RL 
and individual or group behavioral responses. In 
many cases, it was difficult or impossible to dis-
cern whether the reported behavioral response was 
induced by the noise from a specific operation or 
some correlated variable such as its visual presence. 
For these reasons, most of the observational studies 
of behavioral disturbance are not appropriate for 
quantitative analyses relating exposure level and 
scored behavioral response. However, a number 
of the technical reports and analyses of rocket 
launches are relevant for this cell and contain suf-
ficiently detailed information regarding estimated 
RLs. These observations are complicated, how-
ever, by the fact that all studies were conducted in 
the same general area with subjects likely habitu-
ated to the presence of launch noise. Further, in 
many cases, exposures contained both a nonpulse 
component and a pulse component (described 
below). Only those observations for which there 
was clearly just nonpulse exposure were con-
sidered in the severity scaling analysis (Thorson 
et al., 1999, 2000b; Berg et al., 2002). 

The limitations of these and other potentially 
applicable studies resulted in a very limited data 
set for use in this analysis (see summary in Table 
22 and severity scaling analysis in Table 23). As a 
general statement from the available information, 
pinnipeds exposed to intense (~110 to 120 dB re: 
20 µPa) nonpulse sounds often leave haulout areas 
and seek refuge temporarily (minutes to a few 
hours) in the water. In contrast, pinnipeds exposed 
to distant launches at RLs ~60 to 70 dB re: 20 µPa 
tend to ignore the noise. It is difficult to assess the 
relevance of either of these observations to naïve 
individuals, however, given the repeated exposure 
of colonies studied to such noise events. Also, 
there are strong species differences, with harbor 
seals being much more responsive than northern 
elephant seals (e.g., Holst et al., 2005a, 2005b). 
Due to the limitations of the available data, it is 
not currently possible to make any further general 
characterizations regarding this condition.

A series of highly detailed, quantitative analy-
ses on the behavior of pinnipeds exposed to the 
sounds of various large missile launches were 
reviewed. These sources generally produce sus-
tained, generally low-frequency (little energy 
above 1,000 Hz) “rumbling” sounds lasting tens 
of seconds (nonpulse) associated with launch 
boosters, as well as a sonic boom (pulse) in flight 

as the rocket goes supersonic. Extensive research 
has been conducted on the effects of both sound 
types on pinnipeds. Nonpulse exposures are 
considered in this section, whereas behavioral 
responses to the pulse component of some of the 
same launches are considered in Appendix B. 
Because many measurements were made on the 
same few colonies of pinnipeds that were exposed 
to multiple launches, it is likely that some of the 
same individuals were resampled. Therefore, we 
weighted the combined results across studies for 
each species and breeding location into a single 
observation for the behavioral analysis here. That 
is, we considered each species in an individual 
breeding colony a single unit of observation 
across studies. The results were pooled accord-
ingly in Table 22, but the studies are discussed 
longitudinally below. The studies discussed below 
reported exposure conditions on or near pinniped 
breeding rookeries during launches of different 
types of rockets using a variety of metrics, includ-
ing A-weighted values and a frequency-weighting 
function derived from the harbor seal audiogram; 
we used unweighted SPL values for the analysis 
here.

Thorson et al. (1998) measured harbor seal 
responses and conducted AEP measurements on 
seals exposed to a Titan IV A-18 launch from 
Vandenberg Air Force Base (VAFB), California. 
They studied colonies both on the mainland at VAFB 
and on nearby Santa Cruz Island. Unfortunately, 
the launch occurred at night and during a period 
of relatively high tide, limiting both the number of 
seals present on the rookeries and the observation 
of individuals. However, behavioral monitoring 
over several days after the launch did not indicate 
any abandonment of the breeding rookeries at 
either site. Hearing measures (AEP) on individuals 
tested before and several hours after the launch did 
not indicate any loss of sensitivity. 

Thorson et al. (1999) conducted similar observa-
tions of harbor seals at VAFB and also observed 
northern elephant seals, California sea lions, and 
northern fur seals at nearby San Miguel Island. 
Following the launch (of an Athena 2 IKONOS-1 
missile), 33 harbor seals (including six pups) at the 
VAFB rookery entered the water. They began to 
return to the beach beginning 16 min after the launch, 
and no pups were observed to have died as a result of 
the event. This behavior was considered to represent 
both minor avoidance and a brief/minor potential 
or actual separation of females and dependent off-
spring (scored 6 here). The maximum unweighted 
SPL value was 119 dB re: 20 µPa. Individuals 
of the three pinniped species monitored on 
San Miguel Island reacted similarly. However, their 
responses were to the sonic boom generated by the 
rocket once airborne rather than to the nonpulse 
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sounds associated with the launch per se, and thus 
are not scored here. 

Thorson et al. (2000a) conducted observations 
of harbor seal abundance, distribution, and haulout 
patterns at VAFB for several days before and after 
the launch of a Titan II G-13 missile from VAFB. 
This launch occurred during the middle of the night, 
precluding direct observation of seal reactions (and 
behavioral scoring here), although observations 
on subsequent days indicated generally nominal 
harbor seal presence and distribution in the area. 

Thorson et al. (2000b) measured behavioral and 
auditory responses of harbor seals at VAFB and 
behavioral responses of northern elephant seals 
and California sea lions on San Miguel Island to 
the launch of a Titan IV B-28 missile from VAFB. 
They observed all 54 harbor seals at the VAFB site 
moving from the breeding rookery into the water 
within 2 min of the onset of the launch (47 entered 
the water immediately). The maximum unweighted 
SPL value near the rookery was 116 dB re: 20 µPa; 
this exposure was considered here to be consistent 
with a behavioral score of 6 for this group of seals. 
The sound persisted for several minutes, and the 
unweighted SEL value was 127 dB re: (20 µPa)2-
s. There was no difference in the hearing capabili-
ties of three young seals tested using AEP meth-
ods before and after the missile launch. Neither 
the California sea lions nor elephant seals on San 
Miguel Island were observed to respond at all to 
the “faint” noise associated with the launch, cor-
responding to a severity scaling score of 0 (Table 
23). These sounds were from the launch boosters 
(nonpulses) rather than sonic booms and were esti-
mated here as ~60 to 70 dB re: 20 µPa based on the 
measurements and descriptions given. 

Berg et al. (2001) obtained similar measure-
ments of behavioral responses of harbor seals at 
VAFB and California sea lions and northern ele-
phant seals at San Miguel Island to a Delta II EO-1 
missile launch from VAFB. Observations were also 
made of southern sea otter (Enhydra lutris nereis) 
and California brown pelican (Pelecanus occiden-
talis californicus) responses. No harbor seals were 
hauled out on the VAFB rookery during this launch. 
Berg et al. note that subsequent harbor seal abun-
dance and distribution in the days after the launch 
were within normal variability, and there appeared 
to be no lasting behavioral reactions. Elephant seals 
and California sea lions at San Miguel Island did 
not noticeably respond to sounds associated with 
the launch, which in this case were predominantly 
the sonic boom (pulse) component. 

Berg et al. (2002) measured behavioral responses 
of harbor seals on VAFB rookeries to the launch 
of a Titan IV B-34 missile from a launch pad at 
VAFB ~8.6 km away. At the time of the launch, 38 
seals were present at two haulout sites, all of which 

entered the water immediately following the onset 
of launch noise. More seals (n = 56) were present 
at the locations 90 min after the launch event, indi-
cating the temporary and minor nature of the dis-
turbance, and no injured animals were located. The 
avoidance behavior was coincident with a maxi-
mum unweighted SPL value near the rookeries of 
119 dB re: 20 µPa (unweighted aerial SEL value 
was 130 dB re: [20 µPa]2-s). 

Finally, Berg et al. (2004) observed behavioral 
responses of California sea lions, northern elephant 
seals, and northern fur seals on San Miguel Island 
to the launch of an Atlas IIAS MLV-14 missile 
from VAFB. Received signals were sonic booms 
which had little to no effect on the behavior of the 
pinnipeds, other than minor orienting behaviors 
and movements in some of the California sea lions. 
These results are not scored here, in part because 
the sounds included pulses. 

Other researchers have investigated the effects 
of other kinds of human activities (e.g., aircraft, 
motorboats, general human presence) as well as  
rocket launches on the haulout behavior, including 
avoidance, of pinnipeds (Allen et al., 1984; Suryan 
& Harvey, 1998; Born et al., 1999; Moulton et al., 
2002). The combined results indicated that hauled-
out pinnipeds in certain conditions can be disturbed, 
significantly in some cases, by the presence of vari-
ous human activities. However, these studies lack 
either specific estimates of received noise expo-
sure conditions or individual-specific behavioral 
responses or both. Additionally, multiple stimuli 
were generally simultaneously present, including 
the visual presence of sources, which preclude their 
inclusion here. Gentry et al. (1990) determined that 
northern fur seals were generally tolerant of under-
ground explosions and other quarrying operations 
in relatively close proximity; only a few orienting 
behaviors were observed in response to the largest 
blasts. Some acoustic measurements were made, 
but individual behaviors or group responses and 
received exposure levels were not reported and were 
thus not scored here. 

Holst et al. (2005a, 2005b) observed behavioral 
responses in three species of pinnipeds—harbor seal, 
California sea lion, and northern elephant seal—on 
San Nicolas Island to 47 small- and mid-sized mis-
sile launches over a 4-y period. They observed 
animal presence and distribution before launches 
and behavior during and following launches. Some 
of the missiles generated sonic booms, but the 
majority of the exposures were relatively low-fre-
quency, long-duration rumbling sounds that would 
be categorized as nonpulses. During many launches, 
acoustic measurements were made near the animals 
whose behavior was videotaped. Peak, SPL, and SEL 
exposures were reported. This dataset has not been 
incorporated into the present analysis. However, 
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results indicated that California sea lions had mixed 
reactions to rocket launches, with some individuals 
exhibiting startle responses and increased vigilance 
and others showing virtually no reaction. Northern 
elephant seal reactions were minimal, consisting 
only of minor movements and orienting responses 
that rapidly subsided. Conversely, harbor seals were 
by far the most responsive of the pinnipeds observed, 
with many individuals entering the water from 
haulout sites following rocket launches and failing 
to return for periods of hours. No cases of long-
term pup separation or of injury were documented. 
If those phenomena had occurred, they would be 
considered relatively severe in terms of the behav-
ioral scoring paradigm given here and should also be 

considered as they relate to injury criteria. In 
California sea lions and northern elephant seals, 
there were significant correlations between behav-
ioral responses and both the missile’s closest dis-
tance and the RL of the launch sound near the 
pinnipeds (SEL). Corresponding relationships for 
harbor seals were weaker. Holst et al. (2005b) con-
cluded that the temporary behavioral responses, 
even the relatively severe ones observed in harbor 
seals, do not appear to have substantial adverse 
effects on pinniped populations. This conclusion 
is based on the decades-long occurrence of missile 
launches and the presence of increasing numbers 
of pinnipeds of all three species in the area.

(Left to Right): David Kastak, Roger Gentry, Peter Tyack, Brandon Southall, Darlene Ketten, W. John Richardson, Jeanette 
Thomas, James Miller, Ann Bowles, James Finneran, Charles Greene, Jr., Paul Nachtigall, and William Ellison
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ATTACHMENT B 

NOAA GUIDELINES  



 

 

 

 

 

Memorandum 

 

 

To:   Interested parties 

 

From: NMFS Northwest Fisheries Science Center - Conservation Biology 

Division and Northwest Regional Office - Protected Resources Division 

 

Subject: Guidance Document:  Data Collection Methods to Characterize 

Background and Ambient Sound within Inland Waters of Washington 

State 

 

Date:   November 30, 2009 

 

 

Objectives: 

To characterize background sound levels (levels absent of proposed activity) and ambient sound 

levels (sound absent of human influence) in areas of proposed activities that have the potential to 

injure or disturb marine mammals. These measurements should be relevant in terms of frequency 

bands of sensitivity and spatial scales (location and depth) with respect to the species considered 

and work activities in question. These measurements should be characterized across a range of 

temporal (hourly, weekly, seasonally) and oceanographic conditions that occur during the in-

water work window.  

 

Methods for characterizing background sound levels: 

 

Frequency relevance, bandwidth analysis and reported measurements 

The list below defines frequency bands for the species considered which is based on known or 

estimated hearing ranges (see Southall et al. 2007).  For each species or taxa, unweighted 

measurements need to be reported in dBrms re: 1 microPa in one-third octave levels (TOLs) and 

overall sound pressure levels across the entire frequency band (referred to as “overall dB rms 

levels” which can be calculated by integrated TOLs across the entire frequency band).  Overall 

dB rms levels will be consistent with the way that NMFS applies  generic sound exposure 

thresholds for broadband sounds that cause behavioral disturbance in marine mammals.  See 

temporal scale considerations for how these measurements should be time averaged. 

 

Frequency bands relevant to specific taxa: 

 Killer whales (resident and transient), 1-100 kHz (based on Szymanski et al. 1999) 

 All pinnipeds (Steller and California sea lions, harbor seals, northern elephant seals) 0.75-75 

kHz (based on Southall et al. 2007) 

UNITED STATES DEPARTMENT OF COMMERCE 
National Oceanic and Atmospheric Administration 
NATIONAL MARINE FISHERIES SERVICE 
Northwest Region 
7600 Sand Point Way NE 
Seattle, Washington 98115 
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 All baleen whales (humpback, gray and minke whales), 0.07-22 kHz (based on Southall et al. 

2007) 

 Harbor and Dall’s porpoise, 0.2-180 kHz (based on Southall et al. 2007) 

 

Spatial scale considerations 

Locations of measurements need to be consistent with where construction and monitoring will 

take place and need to be at depths consistent with the behavior of the species considered.  An 

initial assessment of where the edge of monitoring will take place is needed to define boundaries 

of monitoring.  Until more comprehensive guidelines are available, NMFS uses conservative 

thresholds including 120 dBrms re: 1 microPa for continuous sound
1
. Thus, one should assume 

that the 120 dB rule (measured within the appropriate frequency bands listed above) would be 

applied as a first step.  For (a hypothetical) example, let’s assume that vibratory pile driving plus 

other construction activity has a source level equal to 175 dB rms re 1 microPa and that 

spreading loss equals 15 log R in the location (the actually sound propagation features should be 

assessed empirically), with R being distances in meters, then the construction activity would 

equal 120 dB at 4.6 km (2.86 mi) from the source.  Background sound levels need to be made 

somewhere along this 4.6 km radius from the source that is away from features that would bias 

the data such as main shipping and ferry lanes and near shore where wave action dominates.   

 

In terms of depth, little information is available about how marine mammals use the water 

column in a specific location.  There are some published data that  provide a general 

understanding of  some species dive behavior .  For example, studies that include dive data 

collected in inland waters of Washington State suggest that Southern Resident killer whales use 

most of the water column, except for extreme deep depths that may be beyond their physical dive 

capabilities (i.e., Review in pgs. II-15 – II-16 of NMFS 2008 and Baird and Hanson 2004).  

Ideally, data would be collected at multiple depths to represent the range in background sound 

levels the whales are exposed to (i.e., 10 m, 30 m, 50 m, >150 m or bottom depth).  Note that the 

deepest dives reported for killer whales are 264 m by a Southern Resident (Baird et al. 2005).  If 

data collection at multiple depths is not possible, at least two depths should be represented: (1) at 

relatively shallow depth (i.e., within 10 m to 20 m of the surface, which represents a depth range 

frequently used by marine mammals; see Baird and Hanson 2004 [Southern Resident killer 

whales]; Westgate et al. 1995, and Otani et al. 1998 [harbor porpoises]) and (2) at relatively deep 

depth potentially close to the bottom, the specific depth range of which would be dependent on 

site characteristics and known species use.  

 

Temporal scale considerations 

A variety of factors are predicted to affect sound levels.  For example, close approaches by 

vessels and inclement weather will likely result in the highest levels.  Thus, it is necessary to 

capture the temporal variation in sound levels that occur at the location in question. 

 

                                                           
1
 NMFS is currently developing comprehensive guidance on sound levels likely to cause injury and behavioral 

disruption in the context of the Marine Mammal Protection Act.  Until formal guidance is available, NMFS uses 

conservative thresholds of sound pressure levels from broad band sounds that cause behavioral disturbance 

(160dBrms re: 1µPa for impulse sound and 120 dBrms re: 1µPa for continuous sound) and injury (180dBrms re: 

1µPa for whales and 190dBrms re: 1µPa for pinnipeds) (70 FR 1871).  Impact pile driving is an impulsive sound 

source, and vibratory pile driving is a continuous sound source. 
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 TOLs and overall dB rms levels need to be based on short enough time windows to capture 

temporal variation in sound levels.  Those based on 10-30 sec averages will likely capture 

this variation.  These need to be collected systematically and then they can be compared over 

hourly, daily and monthly time periods.  For example, these individual background levels 

should be plotted for every hour during daylight hours over 1 full work week, for each month 

of the work window.  This information together with information on sea state, wind speed, 

tidal cycle, and precipitation (obtained through close weather stations, for example) will 

capture the seasonal/temporal and oceanographic variations that likely affect background 

sound levels occurring during the work window. 

 

Averaging measurements 

 Measured overall dB rms levels will need to be characterized in terms of average conditions.  

A cumulative distribution function (cumulative % vs. overall dB rms levels) of all dB rms 

sound levels would allow NMFS to determine what dBrms levels ≥ X occur at least 50% (or 

some other %) of time during the work window. 

 

Equipment considerations 

 The recording system need to be appropriate for the frequency range of measurements.  It 

needs to be calibrated having a known and preferably flat (receiving sensitivity) frequency 

response curve across the bandwidth of measurements. If the same recording system will be 

used for all species listed above, then this would range from 7 Hz to 180 kHz. 

 Especially for ambient sound levels, the recording system will need to be capable of 

accurately measuring low ambient sound levels across the entire frequency range; at the very 

least, the self noise floor of the recording system should be compared with lowest spectral 

levels measured in the field to illustrate that the reported levels are not limited by equipment 

performance. 

 

 

Methods for characterizing ambient sound levels (absent of human influence): 

 

Characterizing ambient sound levels absent of human influence will be challenging in Puget 

Sound given the number of anthropogenic sources of sound present.  It is assumed that ambient 

sound levels are those absent of obvious human influence.  For example, close approaches by 

vessels will likely result in higher sound levels and these are considered obvious human 

influences.  Other variables such as sea state or precipitation will also influence sound levels and 

teasing apart anthropogenic variables from natural ones will be difficult without some way of 

monitoring human activity in the vicinity of where measurements are taken.  Visual monitoring 

is the best way to characterize sound levels absent of human influence.  A visual observer should 

note when no vessels and other obvious human activity that generate underwater sounds are 

present within a given distance of the recorder (such as 2 km).  Only recordings identified as 

absent of obvious human influence should be reported as ambient sound levels which could then 

be compared over hourly, daily and monthly time periods and plotted as a cumulative 

distribution function. 
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Abstract

Underwater Ambient Noise at a Proposed Tidal Energy Site in Puget Sound

Christopher Bassett

Chair of the Supervisory Committee:
Assistant Professor Jim Thomson

Civil and Environmental Engineering

Ambient underwater acoustics data are presented for one-year at a potential tidal energy

site in Admiralty Inlet, Washington, USA with maximum currents exceeding 3 m/s. The

site, at a depth of approximately 60 meters, is located near shipping lanes, a local ferry

route, and a transit area for many cetacean species. A key finding is that non-propagating

turbulent pressure fluctuations, termed pseudosound, can mask ambient noise, especially in

highly energetic environments suitable for tidal energy development. A statistical method

identifies periods during which changes in the mode and standard deviation of the one-

third octave band sound pressure levels are statistically significant and thus suggestive

of pseudosound contamination. For each deployment, recordings with depth averaged tidal

currents greater than 1 m/s are found to be contaminated, and only recordings with currents

below this threshold are used in the subsequent ambient noise analysis. Mean total sound

pressure levels (0.16 - 30 kHz) over all recordings are 117 dB re 1µPa.

Commercial shipping and ferry vessel traffic are found to be the most significant contrib-

utor to ambient noise levels at the site, with secondary contributions from rain, wind, and

marine mammal vocalizations. Post-processed data from an AIS (Automatic Identification

System) receiver is used to determine the location of ships during each recording. Refer-

encing 368 individual recordings with the distance between the ferry and the site obtained

from AIS data, the source level of the ferry is estimated to be 179 ± 4 dB re 1µPa at 1m

with a logarithmic spreading loss coefficient of 18.
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Chapter 1

INTRODUCTION

Recent concerns about global climate change and fossil fuel consumption have driven a

number of states to adopt binding Renewable Energy Portfolio Standards. Such standards

coupled with the growing demand for electricity have led the Snohomish Public Utility

District to explore renewable energy sources. Tidal energy, the extraction of energy from

tidally driven currents, is one such potential energy source that is being explored. Snohomish

PUD has proposed a tidal energy pilot project in Admiralty Inlet.

One of the primary concerns with respect to tidal energy development is the potential

impact on the underwater acoustic environment. Marine mammals vocalize and echolocate

for social purposes and to hunt for prey. Increased ambient noise levels during installation

or normal operation could impede these necessary activities by masking auditory returns.

Sound exposure can also lead to avoidance behavior, temporary threshold shifting, and tem-

porary or permanent hearing loss (Holt, 2008). In the case of the proposed tidal energy pilot

project, the general concern about the impacts of anthropogenic noise on marine species is

exacerbated by the location of the proposed site - it is in a region containing three zones des-

ignated as critical habitat areas for Southern Resident killer whales (Orcinus orca) (NMFS,

2006). Presently, little is known about the impact of tidal turbines on underwater ambient

noise. This research includes a one-year baseline ambient noise study of the proposed pilot

project site, analyzes the impact of common ambient noise sources, and prepares a baseline

for assessing the impact of any tidal energy development that occurs.

1.1 Site Description

The proposed location of the tidal energy pilot project is Eastern Admiralty Inlet, just west

of Admiralty Head at Fort Casey State Park in Washington state. Admiralty Inlet is the

primary inlet to the Puget Sound from the Strait of San Juan de Fuca. As a result, the five
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kilometer wide inlet experiences tidal currents in excess of 3 m/s. The survey area for the

tidal project is a 1.5 km x 1.0 km rectangle that is roughly aligned with the principal axis

of the flow in and out of the inlet. The bathymetry in Admiralty Inlet is complicated but

the site under consideration is relatively flat and approximately 65 m deep. Puget Sound,

Admiralty Inlet, and the location of the survey area are shown in Figure 1.1.

Figure 1.1: Puget Sound, Admiralty Inlet, and the survey area represented by the rectangle
on the easy side of Admiralty Inlet (right).

1.2 Acoustics Measurements

Pressure levels associated with acoustic measurements cover many orders of magnitude.

As a result, it is common convention to report acoustic measurements in units of decibels.

Decibels are a unit that require an arbitrary reference value. Accepted convention is to use
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1 µPa as the reference pressure in water; this is compared to 20 µPa used as the reference

pressure in air. Following convention, throughout this document values will be reported in

decibels with a respect to 1 µPa but values will simply be referred to as decibels. Sound

pressure levels (SPL) and pressure spectral densities (PSD) will be used throughout the this

report and require clarification.

Sound pressure level is defined as the ratio of the RMS pressure squared to the square

of the reference pressure. In decibels, the sound pressure level is expressed by Equation 1.1.

SPL (dB) = 10 log10

(
p2rms
p2ref

)
= 20 log10

(
prms
pref

)
(1.1)

A curve of the pressure spectral density (PSD) is created by processing the raw data

from the hydrophone. The PSD is a measure of the acoustic energy contained in a given

frequency band. A more rigorous explanation of signal processing and the definition of

pressure spectral density is included in Chapter 2. For underwater sound the resulting units

for PSD are dB with respect to one micropascal-squared per hertz (dB re 1µPa2/Hz). To

obtain the sound pressure level associated with a given frequency range, the pressure spectral

density can be integrated over the frequency band of interest (Equation 1.2). Integration

under the entire curve yields the total sound pressure level associated with the acoustic

measurements.

SPL (dB) = 10log10

(∫ f2

f1

PSD df

)
(1.2)

The sound pressure attenuation characteristics of seawater have a direct impact on what

spectral levels are recorded. Relaxation is the chemical or molecular response to pres-

sure changes associated with sound waves. Both molecular relaxation due to viscosity and

chemical relaxation absorb energy contained in sound waves causing the waves to attenuate.

Relaxation has a greater effect on high frequency noise resulting in higher attenuation rates.

Attenuation rates, measured in dB/km, are approximately four orders of magnitudes larger

for 10 kHz sounds than they are for 100 Hz sounds. As a result, low frequency sounds from
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sources such as shipping vessel can propagate thousands of kilometers in the open ocean

while high frequency sounds are rapidly attenuated (Medwin, 2005).

1.3 Ambient Noise

Ambient noise is often defined as the noise at a site in the absence of anthropogenic noise

sources. For this study, as a result of the regularity of marine traffic at the proposed site,

ambient noise will be discussed as the noise at the site without regard to the presence of

anthropogenic noise in order to characterize typical conditions. By this definition, underwa-

ter ambient noise can be attributed to three unique categories of sources: natural physical

processes, biological sources, and anthropogenic sources. Within each category of sources, a

variety of mechanisms produce the sound over different frequency ranges. Past research has

identified ambient noise sources and the spectral levels and frequencies at which common

sources impact the acoustic environment. Ambient noise sources at low frequencies that af-

fect sound levels in this study include ship traffic ranging from shipping vessels, recreational

boats, and ferry traffic. Oceanic traffic influences spectral levels from 10 Hz to beyond 10

kHz with the dominant components occurring at low frequencies. Wind speed is shown to

be the dominant source of sound between 100 Hz and 10 kHz in the absence of anthro-

pogenic sources. Bubbles and spray are attributed to surface agitation affect the spectral

levels from 100 Hz to as high as 30 kHz. Contributions from rainfall are also associated

with surface agitation and spray. At frequencies above 10 kHz thermal noise associated

with molecular agitation occur at decibel levels that increase with frequency (Wenz, 1962;

Mellen, 1952). The following paragraphs introduce the mechanisms of sound production for

these important underwater sources in greater detail.

A broad range of natural processes affect the underwater acoustic environment over

a broad range of frequencies. Earthquakes, microseisms, second-order effects from sur-

face waves, and oceanic turbulence cause pressure fluctuations that can be measured by

hydrophones. Although the low frequencies at which some of these sources contribute to

ambient noise spectra are not considered in this research, a description of their contributions

has been included for completeness. Microseisms occur at frequencies less than 1 Hz (Urick,
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1967). Regular seismic activities like earthquakes can affect acoustic spectra up to 100 Hz

but are intermittent sources (Wenz, 1962). Second order surface waves effects contribute to

acoustic spectra at frequencies between 0.1 Hz and 5 Hz (Medwin, 2005). First order effects

of wind driven surface waves create pressure fluctuations in the water column but are not

important for ambient noise measurements in bottom mounted hydrophones because the

pressure fluctuations attenuate exponentially with depth and because the frequency range

over which they occur is not covered by this study (Urick, 1967).

Turbulent pressure fluctuations can impact acoustic measurements by two different

mechanisms. The first mechanism is the measurements of oceanic turbulence. Pressure

fluctuations associated with turbulent flow advected over a hydrophone have been mea-

sured in environmental flows. One example of field work demonstrating this impact is from

Narragansett Bay, Rhode Island. There, hydrophone measurements in the one-third octave

band centered at 25 Hz were shown to increase during periods of strong tidal currents (Willis

and Dietz, 1965). Although turbulent pressure fluctuations are measured by hydrophones,

they are not propagating sound and are therefore referred to as “pseudosound.” There is

also a small radiated component of noise produced by turbulence. The impacts of the prop-

agating noise from turbulence are minimal because they radiate at a low efficiencies and

decay rapidly with distance (Urick, 1967).

Another contributor of pseudosound is interactions between the turbulent pressure field

and the hydrophone. It has been shown that pressure fluctuations in the hydrophone bound-

ary layer are greater in magnitude than pressure fluctuations of the turbulent field alone

and that the impacts of boundary layer fluctuations are greatest at low frequencies and

dependent on hydrophone geometry (Strasberg, 1979). Attempts to describe wind screen

noise on microphones using non-dimensional parameters have been successful but similar

non-dimensionalization of hydrophone flow-noise were less successful. Some suggestions for

the this include differences in the construction of hydrophones as well as susceptibility of

hydrophones to vibrations caused by swift underwater currents (Strasberg, 1988). One

method employed to identify pseudosound is calculating signal coherence, a frequency space

measure of the correlation of two independent signals. For propagating sound the coher-
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ence between two hydrophones separated by a short distance will be high but the coherence

of psuedosound measurements will be low due to the chaotic nature of turbulence. The

method requires two hydrophones and has been employed in studies of ambient noise to

identify periods of pseudosound (Deane, 2000).

A familiar example of flow noise would be an individual standing outside on a windy day

that hears a ruffle in their ear due to the wind. A person standing nearby but protected from

the wind would not hear the same ruffling noise because it is not a result of a propagating

sound wave. Regardless of the underlying physics of pseudosound, acoustic spectra that

are contaminated by pseudosound are not propagating ambient noise and should not be

included in descriptions of the underwater acoustic environment.

The contribution of wind speed to ambient noise is a result of breaking waves at the air-

sea interface caused by wind stress. The breaking waves entrain acoustically active bubbles

which produce sound at frequencies dependent on the bubble diameter (Ma et al., 2005).

Wind generated sound has a constant negative spectral slope that is independent of wind

speed between 500 Hz to 50 kHz independent of wind speed (Ma et al., 2005; Medwin,

2005). Although sea state is a commonly used describe surface conditions, the correlation

between the wind speed and underwater noise levels is stronger than that between sea state

and noise levels (Wille and Geyer, 1984). Due to the proximity of the proposed site to the

shore, surf noise may also impact ambient noise spectra. Surf noise generates noise between

100 Hz and 20 kHz at the interval of waves breaking on the shore (Deane, 2000).

The effects of rainfall rates on acoustic spectra are dependent on droplet sizes and wind

speed. Typical precipitation rates in the study area typically fall under the category of

“light” (< 2.5 mm/hr) and occasionally “moderate” (2.5> R < 7.5 mm/hr) rainfall rates.

Small droplets associated with light rainfall produce sound through two mechanism: the

droplet impact creates broadband noise which is followed by louder resonating microbubble.

The resonant frequency of these entrained microbubbles ranges from 12 to 21 kHz with an

average of 15 kHz (Medwin et al., 1992). Noise from precipitation during light rainfall events

is highly dependent on wind speed. The likelihood of bubble creation by an individual

droplet is 100% at a normal incidence angle but decreases to 20% for incidence angles of
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20° (Ma et al., 2005). Increased wind speeds during periods of light rain decreases peak

spectral levels, widens the peak, and increases the peak frequency (Nystuen and Farmer,

1987). During periods of moderate precipitation rates the contribution of the rain to ambient

noise is primarily a result of the intial droplet impact on the surface (Medwin et al., 1992).

Acoustic spectra during moderate rain conditions decrease linearly between 1 to 15 kHz

before rolling off around 15 kHz (Ma et al., 2005).

At very high frequencies thermal noise determines the limit of effective acoustic mea-

surements. If all other noise sources were removed, the resulting measurements would be

attributable to the thermal excitation of water molecules (Mellen, 1952). At the frequencies

under consideration in this study, ambient noise exceeds the thermal noise limits.

Sources of anthropogenic noise in marine environments include pile driving, air guns

arrays, ship traffic, and industrial activity. With the exception of ship traffic, anthropogenic

noise sources are not considered in this research but a discussion of their characteristics has

been included for completeness. Peak source levels attributed to pile driving can reach 210

dB re 1 µPa at a 10 m range with peak frequencies under 1 kHz (Dahl, 2010). Air guns

arrays used in seismic exploration, commonly used in the energy industry to search for fossil

fuel deposits, have sources levels of up to 256 dB re 1 µPa at 1 m with a peak frequency

between 5 Hz and 300 Hz (Hildebrand, 2004). The impacts of industrial activity on ambient

noise are typically at tones related to the rotational frequencies of turbomachinery (NRC,

2003).

Ambient noise measurements taken over many decades in the open ocean and in coastal

environments show a long term trend of increasing ambient noise levels except in the South

Pacific and South Indian Ocean where there is little shipping traffic (Ross, 1976). These

increases are result of increased anthropogenic noise, particularly ship traffic. The primary

sound of low-frequency ambient noise in areas with high shipping densities is ship traf-

fic (Dahl et al., 2007). Explanations for the sustained increases in ambient noise levels

include increases in ship traffic, engine power, ship speed, and gross tonnage carried by

merchant vessels (Hildebrand, 2005; Ross, 1976).

The most common source of anthropogenic noise in Admiralty Inlet is ship traffic. Ship
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traffic, regardless of size, produces sound by mechanical noise, flow over the hull, cavita-

tion due to the propeller, and through the use of various active acoustic technologies (e.g.

depthsounders). Military and commercial sonars have a wide range of applications and as-

sociated frequencies. Peak frequencies range from low (< 1 kHz) to very high (> 200 kHz);

source levels across the peak frequency range for different sonars reach 235 dB (Hildebrand,

2005). Cavitation due to a pressure drop across the propeller creates broadband noise. Low

frequency tonal contributions to the ambient noise spectra are related by multiples of the

number propeller blades multiplied by the revolutions per second (Arveson and Vendittis,

2000). Mechanical noise and its impact on ambient noise can be traced to the firing rate

of the onboard diesel engines, gearing, pumps and other mechanical equipment. Hydro-

dynamic flow over the hull of the ship can also contribute to broadband radiated noise,

particularly at high velocities (Hildebrand, 2005).

Source levels for ship traffic vary significantly based on the size and speed of the vessel.

Every ship has a unique acoustic signature which relates to ship speed, the condition of the

vessel, vessel load, and on-board activities (Ross, 1976). Source levels for ship traffic range

from 150 dB for small fishing vessels to 195 dB for super tankers (Gray and Greeley, 1980;

Hildebrand, 2005). Peaks in spectral levels for shipping traffic occur at less than 500 Hz

with substantial tonal contributions below 10 Hz (Scrimger and Heirmeyer, 1991). Studies

on small ship traffic show peak spectral levels of 145 dB re 1µPa2/Hz between 350 to 1200

Hz (Hildebrand, 2005).

Marine mammal vocalizations and echolocations are the primary sources of potential

biological noise. Marine mammals that are found in the Puget Sound include, but are not

limited to, killer whales, harbor porpoises, Dall’s porpoises, gray whales, minke whales,

harbor seals, California sea lions, Stellar sea lions, and elephant seals (Shepard, 2009). Ma-

rine mammal vocalizations occur over a wide range of frequencies. For example, dominant

frequencies for gray whales are as low as 20 Hz and harbor porpoise echolocation clicks

exceed 100 kHz (Whitlow et al., 2000). Frequency ranges associated with orca and harbor

porpoise vocalizations are included in Table 1.1.

The most concern and interest with respect to the impacts of tidal energy on ambi-
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ent noise is directed at the Southern Resident killer whale (SRKW). Southern Resident

killer whales differ from transient orca populations in that their diets consist of primar-

ily of fish rather than other marine mammals, they live in stable pods, and have smaller

ranges (NMFS, 2008). The SRKW population inhabits the inland waters of the Salish Sea

from late spring to early fall (Holt, 2008). The SRKW populations occasionally transit

Admiralty Inlet to enter the Puget Sound; most SRKW sitings in the Puget Sound occur

between October and January (Whale Museum, 2009).

Communications used by killer whales can be broken into vocalizations (whistles and

pulsed calls) and echolocations. Whistles are used for social communication (Richardson

et al., 1995). Pulsed calls are used when foraging and traveling to maintain social cohe-

sion (Ford, 1989). Transient and resident communities have developed unique dialects and

vocalization patterns (Ford, 1991). Frequency ranges for whistles and pulsed calls are 1.5

kHz to 18 kHz and 0.5 kHz to 25 kHz respectively. Dominant frequencies for whistles are 6

kHz to 12 kHz and 0.5 kHz to 6 kHz for pulsed calls (Ford, 1989). Field research on foraging

resident killer whales shows that most echolocation clicks have a bimodal distribution with

a low-frequency peak between 20 and 30 kHz and a high-frequency peak between 40 and 60

kHz. The echolocation clicks have average bandwidths between 35 and 50 kHz (Au et al.,

2004). Transient killer whales rarely use echolocation to hunt prey; the use of echolocation

amongst residents while foraging is common (Deeke et al., 2005).

Table 1.1: Frequency ranges for common marine mammals in Puget Sound (Richardson
et al., 1995)

Species Call Type Call Range (kHz) Echolocation Range (kHz)

Orca
Whistle 1.5-18

12-25
Pulsed 0.5-25

Harbor porpoise - 2 110-150
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1.4 Analysis

The ambient noise analysis included in this report cover frequency bands from 20 Hz to

30 kHz; the results are reported for the entire frequency band covered by the data and

one-third octave bands. Throughout the report, total sound pressure levels will refer to the

frequency range 0.156 - 30 kHz unless otherwise noted. The frequency ranges covered are a

result of sampling limitations during the long term deployment of the equipment at the site.

Specific sources that are addressed include the rain, ship traffic, and suspected biological

noise. Analysis of ship traffic focuses on using Automatic Information System (AIS) data to

verify the location of ships in the vicinity of the site. Precipitation can only be verified using

data from the Washington State University Agricultural Weather Network (AgWeatherNet)

station located 3.5 miles north-northeast of the survey area on in Whidbey Island. This

data confirms rainfall on an hourly and daily basis at the site of the meteorological station.

Rainfall analysis is based on searching for the acoustic signature of light precipitation in the

acoustic spectra. Lastly, suspected biological noise analysis is based on reports of marine

mammals in Admiralty Inlet by Orca Network and vocalization autodetections from the

Port Townsend hydrophone operated by the Port Townsend Marine Science Center.
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Chapter 2

INSTRUMENTATION AND METHODOLOGY

The data for acoustic analysis of the site are derived from of two different systems: A

recording hydrophone mounted on a tripod that rests on the seabed and a cabled hydrophone

deployed from a research vessel. The recording hydrophone remains on the seabed and

provides long-term acoustic information about the site. A cabled hydrophone is used during

research cruises to obtain spatial acoustic information in real time.

A total of four different sampling configurations were used by the recording and cabled

hydrophones throughout the study period. Due to configuration changes, small changes

were made to the processing algorithm to optimize bandwidth. The processing steps used

are well understood and covered in texts on spectral analysis such as Priestley (1981) and

Bracewell (2000). An example of the steps in the processing algorithm is included for two

recordings from the November, 2009 to February, 2010 hydrophone deployment. Specific

information on sampling configurations, changes to the processing algorithm for individual

deployments, and instrument calibration curves is included in their respective sections.

The raw signal is initially broken up into individual windows, or subsets of the raw signal.

The window length is chosen to optimize the bandwidth of the final results. For a window

with N data points, the final spectrum contains 2/N + 1 values and is symmetric around

the zero frequency (i.e. the mean). Only positive frequencies are valuable in the analysis.

The frequency bins associated with the positive frequencies in the spectrum are calculated

by evenly spacing the values from the minimum frequency to the Nyquist frequency (fn),

the maximum resolvable frequency which is equal to one-half of the sampling frequency

(fs). For example, during the November, 2009 to February, 2010 deployment the recording

hydrophone sampled at 80 kHz. Windows were broken into 4096 data points. The resulting

spectra contain 2048 positive frequencies ranging from 19.53 Hz to 40 kHz with a bandwidth

of 19.53 Hz. Details about the windows used for other data sets are included in their
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respective sections.

To calculate the spectra, the mean is first removed from the raw signal of each window.

The signal in each series can be expressed as a summation of sine curves with different

amplitudes and phases. The transformation from time to frequency space is done using

a FFT (Fast Fourier Transform) algorithm. The transformation of a discrete signal into

frequency space inevitably leads to leakage. Leakage is the transfer of energy from one

frequency bin into another as a result of transformation on the finite time series. The

problem of leakage is unavoidable but tapering functions can be applied to each window

based on the desired characteristics of the final spectra. For all processing a Hann window

is used. A Hann window is a raised cosine function described by Equation 2.1 where n is an

integer of the values 0 ≤ n ≤ N −1 and N is the number of data points in the window. The

Hann window has two desirable effects on the final results. First, by forcing the raw signals

to zero at the ends of the window tapering reduces leakage by removing discontinuities in

the signal. Second, a Hann window increases the roll-off of the side lobes that result from

a transformation into frequency space making it easier to resolve components of the signal

with different amplitudes and frequencies. One downside of the Hann windows is that the

main lobe of the transform is wider than that of a rectangular, or Boxcar window, making

is harder to resolve signals with similar amplitude and frequencies.

Hann Window = 0.5− 0.5 cos

(
2πn

N − 1

)
(2.1)

Parseval’s theorem states that the integral of the pressure spectral density spectrum is

equal to the variance of the raw signal. By using a Hann function to taper the original signal

the initial variance is altered and a correction factor must be applied to signal to account

for the chance in variance. The correction factor for a Hann window is
√

8/3 (Emery

and Thomson, 1997). The transformation from time space to frequency space is a linear

transformation so the factor can be applied to the spectrum or the tapered time series. In

the algorithm used for processing the acoustics data the correction factor was calculated

by multiplying the pressure spectral density, in units of pressure, by the factor required to
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force the variance to match before converting to decibels. An example of a raw signal, a

tapered signal, and a tapered signal multiplied by the correction factor for a recording from

November 16, 2009 at 16:40.

Figure 2.1: Raw signal, tapered signal, and tapered signal with correction factor from
11/16/2009.

The tapered signal is converted to the frequency domain through a Fast Fourier Trans-

form (FFT) algorithm. The pressure spectral density is the modulus squared of the FFT

is normalized by the sampling frequency and the number of data points in the raw signal.

The value is multiplied by two because only the positive frequencies are used. The pressure

spectral density is represented by Equation 2.2. The spectrum, as previously mentioned, is

then multiplied by the correction factor needed to satisfy Parseval’s theorem.

PSD =
1

fsN

∣∣∣∣∣
N∑
n=1

xne
−i(2πf/fs)n

∣∣∣∣∣
2

=
2 |FFT |2

fs N
(2.2)
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There is a trade-off between the desired bandwidth (frequency resolution) and the un-

derlying statistics (uncertainty) of the spectrum. Increasing the number of data points per

window increases the resolution but decreases the number of spectra which can be ensemble

averaged to produce the final spectrum. Besides resulting in a smoother spectrum, each

independent window used in the ensemble average represents two degrees of freedom in a

chi-squared distribution. The greater number of degrees of freedom used to calculate the

spectrum the smaller the uncertainty associated with the spectrum.

Figure 2.2 includes the pressure signal and pressure spectral densities for two recordings

from November 16, 2009 demonstrating how the pressure signals and acoustic spectra vary

under different acoustic conditions. Larger pressure fluctuations are associated with louder

sounds. Shorter oscillation periods of a given magnitude are indicative of higher frequencies.

By inspection of the raw signal, it is clear that the sound pressure level in the recordings

are much greater at 12:40 than at 16:40. It is also clear that the largest contributions to

the sound pressure level at 12:40 are at a low frequencies. These relationships are clearly

demonstrated by the resulting spectra. The total SPL during the 12:40 recording is 129 dB

and at 16:40 the total SPL is 109 dB.

2.1 Recording Hydrophone

A Loggerhead Instruments DSG long-term acoustic recorder equipped with a High-Tech Inc.

hydrophone is mounted on a tripod and deployed at the site. The hydrophone and system

frequency response can be seen in Figure 2.3. The sensitivity of the hydrophone is -185.5

dB-V/µPa. A preamplifier applies a 10x voltage gain for an effective sensitivity of -165.5

dB-V/µPa before converting the analog signal to a 16 bit digital signal. The frequency

response is approximately flat (± 3 dB) from 10 Hz to 30 kHz. The data is logged on a

16 GB SD card which is recovered upon retrieval of the tripod. Other instrumentation on

the tripod includes, but is not limited to, an Acoustic Doppler Current Profiler (ADCP),

devices (PODS) to detect marine mammal echolocation clicks, and equipment to monitor

the temperature, salinity, hydrostatic pressure, and dissolved oxygen. The Loggerhead DSG
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Figure 2.2: Comparison of raw signals and acoustic spectra for two recordings from
11/16/2009.

system is referred to as the recording hydrophone.

The first deployment period for the recording hydrophone began May 19, 2009 and ended

on August 3, 2009. The coordinates of the first deployment are 48.1509°N, 122.6878°W.

The coordinates of the second deployment, from August 5, 2009 to November 11, 2009

are 48.1491°N, 122.6913°W. During the first two deployments the hydrophone sampled for

one minute out of every ten. Within each 60 second sample, the data was staggered to

record bursts of 410 out of 4096 data points, a form of data compression that allow acoustic

sampling throughout long deployments. A sampling rate of 80 kHz was used in order to
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Figure 2.3: Recording hydrophone (grey cylinder with protruding black hydrophone head)
prepared for deployment and calibration curve.

permit the resolution of signals up to 40 kHz. The resulting spectra have a bandwidth of

156.25 Hz.

The coordinates of the third deployment, from November 12, 2009 to February 10, 2010

are 48.1477°N, 122.6903°W. The coordinates of the fourth deployment, from February 11,

2010 to May 4, 2010 are 48.1501°N, 122.6862°W. During the third and fourth deployments

the sampling was continuous for eight seconds every ten minutes. A sampling rate of 80 kHz

was permits the resolution of signals up to 40 kHz. The sampling configuration was changed

to improve frequency bandwidth and resolution. Each sample is broken into windows with

4096 data points with a 50% overlap. The resulting acoustic spectra have a bandwidth

of 19.53 Hz. The coordinates and survey areas for all of the deployments are shown in

Figure 2.4.

2.2 Cabled Hydrophone

Spatial measurements are obtained from a research vessel by a Cetacean�Instruments

C54XRS cylindrical omni-directional hydrophone. The Cetacean Instruments�C54XRS has

a sensitivity of -185.5 dB-V/µPa and is calibrated for a frequency range of 20 Hz - 250 kHz.

The flat frequency response is flat (± 3 dB) from 20 Hz to 40 kHz (Figure 2.5). A 10x
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Figure 2.4: The survey area and deployment coordinates for all four deployments.

internal preamplifier produces an effective sensitivity of -165.5 dB-V/µPa. An Iotech DAQ

3001 data acquisition system provides a 1 MHz/16 bit interface that connects to an on-

board laptop computer. Each sample carried out with the cabled hydrophone is 60 seconds

long with continuous data acquisition. Recordings taken during the first deployment were

sampled at a frequency of 200 kHz, permitting the resolution of signals up to 100 kHz.

During the second, third and fourth deployments, the system sampled at 400 kHz resulting

in resolution of signals up to 200 kHz.

The 50 m mobile hydrophone cable and portable data acquisition system allowed for

spatial sampling of the site from the deck of the R/V Jack Robertson. The survey plan

included taking samples at the likely deployment site of the tidal turbine as well as a series

of concentric circles surrounding the site at a range of 250 m, 500 m, 1000 m, 1500 m, 2000

m, and 2500 m. During the samples the research vessel drifts freely through the concentric

circles surrounding the site. At each range, recordings were taken at 3 m, 25 m and 50 m
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below the surface. All engines, generators, and other sources of noise on-board the ship are

disabled during recordings.

Figure 2.5: Cetacean Instruments hydrophone, deck box, and calibration curve.

A photo of the cabled hydrophone and a plot of the hydrophone’s frequency response

are included in Figure 2.5. The raw voltage data from each cruise are divided into 180

windows with a 50% overlap. The windows contain 131,072 points for samples during the

first cruise. Each window for data from the second, third and fourth cruises contains 262,144

data points. For all cabled hydrophone recordings the resulting bandwidth is 1.526 Hz.

2.3 AIS Data

Automatic Identification System (AIS) is short range marine traffic tracking system. Vessels

over 300 tonnes gross weight and passenger vessels are required by the US Coast Guard to

carry AIS transceivers, though some smaller vessels do so voluntarily. Vessels equipped with

AIS systems transmit signals over very high frequency (VHF) transceivers. The signals are

typically used in real time by local ship traffic to avoid collisions. AIS signals include an

identification number, ship coordinates, speed over ground, and course of ground every

three to ten seconds while the vessel is moving. Additional information such as ship name,

18



ship length, destination, and type of vessel sent every six minutes. In order to verify the

presence of ship traffic in ambient noise data in Admiralty Inlet, an AIS receiver installed

on the Admiralty Head lighthouse at Fort Casey State Park records the real time data. A

coaxial cable runs from the receiver to a data acquisition computer located in basement of

the lighthouse. A Python script reads all received AIS data strings through a serial port,

writes the AIS strings to file, and includes an epoch time stamp for the received signal. Post

processing of the AIS strings are carried out using a Python code written for AIS decoding

written by Dr. Kurt Schwehr as part of the University of New Hampshire/NOAA Chart

the Future project.
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Chapter 3

PSEUDOSOUND

Taking underwater acoustics measurements in highly energetic regions like Admiralty

Inlet presents unique challenges for proper interpretation of the data. The impact of psue-

dosound, produced by turbulent pressure fluctuations during periods of high velocity, is

different during each deployment. The problem of pseudosound due to oceanic and bound-

ary layer turbulence is compounded by the wake produced by the tripod, floats and other

instruments. These differences are related to both the orientation of the hydrophone and

the spatial variability of tidal currents within the survey area. Calculations of coherence

to identify periods of flow noise are not possible with only one hydrophone so an indirect

method must be used to identify periods of psuedosound. Figure 3.1 shows that the mini-

mum recorded total SPL increases the with increases in depth averaged velocities suggesting

that pseudosound is contaminating ambient noise measurements. Figure 3.2 includes spec-

tral pressure densities created by taking ensemble averages of spectra for 0.25 m/s velocity

bins during the November, 2009 to February, 2010 deployment. The color of each spectra

denotes the depth averaged velocity as shown by the color bar. Negative velocities refer to

ebb tide currents and positive velocities refer to flood tide currents.

Spectral levels in the lower frequencies are dominated by loud but distant sources such

as ship traffic. Because ship traffic is loud, pseudosound does not mask low frequency

propagating noise when it is sufficiently close to the deployment site. Mid-frequencies are

dominated by a loud persistent source at approximately 1.5 kHz. Underwater a frequency

of 1.5 kHz corresponds to a wavelength of 1 meter, approximately the size of the tripod,

suggesting that the vibrations from the sea spider may be the source. Because the noise

source is loud and local it is not masked by pseudosound. At high frequencies the sources

are relatively quiet and distant sources that are attributed of bubble entrainment at the

surface and cavitation from ship propellers. Psuedosound easily masks ambient noise at
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high frequencies because the sources are weak and remote.

Figure 3.1: Total SPL versus depth averaged velocity for November, 2009 to February, 2010
deployment.

Figure 3.2: Average acoustic spectra for different velocity bins.
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Figures 3.1 and 3.2 suggest that recorded total sound pressure levels and pressure spec-

tral densities are not independent of tidal currents at the site and that the increased spec-

tral levels from psuedosound during periods of higher velocity mask ambient noise signals

throughout the spectra. Figure 3.3 is a scatter plot of the sound pressure levels in the

one-third octave band centered at 2.5 kHz for the November, 2009 through February, 2010

deployment. Around slack tide (|u| < 0.25 m/s) the variance of the SPL is greatest and the

mean SPL is lowest. As the magnitude of the velocity increases, the variance of the SPL

decreases, and the mean SPL increases.

Figure 3.3: SPL in TOB with center frequency of 2.5 kHz versus depth averaged velocity.

The data are analyzed to determine which acoustic recordings are contaminated by

pseudosound. Independent analysis of one-third octave band SPLs with velocity bins of

0.25 m/s are used. For a given one-third octave band and velocity bin the SPL distribution

is Gaussian suggesting moment analysis is an effective method for eliminating recordings

contaminated by pseudosound. Cross sections of the one-third octave band SPL versus

depth average velocity scatter plot (Figure 3.3) are used to compare distribution modes and

standard deviations across velocity bins for different frequencies. A plot of the probability

density function (PDF) of sound pressure levels for the 2.5 kHz, one-third octave band
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from the November, 2009 to February, 2010 deployment demonstrates that for increasing

depth averaged velocities the mean SPL increases while the standard deviation of the SPL

decreases (Figure 3.4). Data points are placed on the plot with Gaussian distributions of

the same statistics for comparison. The subscripts on the legend refer to the mean depth

averaged velocity of the analyzed bins. The clear differences between the distributions of the

same frequency but different velocity suggest that acoustic conditions at the higher velocity

are unique from those at slack tide.

Figure 3.4: TOB SPLs for different velocity bins are normally distributed but have different
modes and standard deviations in different velocity bins.

A graphical representation of the statistics used to select uncontaminated data for the

November, 2009 to February, 2010 deployment are included in Figure 3.5. The top win-

dow shows the shifting modes for each frequency and velocity bin. The slack tide modes

and standard deviations are calculated using all recordings in which the depth averaged

velocity is between -0.25 to 0.25 m/s. The modes for the slack tide are subtracted from all

other velocity bins to show the mode shifting with velocity as represented by Equation 3.1.
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The second window is a function of the normalized standard deviation calculated by Equa-

tion 3.2. The standard deviation is normalized at each bin by the standard deviation of the

slack tide bins at the same frequency. For samples uncontaminated by pseudosound Equa-

tion 3.2 is approximately equal to zero. As depth averaged velocity increases, the normalized

standard deviation decreases so the results from Equation 3.2 increase. Only velocity bins

in which there is no significant shift in mode or normalized standard standard deviation at

any frequency are used for ambient noise analysis. Proper one-third octave bands cannot

be resolved under 1.25 kHz for the first two deployments so the closest approximations are

used.

∆SPL = SPLf,v − SPLf,0 (3.1)

1− σnormalized = 1−
σf,v
σf,0

(3.2)

Figure 3.5: Mode shift and normalized σ shift for November to February deployment.
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Figure 3.6 includes mode shift and normalized standard deviation shift for all four de-

ployments. While the magnitude of the changes to the modes and standard deviations

changes with deployment, the same patterns persist. The total number of samples from

each survey and the number retained for ambient noise analysis is shown in Table 3.1. The

number of recordings contaminated by flow noise changed for each deployment due to the

different orientations and velocity magnitudes but the results of the analysis for flow noise

have similar results. For each deployment, recordings taken during periods with depth

averaged velocity magnitudes less than 1 m/s were retained for ambient noise analysis.

Figure 3.6: Mode shift and normalized σ shift.
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Table 3.1: Total number of acoustic samples and the number uncontaminated by flow noise.

Deployment
Total Uncontaminated Percent

Recordings Recordings Uncontaminated

May, 2009 - Aug., 2009 10847 4567 42.1

Aug., 2009 - Nov., 2009 13951 5495 39.4

Nov., 2009 - Feb., 2010 12272 5989 48.8

Feb., 2010 - May, 2010 10886 4215 38.7

May, 2009 - May, 2010 47957 20266 42.3
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Chapter 4

AMBIENT NOISE: RECORDING HYDROPHONE

The four recording hydrophone deployments yield significant amounts of data about

ambient noise at the site. The analysis will focus first on characterizing typical ambient

noise conditions using mean sound pressure levels, permanent noise levels, and cumulative

probability distribution functions. In depth analysis specific to different noise sources is

included in Chapter 6.

Different noise sources have unique acoustic signatures. The spectra in Figure 4.1, all

recorded on January 4, 2010, except the biological noise recorded on January 2, 2010,

demonstrate the variability of dominant frequencies and pressure spectral densities in the

vicinity of the site due to common sources. The total sound pressure levels (0.02 - 30 kHz) are

138 dB for the ship recording, 127 dB for the ferry recording, 112 dB for the rain recording,

and 105 dB for the quiet recording. Before and during the orca vocalization the total SPL

is 109 and 116 dB respectively. During the ship recording, a ship is approximately 2 km

from the site in the Northbound shipping lane. In the ferry recording the Keystone-Port

Townsend ferry is approximately 1.5 km from the site. Notably, pressure spectral densities

in the rain recording are low between 200 Hz and 2 kHz but for frequencies associated with

the spectral peak of light rainfall (f > 10 kHz), spectral levels exceed those of ferry and

ship traffic.

A time series representation of spectra, or spectrogram, is an effective means of demon-

strating acoustic variability with time. Each column in the spectrogram represents one

spectrum where the x-axis is the time, the y-axis is the frequency, and the magnitude of

the PSD is represented by a colormap. The spectrogram for October 26, 2009 (Figure 4.2)

shows typical ambient noise patterns at the site. For continuity, the periods of psuedosound,

approximately 07:00 to 09:00 and 14:00 to 16:00, are included in the times series although

they are not included in the further analysis.
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Figure 4.1: Acoustic spectra for under different conditions

The time series representation of the October 26, 2009 data presented in one-third oc-

tave band sound pressure levels illustrates the same patterns seen in the spectrogram (Fig-

ure 4.3). Although pressure spectral densities are generally lower at higher frequencies,

one-third octave bands are integrated over frequency bands that are proportional to the

center frequency and therefore sound pressure levels are comparable in magnitude. At the

site, the one-third octave band SPLs at the low frequencies are typically the highest in

the absence of a noise source at high frequencies. For example, during the period of rain

between 02:00 and 07:00 the one-third frequency bands centered in frequencies above 10

kHz are elevated and in some cases exceed SPLs at lower frequencies. When ship and ferry

traffic is present there are broadband SPL increases consistent with the mechanical noise,

vibrations, and cavitation produced by ship traffic. Well pronounced examples of broad-

band increases associated with ship traffic occur at 05:00, 13:30, and 23:30. Regular ferry

traffic in Admiralty Inlet affects acoustic spectra daily between 06:30 to 21:45 based on
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the distance from the ferry to the site. The broadband impact of pseudosound is present

between 07:00 to 09:00 and 14:00 to 16:00 although the impact is limited due to relatively

weak neap tide currents with maximum depth averaged velocities of 1.8 m/s.

Figure 4.2: Spectrogram for October 26, 2009

Figure 4.3: One-third octave band sound pressure level time series for October 26, 2009.
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On November 5, 2009 normal ferry traffic in Admiralty Inlet was suspended. On Novem-

ber 6, 2009 ferry traffic resumed. Spectrograms and one-third octave band SPLs for the

two days are shown in Figures 4.4 and 4.5 respectively. In the spectrogram for November

5, broadband increases pressure spectral density lasting one sample occur throughout the

day and are associated with ship traffic in the area. Similar broadband increases occur on

November 6, but the increases stand out less due to the regular elevated pressure spec-

tral densities due to ferry traffic. In the early morning and and late evening strong tidal

currents result in pseudosound measurements. The one-third octave band SPL time series

demonstrate clearly the impact of ferry noise at the site. On November 5, TOB SPLs are

relatively constant throughout the day in the absence of ship traffic. On November 6, the

TOB SPLs fluctuate substantially more as the ferry transits the Admiralty Inlet.

Figure 4.4: Spectrograms for November 5, 2009 and November 6, 2009. Local ferry traffic
was canceled due to mechanical problems on November 5 but operating on November 6.
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Figure 4.5: November 5, 2009 and November 6, 2009 one-third octave band SPL time series.

The total sound pressure levels throughout each deployment are used to construct a

cumulative probability distribution function (CPDF). The CPDF (Figure 4.6) quantifies

the percentage of the time that the SPL at the site is equal to or lower than a chosen SPL.

The probability density functions for each deployment are Gaussian. The mean total SPLs

for the deployments in chronological order are 118, 118, 116, and 117 dB and the standard

deviations are 7, 8, 8, and 7 dB respectively. Minimum, maximum, mean total SPLs for

all deployments are included in Table 4.1. Nighttime and daytime total SPLs also follow a

Gaussian distribution with means 115 and 118 dB and standard deviations of 7 and 8 dB

respectively. In the analysis, nighttime hours are defined as 22:00 to 06:00, corresponding

closely to the schedule of the ferry. The daytime versus nighttime CPDFs for all deployments

are included in Figure 4.7. For total SPLs below 130 dB the percentage of time that a given

SPL is exceeded at night is less than for daytime measurements - a difference that is most
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obvious around mean total sound pressure levels where daytime CPDF is 20 percent lower

than the nighttime CPDF.

Figure 4.6: Total SPL CPDF (0.156 - 30 kHz) for all deployments.

Figure 4.7: Total SPL CPDF (0.156 - 30 kHz) comparing night, day, and all recordings for
all deployments.
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Table 4.1: Minimum, maximum, and mean total sound pressure levels for each deployment.

Deployment
Total SPL (0.156 - 30 kHz)

Minimum Mean Maximum

May, 2009 - August, 2009 96 118 140

August, 2009 - November, 2009 97 118 144

November, 2009 - February, 2010 94 116 142

February, 2010 - May, 2010 95 117 141

4.1 Permanent Noise

Qualitatively, permanent noise is defined as the noise present at a site when all identifiable

sources have been removed; this is the lowest level of background recurring noise encountered

at a site (Dall’Osto, 2009). In contrast, due to the long time series, low duty cycle, and

sparse data sets with regard to conditions and potential sources throughout the deployments,

permanent noise has been defined as the noise level which is exceeded 99% of the time at

the site. This threshold corresponds to a total SPL of 100 dB over the course of the

deployments. Using the threshold of 100 dB, ensemble averages of the permanent noise

spectra were created for each deployment (Figure 4.8). Permanent noise sound pressure

levels in one-third octave band are calculated and presented Table 4.2 and in Figure 4.8.

One-third octave bands below 1.25 kHz are not included for the May, 2009 to August,

2009 and August, 2009 to November, 2009 deployments because they cannot be properly

resolved using the sampling configuration. Mean permanent noise SPLs for the deployments

in chronological order are 98, 99, 98, and 99 dB. The lowest total sound pressure level

recorded at the site is 94 dB.
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Figure 4.8: Permanent noise spectra.
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Table 4.2: One-third octave band permanent noise levels.

fo (Hz)
One-third Octave Band SPL (dB re 1 µPa)

May - Aug. Aug. - Nov. Nov. - Feb. May - Feb.

160 - - 86 91

200 - - 84 89

250 - - 83 87

315 - - 83 85

400 - - 83 85

500 - - 82 85

630 - - 82 84

800 - - 85 84

1000 - - 84 84

1250 80 84 82 84

1600 87 88 90 90

2000 87 86 86 86

2500 86 82 81 80

3150 84 83 81 80

4000 86 83 83 81

5000 86 84 84 83

6300 84 84 83 83

8000 85 86 85 84

10000 84 85 87 85

12500 84 86 86 87

16000 85 84 87 86

20000 85 84 86 86

25000 86 85 86 85
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Chapter 5

AMBIENT NOISE: CABLED HYDROPHONE

The primary purpose of the cabled hydrophone is to measure sound on multiple spa-

tial scales throughout the project area. During each research cruise, a series of acoustic

recordings were performed at distances of 250 m, 500 m, 1000 m, 1500 m, 2000 m, and

2500 m. Each set of recordings includes acoustic measurements at three different depths in

the water column: 3 m, 25 m and 50 m beneath the surface. The research vessel is free

drifting throughout the measurements so tidal current are required to push the ship between

recordings. Spatial acoustic recordings are planned in advance of the cruises and the mea-

surements were taken at the planned times irrespective of transient sources near the site.

Acoustic surveys are presented from 41 different geographic positions. Additional record-

ings have been excluded from the analysis due to potential contamination of the recordings

by the strumming of the hydrophone cable, a problem common in measurements taken in

high flow environments.

The processing algorithm for cabled hydrophone data is comparable to the recording

hydrophone processing but the presentation of sound pressure levels focuses on spatial vari-

ability, not temporal. Figure 5.1 includes spectra that represent different acoustic conditions

near the site. Notes about anthropogenic noise sources present during the recordings are

taken to aid in interpretation of the spectra.

During the samples from August 3, 2009 at 18:15 (Recording 10) a sea plane and the

Keystone-Port Townsend ferry were near the site. Apart from natural variability due to

reflection at the surface or natural propagation of sound, the differences between the spectra

can be explained by the proximity of the recordings to the ferry and the elapsed time between

the measurements at different depths. During the sample from August 3, 2009 at 17:45

(Recording 7) there were no ships appearing on the AIS (Automatic Identification System)

between Port Angeles and Seattle. Furthermore, the local ferry was in the terminal at
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Figure 5.1: Sample spectra from cabled hydrophone recordings. Recording 10 (left) was
taken 2000m from the tripod deployment site on 8/4/2009. Recording 7 (right) was taken
1000m from the target on 8/3/2009.

Keystone. The only anthropogenic noise source that was visually identified above water was

a sea plane that passed overhead during the recording. Using data from 41 different mobile

hydrophone samples during the April, August, and November research cruises, minimum

one-third octave band and total sound pressure levels are calculated for each depth in the

water column (Table 5.1).

The total SPL is plotted versus the geographical coordinates of each recording in Fig-

ures 5.2 and 5.3. For each geographic location, the recordings at different depths are plotted

from the Southeast to Northwest with the shallowest sample in the Southeast. Figure 5.3

shows the total SPL for 0.02 to 40 kHz and Figure 5.2 show the total SPL for 0.156 to 30

kHz to provide a direct comparison with stationary hydrophone data. The large green dot

show the coordinates of the deployments including the November, 2009 - February, 2010

deployment. The rings show the concentric circles spaced around the site of the Novem-

ber, 2009 to February, 2010 deployment in intervals of 500 m. The results suggest that

37



there is no particular spatial pattern and that SPLs near the site are driven primarily by

anthropogenic sources and weather conditions.

Figure 5.2: Cabled hydrophone total sound pressure levels ((0.16 - 30 kHz).

The cabled hydrophone recordings are conducted near slack water to reduce the potential

for cable strum. As a results, depth averaged tidal currents during the recordings are

relatively low and do not reflect any potential variations due to tidal currents at the site.

Recorded transient sources near the site included container ships, coast guard vessels, tug

boats, ferries, sea planes, and recreational boat traffic. Recordings are also conducted with

no visually confirmed anthropogenic noise sources in the area. All recordings in April and

May were performed with calm seas with no rain. In November seven recordings were taken

during a period with substantial breaking waves and during a period with calm seas. No

cabled hydrophone recordings include precipitation.
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Figure 5.3: Cabled hydrophone total sound pressure levels (0.02 - 30 kHz).

Sound pressure levels are also presented in one-third octave bands. Due to the high

frequency resolution, approximately 1.5 Hz, one-third octave bands are resolvable down

to a center frequency of 25 Hz. To determine the lowest levels recorded near the site the

minimum sound pressure level in each frequency band is determined irrespective of the

recording in which it was taken. This method is repeated for each depth in the water

column. The lowest total sound pressure level (0.02 - 30 kHz) is also reported for each

depth. The results are shown in Table 5.1.

Total sound pressure levels (0.156 - 30 kHz) from the cabled hydrophone range from 95

dB to 133 dB, a range comparable to that of the recording hydrophone data. Total sound

pressure levels from 0.02 to 30 kHz range from 99 dB to 139 dB. One sample recorded a

total sound pressure level (0.02 - 30 kHz) of 147 dB. However, this number is suspect. While

two ships are approximately two kilometers from the site substantial cable strumming is

also noted in the acoustics log.
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Table 5.1: Minimum one-third octave band sound pressure levels recorded with the cabled
hydrophone.

fo (Hz)
TOB SPL (dB re 1µPa)

fo (Hz)
TOB SPL (dB re 1µPa)

3m 25m 50m 3m 25m 50m

25 85 98 97 1000 78 83 82

31.5 84 93 93 1250 82 85 84

40 80 90 86 1600 82 81 81

50 78 86 89 2000 81 79 80

63 83 89 89 2500 75 78 77

80 84 87 89 3150 75 77 76

100 85 89 86 4000 74 77 77

125 86 85 84 5000 76 76 77

160 87 87 87 6300 76 74 76

200 83 88 84 8000 75 73 73

250 79 85 84 10000 72 72 71

315 78 84 83 12500 71 71 70

400 80 82 80 16000 71 71 70

500 82 82 82 20000 70 70 70

630 79 83 82 25000 71 70 70

800 80 84 83 20 - 30000 99 105 104
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Chapter 6

SOURCES

Wind, rain, anthropogenic sources, and biological sources contribute to total noise levels

at the site. With the exception of biological noise, most sources originate near the air-sea

interface. Data obtained from various sources and hydrophone data are used to document

the influence and extent of ship noise, the impacts of precipitation, and identify transient

biological noise at the site.

6.1 Ship Noise

Ship noise is the dominant noise source at the site. A rigorous analysis of typical source

levels of ships passing through Admiralty Inlet is not currently possible given the available

storage capacity of the Loggerhead DSG system. Shipping vessels passing rapidly through

Admiralty Inlet only produce a strong signal for during one or two recordings because of

the 1% duty cycle and 10 minute sample spacing.

Washington State Ferries, also equipped with AIS, can be used as a proxy to determine

the impact of all shipping traffic at the site. Strong tidal currents, changing weather con-

ditions, variability in driving, and varying physical conditions governing sound propagation

(e.g. sound speed profiles or bathymetry) invalidate the assumptions that the ferry has a

constant source level and that different frequency noises will propagate from the source to

the site equally from different geographic locations. Nevertheless, six weeks of ferry traffic

and acoustics data is used to estimate the ferry source level.

Using data from December 13, 2009 to January 15, 2010 and January 24, 2010 to

January 31, 2010 a plot of total sound pressure levels with the ferry in transit was created

(Figure 6.1). A continuous one month set of data was not available due to a storm which

interrupted power to the AIS receiver installed at the lighthouse at Ft. Casey State Park.

To isolate the ferry as the primary source of anthropogenic noise at the site an algorithm
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Figure 6.1: All ship and ferry traffic obtained by AIS system in Admiralty Inlet in February,
2010.

removes any recordings in which any ship besides the ferry is within 9 km (approximately

5 nautical miles). The ferry terminal in Port Townsend is approximately 6.4 km from the

site meaning that if another ship is approaching Admiralty Inlet it is at least 2.5 km further

from the site than the ferry. Recordings in which the ferry is approaching a terminal and

samples contaminated by flow-noise are also removed.

Over the six weeks analyzed there were 368 acoustic samples that met the aforementioned

criteria. The location of the ferry during recordings is well distributed spatially over the six

weeks even though there some areas have a larger number of samples due to the constant

ferry and acoustic recording schedules. With all other sources removed, the total SPL

recorded decreases as the distance to the ferry increases as shown in Figure 6.1. The

pattern is a result of transmission losses from the acoustic source. Outliers may be related

to vessel traffic not picked up by the AIS, irregular transits, or some other unidentifiable

source.
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A commonly used method for estimating source levels at one meter is to take acoustic

measurements at a number of distances from a source, plot the total SPL versus the log

of the distance, and fit a line to the data. The resulting intercept of the line of fit is the

estimated source levels and the slope is a measure of the geometric spreading. The method,

while commonly used, assumes a compact source with a constant source level, neglects

changes in sound speed, reflection of sound from the substrate, and changes in bathymetry.

The assumption that the source level is constant is not reasonable because the acoustic

power produced by the ferry is dependent on the mechanical usage of the ferry (e.g. engine

throttle). Therefore, variables such as the weather and tidal currents are likely correlated

with the acoustic power of the ferry. Without more information on sea state addressing

the impacts of weather is not possible. The results from the 368 unique recordings with a

confidence interval of 95% suggest a source level of 179 ± 4 dB at 1m.

Figure 6.2: SPLs recorded at the site (large green dot) plotted at the location of the ferry
when the recording was taken.
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Figure 6.3: Ferry source level and the geometric spreading estimations with 95% confidence
intervals.

6.2 Rain

The acoustic signature of light rain is increased spectral levels between 10 and 30 kHz

with a wind dependent peak around 15 kHz. Potential periods of rain are identified with

a thresholding algorithm that searches for spectra in which pressure spectral densities are

4 dB louder at 15 kHz than at 9 kHz. The algorithm is adapted from a semi-empirical

model developed for predicting underwater sound levels from precipitation published in Ma

et al. (2005). The thresholding algorithm works in the absence of biological noise because

the acoustic spectra associated with wind and ship traffic are red, meaning that pressure

spectral densities decrease with increasing frequency. Light rain produces a spectral peak

that stands out from an otherwise red spectrum allowing the basic algorithm to recognize

such deviations. Daily and hourly precipitation data from the Washington State Univer-

sity Agricultural Weather Network station on Whidbey Island is compared with algorithm

results.
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During the May, 2009 through May, 2010 deployments a total of 109 days of precipitation

were recorded at the station on Whidbey Island. Table 6.1 includes the number of days

reported with different precipitation rates and the results from the detection algorithm.

For days with precipitation rates greater than 2 mm/hr the detection rates are 71%. For

days with maximum precipitation rates less than 0.5 mm/hr detection rates are 30%. This

can be explained by the fact that low precipitation rates (< 2 mm/hr) are associated with

small droplets that may not entrain air and therefore may not be detectable above ambient

noise. Eight additonal days contain acoustic signatures consistent with rainfall when it is

not reported at the Whidbey Island station. It is likely that periods of rainfall are masked

by pseudosound but this cannot be confirmed without precipitation data specific to the

deployment site.

Table 6.1: Reported and detected precipitation.

Max. Precip. Rate Days Reported Days Detected Percent Detected

> 2 mm/hr 21 15 71

> 1 mm/hr 47 32 68

> 0.5 mm/hr 74 46 62

< 0.5 mm/hr 33 10 30

> 0 mm/hr 109 55 50

None - 8 -

For each deployment ensemble averages of the precipitation events detected by the al-

gorithm are show in Figure 6.4. It is possible that the the broader peak in the November,

2009 to February, 2010 deployment can be explained by the broadening of the spectral peak

during moderate wind events but this cannot be confirmed with the available data set.

A comparison of sound pressure levels in one-third octave bands for permanent noise

conditions and average rainfall event is included in Table 6.2. Sound pressure levels in

one-third octave bands centered at 10 kHz to 25 kHz have average rainfall values that

45



Figure 6.4: Average spectra for precipitation events detected by the rainfall algorithm during
the all four deployments.

exceed permanent noise levels in their respective frequency bands by at least 7 dB. The

largest increases occur in the one-third octave band that contains the spectral peak for light

rainfall (fo = 16 kHz), sound pressure levels are between 12 and 16 dB above permanent

noise levels.

6.3 Biological Noise

Common cetacean and pinniped species in Puget Sound include but are not limited to

killer whales, harbor porpoises, Stellar sea lions and harbor seals. While harbor porpoises

are quite common near the site their echolocation clicks are well above the range of the

recording hydrophone. Information on SRKW transits and detected vocalizations in Admi-

ralty Inlet are used to determine the best times to search for suspect biological noise. Public

information available from the Orca Network, the Port Townsend Marine Science Center hy-

drophone, and correspondence with Beam Reach Marine Science and Sustainability School
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Table 6.2: Average one-third octave band SPLs for detected precipitation events where PN
refers to the permanent noise level.

fo (Hz)

Deployment

May - Aug. Aug. - Nov. Nov. - Feb. Feb. - May

Rain PN Rain PN Rain PN Rain PN

10000 88 84 93 85 91 85 85 93

12500 92 84 97 86 95 87 87 97

16000 96 85 101 84 98 86 86 99

20000 95 85 100 84 97 86 86 98

25000 94 86 99 85 96 86 82 97

provided times and dates of recorded killer whale vocalizations and transits in Admiralty

Inlet. Acoustic data within one hour of an sighting, human reported vocalization detection

or an auto-detection at the Port Townsend Marine Science Center hydrophone are reviewed.

Given that automated vocalization detection would require significant algorithm develop-

ment and is not the primary goal of this study, a simple method of reviewing spectrograms

and listening to audio files is used to detect possible biological noise.

One motivation for changing to a short but continuous sampling regime is to facilitate

identification of potential vocalizations. As a result, all suspected vocalizations are from the

November, 2009 - February, 2010 deployment; the season which also has the largest number

of historical transits by SRKWs. Spectrograms are created using raw pressure spectral

densities with a bandwidth of 19.53 Hz. Each spectrum is created with 4096 raw data

points over a period of 0.0512 seconds but a 50% overlap so each plotted spectrum steps

forward 0.0256 seconds in the spectrogram. Ambient sound pressure levels are calculated by

taking ensemble averages of spectra outside of the interval of vocalizations and integrating

over the frequency bands. Table 6.3 includes the dates, times and total sound pressure levels

for the cases of suspected biological noise.

With the exception of the biological noise recorded on 11/23/09 and 12/4/09, ambient
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Table 6.3: Suspect biological noise dates, times and ambient SPLs.

Date Time
Ambient SPL

(0.156-30 kHz) (0.02-30 kHz)

11/23/09 02:10 119 122

11/25/09 17:50 114 114

12/4/09 20:20 116 117

12/4/09 20:30 121 122

12/10/09 18:50 109 116

12/10/09 19:00 107 112

12/22/09 15:10 107 110

12/22/09 15:20 107 121

12/22/09 15:50 106 112

1/2/10 14:20 107 117

1/2/10 14:50 109 115

1/4/10 07:40 116 125

2/4/10 16:50 102 105

noise levels are below mean ambient noise levels at the site. The resulting spectrograms

reveal different vocalization types found in frequency bands. The final resolution of the

vocalization is dependent on the signal to noise ratio and therefore the ambient noise levels

and the proximity of the source. As a result, specific spectrograms yield a much clearer

image of the calls than others.

Figure 6.5 is a spectrogram of the entire sample recorded on 1/2/10 at 14:20. The

spectrogram shows a well defined upsweeping vocalization lasting approximately one second

with a frequency range of 2 kHz to 10 kHz. Two distinct two second long vocalizations with

frequencies between 1.5 and 5.25 kHz were recorded on 12/10/09 at 18:50 (Figure 6.6).
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Figure 6.5: Vocalization recorded on 1/2/10 at 14:20.

Figure 6.6: Vocalization recorded on 12/10/09 at 18:50.
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The acoustic recording taken on 12/22/09 at 15:50 (Figure 6.7) includes three distinct

vocalizations. The first, covering frequencies from 1.5 to 2.25 kHz ended just after the

recording began. Two seconds into the recording a downsweep lasting approximately 0.6

seconds with frequencies between 1 and 2 kHz occurs. The final vocalization, beginning

around 5.5 seconds, lasts about 1 second although the frequency range (approximately 1.25

to 2.25 kHz) fall within the spectral peak of ambient noise and is hard to resolve.

Figure 6.7: Vocalization recorded on 12/22/09 at 15:50.

Some of the other suspected biological noise incidents include a sample on 12/22/09 at

15:10 including multiple distinct vocalizations, a recording from 12/22/09 at 15:20 with a

broadband click sound and a strong signal of an upsweeping vocalization from 1/2/10 at

14:50 that is cut off because the recording ends just as the call begins.
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Chapter 7

CONCLUSION

Acoustics data collected over a one year period with 1% duty cycle demonstrate that the

underwater noise conditions in Admiralty Inlet are affected by a number of sources, the most

dominate of which is anthropogenic noise. A staggered sampling configuration allows for

sampling over longer periods of time and the results are comarable to continuous sampling

for shorter periods of time. Continuous sampling is an effective method of recording and

idenitying transient noise sources like cetacean vocalizations. Although sea planes, industrial

activity in Port Townsend, and small recreational boats may affect recorded sound pressure

levels, the greatest contributors to the noise budget are the Keystone-Port Townsend ferry

and commercial ship traffic. Everyday the Port Townsend-Keystone ferry is in transit in

the area for approximately 12 hours. Additional ships, such as the Victoria Clipper, a

number of shipping vessels, and tug boats with barges, pass the site on a daily basis. Rain,

wind, and biological sources also impact recorded ambient noise levels at the site but can

be difficult to identify without the development of algorithms or additional information.

The integration of data about weather and ship traffic from other sources is an important

component of understanding contributions to ambient noise in the area and understanding

how tidal energy development may affect important marine species that inhabit or transit

the area.

Sites suitable for tidal energy are inherently energetic sites which means that acoustic

measurements are susceptible to pseudosound, non-propagating pressure fluctuations that

are measured by a pressure sensitive hydrophone by are not propagating sound. Care must

be taken to ensure that measurements of pseudosound are not included in descriptions of

background noise at a proposed site.

Permanent noise at the site is 98 dB re 1 µPa and the mean total sound pressure level

is 117 dB re 1 µPa. Total sound pressure levels drop below 100 dB re 1 µPa approximately
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1% of the time and exceed 130 dB re 1 µPa approximately 4% of the time. Mean daytime

broadband sound pressure levels are 3 dB re 1 µPa louder than nighttime levels due to

ferry traffic. Light rainfall events impact acoustic spectra between 10 and 30 kHz have

been documented and compared with weather data from Whidbey Island. In the absense

of ship traffic very close to the site or pseudosound a basic thesholding algorithms are able

to detect precipitation. During precipitation events one-third octave band sound pressure

levels exceed permanent noise levels by at least 7 dB re 1 µPa with the largest increases,

greater than 12 dB re 1 µPa, in the one-third octave band centered at 16 kHz.

With careful analysis, cases of biological noise are identified and the presence of marine

mammals in the area has been confirmed by other parties. Of the 13 recordings with sus-

pected biological noise during the November, 2009 to February, 2010 deployment, only two

are identified when the total ambient SPL (0.156 - 30 kHz) is above the mean total SPL of

116 dB re 1 µPa for the deployment. The positive identification numerous SRKW vocaliza-

tions demonstrates that the bottom mounted hydrophone can effectively capture transient

biological noise events. An increased duty cycle and techniques for mitigating pseudosound

would likely lead to further positive identification of marine mammal vocalizations in the

frequency ranges under consideration.

Analysis of the cabled hydrophone data shows sound pressure levels consistent with

those measured by the recording hydrophone and no dependence on depth or distance from

the site. Sound pressure levels from cabled hydrophone data reflect acoustic variability

as a result of weather and anthropogenic sources in Admiralty Inlet. Significant spatial

differences in the immediate vicinity of the site are unlikely given that the most common

acoustic sources ensonify the entire area under consideration.
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Chapter 8

FUTURE WORK

A method was developed so that only acoustic samples uncontaminated by pseudosound

were considered in the ambient noise analysis. During periods of elevated velocities, cobbles

shifting on the sea floor are a source of true propagating noise that has not been analyzed

due to the presence of pseudosound. Coherence calculations using two hydrophones can be

used to identify periods of flow-noise and to explain to what extent moving cobbles on the

floor are responsible for increases sound pressure levels during periods of strong currents.

In order to analyze the contribution a method should be developed to mitigate the effects of

pseudosound. One possibility is to deploy a Lagrangian drifter that will follow the currents

at the surface while acquiring data.

In order for a cabled hydrophone deployed near the site of a tidal turbine to effectively

measure sound during high currents, a methodology needs to be developed for properly mea-

suring propagating sound in highly energetic and turbulent environments from a stationary

platform. Without precautions, any acoustic measurement system deployed at the site in

order to measure ambient noise conditions would be seriously affected by pseudosound at

the times during which it is most important to take measurements.

Post processing of real-time AIS system can be used to associate ship traffic with sound

pressure levels at the site. AIS data strings include more information that can be used for

additional statistical analysis at the site. Using data collected over a longer period of time

individual ship identification numbers can be used to calculate hourly, daily, monthly, and

seasonal variations in ship traffic. Average ship velocities and transit times in Admiralty

Inlet can be used to calculate how often ships are near the source. Ship length and vessel

tonnage statistics, combined with ship velocities, can be used predict ship source levels

based on available source level statistics for shipping traffic. Lastly, ship draft data can be

used to determine the overhead clearance required for a turbine array.
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Simulations of a turbine noise will be carried out to in order to make measurements of

sound propagation from a known source. During the playback period two tripods equipped

with hydrophones will be deployed on the sea floor near the site, hydrophones will be de-

ployed from the research vessel at various depths, and another hydrophone will be deployed

from a Lagrangian drifter. The playbacks will allow further quantification of the impacts of

tidal turbines on the underwater ambient noise environment.
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Overview	  
This	  document	  provides	  a	  quick	  look	  at	  the	  results	  of	  4	  days	  of	  testing	  of	  the	  SSI	  Active	  AcousticMonitoring	  (AAM)	  
system	  and	  TGU	  noise	  measurements	  in	  Cobscook	  Bay,	  Maine	  beginning	  September	  9,	  2010.	  	  Tests	  conducted	  fall	  
into	  one	  of	  five	  categories:	  

• Speed	  of	  sound	  calculation	  using	  conductivity,	  temperature,	  and	  depth	  (CTD)	  measurements	  
• AAM	  background	  noise	  measurements	  
• Receive	  level	  measurements	  of	  the	  AAM	  system	  
• Target	  tracking	  and	  detection	  
• Noise	  level	  measurements	  of	  the	  TGU	  

	  

Figure	  1:	  System	  layout	  with	  respect	  to	  the	  barge	  and	  mooring	  (not	  to	  scale).	  	  Two	  current	  production	  nodes	  of	  the	  Swimmer	  
Detection	  Sonar	  Network	  (SDSN)	  were	  mounted	  on	  the	  barge.	  	  	  These	  nodes	  operate	  between	  45	  and	  75	  kHz,	  lower	  then	  would	  
be	  used	  in	  a	  final	  system	  for	  monitoring	  out	  to	  approximately	  500	  m.	  	  	  
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Sound	  Speed	  Measurements	  
Sound	   speed	  profiles	  were	  measured	  using	  a	  SeaBird	  19	  SEACAT	  Profiler	   Conductivity-‐Temperature-‐Depth	   (CTD)	  
unit.	  	  This	  unit	  was	  deployed	  up	  to	  depths	  of	  33m.	  	  Data	  was	  collected	  over	  4	  days	  .	  The	  greatest	  depth	  measured	  
in	  a	  CTD	  profile	  was	  achieved	  on	  September	  11	  and	  is	  shown	  below.	  	  Measurements	  indicate	  that	  the	  sound	  speed	  
profile	  is	  relative	  consistent	  as	  a	  function	  of	  depth	  with	  a	  small	  variation	  as	  a	  function	  of	  time/tide	  (<	  0.5%).	  

Data	  Collection	  
Date	   Time	  

09/08/2010	  	   05:50	  PM	  
09/09/2010	  	   12:04	  PM	  
09/10/2010	  	   12:37	  PM	  
09/11/2010	   09:20	  AM	  
09/11/2010	   01:34	  PM	  

Mean	  Values	  
Low	  Tide	  	   1498.0	  m/s	  
High	  Tide	   1496.5	  m/s	  

	  

	  

Figure	  2:	  Sound	  speed	  profile	  as	  a	  function	  of	  depth	  for	  low	  and	  high	  tides,	  collected	  September	  11,	  2010.	  	  Low	  tide	  data	  was	  
taken	  at	  9:20am	  and	  high	  tide	  data	  at	  1:34pm.	  
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Background	  Noise	  Measurements	  
Background	  noise	  measurements	  were	  collected	  by	  operating	  the	  system	  with	  zero	  source	  level	  to	  record	  ambient	  
noise	  only.	   	  The	  measured	  signals	  are	  match-‐filtered,	  as	  they	  would	  be	  during	  normal	  operation.	   	  Measurements	  
were	  taken	  from	  the	  front-‐facing	  node	  only	  (facing	  into	  the	  current)	  using	  both	  the	  external	  power	  generator,	  and	  
using	  TGU	  power.	  	  The	  following	  plots	  show	  the	  relative	  noise	  level	  for	  two	  different	  days/time	  of	  day.	  

	  

Figure	  3:	  Node	  3	  (facing	   into	  current,	  bow	  of	  barge)	  noise	  measurement	  using	  the	  external	  power	  generator	   (September	  10,	  
2010	  11:20am).	  
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Figure	  4:	  Node	  3	  (facing	  into	  current,	  bow	  of	  barge)	  noise	  measurement	  using	  TGU	  power	  (September	  10,	  2010	  11:30am).	  
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Figure	  5:	  Node	  3	  (facing	   into	  current,	  bow	  of	  barge)	  noise	  measurement	  using	  the	  external	  power	  generator	   (September	  11,	  
2010	  5:15pm).	  

Receive	  Level	  Measurements	  
Receive	   level	   measurements	   were	   taken	   to	   determine	   the	   approximate	   receive	   level	   as	   function	   of	   range.	  	  
Hydrophones	  were	  mounted	  proximal	  to	  the	  large	  target	  and	  were	  deployed	  with	  the	  target.	  	  Data	  was	  collected	  
as	  the	  target/receive	  boat	  	  drifted	  towards	  and	  past	  the	  barge.	  
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Figure	   6:	  Hydrophone	   receive	   level	   during	   large	   target	   run,	   September	   11,	   2010.	   	   Four	   pings	   of	   data	   using	   a	   1	   second	   ping	  
interval	  (top)	  and	  a	  close-‐up	  view	  of	  a	  single	  ping	  (bottom).	  

Modeling	  suggested	  that	  for	  a	  source	  level	  of	  210dB	  (re	  1	  µPa	  @	  1m),	  sound	  levels	  would	  be	  greater	  than	  160	  dB	  
(the	   level	   above	   which	   testing	   should	   cease	   in	   the	   presence	   of	   marine	   mammals)	   within	   220m	   of	   the	   node.	  
Measurements	  suggest	  that	  this	  is	  a	  reasonable	  model	  or	  possibly	  slightly	  conservative	  (see	  Figure	  7).	  
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Figure	  7:	  Receive	  level	  as	  a	  function	  of	  range	  for	  210dB	  (re	  1	  µPa	  @	  1m)	  source	  level	  for	  two	  measurements.	  	  The	  160dB	  range	  
is	  approximately	  200m,	  very	  close	  to	  the	  model	  predications	  in	  the	  NOAA	  LOC.	  	  	  

Tow	  Detection	  and	  Tracking	  
Tow	   testing	   included	   a	   large	   cross-‐section	   target	   whose	   target	   strength	   is	   similar	   to	   a	   small	   whale	   and	   a	   6”	  
diameter	  metal	   sphere	  with	  a	   target	   strength	   similar	   to	  a	  porpoise	  or	  harbor	   seal.	   	   Targets	  were	  deployed	  on	  a	  
cable	  from	  a	  boat	  that	  was	  typically	  allowed	  to	  drift	  with	  the	  current.	  	  During	  some	  trials,	  the	  engines	  were	  used	  to	  
move	  at	  a	  slightly	  slower	  rate	  than	  the	  current	  to	  better	  differentiate	  the	  target	  in	  the	  A-‐	  and	  B-‐scans.	  

The	  primary	  configurations	  were	  3	  and	  6	  kHz	  bandwidth	  FM	  sweep	  signals	  with	  either	  a	  2	  second	   interval	  and	  a	  
1000	  meter	  maximum	  range	  or	  a	  1	  second	  ping	  interval	  and	  a	  500	  meter	  maximum	  range.	  	  In	  most	  trialsthe	  targets	  
were	  deployed	  at	  a	  depth	  of	  approximately	  40	  feet,	  however	  conditions	  may	  have	  caused	  the	  target	  depth	  to	  vary.	  

Large	  Target	  Testing	  

Trials	  
Date	   ID	   Start1	   Duration	   BW	  (kHz)	   Ping	  

Interval	  (s)	  
Notes	  

09/09/2010	   run1	   14:30	   3	  hours	   3	   2	   Multiple	  runs2.	  	  Includes	  node	  2.	  
09/10/2010	   run1	   13:56	   40	  minutes	   3	   2	   Includes	  node	  2	  for	  a	  portion.	  
09/10/2010	   run2	   14:47	   20	  minutes	   3	   2	   	  
09/10/2010	   run3	   15:21	   15	  minutes	   3	   2	   	  

	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  
1	  All	  times/durations	  are	  approximate	  
2	   This	   is	   somewhere	   between	   one	   continuous	   run	   and	  multiple	   individual	   runs	   as	   rigging,	   drifting,	   and	   general	  
behavior	  was	  worked	  out.	  
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09/10/2010	   run4	   15:44	   20	  minutes	   3	   2	   	  
09/10/2010	   run5	   16.14	   30	  minutes	   3	   2	   	  
09/10/2010	   run6	   16:55	   15	  minutes	   3	   2	   	  
09/11/2010	   run1	   15:50	   25	  minutes	   6-‐>3	   1	   	  
09/11/2010	   run2	   16:20	   20	  minutes	   6	   1	   Not	  a	  useable	  run	  
09/11/2010	   run3	   16:48	   20	  minutes	   6	   1	   	  

Table	  1:	  Large	  target	  testing	  –	  all	  runs.	  

	  
Figure	  8:	  Large	  target	  A-‐scan	  from	  node	  3	  (front	  of	  barge	  facing	  into	  the	  current).	  	  September	  9,	  2010	  run	  1.	  	  Target	  is	  seen	  as	  a	  
large	  spike	  at	  approximately	  730	  m.	  	  	  
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Figure	  9:	  Large	  target	  ready	  for	  deployment	  on	  the	  SUZIE	  Q.	  	  The	  black	  concrete	  balls	  are	  weights	  to	  help	  prevent	  the	  target	  
from	  kiting.	  	  	  

Small	  Target	  Testing	  

Trials	  
Date	   ID	   Start	   Duration	   BW	  (kHz)	   Ping	  

Interval	  (s)	  
Notes	  

09/11/2010	   run1	   11:08	   20	  minutes	   3	   2	   	  
09/11/2010	   run2	   11:33	   6	  minutes	   3	   2	   	  
09/11/2010	   run3	   11:45	   7	  minutes	   3	   2	   	  
09/11/2010	   run4	   12:01	   10	  minutes	   3	   1	   	  
09/11/2010	   run5	   12:13	   10	  minutes	   3	   1	   	  
09/11/2010	   run6	   12:25	   5	  minutes	   3	   1	   	  
09/11/2010	   run7	   12:31	   5	  minutes	   3	   1	   	  
09/11/2010	   run8	   12:41	   6	  minutes	   3	   1	   20	  foot	  depth	  
09/11/2010	   run9	   12:50	   10	  minutes	   3	   1	   20	  foot	  depth	  
09/11/2010	   run10	   13:04	   10	  minutes	   3	   1	   	  
09/11/2010	   run11	   13:15	   10	  minutes	   3	   1	   	  
09/12/2010	   run1	   10:26	   5	  minutes	   6	   1	   	  
09/12/2010	   run2	   10:40	   6	  minutes	   3	   1	   	  
09/12/2010	   run3	   10:59	   5	  minutes	   6	   1	   Pulled	  sphere	  during	  run	  
09/12/2010	   run4	   11:12	   4	  minutes	   6	   1	   	  
09/12/2010	   run5	   11:20	   15	  minutes	   6	   1	   205	  dB	  source	  level	  
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09/12/2010	   run6	   11:43	   15	  minutes	   6	   1	   195	  dB	  source	  level	  

Table	  2:	  Small	  target	  testing	  –	  all	  runs.	  

	  
Figure	  10:	  Small	  target	  A-‐scan	  in	  node	  3	  (front	  of	  barge	  facing	  into	  the	  current).	  	  September	  12,	  2010	  run	  1.	  	  Small	  target	  spike	  is	  
seen	  at	  440	  m.	  	  	  
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Figure	  11:	  Example	  small	  target	  tracking,	  September	  12,	  2010	  run	  1	  prior	  to	  parameter	  tuning.	  	  Maximum	  range	  is	  500m.	  	  From	  
approximately	   500m	   to	   250m	   there	   is	   high	   confidence	   the	   system	   is	   tracking	   the	   sphere.	   	   Between	   250m	   and	   ~125m	   it	   is	  
unclear	  if	  the	  system	  is	  tracking	  the	  sphere	  or	  bubbles	  or	  other	  interference	  from	  the	  boat.	  	  Under	  approximately	  125m	  range	  
the	  sphere	  at	  40	  foot	  depth	  is	  out	  of	  the	  field	  of	  view	  of	  the	  node.	  	  	  With	  the	  signal	  processing	  parameters	  used,	  the	  system	  is	  
also	  tracking	  other	  targets	  that	  are	  likely	  floating	  sea	  weed	  (which	  was	  observed	  visually)	  and	  schools	  of	  fish.	  	  	  
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Figure	  12:	  Example	  small	  target	  tracking,	  September	  12,	  2010	  run	  1	  after	  one	  pass	  of	  parameter	  tuning.	  	  The	  target	  sphere	  is	  
still	  tracked	  from	  low	  to	  very	  high	  confidence	  (green	  to	  red),	  but	  with	  far	  fewer	  “clutter”	  tracks.	  

	  

Figure	  13:	  Small	  target	  sphere.	  
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Figure	  14:	  Track	  confidence	  during	  a	  run	  where	  the	  target	  sphere	  was	  pulled	  from	  the	  water.	  	  Track	  confidence	  is	  a	  measure	  of	  
how	  certain	  the	  system	  is	  that	  something	  being	  tracked	  is	  a	  real	  “target”.	  	  Any	  ping	  where	  a	  detection	  is	  associated	  with	  a	  track	  
increases	  the	  confidence.	  	  Any	  ping	  where	  there	  are	  no	  new	  detections	  associated	  with	  a	  track	  decreases	  confidence.	  	  Tracks	  
shown	   in	  blue	  are	   typically	  not	  displayed	  by	   the	   system.	   	   For	   the	   run	  above	   (September	  12,	   small	   target,	   run	  3)	   the	   system	  
began	  tracking	  and	  displaying	  the	  track	  indicated	  by	  the	  arrow	  which	  was	  assumed	  to	  be	  the	  target	  sphere	  based	  on	  range	  and	  
bearing.	  	  As	  soon	  as	  the	  sphere	  was	  pulled	  from	  the	  water	  the	  track	  confidence	  for	  this	  track	  dropped	  to	  zero,	  indicating	  that	  no	  
further	  detections	  were	  associated	  with	  that	  track.	  

Conclusions	  
The	  goal	  of	  this	  effort	  was	  to	  take	  the	  first	  steps	  in	  implementation	  of	  an	  Active	  Acoustic	  Monitoring	  AAM	  system	  
for	  the	  offshore	  renewable	  energy	  industry	  based	  on	  technology	  developed	  for	  terrorist	  swimmer	  detection.	  	  The	  
current	  Swimmer	  Detection	  Sonar	  Network	  SDSN	  nodes	   that	  were	   installed	  on	   the	  ORPC	  Beta	  unit	  operate	  at	  a	  
frequency	   that	   is	   considerably	   lower	   than	  what	  would	   be	   used	   in	   a	   final	   implementation.	   	   They	   are	   also	  much	  
larger	  and	  more	  expensive	  than	  the	  new	  node	  that	  is	  now	  under	  development,	  which	  will	  be	  a	  superior	  candidate	  
for	  future	  AAM	  efforts.	  	  Testing	  performed	  with	  the	  current	  SDSN	  nodes,	  however,	  demonstrated	  the	  effectiveness	  
of	   SSI’s	   AAM	   technology	   in	   high-‐current	   environments	   and	   showed	   strong	   detection	   and	   tracking	   performance	  
over	  a	  variety	  of	  target	  strengths.	  

There	   were	   two	   potential	   issues	   uncovered	   by	   the	   testing.	   	   Firstly,	   we	   experienced	   periods	   of	   poor	   system	  
performance	   during	   which	   detection	   and	   tracking	   failed.	   	   This	   could	   be	   due	   to	   entrained	   bubbles	   being	   swept	  
under	  the	  barge	  during	  rough	  conditions	  and	  blocking	  sound	  from	  radiating	  in	  front	  of	  the	  node.	  	   	  Further,	  there	  
were	  many	  objects	   tracked	  besides	   the	   targets	  during	  system	  testing.	   	  These	  are	   thought	   to	  be	  either	  seaweed,	  
other	  debris,	  or	  schools	  of	  fish	  moving	  with	  the	  current.	  	  Further	  AAM	  for	  this	  application	  will	  include	  development	  
of	  the	  hardware,	  deployment	  configuration,	  and	  signal	  processing	  to	  deal	  with	  these	  issues.	  	  	  
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Appendix	  A	  

Ping	  Log	  Summary	  
Date	   Start	   Stop	   Duration	  (hours)	  

9/9/2010	   10:30	   11:30	   1.0	  
9/9/2010	   14:00	   17:30	   3.5	  
9/10/2010	   11:20	   11:40	   0.3	  
9/10/2010	   13:15	   17:15	   4.0	  
9/11/2010	   11:00	   13:30	   2.5	  
9/11/2010	   15:00	   17:30	   2.5	  
9/12/2010	   10:15	   12:00	   1.75	  

	  

15.55	  hours	  with	  system	  actively	  pinging	  over	  4	  days.	  

	  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ATTACHMENT F 

GENERAL SPECIFICATIONS 

 



 

 

GENERAL SPECIFICATIONS 

 

 

Frequency Range .......................................... 2 Hz – 40 kHz 

Number of Hydrophones .............................. 2 

Amplification Gain ....................................... 0 – 60 dB (40 dB, typical) 

Deployment Depth ........................................ 10 and 15 meters 

Hydrophone Type ......................................... International Transducer Corporation 1042 

Sample Rate (per channel) ............................ 100 kS/s 

Dynamic range .............................................. 16 bit 

Analog Data Storage ..................................... up to 32 GB (removable) (3 hours) 

Positional Updates ........................................ 1 per second 

Digital Data Storage ...................................... up to 32 GB (removable) (> 8 hours) 

RF Telemetry Frequency .............................. 900 MHz (unlicensed) 

On-Board power supply ................................ ±12 V DC/10A-H (rechargeable) 

Operational Period (one battery set) ............. 9 hours 

  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ATTACHMENT G 

SAMPLE GGA MESSAGE FORMAT  



 

 

SAMPLE GGA MESSAGE FORMAT 

 

$GPGGA,123519,4807.038,N,01131.000,E,1,08,0.9,545.4,M,46.9,M,,*47 

 

Where: 

 GGA   Global Positioning System Fix Data 

 123519 Fix taken at 12:35:19 UTC 

 4807.038,N Latitude 48 deg 07.038' N 

 01131.000,E Longitude 11 deg 31.000' E 

 1  Fix quality:  

    0 = invalid 

    1 = GPS fix (SPS) 

    2 = DGPS fix 

    3 = PPS 

    4 = Real Time Kinematic 

    5 = Float RTK 

    6 = estimated (dead reckoning) (2.3 feature) 

    7 = Manual input mode 

    8 = Simulation mode 

 08  Number of satellites being tracked 

 0.9  Horizontal dilution of position 

 545.4,M Altitude, Meters, above mean sea level 

 46.9,M Height of geoid (mean sea level) above WGS84 ellipsoid 

 (empty field) Time in seconds since last DGPS update 

 (empty field) DGPS station ID number 

 *47  The checksum data, always begins with * 

  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ATTACHMENT H 

OBSERVATIONAL MEASUREMENT LOG  



 

 

OBSERVATIONAL MEASUREMENT LOG 

 

 

Date: _______________ 

 

Time: _______________ (24 hr clock) 

 

Measurement Process (circle)  Drift  Tethered Bottom Sensor 

 

Sea Conditions (circle): Calm  < 1ft  < 1.5ft  < 2ft  > 3ft 

 

Weather (circle)  Sun  Cloudy  Rain  Windy 

 

Wind Speed ____________(knots or mph) and coming from ______________ 

 

Tide (circle):    HIGH      LOW    COMING IN  GOING OUT 

 

Water Temp (◦C) _____________________ measured at a depth of ______________  

 

Water Velocity ____________________  

 

Observations (Boats/Marine Life): _________________________________________________ 

 

_____________________________________________________________________________ 

 

_____________________________________________________________________________ 

 

_____________________________________________________________________________ 

 

_____________________________________________________________________________ 
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1.0 INTRODUCTION 
 
1.1 GENERAL DESCRIPTION OF THE COBSCOOK BAY TIDAL ENERGY PROJECT 
 
ORPC Maine, LLC, a subsidiary of Ocean Renewable Power Company (collectively, ORPC), is applying 
to the Federal Energy Regulatory Commission (FERC) for a pilot project license for the Cobscook Bay 
Tidal Energy Project (Project). The Project will evaluate the potential for a new source of clean, 
renewable energy generation using tidal energy resources in Cobscook Bay, Maine. ORPC obtained an 
initial preliminary permit for the project area in Cobscook Bay from FERC on July 23, 2007; FERC 
issued a successive preliminary permit on January 13, 2011. Feasibility studies, including environmental 
surveys, and pre-filing consultation were conducted, resulting in ORPC’s filing of a draft pilot license 
application (DPLA) with FERC for the Eastport Tidal Energy Project on July 24, 2009. The DPLA 
included project areas within Cobscook Bay and Western Passage. Since submitting the DPLA, ORPC 
has conducted extensive consultation with regulatory and resource agencies as well as other stakeholders, 
has collected additional environmental data, and has continued to refine its proprietary technology. As a 
result of these additional studies and consultations, ORPC now plans to deploy a commercial-scale 
hydrokinetic power system in gradual stages, with the Project, a small pilot project, as the first stage. The 
FERC preliminary permit Project boundary for the Cobscook Bay Tidal Energy Project (FERC Project 
No. 12711) encompasses the proposed development area. 
 
The Project will be carried out in two separate phases over an expected eight-year pilot license term. In 
Phase I, ORPC will deploy, monitor and test a single-device TidGen™ Power System for one year. In 
Phase II, ORPC will add four additional TidGen™ devices to the power system, for a total of five. During 
both phases, ORPC will deploy environmental monitoring equipment on the TidGen™ Power System and 
within the Project boundary (Figure 1). 
 
The core component of the TidGen™ Power System is ORPC’s proprietary turbine generator unit (TGU). 
The TGU utilizes four advanced design cross flow (ADCF) turbines to drive a permanent magnet 
generator mounted between the turbines on a common driveshaft. The ADCF turbines rotate in the same 
direction regardless of tidal flow direction; rotational speed of the turbines is directly related to water flow 
speed. The TGU is 98 feet in length, 17 feet high and 17 feet wide. It is attached to a bottom support 
frame, which holds the TGU in place approximately 15 feet above the sea floor. The bottom support 
frame is 98 feet long by 50 feet wide by 15 feet high. The bottom support frame is constructed of steel 
and the TGU is constructed of steel and composite material. Together, the coupled TGU and bottom 
support frame comprise the TidGen™ device (Figure 2 shows the conceptual design for the TidGen™ 
device). The depth at the proposed Deployment Area is 85 feet at Mean Lower Low Water (MLLW); the 
TidGen™ devices will thus be placed 49 feet below the surface at MLLW. Each TGU will have a 
maximum design capacity of 180 kilowatts (kW). During the Project each TGU will operate at a rated 
capacity of 60 kW. The five-device TidGen™ Power System will have a maximum design capacity of 
900 kW and a rated capacity of 300 kW. The power generated will be connected to the grid using a single 
subsea transmission cable with a line voltage of 13 kilovolts (kV) DC. The total cable length is 
approximately 4,200 feet (3,700 feet from the TidGen™ Power System to the shore in Lubec, Maine and 
approximately 500 feet from shore to the on-shore station). ORPC has chosen an underwater cable route 
that avoids abrupt changes in bottom topography. Based on consideration of environmental concerns, 
ORPC proposes to bury the cable at all feasible locations along the cable route. The power generated by 
the TidGen™ Power System will be conditioned at the on-shore station and delivered to the Bangor 
Hydro Electric Company power grid.  
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Figure 1. Cobscook Bay Tidal Energy Project location map. 
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Figure 2. TidGen™ device. 

 
1.2 PILOT LICENSING PROCESS 

 
ORPC’s proposed Project is intended to study the short-term installation of ORPC’s TidGen™ Power 
System and its effect on the marine environment. FERC’s pilot licensing program has been designed to 
support the advancement and orderly development of innovative hydrokinetic technologies for projects 
that are small, short-term, removable and carefully monitored. The purposes of FERC’s pilot license 
program are to test new hydrokinetic technologies, to determine the appropriate sites for hydrokinetic 
projects, and to collect information on the environmental and other effects of these new generating 
devices.  
 
ORPC filed its DPLA for review and comment on July 24, 2009. Federal and state resource agencies and 
other stakeholders submitted comments on the DPLA. FERC also issued an additional information 
request (AIR) on September 23, 2009 in response to the DPLA. FERC’s AIR Item #24 requested that the 
mandatory monitoring and safeguard plans required for hydrokinetic pilot licenses be reformatted in 
compliance with the Integrated Licensing Process study plan criteria at 18 CFR 5.11. Accordingly, this 
study plan has been revised to conform to the Integrated Licensing Process study plan requirements. 
 
Since filing the DPLA, ORPC has continued discussions on its pilot license proposal with the Cobscook 
Bay fishing community and the resource agencies to resolve potential conflicts in the marine 
environment, and to revise the proposed studies to address comments submitted on the DPLA. As a result 
of this continuing consultation, ORPC has modified the Project and updated this study plan to reflect the 
updated Project.  
 
The concept of adaptive management is foundational to ORPC’s Project study plans. As stated by FERC 
(2006), “adjustments to measures required during the license term will be based on information gleaned 
from ongoing monitoring or other post-license studies.” ORPC believes that given the uncertainty 
associated with the relatively new pilot project process, being able to adjust the monitoring studies 
through adaptive management, based on experienced gained through the Project, allows for more 
effective studies. ORPC is proposing the adaptive management approach as the most responsible path 
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forward, considering the available ecological and environmental data. This approach is also more 
appropriate to the pilot license program’s goals and objectives than attempting to finalize each study plan 
prior to deploying the Project’s first phase. 
 
ORPC’s proposed environmental study plans include this Benthic and Biofouling Monitoring Plan. As 
described in the study methodology below, ORPC plans to conduct benthic and biofouling monitoring in 
the Deployment Area prior to the start of the Project and for the eight-year term of the Project, beginning 
with the deployment of the single-device TidGen™ Power System. This will allow the monitoring to 
occur: prior to the installation of the TidGen™ Power System; during Phase I of the Project, with the 
installation of a single TidGen™ device; during Phase II, with the installation of a five-device TidGen™ 
Power System; and for the duration of Project operations. Based on study results, ORPC, in consultation 
with the appropriate resource agencies, will review and, if appropriate, modify the Benthic and Biofouling 
Monitoring Plan at regular reporting intervals. 
 
2.0 GOALS AND OBJECTIVES 
 
The primary goals of the proposed Benthic and Biofouling Monitoring Plan are to evaluate any effects of 
the Project on the benthic community and to evaluate if the structures introduced into the marine system 
have the potential to allow biofouling accumulation that may alter the habitat within the Deployment 
Area. These goals will be accomplished by: 1) characterizing the existing benthic community (pre-
deployment); 2) examining the recovery of the benthic resources disturbed during the installation of the 
subsea cable; 3) examining the benthic community near the deployed TidGen™ devices; and 4) 
examining the presence and relative extent of coverage of biofouling organisms on the deployed 
TidGen™ devices. The Benthic and Biofouling Monitoring Plan will use the data gathered to evaluate the 
potential Project effects on the benthic community in accordance with the requirements of the FERC pilot 
license process.  
 
Additional information regarding the monitoring of the hydraulic flow fields and sediment transport in the 
Deployment Area is included in the Hydraulic Monitoring Plan.  
 
3.0 STUDY AREA 
 
The geographic scope of the study will generally include the Cobscook Bay Deployment Area (Figure 1). 
Additional information regarding the study area is provided below in Section 6.0. 
 
4.0 BACKGROUND AND RELEVANT INFORMATION 
 
MER Assessment Corporation (MER) (2011 personal communication) conducted a seasonal benthic 
invertebrate sampling in Broad Cove from May 1993 to November 1994. Broad Cove is located in 
Cobscook Bay approximately 2.5 miles from the Project area. Surveys were conducted in May, July, 
October, and December 1993 and March, May and November 1994, for a total of seven sampling events. 
Benthic invertebrate data from the sample locations in close proximity to the net pens ranged from 45 to 
71 families, while data from the reference site (located greater than 100 meters from the cage system and 
unaffected from the scallop draggers) ranged from 25 to 39 families. Overall results showed minimal 
seasonal variation of the benthic invertebrates collected in that portion of Cobscook Bay. 
 
Preliminary results of ORPC’s pre-deployment subtidal benthic video and benthic infauna survey, 
conducted from June 17 to 19, 2009, found the epifauna community within the Deep Cove area of 
Cobscook Bay to be generally consistent throughout the area with northern red anemones, Tealia felina, 
sea urchins, Strongylocentrotus droebachiensis, northern sea cucumbers, Cucumaria frondosa, sea stars, 
Asterias spp. and Henricia sanguinolenta, and sea potatoes, Boltenia ovifera, predominating, all being 
common to abundant. The subtidal epifauna community in Deep Cove consists predominantly of northern 
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sea cucumbers, sea stars, sea scallops, Placopecten magellanicus, and sea peaches, Halocynthia 
pyriformis, all of which are common to abundant (MER 2009). Figure 3 shows the location of the 
previously sampled Broad Cove and Deep Cove Areas and their proximity to the Project Area. 
 

 
Figure 3. Benthic study areas. 

 
In view of the close proximity of Broad Cove and Deep Cove to the proposed deployment and underwater 
power and data cable route area, similarity in current velocities, and the preliminary site characterization 
conducted by C.R. Environmental, Inc., ORPC anticipates sediment composition and the epifaunal 
benthic community at the proposed deployment and subsea cable route locations to be similar to those 
found at Broad Cove and Deep Cove. 
 
5.0 PROJECT NEXUS 
 
The TidGen™ Power System has the potential to provide habitat for marine life including biofouling 
organisms. Hard structures introduced into marine systems have the potential to allow biofouling 
accumulation that may alter the habitat. In addition, the installation and/or operation of project 
components have the potential to affect the benthic community. The purpose of conducting small 
demonstration testing activities through a pilot project is to collect the environmental information needed 
to more completely evaluate the potential effects of these technologies. Post-deployment monitoring plans 
are also a mandatory requirement of pilot license applications under FERC’s current hydrokinetic pilot 
license policy. Information collected by this monitoring plan can provide essential information on the 
effects of the Project on the benthic communities in the Deployment Area.  
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6.0 METHODOLOGY 
 
6.1 PRE-DEPLOYMENT SURVEY METHODS 
 
The methodology described below is consistent with the sampling methods used for data collection for 
the submittal of ORPC’s DPLA.  
 
Survey General Methods 
 
Subtidal video recording and benthic sampling will be accomplished by divers under the direction of 
MER. Video recordings are proposed along two transects within the Deployment Area, as shown in 
Figure 3. In addition, a total of 11 benthic sampling stations, with triplicates taken at each station for a 
total of 33 samples, are currently proposed along the transects. The video transects and benthic sampling 
locations will likely need to be adjusted based on conditions experienced once on-site. Habitat 
characterization and sampling will be conducted in the intertidal area at low tide.  
 
Subtidal Video Survey Transects 
 
Transect lines will be established and maintained using 100 meter ropes marked in 10 meter alternating 
black and white sections, with the exception of the first and last 10 meter sections that will be marked as 
two 5 meter sections, the last five of which will be marked in alternating 1 meter black and white 
increments. Multiple 100 meter transect lines will be connected using stainless-steel clips to form lines of 
varied lengths as required. Ascent and descent buoyed tag lines will be attached at each end of the 
transect line and at intervals along the line where divers will need to access the line. The transect line will 
be moored to the bottom at each end and the middle using 20-pound mushroom anchors; small weights 
will be added at other intervals as needed to maintain the line in place. The line will be deployed within 
the deployment and subsea cable route areas based on predetermined global positioning system (GPS) 
points entered into a Garmin 4208 Chartplotter.  
 
Video recordings will be made using an Amphibico VHHCEL57/Sony HDR- HC9 high definition digital 
video camera package on high definition format tapes. Lighting will be provided by an Amphibico 
VLDIG3AL 35W/50W switchable underwater arc lamp. DVD copies of all video recordings will be made 
using a Panasonic Model DMR-T3040 DVD Video Recorder on DVD-R disks. The proposed transects 
are shown on Figure 3. 
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Figure 4. Proposed transects for subtidal sampling. 

 
Transect 1 covers a portion of the cable route. Transect 2 covers the remaining portion of the cable route 
and a portion of the Deployment Area of the TidGen™ Power System. MER will determine if additional 
samples should be taken in the Deployment Area of the TidGen™ Power System if it is determined from 
visual observation that the sediment composition is heterogeneous. 
 
Subtidal Benthic Infauna Sampling 
 
Benthic sampling will be confined to sand-silt substrates. Due to the strong currents within the 
Deployment Area, it is likely that sand-silt substrate will be limited. Possible sand-silt sampling locations 
will therefore be determined based on a review of the video recordings made within these areas and other 
available information, e.g. side-scan sonar and direct diver observations. Sampling locations will be 
established every 100 meters along the transect lines. If the substrate at the sampling point is excessively 
coarse to allow penetration of the core but sand-silt substrate exists within close proximity, samples will 
be collected in the sand-silt substrate, and the approximate distance from the original sampling point will 
be noted. GPS coordinates (WGS84) will be taken at all stations. Benthic core samples will be collected 
by a diver under the direction of MER. Three replicate cores will be taken in close proximity to each other 
at each station. 
 
Sediment cores will be taken using 4-inch-diameter polyvinyl chloride (PVC) pipe coring devices that are 
inserted to a depth of four inches or full resistance, whichever is greater. MER will process the samples: 
the contents of the cores will be washed through a U.S. Standard No. 35 sieve (500 micron mesh); all 
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material retained on the screen will be transferred into plastic sample jars; and the jars will be filled with 
ten percent buffered formalin. 
 
Several drops of a one percent Rose Bengal staining solution will be added to each sample to assist in the 
sorting of organisms. After five days of fixing in 10% formalin, the formalin solution will be decanted 
from the sample jars through a 500 micron mesh sieve, and the formalin volume will be replaced with 70 
percent ethanol to ensure preservation of the organisms' integrity, particularly the bivalves and other 
calcareous forms. Organisms will then be sorted from the sediment under lighted magnification lenses 
and/or binocular dissecting microscopes. Samples will be identified to the lowest practical taxonomic 
level and enumerated under a stereoscopic dissecting scope to 63x magnification power. Data will be 
entered into an Excel® spreadsheet developed by MER that calculates statistics for abundance, number of 
taxa, and diversity.  
 
Intertidal Photo-Documentation and Benthic Sampling 
 
Habitat characterization and sampling will be done at three levels within the intertidal zone: upper, 
middle, and lower intertidal at the location where the transmission cable will exit the subtidal region and 
traverse the intertidal area to the shore. Sampling within the intertidal zone will be conducted during low 
tide. Within each zone, one-quarter square meter quadrats will be dropped randomly within representative 
habitat(s) and qualitative assessment will be made of substrate type, flora, and fauna within the quadrat; 
each quadrat will be photo-documented using a Nikon Cool-Pix digital camera; three replicate drops will 
be made in each habitat type. Within each quadrant, all organisms will be collected by scrapping and 
picking, placed in plastic containers, and processed as described above for benthic sampling. If soft 
sediment habitat is encountered, three replicate benthic cores will be taken and preserved as described 
above for subtidal benthic sampling. If the hard substrate habitat provides interstitial space, these spaces 
will be investigated for hidden organisms. MER will conduct the sampling in the intertidal area. 
 
6.2 POST-DEPLOYMENT SURVEY METHODS 
 
Benthic 
 
Divers under the direction of MER will visually inspect the cable route regularly as part of the operations 
and maintenance plan. It is anticipated that inspection will occur monthly during Phase I of the Project. 
During the second year of the Project ORPC expects inspection to be performed six times a year. Over the 
subsequent years, ORPC expects inspection to be performed once every two to three times a year, but the 
frequency will be modified based on field experience. Divers will inspect the cable to ensure that buried 
sections remain covered. Divers will also inspect for any signs of cable movement that might occur to 
exposed sections, warranting extra protection measures such as additional burial, covering, or anchoring. 
During this regular inspection, divers will also look for recovery to the benthic community at locations 
where the cable was buried. Divers will conduct video recordings during inspection. Video recordings 
will be conducted as described in Section 6.1: Pre-deployment Survey Methods and analyzed by MER. 
 
Biofouling  
 
Divers will visually inspect structures capable of being biofouled, including any exposed cable and the 
TidGen™ devices, under the direction of ORPC staff. Monitoring for biofouling accumulation will occur 
at regular inspection and maintenance intervals for the duration of the Project. It is anticipated that 
inspection will occur monthly during Phase I of the Project. During the second year of the Project ORPC 
expects inspection to be performed six times a year. Over the subsequent years, ORPC expects inspection 
to be performed once every two to three times a year, but the frequency will be modified based on field 
experience. Biofouling on the TidGen™ devices and cable will be photo-documented to determine the 
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rate and extent of growth. The TGU will be brought to the surface quarterly for maintenance and 
inspection. Although ORPC does not anticipate marine debris to be prominent at the depth and location of 
the Project, marine debris can be removed from the TGU at the three-month inspection intervals. If 
marine debris is causing an immediate problem to power system operation, ORPC will determine the 
appropriate course of action for removing the debris.  
 
7.0 REPORTING 
 
ORPC will file full summary reports with the regulatory agencies on an annual basis for the duration of 
Project operations, beginning with the pre-deployment benthic assessment of the Deployment Area. MER 
will review and certify all data collected.  
 
8.0 SCHEDULE 
 
The pre-deployment benthic survey will be conducted in July 2011 as agreed upon by the regulatory 
agencies. A benthic survey will occur in July 2012 following the first growing season after the single-
device TidGen™ Power System is deployed. A benthic survey will also be conducted in July 2013 
following the first growing season after the five-device TidGen™ Power System is deployed. It is 
anticipated that inspection will occur monthly during Phase I of the Project. During the second year of the 
Project ORPC expects inspection to be performed six times a year. Over the subsequent years, ORPC 
expects inspection to be performed once every two to three times a year, but the frequency will be 
modified based on field experience. 
 
9.0 BUDGET 
 
The total cost of this monitoring effort will be $114,000. This includes the cost of performing pre-
deployment monitoring and monitoring for each year of the Project. ORPC will be performing a pre-
deployment benthic assessment and then utilizing visual inspections to monitor the benthic community 
and biofouling accumulation. ORPC estimates the cost of performing the pre-deployment benthic surveys 
and reporting to be $50,000. ORPC will be conducting post-deployment benthic and biofouling 
monitoring in the vicinity of the Project during regular Project maintenance activities. ORPC estimates 
the cost of compiling the benthic and biofouling data and issuing biannual reports to be $8,000 for each 
year of the Project.  
 
10.0 DISCUSSION OF ALTERNATIVE APPROACHES 
 
ORPC believes the Project has little potential to disturb the local environment. ORPC has been testing 
tidal power devices in Cobscook Bay since 2007, and during this time period, has not observed any 
negative environmental effects based on the use of these devices. In addition, the pilot Project is small 
relative to the available habitat in Cobscook Bay. The Benthic and Biofouling Monitoring Plan will 
provide extensive data on the benthic environment in the Deployment Area and along the subsea cable 
route, and will characterize any effect of the proposed pilot project on this environment, once it is 
deployed. ORPC believes that the Benthic and Biofouling Monitoring Plan, in conjunction with the 
additional proposed monitoring plans, is sufficient to inform licensing decisions, that it is appropriate to 
the size and scope of the pilot Project, and that the approaches proposed in the study are in general 
accordance with those recommended by the resource agencies. 
 
ORPC has considered the use of control sites for establishing an undisturbed and non-impacted area to 
use for comparing assessing post-deployment benthic recovery. The existence of control sites with similar 
sediment characteristics, water velocity, depth and benthic community to the Deployment Area would be 
difficult to find given the large amount of dragging activity that occurs in Cobscook Bay. Therefore, 
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ORPC has chosen not to use control sites as part of the Benthic and Biofouling Monitoring Plan, 
intending instead to compare future benthic survey results to those of the pre-deployment survey. 
 
Initially, ORPC proposed to conduct post-deployment benthic and biofouling monitoring for two years 
beginning with the deployment of the single-device TidGen™ Power System. NMFS provided comments 
on the draft plan suggesting that monitoring continue throughout the life of the Project through visual 
observation. It was suggested that after the first two years of monitoring, monitoring could be reduced to 
once every other or every few years to be conducted during the height of benthic growth to provide 
longer-term data for application to future commercial projects. Based on these comment ORPC has 
revised the Benthic and Biofouling Monitoring Plan to include visual observations of benthic and 
biofouling conditions through the life of the Project. 
 
11.0 REFERENCES 
 
Federal Energy Regulatory Commission. (2006). Policy statement on hydropower licensing settlements. 

September 21, 2006. http://www.ferc.gov/whats-new/comm-meet/092106/H-1.pdf. (Accessed 
March 11, 2011). 
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1.0 INTRODUCTION 
 
1.1 GENERAL DESCRIPTION OF THE COBSCOOK BAY TIDAL ENERGY PROJECT 

ORPC Maine, LLC, a subsidiary of Ocean Renewable Power Company (collectively, ORPC), is applying 
to the Federal Energy Regulatory Commission (FERC) for a pilot project license for the Cobscook Bay 
Tidal Energy Project (Project). The Project will evaluate the potential for a new source of clean, 
renewable energy generation using tidal energy resources in Cobscook Bay, Maine. ORPC obtained an 
initial preliminary permit for the project area in Cobscook Bay from FERC on July 23, 2007; FERC 
issued a successive preliminary permit on January 13, 2011. Feasibility studies, including environmental 
surveys, and pre-filing consultation were conducted, resulting in ORPC’s filing of a draft pilot license 
application (DPLA) with FERC for the Eastport Tidal Energy Project on July 24, 2009. The DPLA 
included project areas within Cobscook Bay and Western Passage. Since submitting the DPLA, ORPC 
has conducted extensive consultation with regulatory and resource agencies as well as other stakeholders, 
has collected additional environmental data, and has continued to refine its proprietary technology. As a 
result of these additional studies and consultations, ORPC now plans to deploy a commercial-scale 
hydrokinetic power system in gradual stages, with the Project, a small pilot project, as the first stage. The 
FERC preliminary permit Project boundary for the Cobscook Bay Tidal Energy Project (FERC Project 
No. 12711) encompasses the proposed development area. 

The Project will be carried out in two separate phases over an expected eight-year pilot license term. In 
Phase I, ORPC will deploy, monitor and test a single-device TidGen™ Power System for one year. In 
Phase II, ORPC will add four additional TidGen™ devices to the power system, for a total of five. During 
both phases, ORPC will deploy environmental monitoring equipment on the TidGen™ Power System and 
within the Project boundary (Figure 1). 
 
The core component of the TidGen™ Power System is ORPC’s proprietary turbine generator unit (TGU). 
The TGU utilizes four advanced design cross flow (ADCF) turbines to drive a permanent magnet 
generator mounted between the turbines on a common driveshaft. The ADCF turbines rotate in the same 
direction regardless of tidal flow direction; rotational speed of the turbines is directly related to water flow 
speed. The TGU is 98 feet in length, 17 feet high and 17 feet wide. It is attached to a bottom support 
frame, which holds the TGU in place approximately 15 feet above the sea floor. The bottom support 
frame is 98 feet long by 50 feet wide by 15 feet high. The bottom support frame is constructed of steel 
and the TGU is constructed of steel and composite material. Together, the coupled TGU and bottom 
support frame comprise the TidGen™ device (Figure 2 shows the conceptual design for the TidGen™ 
device). The depth at the proposed Deployment Area is 85 feet at Mean Lower Low Water (MLLW); the 
TidGen™ devices will thus be placed 49 feet below the surface at MLLW. Each TGU will have a 
maximum design capacity of 180 kilowatts (kW). During the Project each TGU will operate at a rated 
capacity of 60 kW. The five-device TidGen™ Power System will have a maximum design capacity of 
900 kW and a rated capacity of 300 kW. The power generated will be connected to the grid using a single 
subsea transmission cable with a line voltage of 13 kilovolts (kV) DC. The total cable length is 
approximately 4,200 feet (3,700 feet from the TidGen™ Power System to the shore in Lubec, Maine and 
approximately 500feet from shore to the on-shore station). ORPC has chosen an underwater cable route 
that avoids abrupt changes in bottom topography. Based on consideration of environmental concerns, 
ORPC proposes to bury the cable at all feasible locations along the cable route. The power generated by 
the TidGen™ Power System will be conditioned at the on-shore station and delivered to the Bangor 
Hydro Electric Company power grid.  
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Figure 1. Cobscook Bay Tidal Energy Project location map. 
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Figure 2. TidGen™ device. 

In preparation for the Project, ORPC designed, built, deployed and tested a beta pre-commercial 
TidGen™ Power System (Beta TidGen™ System) in Cobscook Bay in 2010 (see Figure 3). The Beta 
TidGen™ System was comprised of a beta pre-commercial TGU (Beta TGU); ORPC’s Energy Tide 2 
research, testing and deployment vessel; a mooring system for the Energy Tide 2; and data acquisition and 
environmental monitoring equipment. Rather than being mounted on a bottom support frame, the Beta 
TGU was deployed top-down from the Energy Tide 2 and suspended 21 feet below the water surface.  
 

 
Figure 3. Beta TidGen™ System. 
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1.2 PILOT LICENSING PROCESS 
 
ORPC’s proposed Project is intended to study the short-term installation of ORPC’s TidGen™ Power 
System and its effect on the marine environment. FERC’s pilot licensing program has been designed to 
support the advancement and orderly development of innovative hydrokinetic technologies for projects 
that are small, short-term, removable and carefully monitored. The purposes of FERC’s pilot license 
program are to test new hydrokinetic technologies, to determine the appropriate sites for hydrokinetic 
projects, and to collect information on the environmental and other effects of these new generating 
devices.  
 
ORPC filed its DPLA for review and comment on July 24, 2009. Federal and state resource agencies and 
other stakeholders submitted comments on the DPLA. FERC also issued an additional information 
request (AIR) on September 23, 2009 in response to the DPLA. FERC’s AIR Item #24 requested that the 
mandatory monitoring and safeguard plans required for hydrokinetic pilot licenses be reformatted in 
compliance with the Integrated Licensing Process (ILP) study plan criteria at 18 CFR 5.11. Accordingly, 
this study plan has been revised to conform to the ILP study plan requirements. 
 
Since filing the DPLA, ORPC has continued discussions on its pilot license proposal with the Cobscook 
Bay fishing community and the resource agencies to resolve potential conflicts in the marine 
environment, and to revise the proposed studies to address comments submitted on the DPLA. As a result 
of this continuing consultation, ORPC has modified the Project and updated this study plan to reflect the 
updated Project.  
 
The concept of adaptive management is foundational to ORPC’s Project monitoring plans. As stated by 
FERC (2006), “adjustments to measures required during the license term will be based on information 
gleaned from ongoing monitoring or other post-license studies.” ORPC believes that given the uncertainty 
associated with the relatively new pilot project process, being able to adjust the monitoring studies 
through adaptive management, based on experience gained through the Project, allows for more effective 
studies. ORPC is proposing the adaptive management approach as the most responsible path forward, 
considering the available ecological and environmental data. This approach is also more appropriate to 
the pilot license program’s goals and objectives than attempting to finalize these as separate study plans 
prior to deploying the Project’s first phase. 
 
ORPC’s proposed monitoring plan includes two components: the Fisheries Monitoring Plan and the 
Marine Life Interaction Monitoring Plan. As part of the Fisheries Monitoring Plan, which is managed by 
the University of Maine (UMO) School of Marine Science, downlooking hydroacoustic (single beam and 
multibeam) pre-deployment monitoring has been conducted to examine fish occurrence and distribution 
in Cobscook Bay (Zydlewski et al. 2010).  
 
Supplemental to these baseline surveys, UMO has also monitored interactions of marine resources with 
ORPC’s Beta TGU. The surveys used low frequency echosounder equipment to observe fish presence and 
to aid in species identification. Simrad single beam hydroacoustic sonar was used to observe the entire 
water column and DIDSON multi beam hydroacoustic sonar was used to look at the top 30 ft of the water 
column. Mid-water trawling surveys were also conducted to further evaluate species composition of the 
observed targets. These data will continue to be collected until deployment of the single-device TidGen™ 
Power System; similar monitoring efforts will be used post-deployment. These methodologies are 
described in greater detail below in the Fisheries Monitoring Plan section of the report.  
 
The Marine Life Interaction Monitoring Plan was developed to monitor the post-deployment interactions 
of marine life (fish, mammals, and diving birds) with the single-device TidGen™ Power System using a 
Simrad side-aspect split beam hydroacoustic sonar. The monitoring plan was developed by ORPC in 
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consultation with Don Degan of Aquacoustics Incorporated, UMO, and state and federal regulatory 
agencies. These monitoring efforts will continue for three-years after deployment of the TidGen™ Power 
System. Based on the results from ongoing monitoring, ORPC in consultation with the appropriate 
resource agencies will review and, if appropriate, modify the Marine Life Interaction Monitoring Plan. 
 
1.3 INTEGRATION OF FISHERIES AND MARINE LIFE INTERACTION MONITORING PLANS  
 
ORPC has worked to integrate the post-deployment Marine Life Interaction Monitoring Plan with the 
ongoing (pre-) and future (post-deployment) Fisheries Monitoring Plan, which is being conducted by 
UMO. The Marine Life Interaction Monitoring Plan has been designed by ORPC to incorporate UMO’s 
approach in the validation and calibration of the monitoring system. The integration of the Fisheries and 
the Marine Life Interaction Monitoring Plans will provide additional confidence in the projects ability to 
identify, assess and address adverse environmental impacts. Although the two study plans are 
complementary to one another, they are designed to operate independently and are presented separately 
below.  
 
ORPC will continue to work closely with the regulatory agencies to assure the best science is applied to 
the Project. The Department of Energy and Congress have been financially supportive of the work done 
by the UMO and ORPC and we continue to adapt and develop innovative methodologies needed to assess 
this new technology.  
 
2.0 FISHERIES MONITORING PLAN 
 
2.1 GOALS AND OBJECTIVES 
 
The goal of the Fisheries Monitoring Plan is to collect pre-deployment and post-deployment information 
to provide an initial description of fish distribution and relative abundance within Cobscook Bay to 
supplement existing information for the general Passamaquoddy Bay area. 
 
Specific objectives include: 
 
• Characterize fish presence and vertical distribution in Cobscook Bay with acoustic technologies; 
• Conduct stratified sampling to evaluate tidal cycle, diel, and seasonal trends;  
• Characterize fish distribution and relative abundance and summer seasonal occurrence with multiple 

netting efforts in open-water pelagic and benthic areas, near-shore sub-tidal areas, and intertidal areas 
of outer, middle, and inner bays within Cobscook Bay; 

• Use data gathered to develop a preliminary assessment of the potential effects of the Project on fish 
populations in the Deployment Area and to the extent possible in Cobscook Bay; 

• Monitor indirect fish interactions with the TidGen™ devices(s) to evaluate potential Project effects; 
and 

• Evaluate potential cumulative effects of the Project based on this comprehensive data set and the 
direct interaction monitoring data collected (Section 3 of this plan).  
 

2.2 STUDY AREA 
 
The geographic scope of the study will include the Deployment Area outlined in Figure 1, as well as other 
areas in the Cobscook Bay area. Additional information regarding the study area is provided below in 
Section. 2.5. 
 
 



Appendix C    Fisheries and Marine Life Interaction Monitoring Plans 
 

SP.3-6 

2.3 BACKGROUND AND EXISTING INFORMATION 
 
Cobscook Bay is recognized as an area of high productivity that supports a large amount of biomass. 
These habitats serve as nursery grounds for juvenile fish, as foraging and spawning sites for adults, and as 
migratory routes for anadromous and catadromous species (Arens 2007). Information on fish assemblages 
in Cobscook Bay are limited to anecdotal information and reported commercial fishing activities. Studies 
regarding fish collections have typically been conducted in Passamaquoddy Bay or nearshore Maine’s 
coast outside the Cobscook Bay area (MacDonald et al. 1984, Arens 2007, Sherman et al. 2010). 
MacDonald (1984) is dated information consisting of fish collections by trawling, which effectively 
samples only bottom fish. While Arens (2007) data are more recent, this study focused on the nearshore 
fish assemblage collected with beach seines. Maine and New Hampshire have been conducting coastal 
bottom trawl surveys throughout the Gulf of Maine since 2000, where 155 bottom trawls are conducted 
each fall and spring (Sherman et al. 2003 through 2010; Sowles 2002); however, none of their sample 
sites occur within Cobscook Bay. These surveys do not reflect pelagic fish assemblages that might occur 
within the proposed Project area. Further, available information does not provide insight into spatial and 
temporal trends or distribution of fish within the water column, which would be useful in assessing 
potential Project effects. Therefore, ORPC has been working with the UMO to obtain site-specific 
information on fish occurrence and distribution within the larger Project area of Cobscook Bay to fill this 
information gap. 
 
As part of the UMO work, downlooking hydroacoustic surveys have been conducted within Cobscook 
Bay to examine fish occurrence and distribution in the Project area (Zydlewski et al. 2010). Supplemental 
to these baseline surveys, UMO has also monitored interactions of marine resources with ORPC’s Beta 
TGU that was tested in 2010. The surveys used low frequency echosounder equipment (Simrad single 
beam systems) to observe the entire water column and the DIDSON multi beam system to look at the top 
10 meters (m) (33 ft) of the water column to observe fish presence and to aid in species identification. 
Mid-water trawling surveys were also conducted to further evaluate species composition of the observed 
targets. Survey locations consisted of the proposed Project area sampling station near Goose Island, and a 
control station near Shackford Head within Cobscook Bay (Figure 4) (Zydlewski et al. 2010). Sampling 
occurred from 2009 to 2011 at various times (Table 1).  
 
Since the 2010 report (Zydlewski et al. 2010) was issued, the echosounder being used for this study was 
calibrated and new analytical methods have been developed to address some of the challenges with the 
use of single beam hydroacoustic technology in a dynamic tidal flow area. The final re-analysis of this 
data is currently on going but preliminary results are presented here (Figure 5). The data reported in 
Zydlewski et al. (2010) showed the majority of fish inhabited the upper water column above the proposed 
turbine deployment zone. The preliminary distributions resulting from the new analysis methodology 
suggests that fish are more uniformly distributed throughout the water column, regardless of season, diel, 
or tidal cycle (Zydlewski and Viehman 2011). 
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May 2010 CB1 

 
June 2010 CB1 
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August 2010 CB1 

 
September 2010 CB1 

 
Figure 4. New vertical fish distributions for proposed turbine deployment site in Cobscook Bay. 
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CB1 = Project Area Station; CB2 = Control Station 

Source: Zydlewski et al. 2010 
 

Figure 5. Cobscook Bay fisheries survey location map. 
 
 
Table 1. Pre-deployment fisheries surveys in Cobscook Bay. 

Year Sampling type Number of sampling stations Season (month) 
2009 Active hydroacoustics 1 station (control) August, September 

2010 Active hydroacoustics 2 stations (project and control) May, June, August, September, 
October, November 

2010 Mid-water netting 2 stations (project and control) May, June, August 

Source: Zydlewski et al. 2010 
 
 
The netting survey did not produce useful results for hydroacoustic survey validations due to challenging 
site conditions. Very low numbers of fish were captured, which primarily represented weak swimming 
benthic species, and these results did not correlate with the fish numbers observed in the hydroacoustic 
survey (Zydlewski et al. 2010). Few Atlantic herring (Clupea harengus) and Atlantic mackerel (Scomber 
scombrus) were caught at both sampling stations via hook and line sampling (Zydlewski et al. 2010).  
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Fish Interactions 
 
ORPC has been conducting environmental monitoring and aquatic life interactions since their initial 
prototype TGU testing activities in Western Passage, Maine in early 2008. For this testing effort, the TGU 
was deployed from a floating platform and suspended at a depth of approximately 30 feet. An estimated 
130 hours of underwater video monitoring was conducted during all turbine operations and no fish or 
other aquatic life was observed passing through the turbine.  
 
A preliminary analysis of DIDSON monitoring efforts of ORPC’s Beta TGU has identified two fish 
behaviors. Behaviors included approaching the Beta TGU and swimming away; and swimming through 
and over the Beta TGU, pausing, and then continuing to swim away from the Beta TGU with the current 
(Zydlewski et al. 2010). Fish demonstrating these behaviors were different sizes (and likely species). 
Additional analysis of these data is ongoing. Approximately 2 hours of 108 hours collected have been 
analyzed, leaving 98 percent of the collected data to be analyzed.  
 
2.4 PROJECT NEXUS 
 
Information on the fish of Cobscook Bay is critical to understanding the potential effects, which may 
include alterations in movement patterns, foraging, distribution, and spawning activities, or physical 
injury, associated with the proposed Project. The purpose of conducting small demonstration testing 
activities through a pilot project is to collect the environmental information needed to more completely 
evaluate the potential effects of these technologies. Therefore, UMO will continue to collect data on fish 
distribution and relative abundance in Cobscook Bay pre- and post-deployment. The Fisheries Monitoring 
Plan will also supplement data on marine life interaction with the TGU, which is the primary goal of the 
Marine Life Interaction Monitoring Plan described below in Section 3.0.  
 
2.5 METHODOLOGY 
 
The majority of this study will be managed by UMO Assistant Professor Gayle Zydlewski and Emeritus 
Professor Jim McCleave. A portion of the funding for this study is being provided by Department of 
Energy (DOE) earmark money. Specifically, the Energy Independence and Security Act (EISA) include 
language to support the development of a DOE research program to expand marine and hydrokinetic 
renewable energy production. This research is administered through DOE’s Golden Field Office, Office 
of Energy Efficiency and Renewable Energy (EERE), Wind and Hydropower Technologies Program 
(WHTP). Two relevant focus areas from the EERE effort are addressed in the Maine Tidal Power 
Initiative. 
 
2.5.1 Acoustic Data Collection 
 
The hydroacoustic survey will continue to use the methodology described in An Initial Assessment of Fish 
Presence and Vertical Distribution at Two Sites (Control and Proposed Tidal Power Site) in Cobscook 
Bay (Zydlewski et al. 2010) where a vessel-mounted, Simrad ES60 echo sounder with dual-frequency (38 
kilohertz [kHz] and 200kHz) Combi W transducer will be used to continue the collection of additional 
baseline data on fish spatial distributions and abundance in the Deployment Area and at the control site in 
Cobscook Bay, as seen in Figure 4 above. This model is a wide-angle (31° x 31°) single beam transducer 
which does not appear to adversely affect fish (passive sampling) and data collection can be continuous 
and collected over the entire water column. The Simrad system will be supplemented with a Sound 
Metrics Corporation DIDSON US300 acoustic imaging camera, operating at 1.8 MHz to survey the upper 
10-12 meters of the water column in detail. Both the Simrad and DIDSON transducers will be mounted 
on a research vessel approximately one meter below the water surface and aimed vertically downward to 
cover the entire water column, with the exception of the top one meter. The research vessel is moored for 
a 24-hour period while acoustic data is continuously collected, thereby sampling during two full tidal 
cycles and a full diurnal period. 
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2.5.2 Supplemental Fish Collections  
 
Supplemental netting will be conducted May, June, August and September to obtain additional 
information on the fish community in Cobscook Bay and to provide hydroacoustic target validation. 
These will include mid-water and benthic trawling, fyke net sets, and beach seine hauls in the inner, 
middle and outer sub bays within Cobscook Bay. Mid-water trawling will be used to target pelagic fish, 
whereas benthic trawling will be used to target demersal fish. Mid-water and benthic trawling will be 
conducted during four-day trips in May, June, August, and September.  
 
Pelagic habitats in Cobscook Bay will be sampled with a mid-water trawl with spreader doors. The trawl 
will be fished at two locations in each of the three sub-bays near high tide each month. During each 
month, one sub-bay will also be sampled at night at the two locations, shifting bays monthly. Trawling 
will be done from a chartered commercial vessel. Open-water benthic habitats will be sampled with a 
bottom trawl with spreader doors according to similar protocol.  
 
The mid-water trawl will have a mouth opening of about 20 ft by 20 ft. The benthic trawl will have a 45 ft 
rope and a 20 ft vertical opening or smaller. Mesh size will decrease from 2 inch (in) to 0.2 in to 0.5 in the 
cod end. Doors, about 3.5 ft by 1.7 ft will be attached to the trawl by bridles approximately 90 ft long. 
Only one trawl sample will be taken at any one time. When the cod end is retrieved, the catch will be 
emptied into fish totes containing ambient seawater. Each trawl haul will last approximately 30 minutes. 
 
Fyke nets and beach seines will also be used to collect fishery data in Cobscook Bay. Typically, fyke nets 
are used to collect demersal species, whereas beach seines are more efficient at capturing mid-water fish. 
When used together, these gears can be effective at sampling the entire water column in near-shore 
habitats. Fyke nets will be made with five 3 ft diameter round hoops covered with 0.5 in mesh. Internal 
throats will guide the fish toward the cod end. The mouth opening has a 3 ft diameter. A 6 ft high by 30 ft 
long wing will extend from each side of the mouth opening. A central 6 ft by 30 ft lead may be deployed 
in the center. If fyke nets are used to sample intertidal habitats, they will be set at high tide ± 1 hour 
facing shoreward at the mouths of small coves. Wings will extend toward the shore at approximate 30° 
angles from parallel to the net’s mouth opening to guide fishes toward the mouth as the tide ebbs.  
 
Intertidal habitats will be sampled with fyke nets each month and will coincide with trawl sampling. 
During the day, two net sets will be conducted in inner, middle, and outer Cobscook Bay. Two net sets 
will occur during the night at one of these locations each month. Nets will be set to allow the ebb tide to 
guide fish into the trap wings and into the net. Nets will be tended prior to full low tide before the cod end 
of the net is exposed to air to prevent desiccation. Specific sampling locations will be determined during 
the initial field effort when site-specific conditions are assessed. This effort could change based on 
availability of possible fyke net set locations. 
 
The use of the seine net will coincide with trawl sampling. This effort will include eight net hauls in 
inner, middle, and outer Cobscook Bay. This effort could change based on availability of possible haul 
locations. Resultant catch will be unloaded into fish bins containing ambient seawater. Fishes captured by 
all methods will be anesthetized, identified, and up to 30 random individuals of each species will be 
measured and weighed. If more than 30 of a species are caught, a total count will be made. Survivors will 
be released near the capture location. Species not easily identified in the field will be euthanized and 
preserved by freezing for identification in the laboratory. 
 
There are two separate components to the Fisheries Monitoring Plan, pre- and post-deployment 
monitoring, each of which is described below. Adjustments to these methodologies may occur as data is 
collected and analyzed based on the use of adaptive management. 
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2.5.3 Continuation of Pre-deployment Monitoring 
 
The pre-deployment monitoring will generally be implemented as outlined below: 
 
• One 24-hour survey at each site for six months (January, March, May, June, August, September, 

October, and November) in 2011, and January 2012, which equates to nine sampling days for the 
single control station and nine days from the Project area station; 

• Supplemental midwater netting will be conducted during spring, summer and fall sampling events for 
hydroacoustic target validation; 

•  Additional fish community assessments will be conducted May, June, August, and September with 
netting activities in the inner, middle, and upper Cobscook Bay to gather more information on fish 
communities in nearshore areas and to supplement hydroacoustic target validation. These netting 
activities include: 

o Mid-water trawls 
o Benthic trawls 
o Fyke nets 
o Beach seines 

 
2.5.4 Post-Deployment Monitoring 
 
Post-deployment, Simrad and DIDSON hydroacoustic fisheries monitoring will be conducted at the 
Deployment Area in close proximity to the TidGenTM Power System and at the control site monitoring 
locations in Cobscook Bay to evaluate fish spatial distributions and abundance.  
 
The study will generally be implemented as outlined below: 
 
• One 24-hour survey at each site in seven different months (March, May, June, August, September, 

October, November) in 2012, which equates to seven sampling days for the single control station and 
seven days for the Project area station; 

• One 24-hour survey at each site in four months (March, May, August, and September) in 2013, which 
equates to four sampling days for the single control station and four days for the Project area station; 

• One 24-hour survey at each site in three different months (May, June, and September) in 2014, which 
equates to three sampling days for the single control station and three days for the Project area station; 

• One 24-hour survey at each site in two months (May and September) in 2015 through 2018, which 
equates to two sampling days for the single control station and two days for the Project area station; 

• Supplemental midwater netting will be conducted during spring, summer and fall during sampling 
events in 2012, and 2013 for hydroacoustic target validation; 

• Additional fish community assessments will be conducted May, June, August, and September in 2012 
and 2013 with netting activities in the inner, middle, and upper Bay to gather more information on 
fish communities in nearshore areas and to supplement hydroacoustic target validation. These netting 
activities include: 

o Mid-water trawls 
o Benthic trawls 
o Fyke nets 
o Beach seines 

 
The reduced sampling schedule for 2013 compared to 2012 reflects the elimination of winter sampling. 
By 2013, three years of winter sample data will have been collected and it is expected this data will 
confirm initial results which suggest very few fish are present in Cobscook Bay during winter months. 
Therefore sampling will focus effort on data collection during times when peak fish abundance is 
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expected. However, if study results are not as expected and fish abundance is high during winter months, 
then the proposed sample schedule may be revised as part of the adaptive management process. Further 
scheduled reductions in sampling frequency are in acknowledgement of an increasing database of 
information for evaluation. ORPC will be working closely with resource agencies in evaluating study 
results and determining what sampling revisions may be considered moving forward. 
 
Initial data obtained from assessing the interaction of fish and other pelagic macrofauna with a cross-flow 
turbine will be used to develop a protocol. The data collected from the survey stations will be evaluated 
for events that describe fish behavior (such as swim speed and direction) and distribution in the 
immediate vicinity of the TGU(s). Data will be parsed for significant events defined by detectable 
movements in the field of view. The final results of the monitoring effort will be compiled and presented 
in the form of a data report. The data report will contain methods, equipment used, and the data collected. 
Tables and figures will be created to clarify and support the collected data, as well as to provide data 
specific Project and monitoring locations. However, final study work products will be described in a 
report developed after review and discussion of this proposed study. 
 
Data Analysis 
 
An acoustic threshold of -60 decibels (dB) will be applied to the data from the 200 kHz transducer, and a 
threshold of -50 dB will be applied to the 38 kHz frequency (for most data sets). These thresholds will 
allow fish greater than approximately 1.5 in to appear in the 200 kHz echogram, and fish greater than 
about 4.5 in to appear in the 38 kHz echogram. These estimates are based on the nominal beam width of 
31° (3 dB dropoff), and Love’s dorsal target strength-length equation (Love 1970). The detectability of an 
individual fish at a given current speed depends on its distance from the transducer, the transducer's ping 
rate, and the fish's position within the beam. The fastest current speed recorded in the survey area is 2.4 
m/s. At a typical ping rate of two pings/second, the minimum range for detection of a fish at maximum 
current speed would be six meters from the transducer (i.e., an individual fish would not be detected 
unless it was more than six meters from the transducer). The minimum range of detection (distance from 
transducer) decreases with decreasing current speed. 
 
A streamlined data processing and analysis methodology that limits acoustic noise from corrupting 
valuable data is in development based on lessons learned from the preliminary analysis of data reported in 
Zydlewski et al. (2010). It is expected that all targets will be differentiated and not grouped into schools. 
Previously reported data will be reanalyzed to be consistent with the new analysis moving forward. The 
existing and new datasets will analyze spatial and temporal patterns of fish populations to assess potential 
effects from deploying the TGU. The acoustic transducer will be calibrated and threshold target strengths 
will be set to compare target strengths with those in the scientific literature and verified with capture 
information. This in combination with the DIDSON acoustic data will be used to create length-target 
species strength criteria to approximate species identification in ranges not detectable by the DIDSON 
technology. To further supplement species validation efforts, mid-water and benthic trawling will be 
conducted in nearby areas. Hydroacoustic surveying was originally developed to replace bottom trawl 
surveying, especially in areas with challenging conditions, like Cobscook Bay. 
 
Statistical analyses may include: 1) standardized counts of individual targets; and 2) depth distribution 
(position) of targets in the water column. Twenty-four hour survey data from each station will be used to 
examine statistically the factors that describe fish presence at each location. Factors examined will be 
station (location, as well as with and without TidGen™ device), tidal cycle, diel cycle, and all possible 
factor interactions (e.g., tide and diel, site and diel, site and tide). Year and season will be treated as fixed 
blocks. 
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2.6 SCHEDULE 
 
The proposed schedule for pre- and post-deployment studies at the two sample sites (Project area and 
control stations) are listed in Table 2. Dependent on obtaining the Project pilot license, the expected 
deployment of the first TGU is proposed for October 2011. Pre-deployment surveys will continue to be 
conducted until the TGU is deployed. The schedule includes eight, 24-hr sampling events at each station 
in 2011 and again in 2012. Four, 24-hr survey events will be conducted at the two station in 2013 and 
three 24-hr survey events will be conducted in 2014. From 2015 through 2018, 24-hr surveys will be 
conducted in May and September.  
 
In addition to the hydroacoustic surveys, supplemental netting efforts will be conducted at the control site 
and selected nearshore and inshore habitats in outer, middle and upper bay sites in 2011, 2012, and 2013 
as indicated below.  
	  
Table 2. Proposed Monitoring Schedule of the Fisheries Monitoring Plan for Cobscook Bay.  

 

Month Pilot Project 
Deployment Activities 

Pre-Deployment 
2011 

January No in-water structures 
Moored hydroacoustics: 

• 24 hr, proposed deployment site 
• 24 hr, control site  

March No in-water structures 

Moored hydroacoustics: 
• 24 hr, proposed deployment site 
• 24 hr, control site 

Midwater netting1 

May No in-water structures 

Moored hydroacoustics: 
• 24 hr, proposed deployment site 
• 24 hr, control site 

Midwater netting1
 

Fish ecosystem assessment: 

• Netting midwater, near-shore and inshore habitats in Inner, Mid, 
Upper Bays 

June No in-water structures 

Moored hydroacoustics: 
• 24 hr, proposed deployment site 
• 24 hr, control site 

Midwater netting1
 

Fish ecosystem assessment: 

• Netting midwater, near-shore and inshore habitats in Inner, Mid, 
Upper Bays 

August No in-water structures 

Moored hydroacoustics: 
• 24 hr, proposed deployment site 
• 24 hr, control site 

Midwater netting1
 

Fish ecosystem assessment: 

• Netting midwater, near-shore and inshore habitats in Inner, Mid, 
Upper Bays 

September No in-water structures 

Moored hydroacoustics: 
• 24 hr, proposed deployment site 
• 24 hr, control site 

Midwater netting1 
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Month Pilot Project 
Deployment Activities 

Fish ecosystem assessment: 

• Netting midwater, near-shore and inshore habitats in Inner, Mid, 
Upper Bays 

October No in-water structures 

Moored hydroacoustics: 
• 24 hr, proposed deployment site 
• 24 hr, control site 

Midwater netting1 

November No in-water structures 

Moored hydroacoustics: 
• 24 hr, proposed deployment site 
• 24 hr, control site 

Midwater netting1 
2012 

January No in-water structures 
Moored hydroacoustics: 

• 24 hr, proposed deployment site 
• 24 hr, control site 

Post Deployment 

March Single-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

System 
• 24 hr, control site 

May Single-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

System 
• 24 hr, control site 

Midwater netting control site1 

Fish ecosystem assessment: 

• Netting midwater, near-shore and inshore habitats in Inner, Mid, 
Upper Bays 

June Single-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

System 
• 24 hr, control site 

Midwater netting control site1 

Fish ecosystem assessment 

• Netting midwater, near-shore and inshore habitats in Inner, Mid, 
Upper Bays 

August Single-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

System 
• 24 hr, control site 

Midwater netting control site1
 

Fish ecosystem assessment 

• Netting midwater, near-shore and inshore habitats in Inner, Mid, 
Upper Bays 

September Single-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

System 
• 24 hr, control site 

Midwater netting control site1 

Fish ecosystem assessment 

• Netting midwater, near-shore and inshore habitats in Inner, Mid, 
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Month Pilot Project 
Deployment Activities 

Upper Bays 

October Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

Systems 
• 24 hr, control site 

November Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

Systems 
• 24 hr, control site 

2013 

March Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

Systems 
• 24 hr, control site 

May Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

Systems 
• 24 hr, control site 

Midwater netting control site1 

Fish ecosystem assessment: 

• Netting midwater, near-shore and inshore habitats in Inner, Mid, 
Upper Bays 

August Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ Power 

Systems 
• 24 hr, control site 

Midwater netting control site1 

Fish ecosystem assessment: 

Netting midwater, near-shore and inshore habitats in Inner, Mid, Upper 
Bays 

September Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

Midwater netting control site1 

Fish ecosystem assessment: 

Netting midwater, near-shore and inshore habitats in Inner, Mid, Upper 
Bays 

2014 

May Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

 

June Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ device 
• 24 hr, control site 

 

September2 Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

 
2015 
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Month Pilot Project 
Deployment Activities 

May2 Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

 

September2 Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

 
2016 

May2 Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

September2 Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

 
2017 

May2 Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

 

September2 Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

 
2018 

May2 Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

 

September2 Five-device TidGen™ 
Power System 

Hydroacoustic survey: 
• 24 hr, one survey site in close proximity to TidGen™ devices 
• 24 hr, control site 

 
1At least four tows (up to 30 minutes each) at one site to cover day flood, day ebb, night flood and night ebb. 
2 Sampling month may change to reflect period of expected peak fish based on previous data 
 
 
 
2.7 BUDGET  
 
The total cost of this monitoring effort is approximately $2,390,500 over eight years. Table 3 shows a 
breakdown of the costs. 
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Table 3. Breakdown of Costs for Fisheries Monitoring Program. 

Monitoring 
Program 

Capital 
Cost Year 1 Year 2 Year 3 Year 4 Year 5 Year 6 Year 7 Year 8 Total Cost 

ORPC (Funded by ORPC) 
University of 
Maine Fisheries 
Studies  

$80,000 $95,000 $95,000 $95,000 $95,000 $95,000 $95,000 $95,000 $95,000 $840,000 

Marine Life 
Interaction Study $290,000 $30,000 $30,000 $30,000 $30,000 $30,000 $30,000 $30,000 $30,000 $530,000 

Total ORPC $370,000 $125,000 $125,000 $125,000 $125,000 $125,000 $125,000 $125,000 $125,000 $1,370,000 

University of Maine (Funded through Department of Energy Grant and Congressional Appropriation Funds) 
University of 
Maine Fisheries 
Studies ** 

$446,500 $287,000 $287,000 $0 $0 $0 $0 $0 $0 $1,020,500 

Totals $816,500 $412,000 $412,000 $125,000 $125,000 $125,000 $125,000 $125,000 $125,000 $2,390,500 
 
* The University of Maine Fisheries Studies are funded by congressional appropriations administered by the Department of Commerce and a grant funded by the 
Department of Energy to support the development of the hydrokinetic industry. The costs shown here are the actual costs of the work being done on the 
Cobscook Bay Tidal Energy Project but they have a broader utility than just this project. ORPC provides funds to cover specific activities required by its 
regulators for this Project as listed under “Funded by ORPC”. 
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2.8 DISCUSSION OF ALTERNATIVE APPROACHES 
 
ORPC has consulted with fishery management agencies and local stakeholders and believes the Project 
has little potential to affect aquatic life, including fish and other marine species. ORPC has been testing 
tidal power devices in Cobscook Bay since 2007, and during this time period, has not observed any 
negative environmental effects of these devices. In addition, the pilot Project is small relative to the 
available habitat in Cobscook Bay and will be monitored to determine if there is direct interaction with 
aquatic life. Fish and marine mammals are known to avoid structures in the ocean environment and it is 
expected they will similarly avoid direct contact with the proposed power system. Potential indirect 
effects associated with underwater radiated noise will be addressed in the Acoustic Monitoring Study 
Plan. ORPC believes that the Fisheries Monitoring Plan, in conjunction with the Marine Life Interaction 
Monitoring Plan, will collect data sufficient to the size and scope of the pilot Project to make informed 
licensing decisions and that the approaches proposed in the monitoring plans are in general accordance 
with the recommendations of the resource agencies. 
 
Based on the results from the first three years of the TidGen™ device deployment, ORPC will evaluate 
the need to modify monitoring equipment or protocols under ORPC’s proposed adaptive monitoring 
program approach. ORPC will consult with resource agencies to modify the proposed monitoring plans 
and determine the most efficient and effective study design suitable for site and technology conditions. 
 
3.0 MARINE LIFE INTERACTION MONITORING PLAN 
 
3.1 GOALS AND OBJECTIVES 
 
The primary goal of the proposed Marine Life Interaction Monitoring Plan is to characterize fish and 
marine mammal (and other marine life observed) movements associated with interactions with the TGU, 
by producing a three-dimensional view of an area adjacent to the TGU. This will be accomplished by: 1) 
collecting data using a bottom-mounted acoustic sonar; 2) processing the data using a modified automated 
software data package; and 3) evaluating the data to statistically characterize distribution and movements 
of observed marine life near-field of the TGU. The Marine Life Interaction Monitoring Plan will use these 
data to statistically characterize marine life interaction near the TGU, in accordance with the requirements 
of the FERC pilot license. 
 
Additional information on potential fish interaction with the TGU will be monitored as outlined in the 
Fisheries Monitoring Plan. The presence of marine mammal species in the vicinity of the Project is 
addressed in the Marine Mammal Observation Study Plan. Separate from these study plans, ORPC, in 
conjunction with Scientific Solutions Incorporated (SSI), is developing monitoring technology and 
methods to deploy an Active Acoustic Monitoring (AAM) system. The goal of the AAM system is to 
monitor marine life automatically and in real time. ORPC has chosen not to include this monitoring 
system in the FPLA, because it is still in its research and development phase and is not a commercially 
available or proven technology. The AAM system is being licensed, permitted and deployed as a separate 
project under consultation with the appropriate regulatory agencies. 
 
3.2 STUDY AREA 
 
The geographic scope of the study is focused on the immediate vicinity of the Phase I deployed TGU. 
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3.3 BACKGROUND AND EXISTING INFORMATION 
 
Actual in-situ quantified data of turbine effects on marine life is limited. The few tidal, ocean current, or 
similar hydrokinetic turbine deployments that have occurred, did not conduct detailed in-situ strike 
studies. Much of the available information has been presented in white papers, which theoretically 
evaluate the potential effects of ocean energy devices (Michel et al. 2007; Boehlert et al. 2008; Cada 
2008; Amaral et al.2010a). Environmental reports such as the Scottish Marine Renewables Strategic 
Environmental Assessment (Scottish Executive 2007) and the Fundy Tidal Energy Demonstration Project 
Environmental Assessment (AECOM 2009), which concluded the risk of fish strike or collision for the 
evaluated devices would be extremely low. However, this study has yet to monitor direct interactions and 
quantify the associated effects.  
 
The only published information on direct fish strike studies conducted in-situ was for a barge-mounted 
Hydro Green Energy hydrokinetic turbine (ducted horizontal axis turbines) deployed in the tailrace of the 
U.S. Army Corps of Engineers Lock and Dam No. 2 on the Mississippi River in Hastings Minnesota 
(FERC No. 4306). The study was conducted to determine potential entrainment rates, survival, injury, and 
predation of fish passing through a hydrokinetic turbine (Normandeau 2009). Results indicated 99 percent 
survival estimates for the two size categories [small fish (115-235 mm) and large fish (388-710 mm] and 
no signs of blade strike injuries. When compared with a pre-installation desktop computer model created 
by the U.S. Army Corps of Engineers and the Department of Energy that yielded at 97 percent survival 
rate, the researchers concluded that the units should have little to no effect on entrained fish (Normandeau 
2009, Hydro Green Energy 2010). These findings were acknowledged by FERC in a letter issued March 
3, 2010, which also stated that the report met the approved study requirements. The results can be 
considered quite conservative, as all 402 treatment fish were forced through the turbine, which does not 
evaluate fish behavior (i.e., avoidance). 
 
Recently, controlled laboratory flume studies have been conducted to evaluate fish interactions with 
hydrokinetic turbines. EPRI conducted flume tests to determine injury, survival rates, and behavioral 
effects for 250 Atlantic salmon smolts and 300 adult American shad passing through a 4-blade Encurrent 
5-kW vertical axis turbine (Darrieus-type runner) between April and June 2010 at the U.S. Geological 
Survey’s Conte Anadromous Fish Research Laboratory in Massachusetts (EPRI 2010). All fish were held 
for 48 hours after exposure through the turbine, and no mortality or visible injury occurred to any 
treatment or control fish. There was some delayed mortality of treatment and control shad, but the 
researchers noted that shad that the observed mortality level represents typical mortality rates in June as 
temperatures increase, that they are sensitive to handling, and that mortality was not caused by the effects 
of the turbine (EPRI 2010). 
 
Amaral et al. (2008 and 2010b) with Alden Research Laboratories have conducted laboratory flume 
experiments evaluating hydrokinetic turbine blade strike survival and injury for other turbine designs, 
though not of ORPC’s TGU design. In the 2008 study, rainbow trout and white sturgeon were of the 
species assessed, which have similar characteristics to Atlantic salmon and Atlantic sturgeon. The test fish 
were anesthetized and held in place as they were exposed to blade speeds up to 12.2 meters per second 
(m/s) before examined for survival and injury (Amaral et al. 2008). For all test conditions the total blade 
strike survival was 91 percent for white sturgeon and exceeded 90.3 percent for rainbow trout at the 
highest speeds of 12.2 and 12.1 m/s, respectively. These results can also be considered quite conservative, 
as treatment fish were held in place to receive the force of the blade strike, which does not account for 
fish avoidance and natural physical forces that would likely results in higher survival rates. Similar results 
were found in the Amaral et al. (2010b) flume study using a lucid turbine design, where survival rates 
between 98.5 and 100 percent were observed for fish between 125 and 250 millimeters (mm) at velocities 
or 1.5 m/s and 2.1 m/s. 
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Specific to the ORPC TGU, ORPC has been conducting environmental monitoring and aquatic life 
interactions since their initial prototype TGU testing activities in Western Passage, Maine in early 2008. 
For this testing effort, the TGU was deployed from a floating platform and suspended at a approximately 
30 feet depth. An estimated 130 hours of underwater video monitoring was conducted during all turbine 
operations and no fish or other aquatic life was observed passing through the turbine.  
 
A preliminary analysis of DIDSON monitoring efforts of ORPC’s Beta TGU has identified two fish 
behaviors. Behaviors included approaching the Beta TGU and swimming away; and swimming through 
and over the Beta TGU, pausing, and then continuing to swim away from the Beta TGU with the current 
(Zydlewski et al. 2010). Fish demonstrating these behaviors were different sizes (and likely species). 
Additional analysis of these data is ongoing. Approximately 2 hours of 108 hours collected have been 
analyzed, leaving 98 percent of the collected data to be analyzed. 
 
3.3.1 Methodology Development 
 
ORPC, in conjunction with the UMO School of Marine Sciences and Aquacoustics Incorporated, has 
been working towards identifying and testing a marine life interaction monitoring system for the Project. 
Work conducted in the emerging hydrokinetic industry has identified active acoustic sonar as the most 
viable method for monitoring interactions in robust environments where hydrokinetic systems are 
deployed. The use of video recording to capture individual interactions has not proven to be a viable tool 
based on limited visibility at the proposed deployment depth, the length of the commercial TGU, or the 
need for long term monitoring. In addition, the use of intense lighting at the proposed deployment depth 
could alter marine life behavior.  
 
ORPC evaluated numerous active acoustic sonar technologies before choosing the system described in 
this monitoring plan. Multiple active acoustic sonar suppliers were interviewed and presented with the 
study goals and the challenges that this system must function under. These challenges include 
submergence at depths for long durations, ability to be remotely oriented, low power requirements for 
operation, the ability to transfer data to an on-shore station, computer assisted data assessment, proven 
ruggedness and dependability, ability to calibrate and integrate with surface fisheries monitoring efforts 
by the UMO, commercial availability of all elements of the system, and not to be overlooked, the cost 
must not be prohibitive. There are several other secondary specifications that have been considered such 
as the frequency and power levels of the device to avoid harassment of marine mammals, the ability of 
the device to operate at temperatures found at the Project site, and an established service and parts supply 
network. 
 
ORPC has developed the bottom-mounted monitoring system described below. The proposed system will 
provide three-dimensional position monitoring of acoustic targets (representative of fish or other marine 
life) that can be tracked using a differential global positioning system (DGPS) and heading, pitch, and roll 
(HPR) sensors as they approach the TGU. The advantages of the proposed pile-mounted monitoring 
system include the potential for uninterrupted data collection, automated analysis of the data, the ability to 
view a large sample area, and the use of a hard-wired system that does not use batteries or require 
retrieval of data-loggers. Potential disadvantages of the pile-mounted monitoring system include potential 
equipment biofouling, challenging deployment and maintenance access, the use of subsurface electronics 
for extended periods of time, and a substantial distance (3800 ft) for acoustic data to travel to the on-shore 
station. 
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3.4 PROJECT NEXUS 
 
The direct and indirect interaction of hydrokinetic turbine technology and aquatic resources has not been 
fully characterized. Accordingly, there are concerns that the equipment involved with the Project may 
alter movement patterns or cause physical injury to aquatic resources. The purpose of conducting small 
demonstration testing activities through a pilot project is to collect the environmental information needed 
to more completely evaluate the potential effects of these technologies. ORPC has not found a desktop 
study or relevant literature that can be utilized to definitively assess the effects of the proposed Project, 
and therefore has designed this Marine Life Interaction Monitoring Plan to better characterize these 
effects. Post-deployment acoustic study plans are also a mandatory requirement of pilot license 
applications under FERC’s current hydrokinetic pilot license policy.  
 
3.5 METHODOLOGY 
 
ORPC has developed a Marine Life Interaction Monitoring Plan that will be used to quantify the 
interaction between marine life and the TGU. The monitoring plan was developed by ORPC in 
consultation with Don Degan of Aquacoustics Incorporated, the UMO School of Marine Sciences, and 
state and federal regulatory agencies.  
 
3.5.1 Equipment 
 
ORPC has evaluated the commercially available acoustic imaging equipment and software to process the 
large quantities of data generated by this equipment. Based on this evaluation ORPC has chosen to mount 
a Simrad EK60 split beam transducer to a pile to monitor environmental interaction near the TGU. The 
Simrad EK60 will operate at a frequency of 200 kilohertz (kHz), be oriented horizontally, and have a 
seven-degree circular beam. The Simrad EK60 will be outfitted with a Remote Ocean Systems (ROS) PT-
25 heavy duty pan and tilt unit that will enable the Simrad EK60 to be oriented remotely, and a Terrella 6 
heading and motion sensor. ORPC is proposing the use of a single Simrad EK60 unit in this deployment, 
as it is unproven that this device can meet all of the study objectives. ORPC continues to evaluate other 
monitoring systems as they proceed with the equipment presented here. Product specification sheets are 
presented in Attachment A.  
 
Power for the subsea equipment will be provided from a hybrid control power and data cable. The control 
power and data cable will be bundled with ORPC’s power transmission cable, which transmits the 
electricity generated from the TidGen™ devices to shore. The control power and data cable will contain 
four 16 American wire gauge (AWG) wires to supply 220 volts (V) alternating current (AC) power and 
six single-mode optical fibers for data transfer. A four port RuggedServer™ RS-400 manufactured by 
RuggedCom will interface between the control power and data cable and the monitoring equipment. A 
computer will be located in ORPC’s on-shore station to process the data that is transmitted from the 
monitoring system to shore. It is anticipated that the Simrad EK60 will generate approximately 250 
gigabytes (GB) of data per month. A Redundant Array of Independent Disks (RAID) drive will be located 
in the on-shore station for data storage. 
 
3.5.2 Location and Sample Area 
 
A single TidGen™ device will be deployed in Phase I at coordinates 44.909959, 67.045934 as shown in 
Figure 1. ORPC has chosen to mount their split-beam transducer on a pile at the location shown on Figure 
4. The pile will be located approximately 195 feet from the TGU and provide a stable platform for the 
monitoring equipment that will reduce the need for motion correction. 
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Figure 6. Location of pile for mounting environmental monitoring equipment. 

 
The Simrad EK60 will be located on a pile that extends 20 ft above the sea floor and is located 195 ft 
from the TGU. The elevation for the Simrad EK60 will be between approximately 60 ft below 
MLLW. Figure 5 shows the profile view of the Simrad EK60 sampling area. Note that the horizontal and 
vertical scales of the plot skew the shape of the TidGen™ device. The sample range will extend a 
maximum of 300 ft. Given the seven degree beam area, the width of the sample area next to the TidGen™ 
device will be 24 ft (7.3 m) at the nearest end of the TGU widening out to 36 ft (11.0 m) at the furthest 
end of the TGU. These sample widths are adequate to cover the height of the TGU (17 ft) as well as some 
area above and below the unit and to the sides (Figure 5). The split beam transducer will be aimed at one 
side of the TGU. Figure 6 shows a plan view of the different sampling areas possible based on the 
adjustment range of the seven degree sampling area covered by each of the split beams from the single 
sonar unit. The Simrad EK60 exact aiming position of the sonar can be adjusted within this range to 
provide the most effective sampling area. The change in tidal direction results in the sampling of both 
upstream of the tidal device during the flood tide and downstream of the device during ebb tide from a 
single sonar aiming position.  
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Figure 7. Profile view of sampling area. 
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Figure 8. Plan view of sampling area. 

 
There is evidence from monitoring conducted on the Beta TGU that there is the potential for noise 
interference picked up by the acoustic sonar due to the turbulence at and around the turbines. ORPC will 
evaluate this issue during equipment deployment. The computer automated data collection and 
management software can effectively block out such disturbances and the team will assess and adjust the 
system accordingly. 
 
3.5.3 Calibration 
 
The Simrad EK60 will be factory calibrated prior to shipment. In addition, the Simrad EK60 will be 
calibrated annually in situ prior to deployment using a standard calibration sphere. Calibrations will be 
conducted during the UMO fisheries sampling by suspending the calibration sphere within the ensonified 
area of the split beam system during slack tide. Data will be inspected monthly to review the echogram 
and identify any observable changes that may signal problems with the system calibration.  
 
The Simrad EK60 is expected to be able to track acoustic targets as small as -60 to -48 dB or fish size of 
approximately 1.5 to 4 in and larger depending on the acoustic noise levels from the turbine. The 
transducer beam width near the turbine will range from 7 to 11 m wide which should allow ample time 
for target detection even at predicted maximum water speeds of 2.4 m/sec.  
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Marine mammals are much larger than the single fish that the system will be calibrated for and will be 
easily identified by much larger signal response characteristics. These data will be presented concurrently 
with the fish data, and because raw data recordings will be logged it will be possible to reassess data sets 
to quantify marine mammal interaction. 
 
3.5.4 Data Processing 
 
Data will be stored on a RAID mirrored drive with full backup. Data will be processed using Myriax 
Echoview software to output tracked fish and fish schools with fish acoustic size, three-dimensional 
location from the transducer, direction of movement, and travel speed. Myriax Echoview software is the 
industry standard for split-beam data processing software and is used by many federal fisheries agencies 
that collect fisheries hydroacoustic data. At this time, ORPC expects to analyze a subset of acoustic data 
equivalent to 25 percent of the total data collected. The subsampling design will be based in part on data 
collected by the UMO study to focus on periods of peak fish occurrences but will also consider seasonal, 
tidal and diurnal patterns. For example, subsampling of data may be more extensive during spring and fall 
migration periods and less intensive during winter when fewer fish are shown to be present in the area. 
The subsampling design is also expected to be adaptive based on experience gained during the study 
implementation. 
 
Processed fish tracks and schools will be geo-located to position the fish and their direction of movement 
relative to the TGU. Data will be collected as fish (or other marine life as evidenced by large acoustic 
targets) both enter the turbine zone and exit, depending on the tidal cycle. Fish tracks and schools will be 
analyzed to provide the percentage of fish moving through, over, under, and beside the TGU sorted by 
TGU operation state, tidal and diel cycles. The data can also be separated out by estimated target strength 
(roughly equivalent to fish size), and seasonal trends. While there is no technology available that has been 
proven for in situ application to sample the direct interaction of fish and other marine life, analysis of the 
acoustic sonar data over time should demonstrate whether fish (and other marine life) are avoiding the 
TGU by moving around it or through it (based on position and trajectory of the target) and swimming 
behavior of fish on the downstream side of the TGU. Figure 7 presents an example of how the sample 
area will be separated into grid positions to facilitate the acoustic data analysis. The exact grids that will 
be ensonified (sampling area) will be dependent on the aiming position of the sonar unit. 
 

Figure 9. Cross-section of proposed positional grid system for data analysis. 
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Fish tracking and analysis will be automated to reduce the time for analysis; however, 4 percent of the 
raw data will be checked to verify the automated analysis. Automation can include: 1) scripting of the 
Myriax Echoview software to process the data to the raw fish tracks; and 2) summarization of the data 
monthly to provide the fish avoidance/interaction with the TGU. Data analyzed to evaluate quality 
assurance will include an independent observer checking a 1 percent subset of the data analysis to verify 
processed data fish counts and analysis parameters. All raw data and analyzed data will be logged and 
stored on computer with backup.  
 
3.5.5 Reporting 
 
The data collected will be logged, analyzed and reported. ORPC will file full summary reports presenting 
the data analysis as described in Section 3.5.4 with the agencies on a biannual basis for the first three 
years of the Project, beginning with the deployment of the single-device TidGen™ Power System. The 
data evaluation will present an assessment of how detected fish are moving around or if moving through 
the turbine zone. For those fish that appeared to have moved through the turbine rotation zone, analysis of 
swim direction and speed will provide an assessment of behavior that might indicate an affect (such as 
passive drifting or disorientation).  
 
ORPC does not anticipate the TGU will negatively affect marine life in Cobscook Bay but will be in 
consultation with resource agencies and other hydroacoustic data experts to closely review the monitoring 
data. If large acoustic target (representing a large fish, marine mammal or possible diving bird) movement 
is detected moving through the turbines of the TGU the data will be closely analyzed for possible 
behavior change and the appropriate federal and state resource agencies will be notified for immediate 
consultation. If any large target is detected to be caught within the rotating turbine foils, the project will 
be shut down immediately to investigate the incident and appropriate resource agencies notified. 
 
 
3.6 SCHEDULE 
 
Pending receipt of the FERC pilot license, monitoring will be performed around the single-device 
TidGen™ Power System beginning in late 2011 and continuing for the entire term of the pilot license.  
Aquacoustics, Incorporated in conjunction with SSI will review and certify all data collected, and ORPC 
will issue reports on monitoring progress to the appropriate regulatory agencies for technical review 
biannually. All data collected in this monitoring effort will be in the public domain, in accordance with 
the public nature of the FERC pilot license process.  
 
3.7 BUDGET  
 
The total cost of this monitoring effort will be $530,000 over eight years (Table 3).  
 
3.8 DISCUSSION OF ALTERNATIVE APPROACHES 
 
ORPC has consulted with fisheries management agencies and local stakeholders and believes the Project 
has little potential to affect aquatic life, including fish and other marine species. ORPC has been testing 
tidal power devices in Cobscook Bay since 2007, and during this time period, has not observed any 
negative environmental effects of these devices. In addition, the pilot Project is small relative to the 
available habitat in Cobscook Bay and will be monitored for interaction with aquatic life. Fish and marine 
mammals are known to avoid structures in the ocean environment and it is expected they will similarly 
avoid direct contact with the proposed power system. Additional data is being collected as described in 
the Fisheries Monitoring Plan. Selection of the appropriate methodology was discussed in Section 3.3.1.  
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Potential indirect effects associated with underwater radiated noise are being addressed in the Acoustic 
Monitoring Study Plan. ORPC believes that the Marine Life Interaction Monitoring Plan, in conjunction 
with additional proposed monitoring plans, is sufficient to inform licensing decisions, that it is 
appropriate to the size and scope of the pilot Project, and that the approaches proposed in the study are in 
general accordance with those recommended by the resource agencies. 	  
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EQUIPMENT SPECIFICATIONS PROPOSED FOR USE IN 

MARINE LIFE INTERACTION MONITORING PLAN  
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Multi-purpose pan & tilt 

tel: +44 (0)1224 226500 

fax:  +44 (0)1224 226501 

email:  km.camsales.uk@kongsberg.com 

web:  www.km.kongsberg.com/cameras 

Standard Features 
 

Electrical 

Input Voltage  12 to 24 VDC (110VAC optional) 

Maximum Current  2.8 amps per axis 

Maximum Output Torque P&T  30 to 35 Nm (depending on voltage and 
control type) 

Nominal Output Speed  13 to 30 Deg/second 

Limit Switches External adjustable magnetic stop 
positions 

 Electrically adjustable by digital control 

Position Feedback 9 bit resolution accuracy serial output 
(approx 0.7°) 

Control Switched - Direct application of ±12 to 
24VDC 

 Digital - RS485 Half Duplex (multidrop) or 
RS232.  

 GUI is inclusive. Control protocol 
available 

Protection Over-voltage protection on digital inputs 
and outputs 

Electro-Magnetic Compatibility  EN61000-6-3:2001 Emission/  

 EN 61000-6-1:2001 Immunity 
 

Environmental 

Operating Depth  Up to 6000 metres  

Temperature Range  Operating  -5°C to +40°C 

 Storage  -20°C to +60°C 

Shock 30g peak, 25 ms half sine pulse 

Vibration (non-operating) 10g, 20Hz to 150Hz in all three axes 
 

Mechanical 

Gearbox Harmonic Drive 

Maximum Payload 25kg (55lbs) in air 

Backlash  ±0.08°  

Dimensions 169H x 150L x 152D 

Housing Material   Stainless Steel as standard (Delrin & 
other options available) 

Weight in Air Stainless Steel 9.5kg (20.9lbs)  

  Delrin 8.2kg (18.1lbs) 

Weight in Water Stainless Steel 7.6kg (16.7lbs) 

 Delrin 6.2kg (13.7lbs) 

Pressure Compensator  Integral Pressure Compensation 

Connector  Burton 5506-2008 as standard 

 (Other options available, including                 
Subconn BH 8M) 

 

Optional  Payload Mounting Brackets (Right Angle 
or direct drive) 

The OE10-102 is an electric multi-purpose pan and tilt unit offering 
exceptional torque, positioning performance and durability for the 
toughest subsea tasks. Its compact robust design, high shock & 
vibration tolerance and other environmental and electrical protection 
features ensure continuous performance in the harshest environments.  

The OE10-102 is either controlled directly by application of hard-wired 
controls interfaced to manually operated switches or to existing ROV 
outputs (24VDC or optional 110VAC) or by use of a digital command via 
RS485 half duplex or RS232 serial data link.  

Graphic User Interface (GUI) software and 9 BIT serial feedback is 
provided as standard and control protocol can be supplied on request. 
Use of the GUI allows full pan and tilt control, including: speed, “go to” 
functions and tilt travel limits.  

The OE10-102 uses innovative Harmonic Drive gear systems enabling a 
high torque output (up to 35Nm from a 24V power input), minimal 
backlash and high positional accuracy and repeatability. 

The pressure housing is manufactured from stainless steel as standard 
(other material options available) and incorporates a pressure 
compensation unit for reliable deep water operation to 6000m. 

Electrical end stops limit both pan and tilt excursion. These can be set 
up via the GUI or by use of a non-penetrating magnetic switch. RS232 
or RS485 can also be selected using this magnetic switch.  Mechanical 
over travel stops can be fitted externally in 30 degree steps.  

 

oe10-102

• Extremely durable and compact design 

• Harmonic gearing 

• Digital or analogue control 

Kongsberg Maritime reserves the right to amend specifications without notice. 
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www.simrad.com

SCIENTIFIC
SOUNDER

EK

HIGH DYNAMIC RANGE

RAW DATA RECORDING

LOW SELF NOISE 

HIGH PING RATE

MULTI FREQUENCY APPLICATION FOR SPECIES ID

SEVERAL FREQUENCIES COVERING SAME SAMPLE VOLUME

REMOTE CONTROL

STORE AND RELOAD OF PERSONAL SETTINGS

DATA SERVER INTERFACE

EK60 
SCIENTIFIC ECHO SOUNDER



The Simrad 
EK60 Scientific Sounder 

system is a new generation fishery research 
tool, based on experience from the EK500. The new electronic 

hardware is combined with up to date PC processing and Windows operation. 
The EK60 provides facilities for accurate echo sounding, data storage, data 
analysis and reporting results. The system communication is through Ethernet, 
which gives flexibility in the location of the EK60 system units and allows easy 
access to data from other instruments or stations on a vessel network. A post 
processing software, BI60, is also included in the EK60 system. 

Target Strength analyzer 
Full freedom in investigating Target Strength is possible both on-line and off-line.The split beam principle is used to find 
the position of individual targets in the transducer beam, compensate for the beam pattern and calculate corrected 
Target Strength values.It is important that transducers used in the system are of high quality and are consistent.

Echo Integrator 
The unique receiver concept combined with floating point arithmetic provides an echo integrator with virtually unlimited 
dynamic range. Saturation with resulting under estimation never happens in the EK60.Integration of echo levels are 
performed in surface or bottom locked layers, with individual parameter settings for each layer.

Post-processing 
The high quality data produced by the Simrad EK60 scientific echo sounder provides an excellent basis for further 
analysis for applications such as biomass assessment and fish behaviour studies. The data formats are public and 
documented ensuring that Simrad EK60 is a truly open solution, allowing third party or own software to be developed 
for post-processing

The Simrad 
EK60 Scientific Sounder

system is a new generation fishery research 
tool, based on experience from the EK500. The new electronic 

hardware is combined with up to date PC processing and Windows operation. 
The EK60 provides facilities for accurate echo sounding, data storage, data

Unique features
• High dynamic range
• Easy to use calibration program
• Personal user configuration
• Multi frequency echograms
• Comparable sample volumes
• Remote control
• Data server interface
• On-line/off-line processing
• Low noise
• High ping rate
• Raw data recording

BASED ON MORE THAN 40 YEARS EXPERIENCE

The Scientific Sounder
The well known receiver concept from EK500 is also used in the EK60, giving an instantaneous dynamic range of 
more than 150dB. Combined with a very low self noise and unlimited range compensation (TVG), this ensures correct 
measurements of all targets, from plankton to a dense school of fish. The sounder can operate seven frequencies 
simultaneously for comparisons of fish reflectivity in the frequency range 18 to 333 kHz. Also unique for the EK60 is 
its ability to observe the horizontal position of individual fish within the sound beam, enabling the scientist observes fish 
behaviour. Various types of processed data and sample data can be stored on the hard disk of the control processor.



The Norwegian research vessel “G.O. Sars” is 
equipped with two independent drop keels: one with 
the standard split-beam transducers and the new 
scientific multibeam sonar (MS70), the other with 
multibeam systems for hydrographic use. The drop 
keel reduces interference from air bubbles, increasing 
the performance and accuracy of the survey. The split-
beam multifrequency echosounders enable accurate 
measurement and improved potential for fish and 
plankton discrimination and identification. The SP70 
sonar is used for long range detection and localization 
of fish schools and the ITI wireless trawl sensor 
for accurate monitoring of the trawl geometry and 
position. (For more details, ask for a specific GO SARS 
brochure).

Simrad EK60 system
The Simrad EK60 span the frequency range from 18 to 333 kHz. In order 
to use multiple operational frequencies, the echo sounder’s operator station 
is connected to several transceiver units; one for each frequency.
The system illustrated here is used on the NOAA ship Oscar Dyson. (For 
more details, ask for a specific Oscar Dyson).

GO SARS
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ER60 layout example

REAL TIME EVALUATION, POST PROCESSING AND DATA STORAGE...
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BI60 Post Processing Software
The sample data can be further processed using 
the internal BI60 program. 
The BI60 is intended for typical survey 
applications like assigning biomass to fish 
species, comparing results from different 
frequencies, storing results and printing survey 
reports. Investigations can be performed in 
virtually unlimited number of layers and regions.

Common features for ER60 (echo sounder 
part) and BI60 (Post processing)

1. Echogram
A high performance, multi frequency deep water 
fish finder with a large dynamic range. Single fish 
detection below 1000 meters.

2. Bottom Expansion
Bottom locked scale expansion.Gives more 
detailed information of  fish close to the bottom.

3. Target strenght distribution
A fish size analyzer, depicting fish TS by echo 
color, and TS distribution on a histogram.

4. Target position
The target position presentation is a single fish 
position tracking display and indicates where the 
fish is in the echosounder beam.
 
5. Color Scale 12 or 64 colors, selectable  
Acoustic values are mapped to colors. Free 
setting of upper and lower limits.

6. Numerical Display
General information on frequency used, pulse 
duration and output power. Information about 
layer settings, thresholds, integrator values, etc.

ER60 operating software
ER60 is the real time operating software for the 
EK60. It displays the echogram, target position in 
the acoustic beam and target strength distribution. 
An unlimited number of layers can be set for 
independent echointegration and analysis of target 
strength distribution. A numerical display shows 
all settings including calibration parameters and 
sA for the individual layer. The raw data storage 
is independent of the visual displays and changing 
display setting does not affect the stored data. 
Calibration is part of the ER60 software. 

BI60 layout example

Target strength distribution 
indicates the size of the fish in 
the analysis.

The target position 
presentation shows single 
fish location in true colors.



In addition to the well known 18 and 38 kHz transducers, a 
range of new transducers with frequencies 70, 120, 200 and 
333 kHz, using the latest composite ceramics technology, 
have been designed for fishery research.
The new composite transducer design has a much wider 
bandwidth and lower sidelobes than the old traditional 
transducer design. 
Smaller size and weight also enable easier installation and 
portable use.
Except 18 kHz, all other split beam transducers have 7 
degrees beam angle.
Mounted close together, enables the scientists to explore 
overlapping sample volume for the different frequencies.

The development of advanced transducer 
technology demands considerable patience, 
accuracy and many hours of testing.

Pressure resistant transducers
To be able to study the biology of the deep ocean organisms, 
the sensor must be brought down to the target. Several 
pressure resistant transducers, depth rated to 1500 m, are 
available for deep sea research. 

HIGHLY SENSITIVE, HIGH QUALITY TRANSDUCERS...

Outstanding detection capabilities     
With the low self-noise, efficient transducer and 
signal processing, the EK60 has astonishing de-
tection capabilities. Echoes from single fish can 
be observed at depths down to 1000 meters 
(TS -30 dB, 38 kHz operating frequency, 10 dB 
signal-to-noise ratio). Bottom echoes may be 
detected down to 9000 m depths with 18 kHz 
operating frequency.

ES120-7CD

Calibration capabilities
The EK60 has built in calibration 
software, which updates the system 
with accurate gain settings and beam 
pattern calculations. Calibration is 
performed by the end user in their own 
environment. This unique feature offers 
valid check of the equipment prior to 
surveys.



SIMRAD EK60 SCIENTIFIC SOUNDER SYSTEM - ”ALL IN ONE SYSTEM”

Multi frequency acoustics
Ecosystem monitoring is becoming increasingly important and new directives require status reports of all components 
of the food web. The echosounder has traditionally been used to locate fish resources and to measure stock 
abundance and size distribution. Recent research has shown that simultaneous use of several discrete echosounder 
frequencies not only improves fish stock assessment, it can also be used to separate species and identify them. This is 
because each species has a unique acoustic frequency response. 

In the echograms, schools of herring, mackerel and a layer of krill is observed by simultaneous transmission at the 
frequencies 18, 38, 70, 120 and 200 kHz using the EK60 scientific echosounder. The frequency response of these 
three species are clearly different documenting the potential of multifrequency acoustics in species classification. 

Data collected by IMR. Used with permission

Herring

Mackerel

Krill



Multiplexing

With the new multiplexer two transducers of the same frequency can be connected to the same transceiver. A typical 
application is mobile surveys in lakes were one transducer is pointing vertically and the other horizontally. With this 
setup the whole water column is covered simultaneously. 

Wireless control and data transfer

Many scientists, both in freshwater and marine environments have chosen a wireless solution for data transfer and 
echosounder control (For more details, ask for a specific Wireless brochure)

EY60 single beam echosounder

A low price two frequency EY60 is available for biomass assessment (sA), studies of behaviour and fish and zooplankton 
detection and separation. A combination of 38 and 200 kHz has proven effective for separation of fish and zooplankton. 

Unique features

Plug and play

All in one case

Built-in calibration

Multiplexing

Wireless operation

Raw data storage

The portable EY60 is specifically suited for use in 
a shallow waters, lakes and rivers. The EY60 is 
the most modern, accurate and easy-to-use fish 
abundance measurement and fish tracking tool today. 
It is the same instrument as the EK60, but with a 
configuration suited for outdoor portable use. The 
EY60 can be delivered in a rugged transport case with 
robust splash proof laptop with sun-screen and USB-
GPS. 

Echograms are showing recordings 
from a mobile lake survey using a 
combi 38-200 kHz single beam 
transducer. Daytime recordings show 
fish patches in mid-water at 38 kHz, 
but no targets are detected near 
bottom. At 200 kHz a scattering 
layer, corresponding to zooplankton, 
is seen near bottom. At night single 
fish tracks are seen distributed in the 
whole water column at 38 kHz. At 
200 kHz, all fish echoes are masked 
by zooplankton that have emerged 
from their daytime near bottom 
refuge. 

EY60 PORTABLE ECHO SOUNDER



EK60 Scientific Sounder system
Transceiver (GPT)
Frequency: 18, 38, 70, 120, 200 and 
333 kHz
Operation mode:  Active, Passive, Test
Transmission power: Adjustable in steps 
Max power: See table below
Pulse duration: See table below
Ping rate: Adjustable 
Max ping rate: 20 ping/sec
Data collection range: 0 – 15000 m 
Receiver instantaneous dynamic range: 
150 dB
Receiver filtering: Matched digital filters
Receiver noise figure: 4 dB
Split beam: Complex digital demodulation
Synchronization: Internal and external
Operating temperature: 0 – 55 ºC
Power system:
- DC voltage: 10.5 – 14 V  /  AC voltage: 
110 -230 V

ER60 On-line Echosounder  
program
Windows operation: Easy-to-use standard  
Windows operation
Transceiver (GPT) control:
- 7 Transceivers controlled simultaneously
- Operation, Transmit power, Pulse duration, 
   Ping rate, Data collection range
Calibration: Easy-to-use built in calibration  
   program
Sensor input: GPS, Log-counter, Heave, 
Roll, Pitch, CTD, Trawl, Purse seine, and 
other
Manual input: CTD data, Speed, Annotation
Views: Configurable Echogram, Target posi-
tion, TS distribution, Color scale, Numerical, 
Bottom depth

Echogram view:
- Volume backscattering echogram (20Log)
- Target strength echogram (40Log)
- Single target echogram  
  (Only detected single targets)
- Virtually unlimited number of simultaneously 
  echogram views with individual settings
Vertical range: Adjustable 5 – 15000 m
Horizontal Timespan: Ping-, Time-, or 
Distance-based
Layer: Virtually unlimited number of configu-
rable layers for e.g. on-line integration
Calculation interval: 
Ping-, Time-, or Distance-based
Single target detection settings: 
Adjustable
Bottom detection settings: Adjustable
Access control: User access control to pre-
vent unwanted operation
Personal user configuration:  
Save and load personal user settings
Remote control:  
Ethernet datagrams for remote control 
Data server: Ethernet datagram based  
system for remote subscription of data 
Raw data storage: Storage of sample data
Processed output: Output of a number of  
processed data to serial line or Ethernet
Replay: Replay of previously recorded raw 
data files

BI60 Off-line post processing  
program (Raw data operation)
Windows operation: Easy-to-use standard 
Windows operation
View: Echogram, TS distribution, 
Interpretation,
Numerical, Frequency response
Echogram view:
- Volume backscattering echogram (20Log)
- Target strength echogram (40Log)
- Single target echogram 
  (Only detected single targets)
TS distribution view: Histogram of TS for 
detected single targets in selected region
Interpretation view: Assigning biomass to  
species
Numerical view: Configurable view for 
display of numerical values
Personal user configuration:  
Save and load personal user settings
Data navigation: Navigation through data  
using vertical and horizontal scroll bars
Vertical range: Adjustable 5 – 15000 m
Horizontal Timespan: Ping-, Time-, or 
Distance-based
Zooming: Zooming in and out on data
Layers and regions: Drawing of virtually  
unlimited number of layers and regions
Data output: Output of raw or processed  
data from user defined regions to file
Database: Processed data organized in 
data  
base for data query and report generation
Report generation: Generation of standard  
reports 
Other post processing: 
Echoview (www.echoview.com) 
LSSS (www.marec.no) 
Sonar5 (www.fys.uio.no/~hbalk/),

COLOR PRINTER

KEYBOARD

1 - 8 TRANSCEIVERS

1 - 8 TRANSDUCERS

PROCESSOR UNIT

ETHERNET SWITCH

MOUSE

GPS

TRAWL

SONAR

GPT ON/OFF

TEMP. SENSOR

HEAVE

SYNCHRO.

SHIPS LAN

ADDITIONAL GPT

 LCD MONITOR LCD MONITOR

SPECIFICATIONS

Kongsberg Maritime AS
Simrad 
PO Box 111, N-3191 Horten, Norway 
Tel. +47 33 03 40 00 - Fax +47 33 04 29 87
E-mail: contact@simrad.com
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Available frequencies and 
pulse duration:

Nom. pulse duration (μs) 64 128 256 512 1024 2048 4096 8192

Sample interval (μs) 16 32 64 128 256 512 1024 2048

Sample interval (cm) 1.2 2.4 4.8 9.6 19.2 38.4 76.8 153.6

Nom. frequency Frequency Max power

(kHz) (kHz) (kW)

18 18.018 2 X X X X X

38 38.095 2 X X X X X

70 70.175 1 X X X X X

120 121.210 1 X X X X X

200 200.000 1 X X X X X

333 333.333 1 X X X X X



200 kHz split-beam composite 
transducer
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Introduction

The ES 200-7C is a split-beam composite transducer 
with a large bandwidth. This provides a ne range 
resolution, which is important for single sh detection, 
and target strength measurement. The transducer has 
four quadrants. The specications below are valid 
when all four quadrants are connected in parallel.

Order number

KSV-203003

Technical specications
Resonant frequency.......................................200 kHz
Circular beamwidth............................................7 deg
Directivity:
 D......................................................................650
 DI=10 log D ................................................28 dB  
Equivalent two-way beam angle:
 Ψ...................................................................0.009
 10 log Ψ .....................................................-21 dB
Angle sensitivity .....................................................23   
Side lobes ..........................................less than -23 dB
Back radiation ...................................less than -40 dB
Impedance ...................................................... 19 ohm

TRANSDUCER
Simrad ES 200-7C

Transmitting response ..............185 dB re 1µPa per V
Receiving sensitivity, open circuit .................-190 dB
 re 1V per µPa
Electroacoustic efciency ....................................0.75 
Maximum pulse power input .........................1000 W
Maximum continuous power input ....................10 W
Maximum transducer depth ............................. 100 m
Cable length ....................................................... 20 m
Cable diameter ............................................. 10.6 mm
Weight without cable ........................................1.1 kg
Storage temperature ................................-20 to 70 °C



Manufacturer:

Simrad AS

Strandpromenaden 50

P.O.Box 111

N-3191 Horten

Telephone: +47 33 03 40 00

Telefax: +47 33 04 29 87

Internet: www.simrad.com

Admittance

Outline dimensions

Beam pattern

Installation example

Data

Installation information
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1.0 INTRODUCTION 
 
1.1 GENERAL DESCRIPTION OF THE COBSCOOK BAY TIDAL ENERGY PROJECT 
 
ORPC Maine, LLC, a subsidiary of Ocean Renewable Power Company (collectively, ORPC), is applying 
to the Federal Energy Regulatory Commission (FERC) for a pilot project license for the Cobscook Bay 
Tidal Energy Project (Project). The Project will evaluate the potential for a new source of clean, 
renewable energy generation using tidal energy resources in Cobscook Bay, Maine. ORPC obtained an 
initial preliminary permit for the project area in Cobscook Bay from FERC on July 23, 2007; FERC 
issued a successive preliminary permit on January 13, 2011. Feasibility studies, including environmental 
surveys, and pre-filing consultation were conducted, resulting in ORPC’s filing of a draft pilot license 
application (DPLA) with FERC for the Eastport Tidal Energy Project on July 24, 2009. The DPLA 
included project areas within Cobscook Bay and Western Passage. Since submitting the DPLA, ORPC 
has conducted extensive consultation with regulatory and resource agencies as well as other stakeholders, 
has collected additional environmental data, and has continued to refine its proprietary technology. As a 
result of these additional studies and consultations, ORPC now plans to deploy a commercial-scale 
hydrokinetic power system in gradual stages, with the Project, a small pilot project, as the first stage. The 
FERC preliminary permit Project boundary for the Cobscook Bay Tidal Energy Project (FERC Project 
No. 12711) encompasses the proposed development area. 
 
The Project will be carried out in two separate phases over an expected eight-year pilot license term. In 
Phase I, ORPC will deploy, monitor and test a single-device TidGen™ Power System for one year. In 
Phase II, ORPC will add four additional TidGen™ devices to the power system, for a total of five. During 
both phases, ORPC will deploy environmental monitoring equipment on the TidGen™ Power System and 
within the Project boundary (Figure 1). 
 
The core component of the TidGen™ Power System is ORPC’s proprietary turbine generator unit (TGU). 
The TGU utilizes four advanced design cross flow (ADCF) turbines to drive a permanent magnet 
generator mounted between the turbines on a common driveshaft. The ADCF turbines rotate in the same 
direction regardless of tidal flow direction; rotational speed of the turbines is directly related to water flow 
speed. The TidGen™ TGU is approximately 98 feet (ft) in length, 17 ft high and 17 ft wide. It is attached 
to a bottom support frame, which holds the TGU in place approximately 14 ft above the sea floor. The 
bottom support frame is 98 ft in length, 50 ft wide and 15 ft high. The bottom support frame is 
constructed of steel and the TidGen™ TGU is constructed of steel and composite material. Together, the 
coupled TidGen™ TGU and bottom support frame comprise the TidGen™ device (Figure 2 shows the 
conceptual design for the TidGen™ device). The depth at the proposed deployment area is 85 ft at Mean 
Lower Low Water (MLLW); the TidGen™ devices will thus be placed 53 ft below the surface at MLLW. 
Each TGU will have a maximum design capacity of 180 kilowatts (kW). During the Project each TGU 
will operate at a rated capacity of 60 kW. The five-device TidGen™ Power System will have a maximum 
design capacity of 900 kW and a rated capacity of 300 kW. The power generated will be connected to the 
grid using a single subsea transmission cable with a line voltage of 13 kilovolts (kV) direct current. The 
total cable length is approximately 4,200 ft (3,700 ft from the TidGen™ Power System to shore in Lubec, 
Maine and approximately 500 ft from shore to the on-shore station). ORPC has chosen an underwater 
cable route that avoids abrupt changes in bottom topography. Based on consideration of environmental 
concerns, ORPC proposes to bury the cable at all feasible locations along the cable route. The power 
generated by the TidGen™ Power System will be conditioned at the on-shore station and delivered to the 
Bangor Hydro Electric Company power grid.  



Study Plan 4  Hydraulic Monitoring Plan 

 

 SP.4-2 

 
Figure 1. Cobscook Bay Tidal Energy Project location map. 
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Figure 2. TidGen™ device. 
 

In preparation for the Project, ORPC designed, built, deployed and tested a beta pre-commercial 
TidGen™ Power System (Beta TidGen™ System) in Cobscook Bay in 2010 (see Figure 3). The Beta 
TidGen™ System was comprised of a beta pre-commercial TGU (Beta TGU); ORPC’s Energy Tide 2 
research, testing and deployment vessel; a mooring system for the Energy Tide 2; and data acquisition and 
environmental monitoring equipment. Rather than being mounted on a bottom support frame, the Beta 
TGU was deployed top-down from the Energy Tide 2 and suspended 21 feet below the water surface.  
 
 
 

 
Figure 3. Beta TidGen™ System. 
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1.2 PILOT LICENSING PROCESS 
 
ORPC’s proposed Project is intended to study the short-term installation of ORPC’s TidGen™ Power 
System and its effect on the marine environment. FERC’s pilot licensing program has been designed to 
support the advancement and orderly development of innovative hydrokinetic technologies for projects 
that are small, short-term, removable and carefully monitored. The purposes of FERC’s pilot license 
program are to test new hydrokinetic technologies, to determine the appropriate sites for hydrokinetic 
projects, and to collect information on the environmental and other effects of these new generating 
devices.  
 
ORPC filed its DPLA for review and comment on July 24, 2009. Federal and state resource agencies and 
other stakeholders submitted comments on the DPLA. FERC also issued an additional information 
request (AIR) on September 23, 2009 in response to the DPLA. FERC’s AIR Item #24 requested that the 
mandatory monitoring and safeguard plans required for hydrokinetic pilot licenses be reformatted in 
compliance with the Integrated Licensing Process study plan criteria at 18 CFR 5.11. Accordingly, this 
study plan has been revised to conform to the ILP study plan requirements. 
 
Since filing the DPLA, ORPC has continued discussions on its pilot license proposal with the Cobscook 
Bay fishing community and the resource agencies to resolve potential conflicts in the marine 
environment, and to revise the proposed studies to address comments submitted on the DPLA. As a result 
of this continuing consultation, ORPC has modified the Project and updated this study plan to reflect the 
updated Project.  
 
The concept of adaptive management is foundational to ORPC’s Project study plans. As stated by FERC 
(2006), “adjustments to measures required during the license term will be based on information gleaned 
from ongoing monitoring or other post-license studies.” ORPC believes that given the uncertainty 
associated with the relatively new pilot project process, being able to adjust the monitoring studies 
through adaptive management, based on experienced gained through the Project, allows for more 
effective studies. ORPC is proposing the adaptive management approach as the most responsible path 
forward, considering the available ecological and environmental data. This approach is also more 
appropriate to the pilot license program’s goals and objectives than attempting to finalize each study plan 
prior to deploying the Project’s first phase. 
 
ORPC’s proposed environmental study plans include this Hydraulic Monitoring Plan. As described in the 
study methodology below, ORPC plans to conduct hydraulic monitoring in the deployment area for the 
eight-year pilot license term, beginning with the deployment of the single-device TidGen™ Power 
System. This will allow the monitoring to occur: during Phase I of the Project, with the installation of a 
single TidGen™ device; during Phase II, with the installation of a five-device TidGen™ Power System; 
and for the duration of Project operations. Based on study results, ORPC, in consultation with the 
appropriate resource agencies, will review and, if appropriate, modify the Hydraulic Monitoring Plan at 
regular reporting intervals. 
 
2.0 GOALS AND OBJECTIVES 

 
The primary goal of the proposed Hydraulic Monitoring Plan is to characterize the hydrological zone of 
influence for the Project. This will be accomplished by: 1) conducting measurements of the pre- and post-
deployment flow fields in the deployment area; 2) providing experimental inputs into a large-scale 
computational circulation model for the estimation of far field impacts; and 3) monitoring for scouring, or 
sediment transport processes, within the deployment area. The Hydraulic Monitoring Plan will use the 
data gathered to characterize the hydrological zone of influence of the Project in Cobscook Bay and the 



Study Plan 4  Hydraulic Monitoring Plan 

 

 SP.4-5 

effects (if any) of the TidGen™ Power System on flow and sediment transport, in accordance with the 
requirements of the FERC pilot license process. 
 
Additional information regarding the monitoring of the benthic community in the deployment area is 
included in the Benthic and Biofouling Monitoring Plan.   
 
3.0 STUDY AREA 

 
The geographic scope of the study will generally include the Cobscook Bay Project deployment area 
(Figure 1). Additional information regarding the study area is provided below in Section 6.0. 
 
4.0 BACKGROUND AND RELEVENT INFORMATION 

 
4.1 TIDAL FLOW VELOCITY ANALYSIS 

 
ORPC has used empirical and literature data to estimate the hydraulic energy intensity of the deployment 
area. Field and modeling studies on the hydrodynamic conditions of Cobscook Bay, particularly tidally-
driven water movements, were performed in the 1990s. More recently, Danya Xu of the University of 
Maine (UMaine) has worked on numerical modeling and theoretical investigations to study the dispersion 
mechanisms in coastal areas and tidal basins around the Gulf of Maine, and in particular Cobscook Bay 
(Xu 2008). The principle objective of Xu’s modeling of Cobscook Bay was to characterize the tidal 
circulation and to identify water exchange mechanisms in Cobscook Bay. Unlike previous models of 
Cobscook Bay, Xu added inputs to the model to account for the shoreline, topography, and intertidal zone 
of the bay with the goal of producing a model that would demonstrate small-scale circulation features. Xu 
has developed a three-dimensional, high-resolution, and barotropic finite element model, referred to 
herein as the Quoddy Circulation model, with drying/wetting processes to simulate the time-dependent, 
three-dimensional circulation. The model prediction was validated by data gathered from the observed sea 
level, direct current measurements, and drifter trajectories.  
 
ORPC has analyzed the flow velocity data generated by the Quoddy Circulation model and has created 
maps of the energy intensity in the Quoddy region and in the deployment area. The plots of energy 
intensity show that there are significant hydrokinetic energy resources at the proposed deployment site. 
The results of this modeling effort were used to identify areas to be surveyed using acoustic Doppler 
current profiler (ADCP) deployments. OPRC has made several deployments of bottom-mounted ADCPs 
for the purpose of measuring water flow speeds through the water column at various locations within the 
proposed deployment area. The ADCP deployments were made at different periods of the lunar cycle and 
for differing lengths of time. ADCP deployment locations and dates of deployments are given below in 
Table 1. Figure 4 shows the locations of the ADCP deployments.  
 
Table 1. Cobscook Bay ADCP Deployment History. 

Deployment Name ADCP Deployment Location ADCP Deployment 
Date 

ADCP Deployment 
Duration 

Upper Cobscook 44°54’35.28”N, 67° 2’44.28”W 3-31-2010 30 days 
ADCP Center 44°54’37.86”N, 67° 2’43.62”W 5-11-2010 58 days 
ADCP SE 44°54’32.70”N, 67° 2’40.38”W 6-16-2010 7 days 
ADCP SW 44°54’34.32”N, 67° 2’48.24”W 6-2-2010 7 days 
ADCP NW 44°54’40.20”N, 67° 2’46.68”W 5-19-2010 7 days 
ADCP NE 44°54’37.86”N, 67° 2’38.34”W 6-24-2010 7 days 
ADCP South 44°54’31.68”N, 67° 2’45.00”W 7-1-2010 7 days 
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Figure 4. ADCP deployment locations. 

 
The equipment used to collect the current profile information included a 600 kilohertz (kHz) and a 300 
kHz Teledyne RDI ADCP. These units were mounted on trawl-resistant DS2 bottom mounts 
manufactured by Flotation Technologies. The DS2 bottom mounts are molded plastic filled with concrete 
to create a trawl-resistant base and protection for the gimbal-mounted ADCPs. Both ADCPs were 
configured using a six-minute ensemble (ping) period and one-meter depth bins. The ADCPs are 
positioned facing upward to collect data over the entire water column. The ADCPs were deployed in a 
maximum of 105 feet of water at MHHW. Each ADCP can collect data over a maximum of 127 feet of 
water. Therefore, the bottom deployed ADCP collected data over the entire water column. The ADCPs 
collect data from a conical sampling area such that the largest volume of data is collected from the upper 
water column. 
 
Tidal Harmonics Analysis Methodology 
 
Using methods developed by the University of Washington (2010), it is possible to extract tidal harmonic 
components from ADCP data. This allows direct comparison of ADCP data sets from different time 
periods. See Figures 5 and 6. 
 
Data from the Upper Cobscook ADCP deployment was analyzed using these methods. Results are 
presented for bin 7 of the Upper Cobscook ADCP data set in Table 2. The predicted tidal constituents are 
starred if they have a signal-to-noise ratio greater than three. 
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Table 2. Tidal Amplitude and Phase with 95% Confidence Interval – Upper Cobscook ADCP Data Set. 

Tidal 
Constituents 

Frequency Amplitude Amplitude 
Error 

Phase Phase Error Signal-to-
Noise Ratio 

MSF 0.002822 0.0185 0.012 9.03 43.2 2.2 
2Q1 0.035706 0.0025 0.009 193.7 188.24 0.08 
Q1 0.037219 0.0058 0.01 207.64 119.5 0.31 
*O1 0.038731 0.0397 0.013 238.86 20.06 9 
NO1 0.040269 0.0102 0.011 217.37 77.72 0.79 
*K1 0.041781 0.0488 0.012 220.13 15.42 16 
J1 0.043293 0.0048 0.009 20.69 149.21 0.26 
OO1 0.044831 0.0041 0.01 78.84 154.37 0.18 
UPS1 0.046343 0.0023 0.01 106.82 206.25 0.05 
*N2 0.078999 0.3202 0.003 4.55E+01 0.36 1.60E+04 
*M2 0.080511 1.7419 0.002 87.65 0.08 4.90E+05 
*S2 0.083333 0.3191 0.002 117.7 0.42 1.70E+04 
*ETA2 0.085074 0.0358 0.002 21.22 4.02 2.10E+02 
MO3 0.119242 0.0045 0.004 334.23 47.82 1.5 
M3 0.120767 0.0052 0.004 166.84 37.24 1.7 
MK3 0.122292 0.004 0.004 12.39 56.02 1.1 
SK3 0.125114 0.0004 0.003 185.57 215.9 0.027 
*MN4 0.159511 0.0139 0.006 195.83 27.58 4.7 
*M4 0.161023 0.0352 0.007 198.07 9.87 26 
MS4 0.163845 0.0084 0.006 260.57 44.56 1.9 
S4 0.166667 0.0048 0.006 358.7 85.3 0.7 
2MK5 0.202804 0.0049 0.007 221.2 97.53 0.5 
2SK5 0.208447 0.0044 0.007 303.74 112.35 0.42 
*2MN6 0.240022 0.0675 0.003 19.51 2.61 4.60E+02 
*M6 0.241534 0.1268 0.003 65.27 1.38 2.10E+03 
*2MS6 0.244356 0.0666 0.003 96.87 2.76 5.50E+02 
*2SM6 0.247178 0.0126 0.003 117.4 13.65 18 
3MK7 0.283315 0.0047 0.003 150.31 30.63 2.8 
*M8 0.322046 0.0131 0.003 216.01 12.66 21 
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Figure 5. Comparison of results from harmonic analysis with ADCP measurements. 
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Figure 6. Comparison of results from harmonic analysis with ADCP measurements; seven-day period. 

 
 
4.2 BATHYMETRY AND SEDIMENT THICKNESS  
 
ORPC has performed a hydrographic survey in the vicinity of the Project. Estimates of sediment 
thickness have been generated using the acoustic backscatter data from the multi-beam side scan sonar 
survey. A figure showing the dominant surficial substrate classes and the sediment thicknesses is shown 
in Figures 7 and 8, respectively.  
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Figure 7. Dominant surficial substrate classes. 
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Figure 8. Estimated sediment thickness. 

 

5.0 PROJECT NEXUS 
 

Hydraulic effects of hydrokinetic energy generation systems have not been fully characterized. There is 
also limited empirical or analytical information on the potential effects of operating tidal turbine devices 
on the distribution and magnitude of water flows around a project installation. The purpose of conducting 
small demonstration testing activities through a pilot project is to collect the environmental information 
needed to more completely evaluate the potential effects of these technologies. These post-deployment 
monitoring plans are also a mandatory requirement of pilot license applications under FERC’s current 
hydrokinetic pilot license policy. Information collected through this study plan will provide some 
essential information on the flow field disturbance in the deployment area and its effects in the vicinity of 
the Project.  
 
6.0 METHODOLOGY 

 
6.1 ADCP MEASUREMENT 
 
ORPC plans to conduct in-situ ADCP measurements of the flow fields in the deployment area during the 
phased deployment and operation of the TidGen™ Power System. The flow data will be collected from 
multiple locations within the deployment area and analyzed to provide a measure of the harmonic 
amplitude for the major tidal components. Pre-deployment data will be compared with post-deployment 
data to characterize flow disturbance in the deployment area.  
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Post-deployment ADCP measurements will be made using the same equipment that was used during pre-
deployment studies. The ADCP will be deployed at each of the measurement locations for a minimum of 
7 days up to a maximum of 28 days. Weekly checks will be made on the ADCP using an acoustic modem 
to ensure that the device has the proper attitude and is collecting data properly. Data will be collected over 
the entire water column. 
  
During Phase I of the Project, an ADCP will be located approximately in the locations listed in Table 3. 
 
Table 3. Phase I ADCP Deployment Locations. 

 ADCP Deployment Name Approximate ADCP Deployment Location 
ADCP Center  44°54'37.86"N, 67° 2'43.62"W 
ADCP SE  44°54'32.70"N, 67° 2'40.38"W 
ADCP SW  44°54'34.32"N, 67° 2'48.24"W 
ADCP NW  44°54'40.20"N, 67° 2'46.68"W 
ADCP NE  44°54'37.86"N, 67° 2'38.34"W 
ADCP South  44°54'31.68"N, 67° 2'45.00"W 

 
During Phase II, as additional TidGen™ devices are deployed, the ADCP measurements will be repeated 
at the locations presented in Table 3. 
 
6.2 WAKE MEASUREMENTS 
 
During operation of the single-device TidGen™ Power System, ADCP measurements of the system’s 
wake will be performed. The wake profile information will be used to estimate the total flow drag on the 
single-device TidGen™ Power System. These drag estimates will be input into a large-scale circulation 
model of the Quoddy region to determine the Project’s larger scale hydraulic effects. UMaine will run the 
model during Phase II after the deployment of the five-device TidGen™ Power System. UMaine and 
ORPC will perform comparison of the large-scale flow fields with and without the TidGen™ Power 
System.  
 
6.3 BATHYMETRY AND SEDIMENT THICKNESS SURVEY 
 
After the five-device TidGen™ Power System has been installed and operating for six months, ORPC 
will perform a visual survey in the deployment area and along the submarine cable route, using a diver 
and video camera. Video of the cable route will be compared for different inspection periods to identify 
any changes in the surficial substrate along the cable route.  
 
The TidGen™ device will have markings for conducting measurements on the bottom support frame to 
aid in the evaluation of sediment transport. Video inspection of the bottom support frame will provide 
indications as to whether sedimentation or scour is occurring around the bottom support frame feet.  
 
Geophysical surveys will be repeated in the deployment area after one year of operation of the Phase II 
project. The results of this survey will be compared with pre-deployment bathymetry survey data to 
identify differences in the bathymetry and sediment thickness.  
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7.0 REPORTING 
 
ORPC will file full summary reports with the regulatory agencies on a biannual basis for the duration of 
Project operations, beginning six months after the deployment of the single-device TidGen™ Power 
System.  
 
8.0 SCHEDULE 
 
ORPC will conduct ADCP deployments at six sites, for a minimum of 7 days and a maximum of 28 days 
at each ADCP deployment location listed in Table 3 over Phase I of the Project. In Phase II of the Project, 
the process will be repeated at each location.  
 
An ADCP will be deployed concurrently with the single-device TidGen™ Power System in Phase I. 
ORPC will provide this data to the University of Maine, who will modify the Quoddy Circulation model 
to account for the local flow disturbance. The far field flow disturbance will be estimated from this 
model. This work will be completed in year three of the Project. Visual inspections of the deployment 
area will continue for the duration of Project operations. Geophysical surveys will be completed one year 
after the installation of Phase II. 
 
9.0 BUDGET 
 
The total cost of this monitoring effort will be $155,000 over eight years. ORPC will be performing 
hydraulic studies in the vicinity of the Project after the Phase I and Phase II deployments using ADCPs 
during the first and second years of the Project at an estimated cost of $20,000 per year. A geophysical 
survey will be conducted in the deployment area in the third year of the project at an estimated cost of 
$75,000. ORPC estimates the cost of performing monitoring for scour and sediment transport to be 
$50,000 per year for three years. ORPC will be conducting post-deployment scour and sediment transport 
monitoring in the vicinity of the Project during regular Project maintenance activities. ORPC estimates 
the cost of compiling scour and sediment transport data and issuing biannual reports to be $8,000 for each 
year of the Project.  
 
10.0 DISCUSSION OF ALTERNATIVE APPROACHES 
 
ORPC believes the Project has little potential to disturb the local environment. ORPC has been testing 
tidal power devices in Cobscook Bay since 2007, and has not observed any negative environmental 
effects of the devices during this time period. ORPC believes that the Hydraulic Monitoring Plan is 
sufficient to inform licensing decisions, that it is appropriate to the size and scope of the pilot Project, and 
that the approaches proposed in this study are in general accordance with those recommended by the 
resource agencies. 
 
Initially, ORPC proposed to conduct post-deployment bathymetry and sediment thickness monitoring for 
three years beginning with the deployment of the single-device TidGen™ Power System. NMFS provided 
comments on the draft plan suggesting that monitoring continue throughout the life of the Project through 
visual observation. It was suggested that after the first three years of monitoring, monitoring could be 
reduced in frequency but would still provide longer-term data for application to future commercial 
projects. Based on these comment ORPC has revised the Hydraulic Monitoring Plan to include visual 
observations of bathymetry and sediment thickness through the life of the Project. 
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1.0 INTRODUCTION 
 
1.1 GENERAL DESCRIPTION OF THE COBSCOOK BAY TIDAL ENERGY PROJECT 
 
ORPC Maine, LLC, a subsidiary of Ocean Renewable Power Company (collectively, ORPC), is applying 
to the Federal Energy Regulatory Commission (FERC) for a pilot project license for the Cobscook Bay 
Tidal Energy Project (Project). The Project will evaluate the potential for a new source of clean, 
renewable energy generation using tidal energy resources in Cobscook Bay, Maine. ORPC obtained an 
initial preliminary permit for the project area in Cobscook Bay from FERC on July 23, 2007; FERC 
issued a successive preliminary permit on January 13, 2011. Feasibility studies, including environmental 
surveys, and pre-filing consultation were conducted, resulting in ORPC’s filing of a draft pilot license 
application (DPLA) with FERC for the Eastport Tidal Energy Project on July 24, 2009. The DPLA 
included project areas within Cobscook Bay and Western Passage. Since submitting the DPLA, ORPC 
has conducted extensive consultation with regulatory and resource agencies as well as other stakeholders, 
has collected additional environmental data, and has continued to refine its proprietary technology. As a 
result of these additional studies and consultations, ORPC now plans to deploy a commercial-scale 
hydrokinetic power system in gradual stages, with the Project, a small pilot project, as the first stage. The 
FERC preliminary permit Project boundary for the Cobscook Bay Tidal Energy Project (FERC Project 
No. 12711) encompasses the proposed development area. 
 
The Project will be carried out in two separate phases over an expected eight-year pilot license term. In 
Phase I, ORPC will deploy, monitor and test a single-device TidGen™ Power System for one year. In 
Phase II, ORPC will add four additional TidGen™ devices to the power system, for a total of five. During 
both phases, ORPC will deploy environmental monitoring equipment on the TidGen™ Power System and 
within the Project boundary (Figure 1). 
 
The core component of the TidGen™ Power System is ORPC’s proprietary turbine generator unit (TGU). 
The TGU utilizes four advanced design cross flow (ADCF) turbines to drive a permanent magnet 
generator mounted between the turbines on a common driveshaft. The ADCF turbines rotate in the same 
direction regardless of tidal flow direction; rotational speed of the turbines is directly related to water flow 
speed. The TGU is 98 feet in length, 17 feet high and 17 feet wide. It is attached to a bottom support 
frame, which holds the TGU in place approximately 15 feet above the sea floor. The bottom support 
frame is 98 feet long by 50 feet wide by 15 feet high. The bottom support frame is constructed of steel 
and the TGU is constructed of steel and composite material. Together, the coupled TGU and bottom 
support frame comprise the TidGen™ device (Figure 2 shows the conceptual design for the TidGen™ 
device). The depth at the proposed Deployment Area is 85 feet at Mean Lower Low Water (MLLW); the 
TidGen™ devices will thus be placed 49 feet below the surface at MLLW. Each TGU will have a 
maximum design capacity of 180 kilowatts (kW). During the Project each TGU will operate at a rated 
capacity of 60 kW. The five-device TidGen™ Power System will have a maximum design capacity of 
900 kW and a rated capacity of 300 kW. The power generated will be connected to the grid using a single 
subsea transmission cable with a line voltage of 13 kilovolts (kV) DC. The total cable length is 
approximately 4,200 feet (3,700 feet from the TidGen™ Power System to the shore in Lubec, Maine and 
approximately 500 feet from shore to the on-shore station). ORPC has chosen an underwater cable route 
that avoids abrupt changes in bottom topography. Based on consideration of environmental concerns, 
ORPC proposes to bury the cable at all feasible locations along the cable route. The power generated by 
the TidGen™ Power System will be conditioned at the on-shore station and delivered to the Bangor 
Hydro Electric Company power grid.  
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Figure 1. Cobscook Bay Tidal Energy Project location map. 
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Figure 2. TidGen™ device. 

 
 

In preparation for the Project, ORPC designed, built, deployed and tested a beta pre-commercial 
TidGen™ Power System (Beta TidGen™ System) in Cobscook Bay in 2010 (see Figure 3). The Beta 
TidGen™ System was comprised of a beta pre-commercial TGU (Beta TGU); ORPC’s Energy Tide 2 
research, testing and deployment vessel; a mooring system for the Energy Tide 2; and data acquisition and 
environmental monitoring equipment. Rather than being mounted on a bottom support frame, the Beta 
TGU was deployed top-down from the Energy Tide 2 and suspended 21 feet below the water surface.  
 
 
 

 
Figure 3. Beta TidGen™ System. 
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1.2 PILOT LICENSING PROCESS 
 
ORPC’s proposed Project is intended to study the short-term installation of ORPC’s TidGen™ Power 
System and its effect on the marine environment. FERC’s pilot licensing program has been designed to 
support the advancement and orderly development of innovative hydrokinetic technologies for projects 
that are small, short-term, removable and carefully monitored. The purposes of FERC’s pilot license 
program are to test new hydrokinetic technologies, to determine the appropriate sites for hydrokinetic 
projects, and to collect information on the environmental and other effects of these new generating 
devices.  
 
ORPC filed its DPLA for review and comment on July 24, 2009. Federal and state resource agencies and 
other stakeholders submitted comments on the DPLA. FERC also issued an additional information 
request (AIR) on September 23, 2009 in response to the DPLA. FERC’s AIR Item #24 requested that the 
mandatory monitoring and safeguard plans required for hydrokinetic pilot licenses be reformatted in 
compliance with the Integrated Licensing Process study plan criteria at 18 CFR 5.11. Accordingly, this 
study plan has been revised to conform to the Integrated Licensing Plan study plan requirements. 
 
Since filing the DPLA, ORPC has continued discussions on its pilot license proposal with the Cobscook 
Bay fishing community and the resource agencies to resolve potential conflicts in the marine 
environment, and to revise the proposed studies to address comments submitted on the DPLA. As a result 
of this continuing consultation, ORPC has modified the Project and updated this study plan to reflect the 
updated Project.  
 
The concept of adaptive management is foundational to ORPC’s Project study plans. As stated by FERC 
(2006), “adjustments to measures required during the license term will be based on information gleaned 
from ongoing monitoring or other post-license studies.” ORPC believes that given the uncertainty 
associated with the relatively new pilot project process, being able to adjust the monitoring studies 
through adaptive management, based on experienced gained through the Project, allows for more 
effective studies. ORPC is proposing the adaptive management approach as the most responsible path 
forward, considering the available ecological and environmental data. This approach is also more 
appropriate to the pilot license program’s goals and objectives than attempting to finalize each study plan 
prior to deploying the Project’s first phase. 
 
ORPC’s proposed environmental study plans include this Marine Mammal Monitoring Plan. As described 
in the study methodology below, ORPC plans to conduct marine mammal observations in the deployment 
area for the eight-year term of the Project, beginning with the deployment of the single-device TidGen™ 
Power System. This will allow the monitoring to occur: during Phase I of the Project, with the installation 
of a single TidGen™ device; during the first two years of Phase II, with the installation of a five-device 
TidGen™ Power System; and during any major on-water activities. Based on the results of these 
observations, ORPC and its marine mammal scientific advisor, Dr. Brandon Southall of Southall 
Environmental Associates, in consultation with the appropriate resource agencies, will review and, if 
appropriate, modify the Marine Mammal Monitoring Plan at regular reporting intervals. 
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2.0 GOALS AND OBJECTIVES 
 
The primary goal of the proposed Marine Mammal Monitoring Plan is to characterize changes in marine 
mammal use in and around the deployment area (Figure 1) due to the deployment of hydrokinetic devices. 
This will be accomplished by ORPC personnel and contractors: 1) conducting multi-season marine 
mammal observations to characterize the species presence, relative frequency of occurrence, and habitat 
use prior to the deployment of a single-device TidGen™ Power System; 2) conducting multi-season 
marine mammal observations around the single-device TidGen™ Power System after its Phase I 
deployment; and 3) conducting multi-season marine mammal observations on the five-device TidGen™ 
Power System after its Phase II deployment. In addition, dedicated and trained marine mammal observers 
will 4) conduct marine mammal watch prior to and during major deployment, maintenance and retrieval 
activities. The Marine Mammal Monitoring Plan will use the data gathered to characterize marine 
mammal presence in Cobscook Bay and the effects (if any) of the TidGen™ Power System on marine 
mammals, in accordance with the requirements of the FERC pilot license process.  
 
Since marine mammals are known to utilize the Cobscook Bay area, ORPC will provide a dedicated 
marine mammal watch, by qualified personnel, before and during major on-water deployment, 
maintenance and/or retrieval activities. This independent service will provide ORPC and its contractors 
with advance notification of the approach, presence and all-clear for marine mammals. ORPC will take all 
precautions to minimize harassment of and/or contact with marine mammals during these periods of 
higher risk. ORPC will consult with National Oceanic and Atmospheric Association (NOAA)/National 
Marine Fisheries Service (NMFS) regarding the credentials of the persons to be assigned to this task. 
ORPC will also follow work stop and avoidance procedures to be approved by NOAA/NMFS (Office of 
Protected Resources) to assure minimal harassment and risk to marine mammals. 
 
Additional information on potential direct interactions between marine mammals and the TidGen™ 
Power System will be monitored as outlined in the Fisheries and Marine Life Interaction Monitoring 
Plans. The effect of noise produced by the installation and operation of the TidGen™ Power System on 
marine mammals is addressed in the Acoustic Monitoring Plan. Separate from these study plans, ORPC is 
working with Scientific Solutions, Inc. (SSI) under a grant from the Department of Energy (DOE) to 
develop an active acoustic monitoring (AAM) system, a real-time, automated system capable of tracking 
the movements of fish and mammals in the vicinity of the TidGen™ Power System. ORPC has chosen 
not to include the AAM system in the pilot license application because it is still in the research and 
development phase.   
 
3.0 STUDY AREA 
 
The geographic scope of the study will generally include the Cobscook Bay deployment area (Figure 1).  
Additional information regarding the study area is provided below in Section 6.0. 
 
4.0 BACKGROUND AND RELEVENT INFORMATION 
 
4.1 RESOURCE DISCUSSION 
 
Gray seal (Halichoerus grypus), harbor seal (Phoca vitulina) and harbor porpoise (Phocoena phocoena) 
are commonly observed in Cobscook Bay. Other species that may occur in the vicinity of the Project 
include Atlantic white-sided dolphin (Lagenorhynchus acutus), North Atlantic right whale (Eubalaena 
glacialis), humpback whale (Megaptera novaengliae), fin whale (Balaenoptera physalus), minke whale 
(Balaenoptera acutorostrata), and sei whale (Balenoptera borealis); however, NMFS has stated that none 
of these species is expected in the proposed deployment area (NMFS 2010). 
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ORPC has been conducting incidental visual observations of marine mammals in the Cobscook Bay and 
Western Passage areas since 2007, during turbine testing, travel to and from ORPC’s research vessel, and 
acoustic, fisheries, subtidal, and avian surveys (Table 1). During this time, ORPC personnel and 
contractors, who have received specialized training in marine mammal observation and documentation, 
have recorded approximately 252 observational periods over 222 days. During these periods, ORPC 
observed two dolphins, 47 harbor porpoises, and 57 seals. The most intensive effort was conducted in 
2010, when approximately 71 marine mammals were observed over the course of 132 observation days 
between March 8 and December 31. Of these, there were two dolphins, 27 harbor porpoises, and 42 
harbor seals. All 2010 marine mammal observations were made near the Cobscook Bay deployment area. 
No observations of any whale species have been made in Cobscook Bay by ORPC personnel or those 
contracted to work for ORPC since the observation program began in 2007. Table 1 presents the number 
of each species observed and the months in which the observations were made. 
 

Table 1. Marine Mammal Observations in Cobscook Bay and Western Passage  
between December 2007 and December 2010. 

Month 
Number of 

Observation 
Periods 

Harbor and Grey 
Seals Harbor Porpoise Atlantic White-     

Dolphins 

January 4 0 0 0 

February 9 0 1 0 

March 17 1 0 0 

April 40 4 3 0 

May 17 1 3 0 

June 21 8 1 0 

July 21 4 10 0 

August 30 16 24 2 

September 25 9 5 0 

October 24 8 0 0 

November 18 4 0 0 

December 26 2 0 0 

Total Observed 57 47 2 
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5.0 PROJECT NEXUS 
 
The direct and in-direct interaction of tidal turbines and aquatic resources, including marine mammals, 
has not been fully characterized. There is also limited information on marine mammal use of the 
deployment area. The purpose of conducting small demonstration testing activities through a pilot project 
is to collect the environmental information needed to more completely evaluate the potential effects of 
these technologies. Post-deployment monitoring plans are also a mandatory requirement of pilot license 
applications under FERC’s current hydrokinetic pilot license policy. Information collected by this 
monitoring plan can provide some essential information on how marine mammals use the deployment 
area. 
 
The Project poses the greatest risk to marine mammals in Cobscook Bay when the TidGen™ Power 
System’s project components are being placed, partially removed for maintenance, or fully removed. 
Other Project activities, such as cable laying, foundation setting, or subsurface drilling have the potential 
to present risks to marine mammals in Cobscook Bay. 
 
6.0 METHODOLOGY 
 
6.1 MONITORING BY ORPC PERSONNEL AND CONTRACTORS 
 
ORPC proposes to conduct visual observations of marine mammals in and around the proposed 
deployment area in Cobscook Bay (Figure 1). These observations will be carried out by ORPC personnel 
and contractors concurrently with other project-related tasks. ORPC has developed a comprehensive 
Marine Mammal Observation Training document for use by personnel and contractors conducting work 
in Cobscook Bay (Attachment A). This document provides education and identification instructions on 
the different marine mammal species that may occur in Cobscook Bay (including all species noted in 
Section 4.1 above), to ensure consistency among all staff in recording marine mammal sightings. 
 
Surveys will be conducted from both onshore areas and from the water in and around the deployment 
area. Marine mammal species visible from the water’s surface will be recorded and logged as part of this 
monitoring effort. Observers will use binoculars, spotting scopes, and telescopes where practical to 
identify and observe marine mammals while performing other scheduled activities for the Project. If a 
marine mammal is observed, the observer will document the location where the observation was made, 
using latitude and longitude or a place name in order to provide perspective of the marine mammal 
sighting in relation to the TidGen™ Power System location, species identification and count, observed 
behavior (e.g., apparent foraging; floating with tide), weather conditions, and estimated distance from 
observation point (see Attachment A for a sample Marine Mammal Species Observation log sheet). 
 
ORPC personnel and contractors are currently conducting numerous pre-deployment testing activities in 
Cobscook Bay in addition to performing environmental resource surveys. These activities occur 
throughout the year, during all seasons, and will continue through Phase I and into Phase II of the Project. 
ORPC personnel will continue to conduct marine mammal observations during these activities. In 
addition, other contractors such as the Center for Ecological Research (CER), the University of Maine 
(UMaine) School of Marine Sciences, UMaine Cooperative Extension, and SSI have been and will 
continue to be responsible for recording marine mammal observations in Cobscook Bay while conducting 
fisheries studies, bird observations, AAM system testing, and drift noise measurement system studies.  
 
CER is proposing to conduct sea and shore bird surveys in Cobscook Bay as described in the Sea and 
Shore Bird Monitoring Plan. During these surveys, CER personnel will conduct incidental visual marine 
mammal observations. The avian surveys will have an expected frequency of eight 8-hour on-site surveys 
in years 2011 through 2014. These surveys are scheduled to be conducted during expected peak bird 



Study Plan 5  Marine Mammal Monitoring Plan 
 

 SP.5-8 

occurrence. Peak bird densities are likely to also be coincident with increased marine mammal activity 
during feeding activities. 
 
UMaine is proposing to conduct hydroacoustic fish surveys in Cobscook Bay as described in the Fisheries 
Monitoring Plan. During these surveys, UMaine personnel will conduct incidental visual marine mammal 
observations. The fisheries surveys will have an expected frequency of 16 full 24-hour on-site surveys in 
2011, 16 survey days in 2012, 8 survey days in 2013, and 6 survey days in 2014. These surveys are 
scheduled to be conducted during expected peak fish occurrence. Peak fish densities are likely to also be 
coincident with increased marine mammal activity, as marine mammals follow prey fish. 
 
SSI is proposing to conduct radiated noise monitoring as well as testing of its AAM system in Cobscook 
Bay. The activities proposed under the radiated noise monitoring studies are described in the Acoustic 
Monitoring Plan. During testing of the AMM system, SSI will employ two dedicated marine mammal 
observers to conduct marine mammal observations concurrently with the radiated noise work. The 
frequency of the acoustic measurements will be driven by the changing environmental and mechanical 
conditions. The frequency of AAM system testing will be driven by progress made in the development of 
that system. The following is the proposed schedule for activities in Cobscook Bay during which SSI will 
conduct marine mammal observations. SSI will be performing pre-deployment acoustic ambient noise 
study work and testing of its AAM system in May 2011 for a period of five days. In July 2011, radiated 
noise monitoring will be performed around the Beta TidGen™ System and additional AAM testing will 
be conducted for a period of five days. After the deployment of the single-device TidGen™ Power 
System radiated noise monitoring will be performed in the deployment area and additional AAM testing 
will be conducted for a period of five days. After the deployment of the single-device TidGen™ Power 
System, AAM system testing will be conducted quarterly for periods of five days. In October 2012, 
radiated noise monitoring will be performed around the five-device TidGen™ Power System for a period 
of three days. After the deployment of the five-device TidGen™ Power System, AAM system testing will 
be conducted quarterly for periods of five days.   
 
6.2 MONITORING BY DEDICATED MARINE MAMMAL OBSERVERS 
 
ORPC understands that some of the greatest risks to marine mammals can occur during the deployment, 
maintenance, and retrieval of large, heavy structures using moored vessels. ORPC has included Section 
6.2 in this Marine Mammal Monitoring Plan specifically to address monitoring efforts during these high-
risk portions of the Project. ORPC will employ two dedicated marine mammal observers during the 
deployment and retrieval of the TGUs and bottom support frames. NOAA/NMFS will approve the 
credentials of all dedicated marine mammal observers. Observations will commence a half-hour prior to 
construction or maintenance activities and will continue through the work period. Observations will cover 
180 degrees fore and aft of the area of activity. The fore and aft observations may take place on two 
different vessels to assure a full view for each. All observers will use binoculars and record number, type, 
activity, and location of all sightings. Each observer will carry a hand held radio for immediate 
communication to the ORPC project lead. The project lead will responsible for communicating to the 
operations leader that a marine mammal has been spotted within the vicinity of the Project. The observers 
will continue to monior the marine mammal and report to the operations leader if the marine mammal is 
moving towards the Project area. The operations leader will alert work crews of the marine mammal’s 
activities and determine if construction activities will be suspended if the animal continues to approach 
the deployment area. All construction activities will cease if a marine mammal comes within 500 feet of 
the work area, and may not recommence until the marine mammal is outbound and 1000 feet from the 
work area.  
 
For small-scale, on-water work such as subsurface drilling, and light maintenance utilizing a single work 
boat (like work from the Energy Tide 2), ORPC will utilize one dedicated marine mammal observer at the 
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work site. The physical location of the deployment area allows one dedicated observer to view it from 
either end of Cobscook Bay. The observer will follow the procedures described in Section 7.0 for 
communicating the presence and location of marine mammals in the vicinity of the Project so that the 
ORPC operations leader can prepare for a possible cessation of work activity. 
 
7.0 REPORTING 
 
All marine mammal observations will be recorded on a daily log sheet (Attachment A).  
 
The daily observation log will include: 
 
• Name of Observer 
• Observation period (date and time) 
• Location from which observations are made 
• Estimated bearing and distance from observation location to marine mammal 
• Weather conditions 
• Number and species of marine mammal 
• Notes on behavior (floating, actively foraging, diving activities, direction of travel, etc.) 

 
ORPC will file full summary reports with the regulatory agencies on a biannual basis for the duration of 
Project operations, beginning six months after the deployment of the single-device TidGen™ Power 
System. Should altered marine mammal activity be noted at any time during the observations, the 
appropriate federal and state resource agencies will be notified for immediate consultation. 
 
8.0 SCHEDULE 
 
ORPC proposes to conduct visual marine mammal observations in and around the deployment area. 
ORPC and its contractors will be in the vicinity of the Project for fishery and bird surveys, and equipment 
testing frequently during and after deployment. Marine mammal observations are expected to occur 
incidentally while other activities are being performed, except during periods of deployment, 
maintenance, and retrieval activities, when dedicated marine mammal observers will be employed. 
 
9.0 BUDGET 
 
The total cost of this monitoring effort will be $184,000 over eight years. ORPC will be performing 
marine mammal observations in the vicinity of the Project incidentally, as other activities are conducted 
in support of the Project. A staff dedicated uniquely to marine mammal observation will not be employed, 
except during deployment, maintenance and retrieval activities. OPRC estimates the cost of dedicated 
marine mammal observers during deployment, maintenance, and retrieval to be $15,000 per year for eight 
years. ORPC estimates the cost of compiling the marine mammal observation logs and issuing biannual 
reports to be approximately $8,000 for each year of the Project.   
 
10.0 DISCUSSION OF ALTERNATIVE APPROACHES 
 
ORPC believes the Project has little potential to affect marine mammal species. ORPC has been testing 
tidal power devices in Cobscook Bay since 2007 and during this time period has not observed any 
negative environmental effects of these devices. In addition, the pilot Project is small relative to the 
available habitat in Cobscook Bay and will be monitored for direct interaction with aquatic life. Marine 
mammals are known to avoid structures in the ocean environment and it is expected they will similarly 
avoid direct contact with the proposed power system. In addition to this plan, Fisheries and Marine Life 



Study Plan 5  Marine Mammal Monitoring Plan 
 

 SP.5-10 

Interaction Monitoring Plans have been developed to confirm no direct effects based on in-situ data 
collection. Potential indirect effects associated with underwater radiated noise are being addressed in the 
Acoustic Monitoring Plan. ORPC believes that the Marine Mammal Monitoring Plan, in conjunction with 
additional proposed monitoring plans, is sufficient to inform licensing decisions, that it is appropriate to 
the size and scope of the pilot Project, and that the approaches proposed in the study are in general 
accordance with those recommended by the resource agencies. 
 
11.0 REFERENCES 
 
Federal Energy Regulatory Commission (2006). Policy Statement on Hydropower Licensing Settlements. 

September 21, 2006. Retrieved from http://www.ferc.gov/whats-new/comm-meet/092106/H-
1.pdf. 

 
National Marine Fisheries Service (2010). Letter to HDR|DTA providing list of rare, threatened, and 

endangered species near the Project Area.
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Marine Mammal Observation Training 
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Background:	   	   Ocean	   Renewable	   Power	   Company,	   LLC	   (ORPC)	   is	   actively	   working	   in	  
Cobscook	   Bay,	   Maine	   at	   the	   future	   deployment	   site	   of	   the	   Cobscook	   Bay	   Tidal	   Energy	  
Project.	  	  Testing	  is	  currently	  being	  conducted	  on	  their	  Beta	  Turbine	  Generator	  Unit	  (TGU)	  
from	   the	   research	  and	   testing	  vessel,	  Energy	  Tide	  2	   (ET2).	  Additional	  activities	   related	   to	  
the	  Cobscook	  Bay	  Tidal	  Energy	  Project	  are	  being	  performed	  at	  the	  Lubec	  come-‐shore	  area	  
and	  other	  areas	  in	  Cobscook	  Bay.	  	  The	  location	  of	  the	  ET2,	  the	  future	  site	  of	  the	  Cobscook	  
Bay	  Tidal	  Energy	  Project,	  and	  the	  Lubec	  come-‐ashore	  area	  are	  shown	  on	  Attachment	  1.	  	  	  	  	  	  	  	  	  
	  
Purpose:	   ORPC	   has	   developed	   this	   document	   to	   create	   a	   consistent	   system	   for	   ORPC	  
personnel,	  and	  others	  contracted	  by	  ORPC,	  to	  record	  Marine	  Mammal	  sitings	  in	  the	  vicinity	  
of	  the	  deployment	  area.	  The	  purpose	  of	  conducting	  marine	  mammal	  observation	  is	  to	  begin	  
to	   characterize	   the	   species	  presence,	  densities,	   and	  habitat	  use	  of	  marine	  mammals	  near	  
the	  proposed	  deployment	  area.	  
	  
Persons	  contracted	  by	  ORPC	  that	  will	  be	  recording	  marine	  mammal	  observations	  include:	  
	  

• Peter	  Vickery	  of	  the	  Center	  for	  Ecological	  Research,	  Chris	  Bartlett	  of	  the	  University	  
of	  Maine	  Cooperative	  Extension	  and	  associated	  parties	  performing	  bird	  surveys	   in	  
the	  project	  area.	  

	  
• Gayle	  Zydlewski	  of	  the	  University	  of	  Maine	  School	  of	  Marine	  Sciences	  and	  associated	  

parties	  performing	  fisheries	  studies	  in	  the	  project	  area.	  
	  

• Employees	  of	  Scientific	  Solutions,	   Inc.	   testing	  monitoring	  equipment	   in	   the	  project	  
area.	  	  

	  
Methods:	  ORPC	  personnel	  and	  others	  contacted	  by	  ORPC	  for	  work	  in	  the	  Cobscook	  Bay	  will	  
conduct	   opportunistic	   monitoring	   of	   marine	   mammals.	   Marine	   mammal	   species	   visible	  
from	  the	  water’s	  surface	  should	  be	  recorded	  and	   logged	  as	  part	  of	   this	  monitoring	  effort.	  	  
Any	  marine	  mammals	  observed	  should	  be	  documented.	  	  
	  
A	  number	  of	  whale	  species,	  including	  minke,	  fin,	  sei,	  humpback,	  northern	  right,	  and	  sperm	  
whale,	  are	  rare	  but	  are	  known	  to	  occur	  in	  nearby	  Western	  Passage,	  with	  the	  minke	  whale	  
being	  the	  most	   likely	  of	  the	  whales	  to	  occur.	  Non-‐endangered	  marine	  mammals	  including	  
the	   gray	   seal,	   harbor	   seal,	   harbor	   porpoise,	   and	   Atlantic	   white-‐sided	   dolphin,	   may	   be	  
present	   near	   the	   project	   area	   and	   are	  more	   likely	   to	   be	   present	   than	   the	  whale	   species	  
listed	  above.	  	  See	  Attachment	  2	  for	  information	  on	  identifying	  marine	  mammal	  species.	  	  	  
	  
An	  example	  log	  sheet	  is	  presented	  as	  Attachment	  3.	  	  At	  the	  top	  of	  the	  log	  sheet	  the	  observer	  
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should	  record	  their	  name	  and	  the	  names	  of	  others	  using	  the	  log	  sheet,	  the	  date,	  time	  period	  
that	   the	  observer	  was	   in	   the	  project	  vicinity,	   and	   the	   location	   (coordinates)	   the	  observer	  
was	   observing	   from.	   Marine	   mammal	   sitings	   should	   be	   recorded	   in	   the	   table.	   	   When	   a	  
marine	   mammal	   is	   sited	   the	   following	   information	   should	   be	   recorded:	   time,	   estimated	  
compass	  bearing,	  estimated	  range	  (or	  distance	  from	  the	  observers	  position	  to	  the	  marine	  
mammal),	  weather	  conditions,	  species,	  quantity	  of	  marine	  mammals,	  notes	  on	  behavior	  or	  
direction	  of	  movement.	  	  In	  the	  last	  column	  the	  observer	  should	  initial	  the	  siting.	  	  Log	  sheets	  
should	  be	  filled	  out	  every	  time	  ORPC	  personnel	  and	  others	  contracted	  by	  ORPC	  are	  working	  
in	  the	  project	  vicinity,	  even	  if	  no	  marine	  mammal	  sitings	  occur.	  	  This	  will	  help	  ORPC	  gather	  
information	  about	  marine	  mammal	  activity	  in	  the	  project	  area.	  
	  
The	   log	   sheet	   that	   should	   be	   used	   for	   observation	   is	   included	   as	   Attachment	   4.	   	   	   Please	  
submit	  completed	  log	  sheets	  to	  Jaime	  Mitchell	  at	  ORPC’s	  Eastport	  office.	  
	  
Receipt	  of	  Training:	   	  Once	  you	  have	   read	   through	   this	   training	  document	  please	   sign	   the	  
Receipt	   of	   Training	   included	   as	   Attachment	   5	   and	   return	   to	   Jaime	   Mitchell	   at	   ORPC’s	  
Eastport	  office.	  
	  
Questions:	   Please	   contact	   Jamie	  Mitchell	   at	  ORPC’s	   Eastport	   office	   if	   you	   have	   additional	  
questions	  regarding	  marine	  mammal	  observation	  training.	  
	  



	  
Attachment 1 

Project Location Map 
Beta TGU Mooring Field Location (approximate): 44° 54.583 N, 67° 2.733 W 

Lubec Come-Ashore (approximate): 44°54'12.71"N, 67° 3'12.13"W	  
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Attachment 2 

Marine Mammal Identification	  

Updated	  March	  11,	  2011	  

	  
	  

Grey	  Seal	  (Halichoerus	  grypus)	  
Features:	  Squarish	  head,	  long	  snout	  with	  wide	  nostrils	  of	  the	  grey	  seal.	  Come	  in	  a	  variety	  of	  
colors.	   	  Males	   are	   dark	   brown-‐gray	   to	   black	  with	   a	   few	   light	   patches.	   	   Females	   are	   light	  
gray-‐tan,	  lighter	  on	  chest,	  with	  dark	  sports	  and	  patches.	  	  	  
Size:	  Grey	  seals	  are	  larger	  than	  harbor	  seals.	  Bulls	  reach	  6-‐8	  feet	  long	  and	  375-‐675	  pounds.	  
Cows	  are	  slightly	  smaller.	  	  
Location:	  Found	  year	  round	  off	  the	  Coast	  of	  Maine.	  
	  	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

	  
	  

Harbor	  Seal	  (Phoca	  vitulina)	  
Features:	  V-‐shaped	  nostrils	  with	  a	  brown,	  tan	  or	  gray	  coat.	  	  	  
Size:	  Bulls	  can	  attain	  a	  length	  of	  6.1	  feet	  with	  a	  weight	  of	  120-‐370	  pounds.	  Cows	  are	  slightly	  
smaller.	  
Location:	  Found	  year	  round	  off	  the	  Coast	  of	  Maine.	  
	   	  

Image	  Source:	  Seal	  Conservation	  Society	  

Image	  Source:	  NJ	  Sea	  Grant	  Consortium	  
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Atlantic	  White-‐sided	  Dolphin	  (Lagenorhynchus	  acutus)	  
Features:	  Stocky	  body	  with	  sickle	  shaped	  fins.	  Dorsal	  region	  is	  black,	   flanks	  are	  gray,	  and	  
ventral	   surface	   is	  white.	  This	  distinguishing	  characteristic	   is	   the	  yellow-‐white	  patches	  on	  
the	  dorsal	  side	  and	  black	  rings	  around	  the	  eyes.	  	  
Size:	  8-‐10	  feet	  in	  length.	  
Location: Found	   in	   the	   temperate	  and	  subarctic	  waters	  of	   the	  North	  Atlantic	  Ocean	   from	  
southern	  Greenland	   to	  Massachusetts.	   Inhabit	   open	  water	   130-‐900	   feet	   in	   depth	   around	  
the	  continental	  shelf	  and	  are	  rarely	  seen	  from	  shore.	  
	  
	  

	  
	  
	  

Harbor	  Porpoise	  (Phocoena	  phocoena)	  
Features:	  Small	  and	  stocky,	  blunt	  snout	  with	  rounded	  prominent	  beak.	  	  Dark	  gray	  or	  dark	  
brown	  in	  color	  fading	  to	  lighter	  patches	  on	  side,	  with	  a	  white	  belly.	  	  	  
Size:	  Maximum	  length	  is	  6	  feet	  with	  a	  maximum	  weight	  of	  200	  pounds.	  	  Most	  are	  smaller	  
and	  do	  not	  exceed	  5	  feet	  and	  130	  pounds.	  
Location:	  Found	  throughout	  temperate	  coastal	  waters	  of	  the	  Northern	  Hemisphere.	  This	  is	  
an	  inshore	  species	  inhabiting	  shallow,	  coastal	  waters.	  	  
	   	  

Image	  Source:	  American	  Cetacean	  Society	  

Image	  Source:	  Cornwall	  Wildlife	  Trust	  
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Attachment 4 
Marine Mammal Species Observation 

Updated	  March	  11,	  2011	  

Observer(s):	   _________________________	  
Date:	   	   _________________________	   	  
Start	  Time:	  	   _________________________	  	  
End	  Time:	  	   _________________________	  
	  
Location	  of	  Observation	  (approximate):	  	  	  	  Energy	  Tide	  2	  (44°54'34.98"N,	  67°	  2'43.98"W)	  	  
	   	   	   	   	  	  	  	  	  	  	  	  	   	  	   Lubec	  Come-‐Ashore	  (44°54'12.71"N,	  67°	  3'12.13"W)	  
	  	  	  	  	  	  	   	   	   	   	   	   	  Other	  ___________________	  
	   	  

Time	   Estimated	  
Bearing	  

Estimated	  
Distance	  

Weather	  Conditions	  
(visibility,	  sea	  

state)	  

Species	   Quantity	   Notes	  (observed	  
behavior/direction	  of	  

travel)	  

Initals	  
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Marine Mammal Observation Receipt of Training 

Updated	  March	  11,	  2011	  

Date:	  _________________________	  	  	   	   Time:	  _________________________	  
	  

Printed	  Name	   Signature	  
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1.0 INTRODUCTION 
 
1.1 GENERAL DESCRIPTION OF THE COBSCOOK BAY TIDAL ENERGY PROJECT 
 
ORPC Maine, LLC, a subsidiary of Ocean Renewable Power Company (collectively, ORPC), is applying 
to the Federal Energy Regulatory Commission (FERC) for a pilot project license for the Cobscook Bay 
Tidal Energy Project (Project). The Project will evaluate the potential for a new source of clean, 
renewable energy generation using tidal energy resources in Cobscook Bay, Maine. ORPC obtained an 
initial preliminary permit for the project area in Cobscook Bay from FERC on July 23, 2007; FERC 
issued a successive preliminary permit on January 13, 2011. Feasibility studies, including environmental 
surveys, and pre-filing consultation were conducted, resulting in ORPC’s filing of a draft pilot license 
application (DPLA) with FERC for the Eastport Tidal Energy Project on July 24, 2009. The DPLA 
included project areas within Cobscook Bay and Western Passage. Since submitting the DPLA, ORPC 
has conducted extensive consultation with regulatory and resource agencies as well as other stakeholders, 
has collected additional environmental data, and has continued to refine its proprietary technology. As a 
result of these additional studies and consultations, ORPC now plans to deploy a commercial-scale 
hydrokinetic power system in gradual stages, with the Project, a small pilot project, as the first stage. The 
FERC preliminary permit Project boundary for the Cobscook Bay Tidal Energy Project (FERC Project 
No. 12711) encompasses the proposed development area. 
 
The Project will be carried out in two separate phases over an expected eight-year pilot license term. In 
Phase I, ORPC will deploy, monitor and test a single-device TidGen™ Power System for one year. In 
Phase II, ORPC will add four additional TidGen™ devices to the power system, for a total of five. During 
both phases, ORPC will deploy environmental monitoring equipment on the TidGen™ Power System and 
within the Project boundary (Figure 1). 
 
The core component of the TidGen™ Power System is ORPC’s proprietary turbine generator unit (TGU). 
The TGU utilizes four advanced design cross flow (ADCF) turbines to drive a permanent magnet 
generator mounted between the turbines on a common driveshaft. The ADCF turbines rotate in the same 
direction regardless of tidal flow direction; rotational speed of the turbines is directly related to water flow 
speed. The TGU is 98 feet in length, 17 feet high and 17 feet wide. It is attached to a bottom support 
frame, which holds the TGU in place approximately 15 feet above the sea floor. The bottom support 
frame is 98 feet long by 50 feet wide by 15 feet high. The bottom support frame is constructed of steel 
and the TGU is constructed of steel and composite material. Together, the coupled TGU and bottom 
support frame comprise the TidGen™ device (Figure 2 shows the conceptual design for the TidGen™ 
device). The depth at the proposed Deployment Area is 85 feet at Mean Lower Low Water (MLLW); the 
TidGen™ devices will thus be placed 49 feet below the surface at MLLW. Each TGU will have a 
maximum design capacity of 180 kilowatts (kW). During the Project each TGU will operate at a rated 
capacity of 60 kW. The five-device TidGen™ Power System will have a maximum design capacity of 
900 kW and a rated capacity of 300 kW. The power generated will be connected to the grid using a single 
subsea transmission cable with a line voltage of 13 kilovolts (kV) DC. The total cable length is 
approximately 4,200 feet (3,700 feet from the TidGen™ Power System to the shore in Lubec, Maine and 
approximately 500 feet from shore to the on-shore station). ORPC has chosen an underwater cable route 
that avoids abrupt changes in bottom topography. Based on consideration of environmental concerns, 
ORPC proposes to bury the cable at all feasible locations along the cable route. The power generated by 
the TidGen™ Power System will be conditioned at the on-shore station and delivered to the Bangor 
Hydro Electric Company power grid.  
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Figure 1. Cobscook Bay Tidal Energy Project location map. 
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Figure 2. TidGen™ device. 

 
In preparation for the Project, ORPC designed, built, deployed and tested a beta pre-commercial 
TidGen™ Power System (Beta TidGen™ System) in Cobscook Bay in 2010 (see Figure 3). The Beta 
TidGen™ System was comprised of a beta pre-commercial TGU (Beta TGU); ORPC’s Energy Tide 2 
research, testing and deployment vessel; a mooring system for the Energy Tide 2; and data acquisition and 
environmental monitoring equipment. Rather than being mounted on a bottom support frame, the Beta 
TGU was deployed top-down from the Energy Tide 2 and suspended 21 feet below the water surface.  
 
 

 
Figure 3. Beta TidGen™ System. 

 
 
1.2 PILOT LICENSING PROCESS 
 
ORPC’s proposed Project is intended to study the short-term installation of ORPC’s TidGen™ Power 
System and its effect on the marine environment. FERC’s pilot licensing program has been designed to 
support the advancement and orderly development of innovative hydrokinetic technologies for projects 
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that are small, short-term, removable and carefully monitored. The purposes of FERC’s pilot license 
program are to test new hydrokinetic technologies, to determine the appropriate sites for hydrokinetic 
projects, and to collect information on the environmental and other effects of these new generating 
devices.  
 
ORPC filed its DPLA for review and comment on July 24, 2009. Federal and state resource agencies and 
other stakeholders submitted comments on the DPLA. FERC also issued an additional information 
request (AIR) on September 23, 2009 in response to the DPLA. FERC’s AIR Item #24 requested that the 
mandatory monitoring and safeguard plans required for hydrokinetic pilot licenses be reformatted in 
compliance with the Integrated Licensing Process study plan criteria at 18 CFR 5.11. Accordingly, this 
study plan has been revised to conform to the Integrated Licensing Process study plan requirements. 
Since filing the DPLA, ORPC has continued discussions on its pilot license proposal with the Cobscook 
Bay fishing community and the resource agencies to resolve potential conflicts in the marine 
environment, and to revise the proposed studies to address comments submitted on the DPLA. As a result 
of this continuing consultation, ORPC has modified the Project and updated this study plan to reflect the 
updated Project.  
 
The concept of adaptive management is foundational to ORPC’s Project study plans. As stated by FERC 
(2006), “adjustments to measures required during the license term will be based on information gleaned 
from ongoing monitoring or other post-license studies.” ORPC believes that given the uncertainty 
associated with the relatively new pilot project process, being able to adjust the monitoring studies 
through adaptive management, based on experienced gained through the Project, allows for more 
effective studies. ORPC is proposing the adaptive management approach as the most responsible path 
forward, considering the available ecological and environmental data. This approach is also more 
appropriate to the pilot license program’s goals and objectives than attempting to finalize each study plan 
prior to deploying the Project’s first phase. 
 
ORPC’s proposed environmental study plans include this Bird Monitoring Plan. As described in the study 
methodology below, ORPC plans to conduct sea and shore bird observations for the first three years of 
the Project, beginning with the deployment of the single-device TidGen™ Power System. This will allow 
ORPC to observe sea and shore birds during both Phase I of the Project, with the installation of a single-
device, and in Phase II, with the installation of a five-device TidGen™ Power System. Based on the 
results of these observations, ORPC, in consultation with the Center for Ecological Research (CER) and 
the appropriate resource agencies, will review and, if appropriate, modify this Bird Monitoring Plan at 
regular reporting intervals.  
 
2.0 GOALS AND OBJECTIVES 
 
The primary goal of the proposed Bird Monitoring Plan is to determine the species, number, and time of 
peak use of sea and shore birds in the Deployment Area, the onshore landing site where the under P&D 
cables of the TidGen™ Power System will come ashore, and the waters immediately off the landing site. 
Information about the behavior of these birds within these areas will be gathered as well. This will be 
accomplished by: 1) conducting multi-season bird observations to characterize the species presence, 
relative frequency of occurrence, and habitat use in these areas prior to the deployment of a single-device 
TidGen™ Power System; 2) conducting multi-season bird observations in these areas after the Phase I 
deployment of the single-device TidGen™ Power System; and 3) conducting multi-season bird 
observations in these areas after the Phase II the five-device TidGen™ Power System deployment. The 
Bird Monitoring Plan will use the data gathered to characterize bird presence in Cobscook Bay and the 
apparent effects (if any) of the TidGen™ Power System on sea and shore bird behavior, in accordance 
with the requirements of the FERC pilot license process. 
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3.0 STUDY AREA 
 
The geographic scope of the study will generally include the Cobscook Bay Deployment Area, the 
landing site where the TidGen™ Power System’s underwater P&D cables come ashore, and the waters 
off the Landing Site (Figure 1). Additional information regarding the study area is provided below in 
Section 6.0. 
 
4.0 BACKGROUND AND RELEVENT INFORMATION 
 
4.1 RESOURCE DISCUSSION 
 
The broader region of Passamaquoddy Bay supports the largest concentration of Bonaparte’s Gulls 
(Chroicocephalus philadelphia) in eastern North America during the fall migration (Braune 1987). Tens 
of thousands of Bonaparte’s Gulls linger in this region because abundant prey provides the necessary food 
resources to go through a full post-breeding molt (Braune 1987). Large numbers of Common Terns 
(Sterna hirundo) and Arctic Terns (Sterna paradisaea) also gather in Passamaquoddy Bay in August and 
September. Bonaparte’s Gulls and both species of tern are surface feeders, taking small prey from the 
surface or just below it. Although this general region is critically important to Bonaparte’s Gulls, it is 
unclear how many of these small gulls and terns use eastern Cobscook Bay, and specifically, the 
Deployment Area.  
 
Cobscook Bay is also considered an important area for wintering ducks, specifically American Black 
Ducks (Anas rubripes) (Longcore and Gibbs 1988). This bay also supports substantial numbers of 
seaducks (C. Bartlett, personal observation) but it is unclear whether ducks and other seabirds use the 
eastern portions of Cobscook Bay. Large numbers of Razorbills (Alca torda) are also known to occur in 
winter in the Bay of Fundy and nearby Grand Manan Island, New Brunswick (Huettmann et al. 2005).  
 
Seaducks [scaup, eiders, scoters, Long-tailed Duck (Clangula hyemalis), goldeneyes, mergansers], loons, 
grebes, cormorants, and alcids are all diving birds that forage for benthic invertebrates or fish. Although 
most species dive to shallow depths (7 to 33 feet), a few species can dive to depths of over 300 feet  
(Table 1). Species known to dive to depths of 65 feet or more include Long-tailed Duck, White-winged 
Scoter (Melanitta fusca), Common Loon (Gavia immer), Black Guillemot (Cepphus grille), and Razorbill 
Table 1).  
 
Goose Island, just north of the Project area, is a nesting site for Common Eiders (Somateria mollissima), 
Double-crested Cormorants (Phalacrocorax auritus), Herring Gulls, and Great Black-backed Bulls 
(Larus marinus). The Maine Department of Inland Fisheries and Wildlife (MEDIFW) has conducted 
periodic surveys on Goose Island to count the number of nesting birds. The last complete nest count was 
conducted on June 5, 1991, when the following nest counts were recorded: Common Eider - 237; Double-
crested Cormorant - 435; Herring Gull - 504; Great Black-backed Gull – 76.  Only 13 Common Eider 
nests were found in June 2008 (B. Allen, personal communication).  
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Table 1. Diving Depths of Waterbirds and Seabirds Known to Occur in Cobscook Bay, North Lubec, 
Maine. Diving Depths Taken from Species Accounts, Birds of North America (see References). 

Common Name Waterfowl Scientific 
Name 

Maximum 
Diving Depth 

(feet) 

Food Source Occurrence in 
Cobscook Bay 

Waterfowl 
Greater Scaup Aythya marila 23 Benthic invertebrates Common 
Common Eider Somateria mollissima 33 Benthic invertebrates Common 
Surf Scoter Melanitta 

perspicillata 
30 Benthic invertebrates Common 

White-winged 
Scoter 

Melanitta fusca 66 Benthic invertebrates Common 

Black Scoter Melanitta americana 33 Benthic invertebrates  
Common 

Long-tailed Duck Clangula hyemalis 217 Benthic invertebrates Common 
Bufflehead Bucephala albeola 10 Benthic invertebrates Common 
Common 
Goldeneye  

Bucephala clangula 30 Benthic invertebrates Common 

Hooded Merganser  Lophdytes cucullatus 33 Fish and crustaceans Uncommon 
Red-breasted 
Merganser  

Mergus serrator 33 Fish and crustaceans Common 

Loons and Grebes 
Red-throated Loon Gavia stellata 30 Fish and crustaceans Rare 
Common Loon Gavia immer 197 Fish and crustaceans Common 
Horned Grebe Podiceps auritus 33 Fish and crustaceans Uncommon 
Red-necked Grebe Podicaps grisegena 33 Fish and crustaceans Uncommon 

Cormorants 
Double-crested 
Cormorant  

Phalacrocorax 
auritus 

26 Fish Common 

Great Cormorant  Phalacrocorax carbo 66 Fish Common 
Alcids 

Thick-billed Murre Uria lomvia 689 Fish and invertebrates Rare 
Razorbill Alca torda 328 Schooling fish Occasional 
Black Guillemot Cepphus grylle 115 Fish and invertebrates Common 

 
ORPC contracted CER, under the direction of Dr. Peter Vickery, to conduct pre-deployment sea and 
shore bird surveys in the vicinity of the Project. A continuous scan method was used to identify and count 
all species present (Martin and Bateson 1986). Both land-based and vessel surveys were conducted during 
periods of peak bird activity and lasted for three hours. Each survey was divided into 15-minute intervals 
and the maximum number of each species and their behavior was recorded during each observation 
interval. The study was conducted in two study periods. The first study period began in August 2010 and 
documented the number of Bonaparte’s Gulls, Common Terns, Arctic Terns, and other migratory feeding 
birds. An interim report on bird studies is included in the FPLA. The second period of study is currently 
being conducted and will document the number of migrant and wintering waterfowl and seabirds that use 
the area around the Project. During the initial study phases, particular attention was paid to federal and 
state endangered, threatened, and special-concern species. Prior to conducting the initial phases of the 
study described above, CER coordinated with MEDIFW to obtain the most current list of these bird 
species. 
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CER conducted ten land-based surveys between August 19, 2010 and November 29, 2010 and six vessel-
based surveys between September 22, 2010 and November 13, 2010. Surveys were conducted from two 
sites, the Landing Site in North Lubec, and the Deployment Area in Cobscook Bay. Table 2 provides the 
locality, date of survey, and duration. 
 

Table 2. Summary of Surveys Conducted During Fall Migration. 

Survey Site Date (2010) Duration (hours) 
Landing Site 19 Aug 11 
Landing Site 5 Sep 11 
Landing Site 19 Sep 3 

Deployment Area 22 Sep 3 
Deployment Area 2 Oct 3 

Landing Site 3 Oct 3 
Landing Site 11 Oct 3 
Landing Site 17 Oct 3 

Deployment Area 22 Oct 3 
Deployment Area 29 Oct 3 

Landing Site 30 Oct 3 
Deployment Area 3 Nov 3 

Landing Site 7 Nov 3 
Landing Site 13 Nov 3 

Deployment Area 13 Nov 3 
Landing Site 27 Nov 3 

 
5.0 PROJECT NEXUS 
 
Prior to the start of this monitoring effort, there was limited information on avian use of the Project Area. 
The construction and operation of the Project has the potential to affect marine resources, including sea 
and shore birds that may use the Project area. Information collected by this monitoring plan will provide 
some essential information on how sea and shore birds use the Project area. This information will be used 
to evaluate the potential effects of submerged hydrokinetic devices. Post-deployment monitoring plans 
are also a mandatory requirement of pilot license applications under FERC’s current hydrokinetic pilot 
license policy.  
 
6.0 METHODOLOGY 
 
Post-deployment sea and shore bird monitoring will continue to be carried out by the CER under the 
direction of Dr. Peter Vickery. As shown on Figure 4, CER will conduct bird surveys off Seward Neck 
within the white lines off North Lubec, Maine. The surveys will be separated into the near shore area (A) 
just offshore from the Landing Site and (B) the Deployment Area for the TidGen™ Power System. 
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Figure 4. Sea and shore bird study area. 

 
CER will conduct land-based surveys (Holm and Burger 2002) from the Landing Site in North Lubec as 
well as water-based surveys onboard the Energy Tide 2, which will be moored in the proposed 
Deployment Area as shown in Figure 4. Vessel-based surveys will be conducted from an alternate vessel 
should the Energy Tide 2 not be located at its mooring. 
 
The land-based survey area is delineated by a line extending from the ORPC Landing Site to the east end 
of Goose Island. The west side of the survey area is defined by a line extending from the Landing Site to a 
white building on the salmon farm directly northwest of the Landing Site. The inshore area (A) is marked 
by a United States Coast Guard channel marker (Green Can #7) to the northeast of the Landing Site. The 
offshore area (B) is delineated by Green Can #7 and a yellow marker west of Goose Island. Observers 
will use 8x or 10x magnification binoculars and 20x to 60x magnification telescopes for bird 
identification and will use a continuous scanning technique across the survey area to identify and count all 
species present. CER will record the highest count for each species for each 15-minute interval (Martin 
and Bateson 1986). 
 
The surveys from onboard the Energy Tide 2 or alternate vessel will extend for a distance of 
approximately 700 feet. CER will also count all birds in the inshore area (A). Observers will use 8x or 
10x magnification binoculars and a continuous circular scanning technique to identify and count all 
species present (Martin and Bateson 1986). Special attention will be paid to species known to dive to 
depths of 65 feet or more; these include: Long-tailed Duck, King Eider (Somateria spectabilis), White-
winged Scoter, Common Loon, Black Guillemot, Razorbill, and other alcids as listed in Table 1. 
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All surveys will be conducted during periods of peak bird activity identified in preliminary surveys and 
will last for a period of three hours. Each survey will be divided into 15-minute intervals and the 
maximum number of each species and their behavior will be recorded during each interval. CER will 
register all behaviors of birds on the water’s surface. Birds will be identified as floating (loafing on the 
surface), diving (active feeding), or swimming. Birds that fly past the survey area but do not land on the 
water will also be counted. 
 
7.0 REPORTING 
 
ORPC will file full summary reports with the regulatory agencies three times per year for the first three 
years of Project operations, beginning six months after the deployment of the single-device TidGen™ 
Power System. Reports will be issued after surveys of: 1) fall migration during and after deployment of 
the TidGen™ Power System; 2) migrant and wintering seabirds; and 3) spring and summer seabirds. In 
addition, CER will assist MEDIFW in conducting a complete nesting seabird survey for Goose Island in 
June 2011. Should altered bird activity be noted at any time during the observations, the appropriate 
federal and state resource agencies will be notified for consultation. 
 
8.0 SCHEDULE 
 
All surveys will take place during a standard three-hour period. Post-deployment monitoring will occur 
for three years beginning with the deployment of the single-device TidGen™ Power System, at the rate of 
one to two surveys per month. 
 
9.0 BUDGET 
 
The total cost of this monitoring effort will be $75,000. ORPC has contracted CER to perform dedicated 
sea and shore bird surveys in and around the Deployment Area for the first three years of the Project. 
ORPC estimates the cost of conducting sea and shore bird surveys to be $15,000 per year. ORPC 
estimates the cost of compiling the sea and shore bird surveys and issuing three yearly reports to be 
approximately $20,000.  
 
10.0 DISCUSSION OF ALTERNATIVE APPROACHES 
 
ORPC believes the Project has little potential to affect sea and shore birds (see Attachment 1). ORPC has 
been testing tidal power devices in Cobscook Bay since 2007, and during this time period, has not 
observed any negative environmental effects of these devices. In addition, the pilot Project is small 
relative to the available habitat in Cobscook Bay and will be monitored for direct interaction with aquatic 
life. Diving birds are known to avoid structures in the ocean environment and it is expected they will 
similarly avoid direct contact with the proposed power system. In addition to this plan, Fisheries and 
Marine Life Interaction Monitoring Plans have been developed to confirm no direct effects based on in-
situ data collection. ORPC believes that the Bird Monitoring Plan, in conjunction with additional 
proposed monitoring plans, is sufficient to inform licensing decisions, that it is appropriate to the size and 
scope of the pilot Project, and that the approaches proposed in the study are in general accordance with 
those recommended by the resource agencies. 
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